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PRODUCTS INDEX
ALPHABETICAL ORDER

Hall Led Ceiling IP65 504 Otello Led 262
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Arkeon HCL 477 Hall Led Ground 496 Pcm Evo 412
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Groove Display 122 Magis 394
Groove Display HCL 481 Magis Flood 532 Wave 34
Groove Display IP54 438 Wave Display 114
Groove HCL 480
Groove IP54 432 Nobis 514
Hall Led Ceiling Evo 268 One Ring 140



THE COMPANY

WE LIGHT UP
OUR CUSTOMERS'
BUSINESS

Since 1984, we have designed and produced lighting
solutions thinking of light as a lever for the growth of our
customers’ business. A complete architectural range for
indoor and outdoor spaces, with a calling for architectural
lighting solutions.

"
medical - tracks

R emergency

B outdoor IP."-,. [

wall

continuous

suspended
/ceiling

recessed

downlight spotlight
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THE COMPANY

A CONSTANT SEARCH
THAT COMBINES
INNOVATION AND
EXPERIENCE

A focus on performance lies at the centre of our design
philosophy, an attention that increasingly centres around
technological and stylistic research, so that we can be
ready to provide innovative and high performance solutions
to a market in constant evolution.

The design ideas, stemming from the skills acquired over
years of experience, mould with the input that we collect
from the lighting sector and with the cooperation with the
best international design companies.

IDERC Y )

12

PRODUCTION THAT
FOCUSES ON DETAIL
AND QUALITY

Quality products are the best way of standing out in a
market as competitive as that of lighting. Our products are
manufactured with the care and experience of an artisan
workshop, combined with the important support offered
by the most innovative technologies and the collaboration
with research laboratories and universities. This attention
permeates the entire process, from the design stage to
prototyping and testing, all the way to mass production, a
chain whose quality is painstakingly and constantly

monitored by an internal quality control system.

THE VALUE OF
CONSULTANCY
AND SERVICE

7N £
]

lighting commercial
consultancy support

. .

The customisation of a product is always a fresh and moti-
vating challenge. On the one hand, it allows us to help cu-

S

“ ............... CUSTOMER - -l|"g stomers bring to life their architectural project, by taking
technical marketing . PR . . .
support support care of lighting in the most minute details; on the other, it
enhances our ability to evolve in harmony with the market,
providing us with incentives to constantly enrich our range
with successful solutions.

From design to purchase and all the way to after-sales

.'. .’.
% % service, we offer continuous technical advice, combined

custom customer with fast response times and the full availability of a team

solutions service

of highly qualified experts.
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THE COMPANY

SOLUTIONS DESIGNED
FORALLFIELDS OF
APPLICATION...

Formanyyears, Esse-cihave lit not only offices,commercial
buildings, schools and universities, but also museums,
theatres, conference halls, the entire retail and mass
retail sector, as well as specialist clinics and hospitals. We
also have products suited to large public infrastructure
projects, such as train and underground stations.

Our success has been rewarded to us over time with the
continued trust of the market, allowing us to contribute to
large architectural projects. With a brand new portfolio for
2020, we are now venturing into outdoor projects as well.

AND EVERYWHERE
IN THE WORLD

Eachday, wedistribute our products from Italy throughout
the world, selected to meet the needs of the most diverse
settings, from boutiques in Dubai to the Moscow
underground, from Sydney offices to the Chicago public
library; all situations with different needs and peculiarities
that our technical staff are able to handle by developing

the most suitable project solutions.

15
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ACHIEVEMENTS

Product: Owvio Led
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T Product: Owio Display Led - Semplice
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T product: Groove - Hall Led Ceiling Evo

AT product: Groove
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ACHIEVEMENTS
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SUPERMARKETS Product: Teres - Vector
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ACHIEVEMENTS

LUDNORTTONITEETEIS  Product: Bright
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ACHIEVEMENTS

TV product: Stilla

UNDERGROND STATIONS Product: Hall Led Essential - Box Led

29
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WAVE

Soft-line design for a truly versatile range: WAVE is suitable
both as an element for single installation and as a system for
continuous suspended or recessed rows. Direct/indirect

emission with High Contrast microcell optical system and

high glare control.

See also:
WAVE DISPLAY p.114
Design
esse-Ci
FEATURES LED CERTIFICATIONS ON REQUEST
. DALI-RDD code
B Direct Emission @ 3000K/4000K ce (verify the version)
B Direct/Indirect Emission >107Im/W A+
UGR <16 @ CRI>90 5 years warranty
P40 Eye safety: RGO/RG1
@ Mac Adams 3
.80/B10 >50.000h
Specifications Built-indriver. Body Aluminium body with epoxy powder coating.
Optic - High Contrast diffuser UGR <16 Colour O White RAL 9003 (with black optics and end
- Double emission: direct / indirect caps) - Code: B

34

@ Black RAL 9005 (with white optics and end
caps) - Code: C8

ROWS
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WAVE

|
OPTIC
High Contrast diffuser UGR <16.
End caps included. See accessories on p. 37.
‘ 1185/1465/1745/2865 ‘
- ‘ IP 40 1o 105
3 ﬂ .
45 o o
a5 a5
Il'.U.I’Hﬂ_\ = _: - ltﬁ"m
COLOUR TEMPERATURE 4000K 3000K
cob ) Im mm cob s} Im mm
85DR36DKL490 36W 3852 1185 85DR36DKL390 36W 3582 1185
85DR45DKL490 45W 4815 1465 85DR45DKL390 45W 4478 1465
85DR54DKL490 54W 5778 1745 85DR54DKL390 54W 5374 1745
85DR90DKL490 0W 9630 2865 85DR90DKL390 90W 8956 2865
36

CONTINUOUS ROWS WAVE
OPTIC :
High Contrast diffuser UGR <16 and upper diffuser for .
dual emission: direct / indirect.
End caps included. See accessories on p. 37.
‘ 1185/1465/1745/2865 |
. / "
|P 40 1 5 i T 185 Rt 15"
%Iﬂ ’ ) i
| =4
45 105 1
DIRECT // INDIRECT EMISSION &\‘ .
mm Power Direct Mod. Power Indirect Mod. 7 // \ -
1185 36 12 w l !
1465 45 16 L s
1745 54 16 i _ 100%
2865 90 32
COLOUR TEMPERATURE 4000K 3000K
cob Q Im mm cop s Im mm
85D148DKL490 48W 5148 1185 85DI148DKL390 48W 4787 1185
85DI61DKL490 61W 6543 1465 85DI61DKL390 61W 6085 1465
85DI70DKL490 70W 7506 1745 85DI70DKL390 70W 6981 1745
85DI1122DKL490 122W 13086 2865 85DI1122DKL390 122W 12170 2865
Accessories
) ’-\ Y ‘ ’-\
. & s . k v "
—
85AA13 85AA1330 85AA16

Single wire 1500mm long adjustable
suspension kit.

00AA165P

5 pole-powered supply box.
Cable length 2000mm.

Single wire 3000mm long adjustable
suspension kit.

X

85AA11

Flexible mechanical/electrical creative
joint.

3 pole-powered supply box.
Cable length 2000mm.

37

CONTINUOUS
ROWS
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ARKEON

Arkeon is the new profile developed by Esse-ci to be ex-
tremely flexible and high performing. A linear design that
integrates perfectly in any context such as an office, show-
room, a retail or hospitality space. Available with both direct
and direct/indirect emission, it guarantees a seamless il-
lumination, even for the indirect part.

Different optics are available, such as the new CLD colli-
mated optics and the high contrast optics as well as the

possibility of inserting spot modules for accent lighting.

See also:

ARKEON WALL p. 370
ARKEON MED p.456
ARKEON HCL p.477
FEATURES

3000K/4000K

>125Im/W

P [ @) (S]] (@) &

Design
esse-Ci
CERTIFICATIONS ON REQUEST
DALI-RDD code
C€ (verify the version)
A+ 9 easy BT Easyconnect

ConNNecT _ BEM/BES code

. . Emergency kit 1/3 hour
UGR <16; <19: <22 CRI >90 5 years warranty EM/EM 3h code
IP 40 Eye safety: RGO/RG1 2700K - 6500K
Mac Adams 3 ETL
.80/B10 >50.000h
Specifications Built-indriver. Body Aluminum extruded body with epoxy powder
coating.
Optic - Direct / indirect emission with CLD technology
diffuser (UGR<16) Colour O Matt white RAL 9003 - Code: B

- PG frosted diffuser UGR<22

- Polycarbonate asymmetric lens

- High Contrast lens

- Continuous indirect emission

- SPOT modules with adjustable emission lens from
10°to40°

38

@ Matt black RAL 9005 - Code: C8

CONTINUOUS
ROWS
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ARKEON HIGH EFFICIENCY CLD

OPTIC

Direct emission with CLD technology diffuser (collimated
diffuser UGR<16).

End caps not included. See accessories on p. 48.

o e (P20 IS
g v .
=L |
62 1128/1408/1688/1968 [
w o
& FES
00
| s o 15 ]
celfilm 100%:
-G8 = - - - QM
COLOUR TEMPERATURE 4000K 3000K
coD o Im mm CcoD o Im mm
46DR19CLDL490 19W 2375 1128 46DR19CLDL390 19W 2209 1128
46DR24CLDL490 24W 3000 1408 46DR24CLDL390 24W 2790 1408
46DR29CLDL490 29W 3625 1688 46DR29CLDL390 29W 3371 1688
46DR34CLDL490 34W 4250 1968 46DR34CLDL390 34W 3933 1968

40

CONTINUQUS ROWS

ARKEON HIGH EFFICIENCY CLD

DOUBLE EMISSION

OPTIC

Direct / indirect emission with CLD technology diffuser

(collimated diffuser UGR<16). Continuous indirect emission.

End caps not included. See accessories on p. 48.

ARKEON

7 | P 40 1y 140 135
I50)
][ | e
e 1o
“_" 1 >|
62 1128/1408/1688/1968 e o
r:ln’klm - 100%:
0+ CL =000 - CIT0
DIRECT // INDIRECT EMISSION
mm Power Direct Mod. HE Power Indirect Mod. HE
1128 19W 19W
1408 24W 24W
1688 29W 29W
1968 34W 34W
COLOUR TEMPERATURE 4000K 3000K
CcobD o Im mm CcobD \/ Im mm
46DI38CLDL490 38W 4513 1128 46DI38CLDL390 38W 4197 1128
46D148CLDL490 48W 5700 1408 46DI48CLDL3%90 48W 5301 1408
46DI58CLDL490 58W 6889 1688 46DI58CLDL390 58W 6405 1688
46DI68CLDL490 68W 8075 1968 46DI68CLDL3%90 68W 7511 1968
41

CONTINUOUS
ROWS
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ARKEON HIGH OUTPUT CLD

OPTIC

Direct emission with CLD technology diffuser (collimated
diffuser UGR<16).

End caps not included. See accessories on p. 48.

CONTINUQUS ROWS

ARKEON HIGH OUTPUT CLD

DOUBLE EMISSION

OPTIC

Direct / indirect emission with CLD technology diffuser

(collimated diffuser UGR<16). Continuous indirect emission.

End caps not included. See accessories on p. 48.

ARKEON

IP 40
- 7
il 7 :
] |
62 1128/1408/1688/1968 [
Iy F2,
Ir.w.klmﬂ 18] === - - ]m%
COLOUR TEMPERATURE 4000K 3000K
cobD ) Im mm cobD o Im mm
46DR40CLDL490HO 40W 4200 1128 46DR40CLDL390HO 40W 3906 1133
46DR50CLDL490HO 50w 5250 1408 46DR50CLDL390HO 50w 4882 1413
46DR60CLDL490HO 60W 6300 1688 46DR60CLDL390HO 60W 5858 1693
46DR70CLDL490HO 70W 7350 1968 46DR70CLDL390HO 70W 6835 1968
42

IP 40 19 150* 1 T 150 135
™ e e a0
S ) S 2h
ol k. g
sl ]
62 1128/1408/1688/1968 e s
ng* w0
e & e
e i e
45 E g % - x* 45"
elfklm = 100%
-k ==~ C-CIm
DIRECT // INDIRECT EMISSION
mm Power Direct Mod. HO Power Indirect Mod. HE
1128 40W 19W
1408 50w 24W
1688 60W 29W
1968 70W 34W
COLOUR TEMPERATURE 3000K
cob \I Im mm cobD \I Im mm
46DI59CLDL490HO 59W 6338 1128 46DI59CLDL390HO 59W 5894 1128
46DI174CLDL490HO 74W 7950 1408 46DI74CLDL390HO 74W 7393 1408
46DI89CLDL490HO 89W 9563 1688 46DI89CLDL390HO 89W 8892 1688
46DI1104CLDL490HO 104W 11600 1968 46DI1104CLDL390HO 104W 10768 1968

a3

CONTINUOUS
ROWS
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ARKEON DK DOUBLE EMISSION

OPTIC

High Contrast diffuser (UGR<16).

End caps not included. See accessories on p. 48.

. // |P 40 1y " 188 18e* 140 135"
) / B00
QT D ’ / i
Lﬁ‘ l | A :u.'-
62 1128/1408/1688/1968 ik 200 i
)
A o atn
i // 7o
r:lfklm - 100':5!
—-Ck == -00-amn
DIRECT // INDIRECT EMISSION
mm Power Direct Mod. Power Indirect Mod. HE
1128 36W 19W
1408 45W 24W
1688 54W 29W
1968 90W 48W
COLOUR TEMPERATURE 4000K 3000K
cob Q Im mm cob o Im mm
46DI55DKL490 55W 5990 1128 46DI55DKL390 55W 5575 1128
46D169DKL490 69W 7515 1408 46DI69DKL390 69W 6989 1408
46DI83DKL490 83W 9041 1688 46DI83DKL390 83wW 8408 1688
46DI138DKL490 138W 15030 1968 46DI138DKL390 138W 13978 1968
44

CONTINUQUS ROWS

ARKEON FREE PROFILE - SUSPENDED/CEILING

5 poles prewired aluminum body for ceiling and suspension
applications. 10 poles on request.

cobD mm

46AA2241 2241
46AA2801 2801
46AA3361 3361

ARKEON FREE SPOT2X

OPTIC

Internal lens: adjustable emission from 10° to 40°

ROWS

ARKEON

CONTINUOUS

2241/2801/3361

§

ol 45
o0

_‘_'_#_J
100
1% l's i b 1
celfklm = 100%
0 Ik == =000 -2
COLOUR TEMPERATURE 4000K 3000K
cop o Im cop o Im
46ZM23L490 2x3W 524 46ZM23L390 2x3W 476
46ZM271490 2X7W 1120 46ZM271390 2X7W 1020

45



esse-Ci Arkeon
High efficiency lighting module , CRI>90.
& R e 3
ra B
bt =0 =
| |
280/560/840/ 1120/ 1400/ 1680
P20 | I
COLOUR TEMPERATURE 4000K 3000K
CcoD o Im mm CcoD o Im mm
46AA5L490 5W 780 280 46AA5L390 5W 750 280
46AA10L490 10W 1560 560 46AA10L390 10W 1500 560
46AA14L490 14W 2340 840 46AA14L390 14W 2250 840
46AA19L490 19W 3120 1120 46AA19L390 19W 3000 1120
46AA24L490 24W 3900 1400 46AA24L390 24W 3750 1400
46AA29L490 29W 4680 1680 46AA29L390 29W 4500 1680
High output lighting module , CRI>90.
£ " = i =
LILIL fa B o 0
0T 07
|
f | -I P 20 A"+
280/ 560/840/ 1120/ 1400/ 1680
COLOUR TEMPERATURE 4000K 3000K
cob ] Im mm cob \/ Im mm
46AA10L490HO 10W 1520 280 46AA10L390HO 10W 1450 280
46AA20L490HO 20W 3040 560 46AA20L390HO 20W 2900 560
46AA30L490HO 30W 4560 840 46AA30L390HO 30W 4350 840
46AA40L490HO 40W 6080 1120 46AA40L390HO 40W 5800 1120
46AA50L490HO 50W 7600 1400 46AA50L390HO 50W 7250 1400
46AA60L490HO 60W 9120 1680 46AA60L390HO 60W 8700 1680
46

ROWS

CONTINUQUS ROWS ARKEON

CONTINUOUS

ARKEON FREE HIGH EFFICIENCY INDIRECT

High output lighting module , CRI>90.

[P %
= [ )
‘ ++
I | -|P 20 -
280/560/840/1120/1400/ 1680

COLOUR TEMPERATURE 4000K 3000K
cobD o Im mm cobD o Im mm
46AA5L490HEIN 5w 780 280 46AA5L390HEIN 5W 750 280
46AA10L490HEIN 10W 1560 560 46AA10L390HEIN 10W 1500 560
46AA14L490HEIN 14W 2340 840 46AA14L390HEIN 14W 2250 840
46AA19L490HEIN 19W 3120 1120 46AA19L390HEIN 19W 3000 1120
46AA24L490HEIN 24W 3900 1400 46AA24L390HEIN 24W 3750 1400
46AA29L490HEIN 29W 4680 1680 46AA29L390HEIN 29W 4500 1680

ARKEON FREE HIGH OUTPUT INDIRECT

High output lighting module , CRI>90.

= T : ; ;

= o s
‘ ++
) . P20 IS
280/560/840/1120/ 1400/ 1680

COLOUR TEMPERATURE 4000K 3000K
cop \q/ Im mm cop \q/ Im mm
46AA10L490HOIN 10w 1520 280 46AA10L390HOIN 10w 1450 280
46AA20L490HOIN 20W 3040 560 46AA20L390HOIN 20W 2900 560
46AA30L490HOIN 30W 4560 840 46AA30L390HOIN 30W 4350 840
46AA40L490HOIN 40W 6080 1120 46AA40L390HOIN 40W 5800 1120
46AA50L490HOIN 50W 7600 1400 46AA50L390HOIN 50W 7250 1400
46AA60L490HOIN 60W 9120 1680 46AA60L390HOIN 60W 8700 1680

a7



esse-Ci
Accessories
| B
0% 11 8 00AA16
00AA165P
46AA13 00AA167P
46AA1330 46AA14 00AA1610P

Single wire 1500mm / 3000mm long
adjustable suspension kit.

46AA09
End caps kit.

46AA06
3 ways joint.

46CLD5000
46CLD10000

CLD optic (collimated diffuser, UGR<16), 10m
coil to be measured and cut on site to provide
continuous gap-free light diffusion.

46AS3000

Asymmetric lens, 3000mm.

48

Ceiling mounting kit.

- & \iz
<

46AA11

Electrified linear joint.

46AA07
4 ways joint.

46PG5000
46PG10000

Methacrylate satin diffuser UGR<22, 10m coil
to be measured and cut on site to provide
continuous gap-free light diffusion.

46MC500: 5 m
46MC1000: 10 m

Blind module connection in painted coil
adaptable to size on site.

3,5,7, 10 poles-ceiling rose power cable.
Cable length 2000mm.

46AA05

2 ways joint.

46DR10L490A90: 10W(HE) 4000K
46DR10L390A90: 10W(HE) 3000K
46DR20L490A90: 20W(HO) 4000K
46DR20L390A90: 20W(HO) 3000K

2 ways luminous joint 90°.

46TR5000

46TR10000

Optional transparent diffuser for indirect
emission, 10m coil to be measured and cut on

site to provide continuous gap-free light
diffusion.

e
Z9
CONTINUOUS ROWS ARKEON §
Technical Note
ASSEMBLY LAYOUT
ARKEON FREE PROFILE - ARKEON FREE - ARKEON FREE SPOT
—— Diffuser

W ary

(=3 o

Diffuser / optic

PHOTOMETRIC CURVES OF OPTICS:

Indirect light module

Aluminum body
" pre-cablated

‘%ﬁ%— —— Direct light module

—— Spot module

CLD optic PG optic

asymmetric optic

High Contrast optic
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CONTINUOUS

BRIGHT

BRIGHT can be specified as a pendant, surface or recessed
fixture, and is suitable for both wall and ceiling mounting. The 8
product features an electrified spine containing the electrical
connection and LED driver. The separate main body, which is
produced from powder coated extruded aluminum, contains
the LED and optics in a secure sealed unit. This element can be
simply second fixed using unskilled labour due to the unique
‘push-fit’ technology, saving the installer time and therefore
money. This innovative method of electrical connection
between the lighting module and electrified spine eliminates
any potential of cross polarity and therefore damage to the
LEDs. Suspended versions can be height adjusted using the

clutch operated wire suspensions and all products come

through wired as standard. Separate accent spotlights can be Design

integrated into system profiles. esse-Ci

See also:

BRIGHT HCL p.479

FEATURES LED CERTIFICATIONS ON REQUEST

DALI-RDD code
3000K/4000K ce @ (verify the version)

easy BT Easyconnect
A+ eam""‘” -BEM/BES code

Emergency kit 1/3 hour
CRI>90 5yearswarranty EM/EM 3h code

B Direct Emission
B Direct/Indirect Emission
UGR<19;<22

>107 Im/W

CUCAONENENE

IP 40 Eye safety: RGO/RG1 ((I'b) @ 2700K - 5000K
Mac Adams 3
.80/B10 >50.000h
Specifications Built-indriver. Body Aluminum extruded body with epoxy powder
coating.
Optic - DPL technology diffuser to control glare UGR <19
- PG diffuser for soft diffusion with UGR<22 Colour O Matt white RAL 9003 - Code: B
- Diffuser with Indirect Light Control (ILC) @ Matt black RAL 9005 - Code: C8

technology to favor the indirect illumination
- Double emission: direct / indirect

50
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BRIGHT DPL LOW POWER

OPTIC

Diffuser with Diamond Prism Technology UGR<19 for

envirorments with display screen equipment.

ILC (Indirect Light Control)) technology for partially

indirect emission.

End caps included. See accessories on p. 57.

T
o
38 s
7 .
s Ul
| 568/848/1128/1408/1688/1968/2248/2528/2808/3088 |
(-;\Im“ ieath o - = n= 1-3;"‘
COLOUR TEMPERATURE 4000K 3000K
cob @ Im mm cob o Im mm
80DPL12L490 12w 1248 568 80DPL12L390 12w 1161 568
80DPL18L490 18W 1872 848 80DPL18L390 18W 1741 848
80DPL24L490 24W 2496 1128 80DPL24L390 24W 2321 1128
80DPL30L490 30W 3120 1408 80DPL30L390 30W 2902 1408
80DPL36L490 36W 3744 1688 80DPL36L390 36W 3482 1688
80DPL42L490 42W 4368 1968 80DPL42L390 42W 4062 1968
80DPL48L490 48W 4992 2248 80DPL48L390 48W 4643 2248
80DPL54L490 54W 5616 2528 80DPL54L390 54W 5223 2528
80DPL60L490 60W 6240 2808 80DPL60L390 60W 5803 2808
80DPL66L490 66W 6864 3088 80DPL66L390 66W 6384 3088
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OPTIC
Lower diffuser with Diamond Prism Technology UGR<19
for envirorments with display screen equipment.
ILC (Indirect Light Control) technology and upper PG
protective diffuser for dual emission: direct / indirect.
End caps included. See accessories on p. 57.
|p 40 k1 15 L 1m0 165 15 1
m
it
~
108 e
38 e e
/
/ " %
I |
1128/1408/1688/1968/2248/2528/2808/3088
a5 w i L [ s E 5
cdfim = 100%
—-C180 - --C90-CIN0
DIRECT // INDIRECT EMISSION
mm Power Direct Mod. Power Indirect Mod. mm Power Direct Mod. Power Indirect Mod.
1128 24W 6W 2248 48W 24W
1408 30W 6W 2528 54W 24W
1688 36W 12W 2808 60W 24W
1968 42W 12W 3088 66W 24W
COLOUR TEMPERATURE 4000K 3000K
coD y Im mm N.Mod. Ind. coD y Im mm N. Mod. Ind.
80DI30DPLL490 30W 3068 1128 2 80DI30DPLL390 30W 2853 1128 2
80DI36DPLL490 36W 3692 1408 2 80DI36DPLL390 36W 3434 1408 2
80DI48DPLL490 48W 4875 1688 2 80DI48DPLL390 48W 4534 1688 2
80DI54DPLL490 54W 5499 1968 2 80DI54DPLL390 54W 5114 1968 2
80DI72DPLL490 72W 7254 2248 4 80DI72DPLL390 72W 6747 2248 4
80DI78DPLL490 78W 7878 2528 4 80DI78DPLL390 78W 7327 2528 4
80DI84DPLL490 84W 8502 2808 4 80DI84DPLL390 84W 7907 2808 4
80DI90DPLL490 90W 9126 3088 4 80DI90DPLL390 90W 8488 3088 4
53
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BRIGHT PG LOW POWER

OPTIC

Methacrylate satin antistatic diffuser screen, UGR<22.
ILC (Indirect Light Control) technology for partially

indirect emission.

End caps included. See accessories on p. 57.

» o '

D Ig x “
] Sezeantll

/ Vi
\ S/ \ -
 288/568/848/1128/1408/1688/1968/2248/2528/2808/3088 \,_, P
COLOUR TEMPERATURE 4000K 3000K
cop [s) Im mm cop s Im mm
80PG6L490 6w 642 288 80PG6L390 6W 597 288
80PG12L490 12w 1284 568 80PG12L390 12w 1194 568
80PG18L490 18W 1926 848 80PG18L390 18W 1791 848
80PG24L490 24W 2568 1128 80PG24L390 24W 2388 1128
80PG30L490 30w 3210 1408 80PG30L390 30w 2985 1408
80PG36L490 36W 3852 1688 80PG36L390 36W 3582 1688
80PGA42L490 42W 4494 1968 80PG42L390 42W 4179 1968
80PGA48L490 48W 5136 2248 80PGA48L390 48W 4776 2248
80PG54L490 54w 5778 2528 80PG54L390 54W 5374 2528
80PG60L490 60W 6420 2808 80PG60L390 60W 5971 2808
80PG66L490 66W 7062 3088 80PG66L390 66W 6568 3088
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|
OPTIC
Lower methacrylate satin antistatic diffuser screen,
UGR<22.
ILC (Indirect Light Control) technology and upper PG
protective diffuser for dual emission: direct / indirect.
End caps included. See accessories on p. 57.
|p 40 L e ey e e 0 L
HBE
~N
<]
38 e -
/S
// kg '.II EE
I gl ’ ;
1128/1408/1688/1968/2248/2528/2808/3088
ay 0 e % y 1 -
ﬂr_ - - = L0
DIRECT // INDIRECT EMISSION
mm Power Direct Mod. Power Indirect Mod. mm Power Direct Mod. Power Indirect Mod.
1128 24W 6W 2248 48W 24W
1408 30W 6W 2528 54W 24W
1688 36W 12W 2808 60W 24W
1968 42W 12W 3088 66W 24W
COLOUR TEMPERATURE 4000K 3000K
cob Q Im mm N.Mod. Ind. cob Q Im mm N.Mod. Ind.
80DI30PGL490  30W 3140 1128 2 80DI30PGL390  30W 2920 1128 2
80DI36PGL490  36W 3782 1408 2 80DI36PGL390  36W 3517 1408 2
80DI48PGL490  48W 4983 1688 2 80DI48PGL390  48W 4634 1688 2
80DI54PGL490  54W 5625 1968 2 80DI54PGL390  54W 5231 1968 2
80DI72PGL490  72W 7398 2248 4 80DI72PGL390  72W 6880 2248 4
80DI78PGL490 78W 8040 2528 4 80DI78PGL390 78W 7478 2528 4
80DIB4PGL490  84W 8682 2808 4 80DI84PGL390  84W 8075 2808 4
80DI9OPGL490  90W 9324 3088 4 80DI9OPGL390  90W 8672 3088 4
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BRIGHT PG HIGH POWER

OPTIC

Methacrylate satin antistatic diffuser screen, UGR<22.
ILC (Indirect Light Control) technology for partially

indirect emission.

End caps included. See accessories on p. 57.

I P 40 S0 1 150°
| Iz
~ i i
a8 laee Lo .
s/
s - -._I e
r* >| | \
1128/1408/1688 —

COLOUR TEMPERATURE 4000K 3000K
cob o Im mm cob \I Im mm
80PG48L490HP 48W 5136 1128 80PG48L390HP 48W 4776 1128
80PG60L490HP 60W 6420 1408 80PG60L3920HP 60W 5971 1408
80PG72L490HP 72W 7704 1688 80PG72L390HP 72W 7165 1688
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Accessories
SUSPENSION
\ ’—\ B ’—\ p"
80AA13 80AA1330 00AA16
Single wire 1500mm long adjustable suspension Single wire 3000mm long adjustable suspension 3 poles-ceiling rose power cable.

kit.

00AA165P

5 poles-ceiling rose power cable.
Cable length 2000mm.

80AA06
Electrified 3 ways joint.

RECESSED
8 [
1
-
17
80AAPIL

Header kit for recessed installation.

WALL

80AA15

Kit for wall installation.

kit. Cable length 2000mm.

\
. | 5- 1\ ;;“
80AA11 80AA05

Electrified linear joint. Electrified 2 ways joint 90°.

—

Sl ~

80MC1000: 1000mm

80AA07 80MC2000: 2000mm
Electrified 4 ways joint.

Blind connection module in aluminium with
linear mechanical joints included.
Enquire for other lengths.

Side aluminum profile recessing, also for
continuous-row. Each item code is composed
of 2 pieces of aluminum profile, joint plates and
spacers for alignment. Stirrup brackets
magnetically hold the Bright module into the
profile for a trimless effect.

80PL24: for 24W (LP) / 48W (HP)
80PL30: for 30W (LP) / 60W (HP)
80PL36: for 36W (LP) / 72W (HP)
80PL42: for 42W (LP)
80PL48: for 48W (LP)
80PL54: for 54W (LP)
80PL60: for 60W (LP)
80PL66: for 66W (LP)

80AA151M

Kit for wall installation
Bright 6W / 12W.
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GROOVE

GROOVE is a competitive and versatile profile suitable for re-
cessed, surface and suspended mounting. Produced from paint-
ed extruded aluminium in a wide range of lengths and fitted with
the latest LED technology for direct or bi-directional light distri-
bution. With its choice of optics, GROOVE is a perfect high per-
formance ambient lighting solution for commercial applications
and, with the additional of powerful adjustable accent spotlights,
it is suitable for retail and educational applications too. A wide
range of accessories are available, making GROOVE an extreme-

ly flexible design tool for architects and lighting designers.

CONTINUOUS ROWS

See also:
GROOVE IP54 p.432
GROOVE HCL p. 480 Design
GROOVE DISPLAY p.122 esse-Ci
GROOVE DISPLAY I1P54 p.438
GROOVE DISPLAY HCL p.481
FEATURES LED CERTIFICATIONS ON REQUEST
DALI-RDD code
— | Direct Emission 3000K/4000K Ce€ (verify the version)
@ Direct/Indirect Emission | >105 Im/w A - A 9 easl ngas/é%%npggé
UGR <19 CRI'>90 5 years warranty Emfgaegﬁzogz 1/3hour
IP40 Eye safety: RGO/RG1 (G“,) @ 2700K - 5000K
@ Mac Adams 3
L80/B10 >50.000h
Specifications Built-indriver. Body Aluminum extruded body with epoxy powder
coating.
Optic - DPL technology diffuser, UGR<19, for
environments with display screen equipment Colour O Matt white RAL 9003 - Code: B

- Suspended version with double emission: direct /

indirect

-SPOT modules with internal aluminum reflectors

50° beam angle
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@ Matt black RAL 9005 - Code: C8
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GROOVE LOW POWER

OPTIC

Direct emission with DPL technology diffuser (UGR<19).

End caps not included. See accessories on p. 65.

CONTINUQUS ROWS

GROOVE LOW POWER

OPTIC

(UGR<19).

DOUBLE EMISSION

Direct / indirect emission with DPL technology diffuser

End caps not included. See accessories on p. 65.

GROOVE

L — t* " EEY i — u 35 Lo B 500
— IP 40 A 1 L — IP 40 1 i 1637 s:; w0 1 138
g / / EXg o EX B / / 200
z - e z
R72AN -+ s -
| | 7y . |
88 1133/1413/1693/1973/2253/2533/2813/3093 . ;"' o 88 1133/1413/1693/1973/2253/2533/2813/3093 s 1050
e v 2 Yo s
! | | ) o w0
B \ 1 ., !
a o i e 5 o
N |
o Lo
Lk
€E The [ ks an- A5 kg = L 15 x* A5*
A e - om roe EIM Sl ——dii LI
DIRECT // INDIRECT EMISSION
mm Power Direct Mod. Power Indirect Mod. mm Power Direct Mod. Power Indirect Mod.
1133 24W 6W 2253 48W 24W
1413 30W 6W 2533 54W 24W
1693 36W 12w 2813 60W 24W
1973 42W 12wW 3093 66W 24W
COLOUR TEMPERATURE 4000K 3000K COLOUR TEMPERATURE 4000K 3000K
cop o Im mm cop s Im mm cop o Im mm cob Q Im mm
43DR24DPLL490 24W 2520 1133 43DR24DPLL390 24W 2343 1133 43DI30DPLL490 30W 3170 1133 43DI30DPLL390 30W 2948 1133
43DR30DPLL490 30W 3150 1413 43DR30DPLL390 30W 2930 1413 43DI36DPLL490 36W 3800 1413 43DI36DPLL390 36W 3534 1413
43DR36DPLL490 36W 3780 1693 43DR36DPLL390 36W 3515 1693 43DI48DPLL490 48W 5080 1693 43DI48DPLL390 48W 4724 1693
43DR42DPLL490 42W 4410 1973 43DR42DPLL390 42W 4101 1973 43DI54DPLL490 54W 5710 1973 43DI154DPLL390 54W 5310 1973
43DR48DPLL490 48W 5040 2253 43DR48DPLL390 48W 4687 2253 43DI72DPLL490 72W 7640 2253 43DI72DPLL3%90 72W 7105 2253
43DR54DPLL490 54W 5670 2533 43DR54DPLL390 54W 5273 2533 43DI78DPLL490 78W 8270 2533 43DI78DPLL390 78W 7691 2533
43DR60DPLL490 60W 6300 2813 43DR60DPLL390 60W 5859 2813 43DI84DPLL490 84W 8900 2813 43DI84DPLL390 84W 8277 2813
43DR66DPLL490 66W 6930 3093 43DR66DPLL390 66W 6445 3093 43DI90DPLL490 90W 9530 3093 43DI90DPLL390 90W 8863 3093
60 61
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GROOVE HIGH POWER

OPTIC

Direct emission with DPL technology diffuser (UGR<19).

End caps not included. See accessories on p. 65.

= = IP 40 e s
I o . )
v i '../-/
88 1133/1413/1693 S -
R S e Vol P
> . \ auy / . ;
g A
ﬂgo Ly - - - oI . 1-10;);’:
COLOUR TEMPERATURE 4000K 3000K
cob \/ Im mm cob \/ Im mm
43DR45DPLL490HP 45W 4725 1133 43DR45DPLL390HP 45W 4394 1133
43DR57DPLL490HP 57W 5985 1413 43DR57DPLL390HP 57W 5566 1413
43DR68DPLL490HP 68W 7140 1693 43DR68DPLL390HP 68W 6640 1693
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GROOVE HIGH POWER
DOUBLE EMISSION

OPTIC

Direct / indirect emission with DPL technology diffuser

(UGR<19).

End caps not included. See accessories on p. 65.

GROOVE

o . — IP 40 ny 50 185 1:: 165 L 135
il 7 :
“—" 1 |
88 1133/1413/1693 o 1080
kL n
60° L
5= o~ 1% " 15 b 5%
cifkim = 100%
—n-Ci%0 ---00-0n
DIRECT // INDIRECT EMISSION
mm Power Direct Mod. Power Indirect Mod.
1133 45W 6W
1413 57W 6W
1693 68W 12W
COLOUR TEMPERATURE 4000K 3000K
CcobD o Im mm cobD o Im mm
43DI51DPLL490HP 51W 5375 1133 43DI51DPLL390HP 51W 4998 1133
43DI63DPLL490HP 63W 6635 1413 43DI63DPLL390HP 63W 6171 1413
43DI80DPLL490HP 80W 9740 1693 43DI80ODPLL390HP 80W 9058 1693
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GROOVE SPOT

OPTIC

Aluminum reflectors 50° beam angle.

Not for single installation.

O L O QO )L 0O 0O,
] | | " N\ !
y > 1 - Y =
162 262 362 |
)
, o ,
// @I'\ II II
s [oe] | |
ﬁ/;‘ a5 | - | 15
T ]
162/262/362 88 .
A
ir 1 r 1 iy
e =005
COLOUR TEMPERATURE 4000K 3000K
cop o Im cop o Im
43AA113L49050 1x13W 1x1112 43AA113L39050 1x13W 1x990
43AA213L49050 2X13W 21112 43AA213L39050 2X13W 2x990
43AA313L49050 3x13W 3x1112 43AA313L39050 3x13W 3x990
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Accessories

O ; -, "

ay B M O
43AA13 43AA1330 00AA16

Single wire 1500mm long adjustable
suspension kit.

00AA165P

5 poles-ceiling rose power cable.
Cable length 2000mm.

43AA11

Electrified linear joint.

¥

43AA06
3 ways joint.

43PG10000

Methacrylate satin diffuser UGR<22, 10m coil
to be measured and cut on site to provide
continuous gap-free light diffusion.

Single wire 3000mm long adjustable suspension
kit.

y

43AA09
End caps kit.

s

43DR12L490A90: 12W(LP) 4000K
43DR12L390A90: 12W/(LP) 3000K
43DR24L490A90: 24\W(HP) 4000K
43DR24L390A90: 24W(HP) 3000K

2 ways luminous joint 90°.

43AA07
4 ways joint.

3 poles-ceiling rose power cable.
Cable length 2000mm.

43MC1000: 1000mm
43MC2000: 2000mm

Aluminium blind module with mechanical
linear joints included.

43AA05
2 ways joint.

y@

43AA17
Brackets kit for recessed installation.
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LINT EVO

LINT EVO is the latest version of the time-proven LINT
product. Sharing the original sleek aesthetic profile, LINT
EVO makes use of the latest cutting-edge LED technology
and improved optical control. This evolution achieves
incredible delivered efficacy meaning designers can use this
product in even the most demanding of applications. The
body is produced from polyester powder coated extruded
aluminium, with die-cast end caps. Optical control is available
in two forms; DPL for office applications needing glare
control (UGR<19), and the softlight PG optic (UGR <22) for
other areas. The bi-directional light distribution is achieved

by recycling some of the direct emission, thereby saving

energy as there are no separate LEDs specifically used for the

indirect component. Design
Serge & Robert Cornelissen

See also:
LINT EVOHCL p.483
FEATURES LED CERTIFICATIONS ON REQUEST
. ) o DALI-RDD code
B Direct/Indirect Emission 3000K/4000K c€ (verify the version)
. S ++ easy BT Easyconnect
UGR <19; <22 OF| >921Im/wW A (A BEM/BES code
Emergency kit 1/3 hour
IP40 @ CRI>90 > years warranty EM/EM 3h code
Eye safety: RGO/RG1 @ 2700K - 5000K
@ Mac Adams 3
.80/B10 >50.000h
Specifications Built-indriver. Body Extruded aluminum body with epoxy powder
coating.
Optic - DPL (Diamond Prism LED) technology with
UGR<19. Direct/indirect emission Colour O Matt white RAL 9003 - Code: B

- PG diffuser for even diffused emission with
UGR<22 (seethe accessories page)
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LINT EVO DPL LOW POWER
DOUBLE EMISSION [

OPTIC

Diffuser with DPL technology UGR<19 for —
environments with display screen equipment.
Double emission: direct / indirect.
End caps included. See accessories on p. 70.
|P 40 m L eyt {] ny 11 1.
‘ S/ ‘ e L2 e
. T 7N
3 SIS 4 [}
1156/1436/1716/1996/2276/2556/2836 145
v ks 1 ks v “*
ﬂm . . -100"=
COLOUR TEMPERATURE 4000K 3000K
cob A Im mm cob A Im mm
79DI24DPLL490 24W 2225 1156 79DI24DPLL390 24W 1971 1156
79DI30DPLL490 30W 2754 1436 79DI30DPLL390 30W 2461 1436
79DI36DPLL490 36W 3304 1716 79DI36DPLL390 36W 2953 1716
79DI42DPLL490 42W 3855 1996 79DI42DPLL390 42W 3445 1996
79DI148DPLL490 48W 4406 2276 79DI48DPLL390 48W 3938 2276
79DI54DPLL490 54W 4957 2556 79DI54DPLL390 54W 4430 2556
79DI60DPLL490 60W 5507 2836 79DI60DPLL390 60W 4922 2836
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v
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OPTIC
Diffuser with DPL technology UGR<19 for ——
environments with display screen equipment.
Double emission: direct / indirect.
End caps included. See accessories on p. 70.
|P 40 m L ) I s h1% 11 1.
A L2 e
/S o /A
B e Ty B o Y
J R ! |
‘ 1156/1436/1716 ‘ 145 | w N w
ay: i) S [ S i e
ﬂmﬂ‘ CEN - - - 0ma O 100
COLOUR TEMPERATURE 4000K 3000K
cob Q Im mm cob Q Im mm
79DI48DPLL490OHP 48W 4406 1156 79DI48DPLL390HP 48W 3938 1156
79DI60DPLL490OHP 60W 5507 1436 79DI60DPLL390HP 60W 4922 1436
79DI72DPLL490HP 72W 6609 1716 79DI72DPLL390HP 72W 5906 1716
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Accessories

4
v

=

-

Single wire 1500mm long
adjustable suspension kit.

79AA13

00AA16

3 poles-ceiling rose power cable.
Cable length 2000mm.

70

|

79AA1330

Single wire 3000mm long
adjustable suspension kit.

00AA165P

5 poles-ceiling rose power cable.

Cable length 2000mm.

79AA11

Electified linear joint.

79PG1156: for 24W(LP) / 48W(HP)
79PG1436: for 30W(LP) / 60W(HP)
79PG1716: for 36W(LP) / 72W(HP)
79PG1996: for 42W(LP)
79PG2276: for 48W(LP)
79PG2556: for 54W(LP)
79PG2836: for 60W(LP)

PG diffuser for diffused emission with
UGR<22.

CONTINUQUS ROWS LINTEVO
Technical Note
DIRECT / INDIRECT EMISSION
The double emission of LINT EVO is created from a single LED source for
optimum efficiency. The indirect component is achieved by the use dedicated
internal reflectors, which reflect a proportion of the LEDs emission upwards and
out through satin opal covered linear slots in the luminaire body, gently washing
the ceiling above the fitting. This significantly increases the overall efficacy of the
product.
Direct Light
Indirect Light
— o= —
= - Diffuser
Internal Reflector
71
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SEMPLICE LED

SEMPLICE is aninnovative lighting solution suited to awide
range of interior applications including commercial, leisure
and retail environments. Never before has a product been
so versatile, with suspended or directly surface mounted
versions available for wall and ceiling mounting. They can be
individually installed, continuously mounted or even pattern
formed using the tailored range of accessories. Unique in the
fact that light is emitted in all directions including the ends,
thanks to the integrated LED technology and translucent end
caps. A broad collection matching products can be specified for
free-standing and EUtrack mounting, giving the user continuity

of product, but complete design freedom in a project.

See also:

SEMPLICE wall/floor p. 374
SEMPLICE LED HCL p.485
FEATURES LED

3000K/4000K

B Direct/Indirect Emission
UGR <22

IP40

>90 Im/W

CRI>90

Eye safety: RGO/RG1

CUAENEENED

Design
Quargnale // Ruatti studio Architetti

CERTIFICATIONS ON REQUEST

ce DALI-RDD code

(verify the version)
++ Emergency kit 1/3 hour
A EM/EM 3h code
5yearswarranty @ 2700K - 5000K

Mac Adams 3
L80/B10 >50.000h
Specifications Built-indriver. Body Body - diffuser manufactured from shock-
resistant, anti-static technopolymer, with an
Optic - PG for soft and homogenous emission without exclusive paint treatment to guarantee constant

areas of shade
- EB for side emission

72

soft light homogeneity.
End caps and joint accessories are produced in the
same material to ensure seamless lines of light.
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SEMPLICE LED

SEMPLICE LED PG SEMPLICE LED EB

OPTIC OPTIC

PMMA technopolymer (UGR<22) with surface treatment PMMA technopolymer (UGR<22) with surface treatment

for completely uniform light distribution. and super-pure aluminum reflector for bi-directional light
Integrated LED technology. distribution. Integrated LED technology.

See accessoriesonp. 77. See accessoriesonp. 77.
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++ 195 15 10 o W 150 135" ++ 5 = i . - s
IP 40 T IP 40 E B e '
w0
60 e 10 Lte 60 Lo ] 120
L)
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o5 1~ bl s
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o =3}
nge w0 " "
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R - 4 b /
I I |
624/904/1 184/1744/2584 a5t £ I5*. ] 1 w 45 624/904/1 184/1744/2584 a i5 o 5 " i
celfkim = 100% cifkim n= 100%
0k == -Co-Cn €0 - C1s0 == - an
COLOUR TEMPERATURE 3000K COLOUR TEMPERATURE 4000K 3000K
coD Im mm coD ; Im mm coD ; Im mm coD Im mm
67PG24L490HP 24W 2160 624 67PG24L390HP 24W 2052 624 67EB24L490HP 24W 2064 624 67EB24L390HP 24W 1961 624
67PG36L490HP 36W 3240 904 67PG36L390HP 36W 3078 904 67EB36L490HP 36W 3096 904 67EB36L390HP 36W 2941 904
67PG48L490HP 48W 4320 1184 67PG48L390HP 48W 4104 1184 67EB48L490HP 48W 4128 1184 67EB48L390HP 48W 3922 1184
67PG72L490HP 72W 6480 1744 67PG72L390HP 72W 6156 1744 67EB72L490HP 72W 6192 1744 67EB72L390HP 72W 5882 1744
67PG108L490HP 108W 9720 2584 67PG108L390HP 108W 9234 2584 67EB108L490HP 108W 9288 2584 67EB108L390HP 108W 8824 2584
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SEMPLICE LED EUTRACK

OPTIC

PMMA technopolymer (UGR<22) with surface treatment for
completely uniform light distribution. Integrated LED
technology. Fitted with EUtrack connector.

See accessorieson p. 77.

iy e e 10 e s 13
168

o o 120 i
[¢°)

g 1050
e w
$ = -
e e w
= gl

624/904/1184/1744/2584 i 2 e o i » b
cilfkim e 100%

B ]

COLOUR TEMPERATURE 4000K 3000K
cob o Im mm cob o Im mm
67PG24L490HPAB 24W 2160 624 67PG24L390HPAB 24W 2052 624
67PG36L490HPAB 36W 3240 904 67PG36L390HPAB 36W 3078 904
67PG48L490HPAB 48W 4320 1184 67PG48L390HPAB 48W 4104 1184
67PG72L490HPAB 72W 6480 1744 67PG72L390HPAB 72W 6156 1744
67PG108L490HPAB 108W 9720 2584 67PG108L390HPAB 108W 9234 2584

76
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CONTINUOUS ROWS SEMPLICE LED
Accessories
3 3 o
e =
O S
67AA13 67AA1330 67AA14

Single wire 1500mm adjustable suspension kit.

00AA16

3-poles powered supply box.
Cable length 2000mm.

67AA05

Internally electrified creative joint for
horizontal change of direction.

Technical Note

Single wire 3000mm adjustable suspension kit.

00AA165P

5-poles powered supply box.

Cable length 2000mm.

67AA05V

Internally electrified 90° joint for vertical

change of direction.

Spacers kit for wall/ceiling mounting.

67AA11LED

Electrified linear joint with total emission for
continuous rows installation.

FIXING DISTANCES FOR SUSPENSION

s mm-min. mm-max.
24W 300 450
36W 400 750
48W 600 1050
72W 800 1500
108W 1100 2240
MODULAR SYSTEM

The universal articulated joint is through-wired and facilitates the

creation of unique shapes and pattern forms.

&8O~

77
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DIAMANTE

DIAMANTE has been created as a result of Esse-ci’s passion
for unique technical design. It's a unique product that
achieves optimum light control with high performance and
flexibility from a single product.

The DPL diffusion technology for controlled UGR combined
with the additional black diamond louvre results in
unparalleled glare control, making the product perfect for
any office application.

Available as a stand-alone product, configurable as a system,
or in the FREE version that allows you to use the illuminated
modules in a versatile way coupling them with lamp bodies of

different sizes.

FEATURES LED

3000K/4000K

>82 Im/W

Design
Rossi Bianchi Lighting Design

CERTIFICATIONS ON REQUEST
DALI-RDD code
c € (verify the version)
+ Emergency kit 1/3 hour
A EM/EM 3h code

UGR <19 @ CRI>90 5 years warranty
P40 Eye safety: RGO/RG1
@ Mac Adams 3
L80/B10 >50.000h
Specifications Built-indriver. Body Aluminum extruded body with epoxy powder
coating.
Optic DPL technology diffuser UGR <19 and additional
raster for glare control in injection-molded vacuum Colour @ Matt black RAL 9005 - Code: C8

metallized polycarbonate.

78
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DIAMANTE LOW POWER

OPTIC

DPL technology diffuser UGR <19 and additional black
diamond-shaped louvre for glare control in injection-molded

vacuum polycarbonate.

End caps included. See accessories on p. 87.

CONTINUQUS ROWS

DIAMANTE LOW POWER
DOUBLE EMISSION

OPTIC

DPL technology diffuser UGR <19 and additional black

diamond-shaped louvrefor glare control in injection-molded

vacuum polycarbonate.

End caps included. See accessories on p. 87.

DIAMANTE

CONTINUOUS
ROWS

IP 40 1o 1050 IP 40 A“ 139 5 285 e 188 1% [T
» » "
1o w0 -
10 1217
67 | Fsl\
200
37 [ 310
1 [ i
=t ——0-0-0-< H&&@//m 1 ;{ ; T
1 1 {ase e 1 1 1 .". / \' e
577/863/1149/1435/1721/2007/2293/2579/2865/3151 ' 1149/1435/1721/2007/2293/2579/2865/3151 ' -
e 14 - 18 . s £ Ty [ 1w 30 As*
ﬂl:!'\l =ty e = 100% Eﬂﬂ'?u CI§) = == C00 - CIN bt
DIRECT // INDIRECT EMISSION
mm Power Direct Mod. Power Indirect Mod. mm Power Direct Mod. Power Indirect Mod.
1149 24W 6W 2293 48W 24W
1435 30W 6W 2579 54W 24W
1721 36W 12w 2865 60W 24W
2007 42W 12W 3151 66W 24W
COLOUR TEMPERATURE 4000K 3000K
cop o Im mm cop | Im mm
82DPL12L490 12w 984 577 82DPL12L390 12W 905 577 COLOUR TEMPERATURE 4000K 3000K
82DPL18L490 18W 1476 863 82DPL18L390 18W 1358 863 . .
cop Q Im mm cop Im mm
82DPL24L490 24W 1968 1149 82DPL24L390 24W 1811 1149
82DI30DPLL490 30W 2618 1149 82DI30DPLL390 30W 2408 1149
82DPL30L490 30W 2460 1435 82DPL30L390 30W 2263 1435
82DI36DPLL490 36W 3110 1435 82DI36DPLL390 36W 2860 1435
82DPL36L490 36W 2952 1721 82DPL36L390 36W 2716 1721
82DI48DPLL490 48W 4252 1721 82DI48DPLL390 48W 3910 1721
82DPL42L490 42w 3360 2007 82DPL42L390 42w 3091 2007
82DI54DPLL490 54W 4660 2007 82DI54DPLL390 54W 4285 2007
82DPL48LA90 48w 3936 2293 82DPL48L390 48W 3621 2293 82DI72DPLL490 72W 6536 2293 82DI72DPLL390 72W 6009 2293
82DPL54L490 54w 4428 2579 82DPL54L390 54W 4074 2579 82DI78DPLL490 78W 7028 2579 82DI78DPLL390 78W 6462 2579
82DPL60L450 60w 4920 2865 82DPL60L390 60W 4526 2865 82DI84DPLL490 84W 7520 2865 82DI84DPLL390 84W 6914 2865
82DPL66L490 66W 5412 3151 82DPL66L390 66W 4979 3151 82DI90DPLL490 90W 8012 3151 82DI90DPLL390 90W 7367 3151
80 81
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DIAMANTE HIGH POWER

OPTIC

DPL technology diffuser UGR <19 and additional black
diamond-shaped louvre for glare controlininjection-molded
vacuum polycarbonate.

End caps included. See accessories on p. 87.

P40 | I
| e ar
Fﬂ
o
CI D ) s o
l l A ase
1149/1435/1721
cefkim = 100%
—0 iR == - 0N
COLOUR TEMPERATURE 4000K 3000K
cob \/ Im mm cob \I Im mm
82DPL40L490HP 40W 3280 1149 82DPL40L390HP 40W 3018 1149
82DPL50L490HP 50W 4100 1435 82DPL50L390HP 50W 3772 1435
82DPL60L490HP 60W 4920 1721 82DPL60L390HP 60W 4526 1721
82

CONTINUQUS ROWS DIAMANTE

DIAMANTE HIGH POWER
DOUBLE EMISSION

OPTIC

DPL technology diffuser UGR <19 and additional black
diamond-shaped louvrefor glare control in injection-molded

vacuum polycarbonate.

End caps included. See accessories on p. 87.

P40 m i o T T T T T

67 0
& “ |
*Oj: D I 108
l l -] .". / \ ..'. e
1149/1435/1721 H |
1 \M,/ | %
s e i [ 1w o A5
ex/kim = 100%
—0 1R = = =000 - 2N
DIRECT // INDIRECT EMISSION
mm Power Direct Mod. Power Indirect Mod.
1149 40W 6W
1435 50w 6W
1721 60W 12W
COLOUR TEMPERATURE 4000K 3000K
cob ’ Im mm cob o Im mm
82DI46DPLL490HP 46W 3930 1149 82DI46DPLL390HP 46W 3615 1149
82DI56DPLL490HP 56W 4750 1435 82DI56DPLL390HP 56W 4369 1435
82DI72DPLL490HP 72W 6114 1721 82DI72DPLL390HP 72W 5720 1721

83
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DIAMANTE FREE PROFILE

Aluminum body for ceiling, suspension or recessed

applications.
coD mm
82AA1000 1000
82AA2000 2000
82AA3000 3000

CONTINUQUS ROWS

DIAMANTE FREE HIGH POWER

OPTIC

DPL technology diffuser UGR <19 and additional black

diamond-shaped louvrefor glare control in injection-molded

IP 20

vacuum polycarbonate.

69‘
. D %

DIAMANTE

1000/2000/3000 67 IP 40
. 1 -
| |
291/577/863/1149/1435/1721
OPTIC =
. . Module for single installation on plasterboard ceiling with 82AA17ML accessory
DPL technology diffuser UGR <19 and additional black or on DIAMANTE FREE PROFILE for ceiling, suspension or recessed applications.
diamond-shaped louvre for glare control in injection-molded o )| L Y
vacuum polycarbonate. b -cit -=—cw0-cam —
<
67 © I ‘ /3 ‘
M P40 | D } .
a2 =L-4mm
i we L
=
1 1 s o
291/577/863/1149/1435/1721
Module for single installation on plasterboard ceiling with 82AA17ML accessory
or on DIAMANTE FREE PROFILE for ceiling, suspension or recessed applications.
»r 1 o 15 e
ﬁ':i:‘ ‘ cfkim n= 100%:
O /} ——(n-CiM - - - CiG-CH0
- s
=L-4mm
COLOUR TEMPERATURE 4000K 3000K COLOUR TEMPERATURE 4000K 3000K
cop 0 Im mm cop o Im mm cop Is Im mm cop 0 Im mm
82DPL6L490CL 6W 492 291 82DPL6L390CL 6W 453 291 82DPL10L490HPCL 10w 820 291 82DPL10L390HPCL 10ow 754 291
82DPL12L490CL 12w 984 577 82DPL12L390CL 12w 905 577 82DPL20L490HPCL 20W 1640 577 82DPL20L390HPCL 20W 1509 577
82DPL18L490CL 18W 1476 863 82DPL18L390CL 18W 1358 863 82DPL30L490HPCL 30W 2460 863 82DPL30L390HPCL 30W 2263 863
82DPL24L490CL 24W 1968 1149 82DPL24L390CL 24W 1811 1149 82DPL40L490HPCL 40W 3280 1149 82DPL40L390HPCL 40W 3018 1149
82DPL30L490CL 30W 2460 1435 82DPL30L390CL 30W 2263 1435 82DPL50L490HPCL 50W 4100 1435 82DPL50L390HPCL 50W 3772 1435
82DPL36L490CL 36W 2952 1721 82DPL36L390CL 36W 2716 1721 82DPL60L490HPCL 60W 4920 1721 82DPL60L390HPCL 60W 4526 1721
84 85
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DIAMANTE SPOT

OPTIC

Removable and adjustable spot with polycarbonate

lens 36°.
67 P40 | I = p
R 64x300 f oo .
— L /7
I
Module for single installation on !“ o
plasterboard ceiling with 82AA17ML
accessory or on DIAMANTE FREE [
PROFILE for ceiling, suspension or | & - f
305 recessed applications (p. 87).
0 15 v 30|
colfidm n= j00%
—(-Cid - - -0%-CIn
COLOUR TEMPERATURE 4000K 3000K
cob / Im mm cob Im mm
82AA33L490 3x3W 391 305x67 82AA33L390 3x3W 363 305x67

86
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Accessories

DIAMANTE

82AA13

Single wire 1500mm long adjustable
suspension kit.

\. Vs

00AA165P

5 poles-ceiling rose power cable.
Cable length 2000mm.

82AA11F

Linear joint for DIAMANTE
FREE version.

82MC500: 500mm
82MC1000: 1000mm

Aluminium blind module connection adaptable
to size onssite.

82AA1330

Single wire 3000mm long adjustable
suspension kit.

82AA11

Electrified linear joint for ceiling and suspended
version.

¢ )

82AA17ML

Spring for installation of DIAMANTE FREE
recessed light modules on
plasterboard.

82MCI500: 500mm
82MCI1000: 1000mm

Aluminium blind module connection adaptable
to size onssite.

G

00AA16

3 poles-ceiling rose power cable.
Cable length 2000mm.

82AA09F
End caps kit for DIAMANTE FREE version.

**‘@*

82AA17

Brackets kit for recessed installation.

87
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VECTOR

VECTOR is a system designed for the lighting of commercial
spaces aimed at exposure and sales. Thanks to the
structured wiring and to the multiple lenses, VECTOR
exceeds any installation limit reaching the maximum of the

lighting results and of energy saving.

FEATURES

B Direct Emission
UGR <22

IP40

3000K/4000K

>168 Im/W

CRI>90

Eye safety: RGO/RG1

P [ (@) (=] (@) &

<o¥ oo
\
Design
esse-cCi

CERTIFICATIONS ON REQUEST

DALI-RDD code
c E (verify the version)

+ 9 easy BT Easyconnect
connect - BEM/BES code

A
Emergency kit 1/3 hour
5years warranty EM/EM 3h code
@) sooox

|EwsnmeaT e =

Mac Adams 3
L80/B10 >50.000h
Specifications Built-indriver. Body Manufactured in extruded aluminum with epoxy
powder coating.
Optic - PMMA lens for concentrating emission

- PMMA lens for diffused emission
- PMMA lens for double asymmetrical emission

88

Colour O Matt white RAL 9003 - Code: B
@ Matt black RAL 9005 - Code: C8
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VECTOR PROFILE

Prewired aluminium body 7x1,5 mm?2.

See accessories on p. 98.

e

572/1144/1430/2860

COoD mm
84AA572 572
84AA1144 1144
84AA1430 1430
84AA2860 2860
90

CONTINUQUS ROWS

VECTOR PC

OPTIC

PMMA lens for concentrating emission 30°.

See accessories on p. 98.

VECTOR

IP 40 108+ 105
o "
n
BOO
a0
s ast a5
00000000000000000" S/O0O0O[0OO0OOOOO0O0O0O0 O
OOeOOOOOOOsOO‘OOsOOO/ 0 020 0|0 00 O O O O O 00 O
00000000000/0000¢ ,60000/00000000000
| e |
< > 250
571/1143/1429/2859 i W ) . .
crdfidm n= 100%
Co-Cisg = - - o0 - G370
COLOUR TEMPERATURE 4000K 3000K
cobD b Im mm coD Im mm
84PC17L490 17W 2426 571 84PC17L390 17W 2340 571
84PC24L490 24W 3355 571 84PC24L390 24W 3218 571
84PC32L490 32w 4852 1143 84PC32L390 32w 4680 1143
84PC45L490 45W 6710 1143 84PC45L390 45W 6435 1143
84PC40L490 40W 6065 1429 84PC40L390 40W 5850 1429
84PC56L490 56W 8388 1429 84PC56L390 56W 8044 1429
84PC77L490 77W 12130 2859 84PC77L390 77W 11699 2859
84PC107L490 107W 16775 2859 84PC107L390 107W 16087 2859

91
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VECTOR DS

OPTIC

PMMA lens for diffused emission.

See accessories on p. 98.

IP 40 105 15
a0 e
-
< 3 J %
w '| 200 J: Lo
I\_ 10 ’]I
S/ \ / =
= L
‘88-8888888»88‘88»880 88~88‘88~8888888-88 =
O0O0OO0OO0O0O0O0OO00000 OO0O0O00OO0OOOOOOO0O
\ o \
I |
571/1143/1429/2859 y .
edikim v = 100%
—-Cs == - C-an
COLOUR TEMPERATURE 4000K 3000K
cop 0 Im mm cop Q Im mm
84DS17L490 17W 2360 571 84DS17L390 17W 2277 571
84DS24L490 24w 3264 571 84DS24L390 24W 3130 571
84DS32L490 32w 4721 1143 84DS32L390 32w 4553 1143
84D545L490 45W 6529 1143 84D545L390 45W 6261 1143
84DS40L490 40w 5901 1429 84DS40L390 40w 5692 1429
84DS56L490 56W 8161 1429 84DS56L390 56W 7826 1429
84DS77L490 77W 11802 2859 84DS77L390 77W 11383 2859
84DS107L490 107W 16322 2859 84DS107L390 107W 15652 2859
92
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VECTOR DAS

OPTIC

PMMA lens for double asymmetrical emission.

See accessories on p. 98.

VECTOR

[iPa0] IS -
a0 e
o
wn
0
w Lo
/ / a5 e
‘OOOOOOOOOOO‘OOOOOO’JOOOOOOOOOOOOOO
O 020 O O O O O 00O OO 0O O O O 0=0 O|O 0=0 O O O O O 0O=0 O
Q0000000000000 O [coNeNoNol[cNONeNONCHONONCNONCNO]
\ 7S \
I |
571/1143/1429/2859 ¥ .
edikim v = 100%
—-Cm -- - (-

COLOUR TEMPERATURE 4000K 3000K
cop s Im mm cop s Im mm
84DAS171490 17W 2281 571 84DAS171390 17W 2200 571
84DAS24L490 24w 3155 571 84DAS24L390 24W 3026 571
84DAS32L490 32w 4563 1143 84DAS32L390 32w 4402 1143
84DAS45L490 45W 6311 1143 84DAS45L390 45W 6052 1143
84DAS40L490 40W 5705 1429 84DAS40L390 40W 5502 1429
84DAS56L490 56W 7889 1429 84DAS56L390 56W 7566 1429
84DAS77L490 77W 11408 2859 84DAS77L390 77W 11004 2859
84DAS107L490 107W 15777 2859 84DAS107L390 107W 15130 2859
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VECTOR SPOT MEDIUM

OPTIC

Internal aluminum reflectors:
10°- 20° - 40° - 70° beam angles.

See accessories on p. 98.

‘ 285 |
b ™
¥ IL@A
©
[k
o I
~
i
@110
COLOUR TEMPERATURE
cop o Im
84VT18L49010M 18W 10° 2051
84VT18L49020M 18W 20° 2051
84VT18L49040M 18W 40° 2051
84VT18L49070M 18W 70° 2051
84VT25L49010M 25W 10° 2790
84VT25L49020M 25W 20° 2790
84VT25L49040M 25W 40° 2790
84VT25L49070M 25W 70° 2790
84VT33L49010M 33W 10° 3683
84VT33L49020M 33w 20° 3683
84VT33L49040M 33w 40° 3683
84VT33L49070M 33W 70° 3683

9

.
y a
/ e
)
N/ | L
I'.U.I’kk:-\a P n= 100%
3000K
cop o Im
84VT18L39010M 18W 10° 1985
84VT18L39020M 18W 20° 1985
84VT18L39040M 18W 40° 1985
84VT18L39070M 18W 70° 1985
84VT25L39010M 25W 10° 2701
84VT25L39020M 25W 20° 2701
84VT25L39040M 25W 40° 2701
84VT25L39070M 25W 70° 2701
84VT33L39010M 33w 10° 3566
84VT33L39020M 33w 20° 3566
84VT33L39040M 33w 40° 3566
84VT33L39070M 33w 70° 3566

CONTINUQUS ROWS

VECTOR SPOT ZOOM MEDIUM

OPTIC

Internal aluminum reflector:

adjustable emission from 25 °to 60°.

See accessories on p. 98.

285

@110
COLOUR TEMPERATURE 4000K
cob o Im
84ZM18L490M 18W 2182
84ZM25L490M 25W 3031
84ZM33L490M 33w 3380

VECTOR SPOT
.
1P 20 s =
a0t e
i
II'.U.I’kkna it n ID;I'!b
...... 259 — 60°
3000K
cop o Im
84ZM18L390M 18W 2040
84ZM25L390M 25W 2833
84ZM33L390M 33wW 3130
95
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VECTOR SPOT MEDIUM FOOD

OPTIC

Internal aluminum reflectors:
10°- 20° - 40° - 70° beam angles.

See accessories on p. 98.

[1P20] -
| 285 | 8 o
[« > o
¥ IL@A
®
00 Lo
a5 50
o
~
-~
oo
e o 15 i
< > crdfkim = 100%
——Co-Ci80 - - - co0- G20
2110
COLOUR TEMPERATURE: BREAD COLOUR TEMPERATURE: MEAT
cop o Im cop o Im
84VT38BR10M 38W 10° BREAD 2366 84VT38MT10M 38W 10° MEAT 1788
84VT38BR20M 38W 20° BREAD 2366 84VT38MT20M 38W 20° MEAT 1788
84VT38BRAOM 38W 40° BREAD 2366 84VT38MT40M 38W 40° MEAT 1788
84VT38BR70M 38W 70° BREAD 2366 84VT38MT70M 38W 70° MEAT 1788
84VT54BR10M 54W 10° BREAD 3537 84VT54MT10M 54W 10° MEAT 2516
84VT54BR20M 54W 20° BREAD 3537 84VT54MT20M 54W 20° MEAT 2516
84VT54BRAOM 54W 40° BREAD 3537 84VT54MT40M 54W 40° MEAT 2516
84VT54BR70M 54W 70° BREAD 3537 84VT54MT70M 54W 70° MEAT 2516
COLOUR TEMPERATURE: FISH
cob o Im
84VT38FH10M 38W 10° FISH 2628
84VT38FH20M 38W 20° FISH 2628
84VT38FH4OM 38W 40° FISH 2628
84VT3BFH70M 38W 70° FISH 2628
84VT54FH10M 54W 10° FISH 3857
84VT54FH20M 54W 20° FISH 3857
84VT54FHAOM 54W 40° FISH 3857
84VT54FH70M 54W 70° FISH 3857

96
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FOOD - Specialized led modules

VECTOR

Warm White
3000K

-BREAD: the shades of brown appear sharper and brighter;
they as strong as gold making the appearance of cheeses
and bakery goods better.

- MEAT / FRESH MEAT: the red tones are very strong,
for a fresh and inviting presentation of red meats and
charcuterie.

« FISH: the colours are vivid and attractive, the fish is bright
and colourful; the cool tones of the light enhance the

freshness and brilliance of the fish.

- CRI>90 Premium version with 3000K / 4000K colour
temperature fixtures, are used to enhance the natural
colour of the products and are suitable to light fruit and

wine departments.

97
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Accessories
i = i
i: = =
- b B
84AA09 00AA13 00AA1330
End cap kit. Single wire 1500mm long adjustable suspension Single wire 3000mm long adjustable suspension

84AA11

Linear joint.

&y

84MC500: 500mm
84MC1000: 1000mm

Aluminium blind module connection
adaptable to size on site.

VECTOR SPOT OPTICS

84AAVTM

VECTOR SPOT MEDIUM
Transparent Glass.

98

VECTOR SPOT MEDIUM
Frosted Glass.

kit.

00AA165P

5 pole-powered supply box.
Cable length 2000mm.

84AAMGM 84AASLM

VECTOR SPOT MEDIUM
Sculpture optic.

kit.

00AA167P

7 pole-powered supply box.
Cable length 2000mm.

84AANDM

VECTOR SPOT MEDIUM
Honeycomb optic.

ROWS

CONTINUOUS ROWS VECTOR

CONTINUOUS

Technical Note

INSTALLATION

Electrified body

84MCxx

84PCxx 84AAxXxX
84DSxx
84DASxx

9
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HYPE

HYPE is an innovative linear LED luminaire for continuous
row mounting. It combines high performance, price
competitiveness and ease of installation, making this
product perfect for installation in large open plan spaces, or
where short site program is an issue, such as in retail.

HYPE uses the latest generation LED modules, together
with the most advanced optics and drivers to deliver an
impressive technical performance and incredibly fast

payback.

FEATURES LED

3000K/4000K

>158 Im/W

CRI>90

UGR <22

P40 Eye safety: RGO/RG1

Mac Adams 3

CUGAENEENRE

L80/B10 >50.000h

Design
esse-Ci
CERTIFICATIONS ON REQUEST
DALI-RDD code
C€ (verify the version)
++ easy BT Easyconnect
A 8‘”"“‘“ - BEM/BES code

Emergency kit 1/3 hour
5 years warranty EM/EM 3h code
@ 2700K - 5000K

CONTINUOUS
ROWS

Specifications Built-indriver.

Optic - PG with frosted PMMA cover for diffused
emission
- PC with PMMA lens 30° and 60° angles emission
- AS with PMMA lens for asymmetrical beam

- DAS with PMMA |ens for double asymmetrical bea

100

Body Extruded aluminum body with epoxy powder
coating.
Colour O Matt white RAL 9003 - Code: B
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HYPE PG

OPTIC

Frosted PMMA cover for diffused emission.

End caps not included. See accessories on p. 107.

IP 40 m TR 1 e :‘||1 [
m
17 11 13re
7, w /’-"T. i e
eyl 3 % N
l l B \ ‘;’f A
1130/1410/1690/2820/3380 85 \\
olidm n-mo-;:
COLOUR TEMPERATURE 4000K 3000K
cob ! Im mm cob ! Im mm
81PG36L490HP 36W 5373 1130 81PG36L390HP 36W 4943 1130
81PG44L490HP 44W 6556 1410 81PG44L390HP 44W 6028 1410
81PG52L490HP 52w 7748 1690 81PG52L390HP 52w 7124 1690
81PG84L490HP 84W 12516 2820 81PG84L390HP 84W 11508 2820
81PG100L490HP 100W 14900 3380 81PG100L390HP 100W 13700 3380
102

CONTINUQUS ROWS HYPE
OPTIC
PMMA lens with 60° emission.
End caps not included. See accessories on p. 107.
IP 40 1 L
N I
e l' B
/ | k-
s
R ‘ ‘ 3 |
- | |
1130/1410/1690/2820/3380 85 i
€e [ by an-
ﬂm . . 1= 100
COLOUR TEMPERATURE 4000K 3000K
cop 0 Im mm cop [ Im mm
81PC36L490HP60 36W 5568 1130 81PC36L390HP60 36W 5123 1130
81PC44L490HP60 44W 6802 1410 81PC44L390HP60 44W 6258 1410
81PC52L490HP60 52w 8039 1690 81PC52L390HP60 52W 7396 1690
81PC84L490HP60 84W 12986 2820 81PC84L390HP60 84W 11947 2820
81PC100L490HP60 100W 15460 3380 81PC100L390HP60 100W 14223 3380

103
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esse-Ci CONTINUQUS ROWS HYPE

CONTINUOUS

HYPE P(30 HYPE AS

OPTIC OPTIC

PMMA lens with 30° emission. PMMA lens for asymmetrical beam.

End caps not included. See accessories on p. 107. End caps not included. See accessories on p. 107.

m 15 15 10 1w
W " f\\' . w0 0 w0
i || 12 g " / .":

»

Aﬁ

1130/1410/1690/2820/3380 85 1130/1410/1690/2820/3380 85
" | " i : %

COLOUR TEMPERATURE 4000K 3000K COLOUR TEMPERATURE 4000K 3000K
cop o Im mm cop o Im mm cop o Im mm cop s} Im mm
81PC36L490HP30 36W 5598 1130 81PC36L390HP30 36W 5150 1130 81AS36L490HP 36W 3648 1130 81AS36L390HP 36W 3356 1130
81PC44L490HP30 44w 6842 1410 81PC44L390HP30 44w 6295 1410 81AS44L490HP 44W 4466 1410 81AS44L390HP 44W 4109 1410
81PC52L490HP30 52w 8086 1690 81PC52L390HP30 52w 7439 1690 81AS52L490HP 52w 5278 1690 81AS52L390HP 52w 4856 1690
81PC84L490HP30 84w 13062 2820 81PC84L390HP30 84w 12017 2820 81AS84L49OHP 84W 8526 2820 81AS84L390HP 84W 7844 2820
81PC100L490HP30  100W 15550 3380 81PC100L390HP30  100W 14306 3380 81AS100L490HP 100W 10150 3380 81AS100L390HP 100W 9338 3380
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HYPE DAS

OPTIC

PMMA lens for double asymmetrical beam.

End caps not included. See accessories on p. 107.

IP 40 m Tos 105
o 0
e n
S/ T%
| |
1130/1410/1690/2820/3380 85 &
cdfkim = 100%
—0 OB ==~ ON- 270
COLOUR TEMPERATURE 4000K 3000K
cop 0 Im mm cop o Im mm
81DAS36L490HP 36W 3776 1130 81DAS36L390HP 36W 3474 1130
81DAS44L490HP 44W 4611 1410 81DAS44L390HP 44W 4242 1410
81DAS52L490HP 52w 5450 1690 81DAS52L390HP 5oW 5014 1690
81DAS84L490HP 84w 8803 2820 81DAS84L390HP 84w 8099 2820
81DAS100L490HP 100W 10480 3380 81DAS100L390HP 100W 9642 3380
106
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Accessories
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(

81AA13

Single wire 1500mm long
adjustable suspension kit.

00AA167P

7 poles-ceiling rose power cable.

Cable length 2000mm.

81AA05
2 ways 90°joint.

81MC1000: 1000mm
81MC2000: 2000mm

Aluminium blind module, wired with power
supply and electrified linear joints included.

81AA1330

Single wire 3000mm long
adjustable suspension kit.

81AA14

Kit spacers for ceiling mounting.

81AA06

3ways joint.

81AA09
End caps kit.

00AA165P

5 poles-ceiling rose power cable.
Cable length 2000mm.

£ =

81AA11

Electrified linear joint.

»e

[
\“% o’ o

81AA07

4 ways joint.
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esse-Ci PROFREEL

PROFREEL

PROFREEL is a fixture series for ceiling, suspension
or frameless recessed mounting that leaves space for
customization directly on site. The device consists of
an aluminum body supplied in lengths of up to 3 meters,
electronic components (driver and LED strip), that can be
selected according to the site needs. The PG methacrylate
diffuser is supplied in a 10m coil to be measured and cut on
site to realize bright lines of perfectly homogeneous light
without interruption. PROFREEL also allows the application
of LED tapelight into the top of the profile to achieve bi-
directional light distribution. The possibility of integrating
the driver inside of the lamp body is the main advantage:

in this way the installation is simplified and the aesthetics

improved. Design
esse-Ci
FEATURES LED CERTIFICATIONS ON REQUEST

DALI-RDD code
(verify the version)

2700K/3000K/4000K Ce€

>
-
@
S
s
3.
w
L,
o
35

. S + Emergency kit 1/3 hour
B Direct/Indirect Emission >90 Im/W A EM/EM 3h code
UGR <22 @ CRI>90 5years warranty @ Strip LED 5000K
IP 20; 40 Eye safety: RGO/RG1
@ Mac Adams 3
L80/B10 >50.000h
Specifications - Drivers and modules in voltage 24V Body Extruded aluminum body.
- Appliance with end caps included
- Possibility to cut strip and profile each 5cm Colour O Matt white RAL 9003 - Code: B
@ Matt black RAL 9005 - Code: C8
Optic Satin methacrylate totally homogeneous extruded

diffuser, UGR <22.
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PROFREEL IS

OPTIC

Satin methacrylate totally homogeneous extruded diffuser,

UGR <22.

Luminaire complete with strip 10 W/mt, end caps and converter.

Mounting accessories to be ordered separately. See accessories on p. 112.

IP 40 Ty 10
L e
o IS?
Lo &~
| ]
578/848/1128/1408/1688/2530/3090 39
i 0= 100%
0 -Cif) ——090-CI
COLOUR TEMPERATURE 4000K 2700K
CcoD Q Im mm CcoD A Im mm
83PG6L490 5.5W 529 578 83PG6L2790 5.5W 428 578
83PG8L490 8W 769 848 83PG8L2790 % 622 848
83PG11L490 11IW 1058 1128 83PG11L2790 11W 856 1128
83PG14L490 13.5W 1298 1408 83PG14L2790 13.5W 1050 1408
83PG17L490 16.5W 1586 1688 83PG17L2790 16.5W 1282 1688
83PG25L490 25W 2404 2530 83PG25L2790 25W 1944 2530
83PG31L490 30.5W 2932 3090 83PG31L2790 30.5W 2371 3090
3000K
83PG6L390 5.5W 457 578
83PG8L390 8W 664 848
83PG11L390 11IW 914 1128
83PG14L390 13.5W 1121 1408
83PG17L390 16.5W 1371 1688
83PG25L390 25W 2077 2530
83PG31L390 30.5W 2534 3090
110
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PROFREEL

Aluminum profile for ceiling, suspension

or recessed installation.

See accessoriesonp. 112.

1000/2000/2700/3000 39

cobD mm

83AA1000 1000
83AA2000 2000
83AA2700 2700
83AA3000 3000

PROFREEL FLEX STRIP

Adhesive LED strips (lenght 5000 mm) can be sectioned
every 50 mm. CRI>90 24V.

=

=

PROFREEL

COLOUR TEMPERATURE 4000K 2700K
coD @ Im/mt mm CcoD o Im/mt mm
83SL10L490 10W/mt 940 5000 83SL10L2790 10W/mt 760 5000
83SL15L490 15W/mt 1283 5000 83SL15L2790 15W/mt 1077 5000
835L20L490 20W/mt 1616 5000 835SL20L2790 20W/mt 1578 5000

3000K
83SL10L390 10W/mt 813 5000
83SL15L390 15W/mt 1155 5000
835SL20L390 20W/mt 1598 5000

PROFREEL FAST CONNECTORS

Fast connectors of start and continuous line.

coD

83CRIL500 Connector start line with cables 500mm

83CRCL Connector center line

111
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PROFREEL CONVERTER

The driver should be selected according to the power of led

strips you intend to use, and its length.

CONVERTER ON/OFF 24V FOR REMOTE INSTALLATION

N

cob
83LC100241S 24V 100W
83LC18024IS 24V 180W

CONVERTER DALI 24V FOR REMOTE INSTALLATION

N

CcoD

83LC15024ISD 24V 150W

CONVERTER BLUETOOTH 24V FOR REMOTE INSTALLATION

N

CcoD

83LC3524ISBT 24V 35W

83LC6024ISBT 24V 60W

83LC10024ISBT 24V 100W

83LC15024ISBT 24V 150W

Accessories

CONVERTER ON/OFF 24V TO BE HOUSED INSIDE THE EXTRUSION

N

cob
83LC2024 24V 20W
83LC6024 24V 60W

CONVERTER DALI 24V TO BE HOUSED INSIDE THE EXTRUSION

N

CcoD

83LC10024D 24V 100W

83PG1000
83PG2000
83PG3000

PG diffuser from 1000mm / 2000mm /
3000mm.

83AA13

Single wire 1500mm long
adjustable suspension kit.

A A\
O
00AA16

3 poles-powered supply box.
Cable length 2000mm.

112

83IN1000

Indirect PMMA semiopal cover

L. 1200mm.

83AA1330
Single wire 3000mm long

adjustable suspension kit.

835C10000

PG methacrylate diffuser, 10m coil to be
measured and cut on site to provide
continuous gap-free light diffusion.

83AA14
Ceiling mounting kit.

7 ) »
00AA165P 83AA09
5 poles-powered supply box. End caps kit.

Cable length 2000mm.

CONTINUQUS ROWS

Accessories

PROFREEL

g

83AA11 83AA17

Linear joint. Brackets kit for recessed installation.

Technical Note

83AA18563
83AA18843
83AA181123
83AA181404
83AA181684
83AA182524
Kit for concrete.

INTRODUCTION

PROFREEL leaves complete freedom to customize both
the lengths and the luminous shapes that you want to
create. Horizontal and vertical angles are obtained easily

by cutting the profile and the diffuser directly on site.

INSTALLATION EXAMPLES

===

—_—

i
f

AFEW EASY STEPS

- Define and select the length
of the system

- Choose the power/flux and type of
LED Strip

- Match the correct driver and the linkage
connectors

- Choose the diffuser and installation

accessories

Suspension Ceiling Recessed

113
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WAVE DISPLAY

Soft-line design for a truly versatile range: WAVE is suitable
both as an element for single installation and as a system for
continuous suspended or recessed rows. Direct/indirect
emission with High Contrast microcell optical system and

high glare control.

See also:
WAVE p.34
Design
esse-Ci
FEATURES LED CERTIFICATIONS ON REQUEST
. . DALI-RDD code
E] Direct Emission 3000K/4000K CeE R tneeesion
UGR <16 | >107Im/wW A
P40 CRI>90 5 years warranty

Eye safety: RGO/RG1

@ Mac Adams 3

L80/B10 >50.000h
Specifications Built-indriver. Body Aluminium body with epoxy powder coating.
Optic High Contrast diffuser UGR <16. Colour O White RAL 9003 - Code: B

114

@ Black RAL 9005 - Code: C8

A

[
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WAVE DISPLAY

OPTIC

High Contrast diffuser UGR <16.

End caps not included. See accessoriesonp. 117.

P40 ] IS
e
| a5t a5
55,5 295/575/1135
sl | .
‘ l Il'.u.u'kkn ltﬁ"m
L-5mm CO-C180 = = = €90 - CI70
COLOUR TEMPERATURE 4000K 3000K
CcoD o Im mm cob o Im mm
85DR9DKL490R IW 965 295 85DR9YDKL390R IW 897 295
85DR18DKL490R 18W 1926 575 85DR18DKL390R 18W 1791 575
85DR36DKL490R 36W 3852 1135 85DR36DKL390R 36W 3582 1135
116
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WAVE DISPLAY 90°

OPTIC

High Contrast diffuser UGR <16 and upper diffuser for

direct emission.

End caps not included. See accessoriesonp. 117.

WAVE DISPLAY

260
IP 40 1o 105
/\\
\'. i
o ;' \ ';
S : ‘
Ir:.l-'kkn P ’ - = ]Uﬂ‘:ﬁ
COLOUR TEMPERATURE 4000K 3000K
cobD ‘ﬁ/ Im mm cobD o Im mm
85DR18DKL490A90R 18W 1926 260X300 85DR18DKL390A%0R 18W 1791 260X300
Accessories
RECESSED
85AA09R 85AA11R

End cap kit for recessed version.

Linear joint for recessed version.

117
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esse-Ci | CONTINUOUS ROWS OVVIO DISPLAY LED

OVVIO DISPLAY LED .

Compact body design with minimal ceiling bezel and tight
frame (4mm), the luminaire can be recessed into false
plasterboard ceilings and walls.

Rapid fixing system and fast electrical connection minimizes
installation time. High efficiency and high power versions
available. Maximum length up to 3 meters with 280mm
modularity, with linear joints permitting continuous

mounting. Ceiling and ceiling-wall corner modules available.

See also:
OVVIO DISPLAY HCL p.484
Design
Serge & Robert Cornelissen
FEATURES LED CERTIFICATIONS ON REQUEST
} L DALI-RDD code
B Direct Emission @ 3000K/4000K ce (verify the version)
-9 ImW A 3 T
Emergency kit 1/3 hour
P40 @ CRI>90 5 years warranty EM/EM 3h code
Eye safety: RGO/RG1 @ 2700K - 5000K 4
@ Mac Adams 3
.80/B10 >50.000h
Specifications Built-indriver. Body Aluminum extruded body with epoxy powder
coating.
Optic PMMA diffuser for a soft emission (UGR<22) with
no shadow evident. Colour O Matt white RAL 9003 - Code: B

@ Matt black RAL 9005 - Code: C8
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OVVI0 DISPLAY LED LOW POWER

OPTIC

PMMA diffuser for a soft emission (UGR<22) with no

shadow evident.

End caps not included. See accessories on p. 121.

P40 | N =
i e . n
| - |\
| : | :
872/1152/1432/1712/1992/2272/2552/2832/3112
cdidm
—m-as ---00-Cn
o
Is
18W 858 mm 48W 2266 mm
24W 1138 mm 54W 2546 mm
30W 1418 mm 60W 2826 mm
36W 1698 mm 66W 3106 mm
42w 1986 mm Both for single installation and continuous rows add 4mm at the cutout for the
end cap kit.
COLOUR TEMPERATURE
CoD 0 Im mm CoD \ mm
40PG18L490 18W 1686 872 40PG18L390 18W 872
40PG24L490 24W 2248 1152 40PG24L390 24W 1152
40PG30L490 30w 2810 1432 40PG30L390 30w 1432
40PG36L490 36W 3371 1712 40PG36L390 36W 1712
40PG42L490 42W 3933 1992 40PG42L390 42W 1992
40PG48L490 48W 4496 2272 40PG48L390 48W 2272
40PG54L490 54W 5057 2552 40PG54L390 54W 2552
40PG60L490 60W 5619 2832 40PG60L3%90 60W 2832
40PG66L490 66W 6181 3112 40PG66L390 66W 3112

120
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oPTIC N
PMMA diffuser for a soft emission (UGR<22) with no "

%

shadow evident.

End caps not included. See accessories on p. 121.

IP 40 108 105

w0 50

‘ P ; o ™
| | AT —-

| S i RS

1152/1432/1712 56
IO 1
un
odfkim = 100%
——in-0s0 === -
\/

48W 1138 mm

60W 1418 mm

72W 1698 mm

Both for single installation and continuous rows add 4mm at the cutout for the

end cap kit.

COLOUR TEMPERATURE 4000K 3000K
cop Q Im mm cob Q Im mm
40PG48L490HP 48W 4494 1152 40PG48L390HP 48W 4401 1152
40PG60L490HP 60W 5619 1432 40PG60L390HP 60W 5501 1432
40PG72L490HP 72W 6743 1712 40PG72L390HP 72W 6601 1712

Accessories

40AAOQ09LED 40AA11LED 40PG10000

End caps kit. Linear joint. PG metacrilate diffuser (UGR<22), 10m coil to

be measured and cut on site to provide continuous
gap-free light diffusion.

121
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GROOVE DISPLAY

GROOVE DISPLAY. The technical solutions adopted for
ease of installation and precise assembly make the product
a pleasant and easy to manage lighting system. The product
can be specified in singular form, or in continuous rows,
making it ideal for awide range of applications. The product
has been designed for simple recessed installation into

plasterboard or slatted ceilings.

See also:

GROOVE p.58

GROOVE IP54 p.432

GROOVE HCL p. 480

GROOVE DISPLAY HCL p.481

GROOVE DISPLAY 1P54 p.438 Design

esse-Ci

FEATURES LED CERTIFICATIONS ON REQUEST

B Direct Emission 3000K/4000K C€E Bﬁrh'y'tﬁe%gr;‘gﬁ)e

2] >10simw A B TEmyns

1P 40 CRI >90 g 5years warranty Em/egaegﬁzoljé 1/3 hour

Eye safety: RGO/RG1 @ 2700K - 5000
@ Mac Adams 3 IETL\
L80/B10 >50.000h

Specifications Built-indriver. Body Aluminum extruded body with epoxy powder

coating.
Optic DPL technology diffuser (UGR<19) for
environments with display screen equipment. Colour O Matt white RAL 9003 - Code: B

122

@ Matt black RAL 9005 - Code: C8
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esse-Ci CONTINUOUS ROWS GROOVE DISPLAY
OPTIC OPTIC
DPL technology diffuser (UGR<19) for environments with DPL technology diffuser (UGR<19) for environments with
display screen equipment. display screen equipment.
End caps not included. See accessories on p. 125. End caps not included. See accessories on p. 125.
L : [P 40 ! n - 1P 40
™ ™ 4
EI /, 4 - i - SI . // 4 h LT T -
,,-/‘/ ,.-/‘/ \\-\\
i 4 - NG 4
104 1149/1429/1709/1989/2269/2549/2829/3109 S . 104 1149/1429/1709 S N
o S m . e R o m o a5
- '\\ aun /a' ' ! o ‘__.. \ '\\ aun /a' ' !
™ A57 N . ™ A5 N .
=-20mm i =1-20mm i
ﬂ‘&)- CLHD = = - il - 23 . 1-10;];’: ﬂ‘&)- CLH) = = - Dl -ZEm0 1-10’:);’:
COLOUR TEMPERATURE 4000K 3000K
cop o Im mm cop o Im mm
43DPL45L490HPF 45W 4725 1149 43DPL45L390HPF 45W 4394 1149
43DPL57L490HPF 57W 5985 1429 43DPL57L390HPF 57W 5566 1429
43DPL68L49OHPF 68W 7140 1709 43DPL68L39OHPF 68W 6640 1709
COLOUR TEMPERATURE 4000K 3000K
Accessories
cop o Im mm cob o Im mm
43DPL24L490F 24W 2520 1149 43DPL24L390F 24W 2343 1149
43DPL30L490F 30W 3150 1429 43DPL30L390F 30W 2930 1429 &=
1] M -
43DPL36L490F 36W 3780 1709 43DPL36L390F 36W 3515 1709 ‘ T T
ot
43DPL42L490F 42W 4410 1989 43DPL42L390F 42W 4101 1989
43AA09F 43AA11F 43PG10000 o )
43DPL48LA9OF 48W 5040 2269 43DPL48L390F 48W 4687 2269 End caps kit. Linear joint. Methacrylate satin diffuser UGR<22, 10m coil
to be measured and cut on site to provide
continuous gap-free light diffusion.
43DPL54L490F 54W 5670 2549 43DPL54L390F 54W 5273 2549
43DPL60L490F 60W 6300 2829 43DPL60L390F 60W 5859 2829
43DPL66L490F 66W 6930 3109 43DPL66L390F 66W 6445 3109
124 125
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BEN

ONERING

JOOLS

PIPE LINE

STYLO

DIMPLES

LITE

RGLLED
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esse-Ci SUSPENDED - CEILING BEN

/CEILING

[a]
)
[a)
P4
o}
o
%)
2
@

BEN

Universal fixture produced with spun aluminium, for wall,
ceiling, suspended or recessed applications. For applications
where low glare is desirable, DPL optics are offered which
have a glare rating of UGR <19. A satin opal diffuser is also
offered for soft broad-beam distribution UGR <22.

The LED boards are mounted on circular aluminium frames

for optimum thermal management and quick fit connectors
facilitate rapid installation. Dimming and emergency

versions complete the range.

See also:

BEN recessed p.212

BEN wall p. 384

BEN IP54 p.520 Design

BEN HCL p. 478 Serge & Robert Cornelissen
FEATURES LED CERTIFICATIONS ON REQUEST

ce DALI-RDD code

(verify the version)

3000K/4000K

BT Easy connect
+ easy
>124 Im/W A (3 R BEM/BES code

) ® Emergency kit 1/3 hour
UGR <19: <22 CRI>90 5years warranty EM/EM 3h code

b @) (@) [E] [ [©)

IP40 Eye safety: RGO/RG1 (G“,) @ 2700K
Mac Adams 3
L80/B10 >50.000h
Specifications - Built-indriver Body Spun aluminum with epoxy powder coating.
Optic - PG with frosted Acryl-Satiné and impact resistant Colour O Matt white RAL 9003 - Code: B

diffuser UGR<22
- DPLimpact resistant with homogeneous and
controlled emission UGR<19 (accessory)
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BEN SMALL IP40 PG

OPTIC

PG diffuser with frosted Acryl-Satiné and impact resistant

diffuser UGR<22.

e T T, e
@257 / e x.\\
- »|
Y S s
£ Y
f" \\
AT If \I L
| 16 |
| |
|I I|
48 I'-\ . f."
\ L) J.’
\\ /)’
\ E . /
e I ar
oddz =l
—CD-Cl4) - L= HEpuce
COLOUR TEMPERATURE 4000K 3000K
CcoD A Im @ (mm) CcoD A Im @ (mm)
10PG6L490 6W 749 257 10PG6L390 6W 712 257
10PG12L490 12W 1497 257 10PG12L390 12W 1422 257
10PG18L490 18W 2246 257 10PG18L390 18W 2138 257
130
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BEN SMALL IP40 PG

DOUBLE EMISSION

OPTIC

PG diffuser with frosted Acryl-Satiné and impact resistant

diffuser UGR<22.

e

@257

T~

DIRECT // INDIRECT EMISSION

@ (mm)

Power Direct Mod.

Power Indirect Mod.

257 6W

IW

257 12w

IwW

257 18W

IW

COLOUR TEMPERATURE

coD

4000K

@ (mm)

coD

BEN

3000K

@ (mm)

10DI15PGL490

15w

1965

257

10DI15PGL390

15w

1859

257

10DI21PGL490

21W

2713

257

10DI21PGL390

21W

2569

257

10DI127PGL490

27W

3462

257

10DI127PGL390

27W

3285

257
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BEN MEDIUM IP40 PG

OPTIC

PG diffuser with frosted Acryl-Satiné and impact resistant

diffuser UGR<22.

e e T e
@397 e &
R — y e AN
.r'/ \\
£ Y
f" \\
AT If \I L
| 16 |
| |
45 I"\ . ,"II
\ L) J.’
\\ /)’
\ L /
e [ ar
oddz =l
—CD-Cl4) - =i} e
COLOUR TEMPERATURE 4000K 3000K
cobD Q Im @ (mm) cobD Q Im @ (mm)
10PG16L490 16W 1994 397 10PG16L390 16W 1894 397
10PG25L490 25W 3113 397 10PG25L390 25W 2957 397
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BEN MEDIUM IP40 PG
DOUBLE EMISSION

OPTIC

PG diffuser with frosted Acryl-Satiné and impact resistant

diffuser UGR<22.

s

@397

T~

DIRECT // INDIRECT EMISSION

@ (mm) Power Direct Mod.

Power Indirect Mod.

397 16W

12w

397 25W

12w

COLOUR TEMPERATURE

CcoD

4000K

@ (mm)

coD

BEN

3000K

@ (mm)

10DI28PGL490 28W

3616

397

10DI28PGL390

28W

3424

397

10DI37PGL490 37W

4735

397

10DI37PGL390

37W

4487

397

133

SUSPENDED
/CEILING



esse-Ci

BEN LARGE P40 PG

OPTIC

PG diffuser with frosted Acryl-Satiné and impact resistant

diffuser UGR<22.

@ 620 e /./_’_ _— = L e
> ot
, // \\
R \\ Ead
152 I||
|
\\ / //
ﬂgo [T« e . " .'E‘.J;’:
COLOUR TEMPERATURE 4000K 3000K
cop Im @ (mm) cop Im @ (mm)
10PG60L490 60W 7476 620 10PG60L390 60W 7102 620
10PG112L490 112W 13955 620 10PG112L390 112W 13257 620
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BEN LARGE IP40 PG
DOUBLE EMISSION

OPTIC

PG diffuser with frosted Acryl-Satiné and impact resistant

diffuser UGR<22.

s

@620

T~

DIRECT // INDIRECT EMISSION

@ (mm) Power Direct Mod.

Power Indirect Mod.

620 60W

24W

620 112w

24W

COLOUR TEMPERATURE

coD

4000K

@ (mm)

coD

BEN

L L

3000K

@ (mm)

10DI184PGL490 84W

10689

620

10DI84PGL390

84W

10131

620

10DI136PGL490 136W

17168

620

10DI136PGL390

136W

16286

620
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BEN XL IP40 PG

OPTIC

PG diffuser with frosted Acryl-Satiné and impact resistant

diffuser UGR<22.

e e T e
?850 //'/ '\\
>

i S s

£ Y
f" \\
R Il’ \I Ead
| 16 |
| |
II II
48 I'-\ . f."
\ e J.’
\\ /)’
\ E . /
s o ar
oddz n= L
—o0-CI4Y - Lt HEEuice )

COLOUR TEMPERATURE 4000K 3000K
cop Im @ (mm) cobp Im @ (mm)
10PG70L490 70W 8722 850 10PG70L390 70W 8286 850
10PG150L490 150W 18690 850 10PG150L390 150W 17756 850
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BEN XL IP40 PG DOUBLE EMISSION

OPTIC

PG diffuser with frosted Acryl-Satiné and impact resistant
diffuser UGR<22.

BEN

Ne) L Lux Lo L Lo PRl
T zal
Ly
@ 850 L L e
P
4
s o o
l' 3
v
i S, u
77 TN
it Ir" ..'. ; [
] 1
1 .l .I
i \\ 3 : e
- Sl /./
Rl A 1 13 AN
cd'klm = 005
il SEER L Wl b HERAFY
DIRECT // INDIRECT EMISSION
@ (mm) Power Direct Mod. Power Indirect Mod.
850 70W 30W
850 150W 30W
COLOUR TEMPERATURE 4000K 3000K
cob Im @ (mm) cob Im @ (mm)
10DI1100PGL490 100W 12738 850 10DI1100PGL390 100W 12072 850
10DI1180PGL490 180W 22706 850 10DI1180PGL390 180W 21542 850
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BEN MAXI IP40 PG

OPTIC

PG diffuser with frosted Acryl-Satiné and impact resistant
diffuser UGR<22.

s

[P 40
@ 1080 X
i e T
£ \\_
R rff: ..\\\ e
,|I 16 I||
| |
" I‘\ sy J.’"I
\ \ / '
ﬂgo ClH - - - o -IE . "~ I‘.J;’:
COLOUR TEMPERATURE 4000K 3000K
cob \ Im @ (mm) cobD \ Im @ (mm)
10PG180L490 180W 22428 1080 10PG180L390 180W 21307 1080
10PG240L490 240W 29904 1080 10PG240L390 240W 28409 1080

138

SUSPENDED - CEILING

BEN MAXI IP40 PG DOUBLE EMISSION

OPTIC

PG diffuser with frosted Acryl-Satiné and impact resistant

diffuser UGR<22.

BEN

+ L Lux Lo L VRS PRl
IP 40 i
L i L
/- 170-, \‘
4
15 LT e
| }}_,n
DIRECT // INDIRECT EMISSION ' e
R RS
, ; Ir" by .
@ (mm) Power Direct Mod. Power Indirect Mod. J '| :
1080 180W 36W w N “
N
—
1080 240W 36W
! ENN L 13 !
cd'klm = 005
et <TRN S T g & HE S
COLOUR TEMPERATURE 4000K 3000K
cob Im @ (mm) cob Im @ (mm)
10DI216PGL490 216W 27248 1080 10DI216PGL390 216W 25851 1080
10DI276PGL490 276W 34724 1080 10DI276PGL390 276W 32953 1080

10AADPLS: for BEN SMALL
10AADPLM: for BEN MEDIUM
10AADPLL: for BEN LARGE
10AADPLXL: for BEN XL
10AADPLMX: for BEN MAXI

DPL diffuser for IP40 versions.

10AA16

3-poles powered supply box
cable length 2000mm.

‘ p
!

10AA13

Single wire 1500mm long adjustable suspension
kit.

10AA165P

5-poles powered supply box
cable length 2000mm.

10AA1330

Single wire 3000mm long adjustable suspension
kit.

10AA14LI

Kit for ceiling mounting.
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ONE RING
(N

ONE RING is a decorative yet highly technical fixture with

minimalist design and multiple application possibilities. ’ \
Available in arange of diameters, for direct ceiling mounting %
or for suspending, with direct or direct/indirect light

emission and the possibility of adding adjustable spotlights

for accent lighting. With the option of adding central / \
acoustic with sound absorption panels, ONE RING is a truly v

unique lighting solution.

SUSPENDED
/CEILING

Design
esse-Ci
FEATURES LED CERTIFICATIONS ON REQUEST
E] Direct Emission 3000K/4000K C€E Bfrhb‘tﬁe%gr;‘;ﬁ)e
E] Direct/Indirect Emission ~‘"’- >107 Im/W A Em/eg@egﬁzoﬁz 1/3 hour
UGR<22; <19 CRI>90 5 years warranty @ 2700K
IP 40 Eye safety: RGO/RG1

@ Mac Adams 3

L80/B10 >50.000h
Optic - PG diffuser for soft diffusion with UGR<22 Colour O White RAL 9003 - Code: B

- DPL impact resistant with homogeneous and @ Black RAL 9005 - Code: C8
controlled emission UGR<19

Body Manufactured from extruded aluminum with epoxy

powder coating.
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ONE RING PG

OPTIC

Methacrylate satin diffuser for soft diffusion
with UGR<22.

Complete with powered box.

|P 40 I3 [E=d
e - - e
i //_/"' T T \
40
AT \\I L
152 |
Y |
Q T ] !
¥ *l l 457 iy .’.,-'I
@ 790/1140/1510/1860/2240/2620/2960 \\ /’
ﬂ&- Clyy - L= HEpuce . " .-E.:J;’:
COLOUR TEMPERATURE 4000K 3000K
cop | Im @ (mm) cop | Im @ (mm)
17PG39L490 39W 4173 790 17PG39L390 39W 3881 790
17PG58L490 58W 6216 1140 17PG58L390 58W 5780 1140
17PG77L490 77W 8288 1510 17PG77L390 77W 7708 1510
17PG96L490 96W 10360 1860 17PG96L390 96W 9635 1860
17PG115L490 115W 12432 2240 17PG115L390 115W 11562 2240
17PG134L490 134W 14504 2620 17PG134L390 134W 13489 2620
17PG154L490 154W 16576 2960 17PG154L390 154W 15416 2960
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ONE RING PG DOUBLE EMISSION

ONE RING

OPTIC

Methacrylate satin diffuser for soft diffusion
with UGR<22. Direct/Indirect emission.

Complete with powered box.

—— !
- {/_ m_\\ e
40 . { i : =
¥
. - '7/_._ el -
) | -
@ 790/1140/1510/1860/2240/2620/2960 o
b \ .. w
S
DIRECT // INDIRECT EMISSION
@ (mm) Power Direct Mod. Power Indirect Mod.
790 39W 24W
1140 58W 35W
1510 77W 46W
1860 96W 57W
2240 115W 69W
2620 134W 81w
2960 154W 92W
COLOUR TEMPERATURE 4000K 3000K
cop o Im @ (mm) cop o Im @ (mm)
17D163PGL490 63W 6057 790 17D163PGL390 63W 5578 790
17DI93PGL490 93W 8966 1140 17DI93PGL390 93W 8255 1140
17DI1123PGL490 123W 11588 1510 17DI1123PGL390 123W 10678 1510
17DI1153PGL490 153w 14760 1860 17DI1153PGL390 153w 13595 1860
17DI1184PGL490 184W 17382 2240 17DI1184PGL390 184W 16017 2240
17DI215PGL490 215W 20554 2620 17DI215PGL390 215W 18934 2620
17DI1246PGL490 246W 23726 2960 17DI1246PGL390 246W 21851 2960
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ONE RING DPL

OPTIC

Diffuser in DPL (Diamond Prism LED) technology with
UGR<19 for projects with display screen equipment.

Complete with powered box.

IP 40 e o
[ 1
g g
e
40 __
e I-I e
.
Q Tt ] k
1 |
@ 790/1140/1510/ 1860/ 2240/ 2620/ 2960
Lk
L B 15 e n-
odiklim =100
— o CAn - - - my O
COLOUR TEMPERATURE 4000K 3000K
cop | Im @ (mm) cop | Im @ (mm)
17DPL39L490 39W 3950 790 17DPL39L390 39W 3674 790
17DPL58L490 58W 5880 1140 17DPL58L390 58W 5468 1140
17DPL77L490 77W 7840 1510 17DPL77L390 77W 7291 1510
17DPL96L490 96W 9800 1860 17DPL96L390 96W 9114 1860
17DPL115L490 115W 11760 2240 17DPL115L390 115W 10937 2240
17DPL134L490 134W 13720 2620 17DPL134L390 134W 12760 2620
17DPL154L490 154W 15680 2960 17DPL154L390 154W 14582 2960
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ONE RING DPL DOUBLE EMISSION

OPTIC

Diffuser in DPL (Diamond Prism LED) technology with
UGR<19 for projects with display screen equipment.

Direct/Indirect emission.

Complete with powered box.

ONE RING

- T T BN N
20
v e
40 i
. e e
o
T | » »
@ 790/1140/1510/1860/2240/2620/2960
e o
- w 1 [ 5 e s
R R
DIRECT // INDIRECT EMISSION
@ (mm) Power Direct Mod. Power Indirect Mod.
790 39W 24W
1140 58W 35W
1510 77W 46W
1860 96W 57W
2240 115W 69W
2620 134W 81w
2960 154W 92W
COLOUR TEMPERATURE 4000K 3000K
cop o Im @ (mm) cop o Im @ (mm)
17D163DPLL490 63W 5834 790 17D163DPLL390 63W 5371 790
17DI93DPLL4%90 93W 8630 1140 17DI93DPLL3%90 93W 7943 1140
17DI1123DPLL490 123W 11140 1510 17DI1123DPLL390 123W 10261 1510
17DI1153DPLL490 153W 14200 1860 17DI153DPLL390 153w 13074 1860
17DI1184DPLL490 184W 16710 2240 17DI1184DPLL390 184W 15392 2240
17DI215DPLL490 215W 19770 2620 17DI215DPLL390 215W 18205 2620
17DI1246DPLL490 246W 22830 2960 17DI1246DPLL390 246W 21017 2960

145

SUSPENDED
/CEILING



esse-Ci

ONE RING SPOT

OPTIC

Methacrylate satin diffuser for soft diffusion
with UGR<22. Spot with internal aluminum reflector

36° beam angle.

Complete with powered box.

2 ‘ o 4w y /
T
@ 1140 560 \_‘_ ﬂ_,/

ﬂ&_ Clyy - =i} tcel) " .-E‘:J;’:
0o
- o
w
L]
|
| ' o
1600
ﬂht‘ﬂ-tlw === o8- TP i lu;%
COLOUR TEMPERATURE 4000K 3000K
cop 0 Im @ (mm) cop 0 Im @ (mm)
17PG43L4903x36  43W+3x9W 36°  4601+3282 1140 17PG43L3903x36  43W +3x9W 36°  4279+2769 1140
146

SUSPENDED - CEILING

ONE RING

ONE RING ACOUSTIC DOUBLE EMISSION

OPTIC

Methacrylate satin diffuser for soft diffusion
with UGR<22. Direct/Indirect emission.

Grey sound absorbing panel.
Complete with powered box.

L Lux Lo L VRS PRl
IP 40
:

o
/-I?f\-.\‘
. foom .
40 [k} ll II !
7
0 = —---d\(‘ «
91 TN
I }U ‘ X N ", .
l | 5 ; Ilr o £
@ 1140 o I
N
%T\--u!' - - -om-en -l
DIRECT // INDIRECT EMISSION
@ (mm) Power Direct Mod. Power Indirect Mod.
1140 58W 35W
COLOUR TEMPERATURE 4000K 3000K
cop Q Im @ (mm) cop o Im @ (mm)
17DI93PGL490AC 93W 8966 1140 17DI93PGL390AC 93W 8255 1140
Accessories

O

17AA1330

3000mm adjustable wire suspension kit.

[
> e
[/

.

i

s
-l

17AA14

Kit for ceiling mounting.
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JOOLS

JOOLS is a decorative pendant with an organic shape, com-
pact yet powerful in flux, with bi-directional emission for
professional applications such as retail and hospitality.

The highly decorative character is ideal for suspending over
reception desks as an accent light, without sacrificing indi-
rect lighting throughout the environment. Thanks to the
accessories it can be installed as a suspended fitting, direct-
ly mounted to the ceiling, hung from LV track or even wall

mounted.

See also:
JOOLSLV p. 336
JOOLS WALL p. 380

-

FEATURES ED

B Direct/Indirect Emission 3000K/4000K

UGR <19

IP 40

l//‘
W

D

>99 Im/W

CRI>90

Eye safety: RGO/RG1

Mac Adams 3

P [ (@) =

L80/B10 >50.000h

)
-
-
% :
et

Design
Serge & Robert Cornelissen

CERTIFICATIONS ON REQUEST

ce DALI-RDD code

(verify the version)

A @ 2700K-5000K

5years warranty

SUSPENDED - CEILING

SUSPENDED
/CEILING

Specifications LED CoB technology.

Optic Diffused satin PC for indirect emission.
Direct emission with PC lens. CUT-OFF>30°.

148

Body Spun aluminum with epoxy powder coating.

Colour O White RAL 9003 - Code: W
@ Black RAL 9005 - Code: BK
© Champagne Anodized - Code: C67
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JOOLS

OPTIC

Diffused satin PC for indirect emission.
Direct emission with PC lens. CUT-OFF>30°

Beam angle: 14° - 35°- 55°,

Power/suspension cable included.

Needs powered box: see accessories on p. 152

|P 40 1 15 i [ 185* 1w 129
L
A
[Fd " L
a0
N il e
\ 4
N o l\ e
. 2
3 /
N w o
<
>
b k\/ o
a5 E 5 (. Lig ¥ o
r.wkk'l.‘ﬂ Cisg == - ar il
\ 2
@150/200/250
DIRECT // INDIRECT EMISSION
@ (mm) Power Direct Mod. Power Indirect Mod.
150 12w 7W
200 14W 8w
250 17W 10W
COLOUR TEMPERATURE 4000K 3000K
cob Q Im @ (mm) cop Q Im @ (mm)
11DI119L49014 19W 14° 1881 150 11DI19L39014 19W 14° 1768 150
11D119L49035 19W 35° 1881 150 11DI119L39035 19W 35° 1768 150
11DI119L49055 19W 55° 1881 150 11DI119L39055 19W 55° 1768 150
11DI22L49014 22W 14° 2106 200 11DI22L39014 22W 14° 1980 200
11DI122L49035 22W 35° 2106 200 11DI22L39035 22W 35° 1980 200
11DI122L49055 22W 55° 2106 200 11DI122L39055 22W 55° 1980 200
11DI27L49014 27W 14° 2498 250 11DI27L39014 27W 14° 2349 250
11DI27L49035 27W 35° 2498 250 11DI27L39035 27W 35° 2349 250
11DI127L49055 27W 55° 2498 250 11DI127L39055 27W 55° 2349 250
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JOOLS CEILING

OPTIC

Diffused satin PC for indirect emission.
Direct emission with PC lens. CUT-OFF>30°

Beam angle: 14° - 35°- 55°,

@79

—~

JOOLS

‘r 1P 40 1 1 o [T 185 [y 1
L
o 1o bl Lae
o
©» a0
il e
4
v o \
©150/200/250 i / =
b k\/ o
45 E 5 (. Lig ¥ o
edfidm - 100%:
DIRECT // INDIRECT EMISSION ges mrmeeEn
@ (mm) Power Direct Mod. Power Indirect Mod.
150 12W 7W
200 14W 8W
250 17W 10W
COLOUR TEMPERATURE 4000K 3000K
cob Q Im @ (mm) cob Q Im @ (mm)
11DI19L49014C 19W 14° 1881 150 11DI19L39014C 19W 14° 1768 150
11D119L49035C 19W 35° 1881 150 11DI119L39035C 19W 35° 1768 150
11DI119L49055C 19W 55° 1881 150 11DI119L39055C 19W 55° 1768 150
11DI122L49014C 22W 14° 2106 200 11DI122L39014C 22W 14° 1980 200
11DI122L49035C 22W 35° 2106 200 11D122L39035C 22W 35° 1980 200
11DI122L49055C 22W 55° 2106 200 11DI122L39055C 22W 55° 1980 200
11DI127L49014C 27W 14° 2498 250 11DI127L39014C 27W 14° 2349 250
11DI27L49035C 27W 35° 2498 250 11DI27L39035C 27W 35° 2349 250
11DI127L49055C 27W 55° 2498 250 11DI127L39055C 27W 55° 2349 250
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Accessories
L @
11AA16 11AA16RDD

Box-power for single ceiling installation.

;ﬁ

11AA16R
Box-power for recessed installation.

/
/

11AA16IL
Box-power for start continuous rows.

/
/

11AA16CL

Box-power for centre continuous rows.

\
\

11AA16FL

Box-power for end continuous rows.

152

Box-power for single ceiling installation,

DALI version.

;ﬁ

11AA16RRDD

Box-power for recessed installation,
DALI version.

11AA16ILRDD

Box-power for start continuous rows,
DALI version.

11AA16CLRDD

Box-power for centre continuous rows,
DALI version.

11AA16FLRDD

Box-power for end continuous rows,
DALI version.

SUSPENDED - CEILING JOOLS

Technical Note

CEILING SUSPENDED

> 442 . {79 [« -»| 442 P

.

max 1500

—»| 2150/200 |«

/250

|

—»| 2150/200 |«

/250

ENDLESS CONFIGURATION POSSIBILITIES
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PIPE LINE

1D CODE: 86

PIP LINE is a decorative yet highly technical luminaire for
single suspended or ceiling-mounted installation.

A completely innovative product due to its power supply
system, with the mechanical rotors allowing the electrical
connection to be made without wires.

This enables the architectural light pipes to be freely rotated
to create individual light emission, or even staggered to
lengthen the line of the fixture according to the application.

Freedom in design.

FEATURES LED

E] Direct/indirect Emission
UGR <16;<22

P40

3000K/4000K

>115 Im/W; >132 Im/W

CRI>90

Eye safety: RGO/RG1

b @) [E] [ [©)

Design
esse-ci
CERTIFICATIONS ON REQUEST
ce DALI-RDD code

(verify the version)
+ .. Emergency kit 1/3 hour
A & EM/EM 3h code
5yearswarranty @ 2700K

Mac Adams 3

.80/B10 >50.000h
Specifications Driverincluded. Body Spun aluminum with epoxy powder coating.
Optic - PG: Methacrylate satin diffuserfor soft emission Colour O White RAL 9003 wrinkled - Code: W

with UGR<22

- HC: Microcell diffuser UGR <16

- PG-HC: A mix between soft emission and High
Contrast accents

154

@ Black RAL 9005 wrinkled - Code: BK

/CEILING

[a]
)
[a)
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o
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PIPE LINE PG

OPTIC

Methacrylate satin diffuser for soft diffusion
with UGR<22.

i —

I 1
- 0
I 1
A5 o~ 5 o~ 15 ¥ o
‘ 1088/ 1448 ‘ T — 1= 100%
COLOUR TEMPERATURE 4000K 3000K
cob Im mm cob Im mm
86PGA48LA90 48W 6354 1088 86PGA48L390 48W 5845 1088
86PG62L490 62W 8184 1448 86PG62L390 62W 7529 1448
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PIPE LINE DK

OPTIC

High Contrast diffuser UGR<16.

PIPE LINE

[T N A
IP 40 108+ 105
o O [ I 1 ] :I: §
‘ s a5
139
[Sanmass s wnnun||snsannssesnEs  neneanenE||snns s nae e e ] it
|| P | O y
‘ 1088/ 1448 - ‘wkht‘u Ci80 = -~ 8- 2 3 i
COLOUR TEMPERATURE 4000K 3000K
cob o Im mm cob s Im mm
86DK48L490 48W 5538 1088 86DK48L390 48W 5150 1088
86DK62L490 62W 7149 1448 86DK62L390 62W 6648 1448
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PIPE LINE PG-DK

OPTIC

A mix between soft emission and High Contrast accents.

1

N e
it e
w r
©
[ Il I]ji ] % g i w
]
139
Ed 5 E ol s
[msssmussssms||ssassssusssnnasannns snnn||ssnnnsnnnnsnms) ﬁ"&,m G 100%:
[ ]
) 1088 /1448 B
COLOUR TEMPERATURE 4000K 3000K
cob | Im mm cob Q Im mm
86DKD48L490 48W 5946 1088 86DKD48L390 48W 5497 1088
86DKD62L490 62W 7667 1448 86DKD62L390 62W 7088 1448
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Technical Note

POSSIBLE MOVEMENTS:

SLIDING

ROTATING
360°

360°

ELECTRICAL CONTACT POINTS:

Electrical contacts
for the translation

Brush contacts
for the rotation
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STYLO - - '

SUSPENDED
/CEILING

Suspended miniaturized fixture with a clean and elegant
design. Stylo can be installed individually, or onto three-
phase or low voltage 48V tracks. CUT OFF>30 ° for glare

control and a great comfort.

See also:
STYLOLV p. 340
Design
esse-Ci
FEATURES LED CERTIFICATIONS ON REQUEST
] e DALI-RDD code
B Direct Emission @ 3000K/4000K ce @ (Verify the version)
UGR <19 >72 Im/W A @ 2700K - 5000K
P40 @ CRI'>90 5years warranty
Eye safety: RGO/RG1
@ Mac Adams 3
L.80/B10 >50.000h
R R
o BN Sy
Optic - Policarbonate lens from 25°-40° beam angle Body Body in die-cast aluminium with epoxy powder ’:P‘ |
-Honeycomb lens coating - 4 oy ;.‘-__
- Additional PG diffuser B -y
Colour O White RAL 9003 wrinkled - Code: W i

@ Black RAL 9005 wrinkled - Code: BK
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STYLO

OPTIC

Policarbonate lens from 25°40° beam angle.

Complete with 1.5mt cable.
Needs powered box: see accessories on p.163.

IP 40 108+ 105
o e
s \ 1600 ] =5
| 3
; cifkim - L ]lﬁ%
~ 180 - =~ co0- 0
o
N
el
236
COLOUR TEMPERATURE 4000K 3000K
cop o Im @ (mm) cop o Im @ (mm)
88PC5L49025 5W25° 360 36 88PC5L39025 5W25° 318 36
88PC5L49040 5W 40° 360 36 88PC5L39040 5W40° 318 36
88PC8L49025 8W 25° 574 36 88PC8L39025 8W 25° 508 36
88PC8L49040 8W 40° 574 36 88PC8L39040 8W 40° 508 36
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Accessories

STYLO

88AA16

Built-in driver box power for for ceiling
version.

'
2 =

88AA16R

Box power for recessed installation on
plasterboard.

88AAND

Honeycomb lens.

88AA16RDD

Built-in driver box power for for ceiling
version, DALI version.

g 2

88AA16RRDD

Box power for recessed installation on
plasterboard, DALI version.

88AASD
Additional PG diffuser.
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LR R R R R W 3¢
DIMPLES Alwai Wi wn W . . £
N\ R R W W 2

BAWE\ W\ wn W - - -
A S S SA NN
S S S _Sh_S
3\ Sh_SA S
DIMPLES is a recessed, suspended and ceiling mounted ' :

installations fixture. Characterized by its very shallow
profile height of just 38mm, integrated drivers and unique

aesthetics. The individual microcells contain optics that

||||,|.|.""!I_
LLLLLL L
e "l'lll
i R e g et g Sy A~ nch
mnm
[ et bl

can either be specified for offices applications requiring
low glare, or general lighting applications with broad lateral

light distribution for core areas, including meeting rooms
and break-out spaces.

DIMPLES is offered in a wide range of outputs and sizes,
for direct only or bi-directional light distribution, making it
an extremely versatile lighting collection and a huge step

beyond the conventional edge lit lighting panels.

See also: Design
DIMPLES recessed p. 204 Serge & Robert Cornelissen
FEATURES LED CERTIFICATIONS ON REQUEST
) DALI-RDD code
E] Direct Emission @ 3000K/4000K Ce€ (verify the versian)
. o BT Easy connect
E] Direct/Indirect Emission >97 Im/W A-A* 9 Comnedr BEM/yBES code
. Emergency kit 1/3 hour
UGR <16; <22 CRI>90 5yearswarranty EM/EAgA BhZode
IP 40 Eye safety: RGO/RG1
@ Mac Adams 3
L80/B10 >50.000h
Specifications Built-indriver. Body Frosted ABS body-diffuser with anodized
aluminum base.
Optic - Satin ABS reflectors with primary PC frosted
diffuser, UGR<16 Colour O White RAL 9003 - Code: B

- PG version with additional frosted PC coplanar
screen, UGR<22

- Double emission: direct / indirect
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DIMPLES MINI

OPTIC

Satin ABS reflectors with primary PC frosted diffuser,
UGR<16.

[ip4o] END

foe)

™

N

n

i

COLOUR TEMPERATURE

cobp Im
48DR10L490 10W 837
48DR13L490 13W 1330
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DIMPLES MINI PG

OPTIC

Satin ABS reflectors with primary PC frosted diffuser with
additional frosted PC coplanar screen, UGR<22.

EX: [iPao]| I

152 \'\.\ [:.-J__-

oddz 1-1001%=
—o0-CI4Y - ol el
COLOUR TEMPERATURE 4000K 3000K
cop Im mm cob Im mm
48PG10L490 10W 798 152x152 48PG10L390 10W 758 152x152
48PG13L490 13W 1149 152x152 48PG13L390 13W 1092 152x152
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SUSPENDED
/CEILING



esse-Ci

DIMPLES

OPTIC

Satin ABS reflectors with primary PC frosted diffuser,
UGR<16.

! ]38 [1P40]

B E E & B

H 5 E & B . .

Py -

H 5 E & E & " '.

D= = (= =1 N ¥ b

HH E E B ‘. .‘
| | \_ A

595
ﬂ‘&)-cl‘{) - Lt HEEuice ) . 1-106;’:

COLOUR TEMPERATURE 4000K 3000K
cob Ia Im mm cob 0 Im mm
48DR44L490 44w 4304 595x595 48DR44L390 44w 4002 595x595
168
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DIMPLES
OPTIC i
Satin ABS reflectors with primary PC frosted diffuser,
UGR<16, and upper diffuser for dual emission:
direct / indirect.
‘ ‘ ‘ :{% P 40 e Lar 1o : 15 L I
B EE E X
B E B 5 X (k53 L g
1 '\{)
D= =(R)=( R == o e p o
© 7N
DE( I QR e I "Q-_ -
5N B E X | |
v . A ) -
| | e
595
ﬂgo-cw: I— L= HEpuce 1-100;;:
DIRECT // INDIRECT EMISSION
mm Power Direct Mod. Power Indirect Mod.
595x595 44W 16W
COLOUR TEMPERATURE 4000K 3000K
COoD @ Im mm COoD \ Im mm
48D160L490 60W 5879 595x595 48DI160L390 60W 5498 595x595
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DIMPLES PG

OPTIC

Satin ABS reflectors with primary PC frosted diffuser with
additional frosted PC coplanar screen, UGR<22.

‘ " jg |P 40 1 I
T /" \\
OO0oo0oaog / %, i
0O0O0Oo i b /
00000 & ! I
00000 _ - |
O000O0 % B Y
\ ALk ”X
| | e
595
ir 1 r 1Y iy
("J,"kll:u o — e r 100%;
COLOUR TEMPERATURE 4000K 3000K
cobD Im mm coD ‘ Im mm
48PG44L490 44W 4048 595x595 48PG44L390 44W 3765 595x595
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DIMPLES PG DOUBLE EMISSION

OPTIC

Satin ABS reflectors with primary PC frosted diffuser with
additional frosted PC coplanar screen, UGR<22 and upper

diffuser for dual emission: direct / indirect.

DIMPLES

‘ “:{g IP 40 m 15 1o = e I 1
[ R o A O w
Oo0000 s iil_““\,] e
un
ooooo | |8 o e < «
00000 Rk
[ e N I :.'l: :I.
v o "'-\) x’l u
| | N
595
+ - 1 r 1 1 Al
vJ.-'len__m o v 1008
DIRECT // INDIRECT EMISSION
mm Power Direct Mod. Power Indirect Mod.
595x595 44W 16W
COLOUR TEMPERATURE 4000K 3000K
CcoD Q Im mm CcoD Q Im mm
48DI60PGL490 60W 5626 595x595 48DI60PGL390 60W 5261 595x595
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DIMPLES LONG

OPTIC

Satin ABS reflectors with primary PC frosted diffuser,

SUSPENDED - CEILING

DIMPLES LONG DOUBLE EMISSION

OPTIC

Satin ABS reflectors with primary PC frosted diffuser,

DIMPLES

UGR<16. UGR<16, and upper diffuser for dual emission:
direct / indirect.
] MEE 1P 40 = T P20 W _w # m_w
D=( == ) = (R =1 D= (= S )= (= o D= (= = (R = (R =( D= = =) ==Y o
wn wn & 13+
N N e,
D= ==Y B = = D=( =) = )= (V= o . w D= (=)= = =( D= =)= R == .Q{)
| } i . . 1 | 7 \_‘.‘
1195/1745 .l ‘ : 1195/1745 g _.;;F’ i
R L
ﬂ‘&)- Clyy - L= HEpuce 1-10.0;’: ﬂ‘&)- CLH) = = - Dl -ZEm0 . . 1-100;;:
DIRECT // INDIRECT EMISSION
mm Power Direct Mod. Power Indirect Mod.
250x1195 35W 17W
250x1745 52W 18W
COLOUR TEMPERATURE 4000K 3000K COLOUR TEMPERATURE 4000K 3000K
cob s Im mm cob 0 Im mm cop o Im mm cop o Im mm
48DR35L490L 35W 3395 250x1195 48DR35L390L 35W 3157 250x1195 48DI52L490L 52W 4970 250x1195 48DI52L.390L 52W 4653 250x1195
48DR52L490L 52W 5044 250x1745 48DR52L390L 52W 4691 250x1745 48DI70L490L 70W 6619 250x1745 48DI70L390L 70W 6187 250x1745
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DIMPLES LONG PG

OPTIC

Satin ABS reflectors with primary PC frosted diffuser with
additional frosted PC coplanar screen, UGR<22.

[ ] [1] 33
00O oo OO0 o0n °
un
o~
0O oo OO0 0n
| |
1195/1745
COLOUR TEMPERATURE 4000K
cop s Im mm
48PG35L490L 35W 3220 250x1195
48PG52L490L 50w 4784 250x1745

174

IP40] N
i ., e
# g
" ,/ \\
.I|" \l '.I.
R 1 I'ullnl i
i qu I.'I .I
45 A ",
\ /
N\ an P
L o y
Hi)
e (A ar
ol 1-100%:
3000K
cop Im mm
48PG35L390L 35W 2995 250x1195
48PG52L390L 52W 4449 250x1745

SUSPENDED - CEILING

DIMPLES LONG PG DOUBLE EMISSION

OPTIC

Satin ABS reflectors with primary PC frosted diffuser with
additional frosted PC coplanar screen, UGR<22 and upper

diffuser for dual emission: direct / indirect.

DIMPLES

“ | ‘ " jg IP 40 m " 1o = e I an
=
N N N N [ . e
[ I B R O I N R ° 2
n s ATy e
(9] & i
D000 D|00000 W,
1195/1745 ;
1| li
B /
- ) /- (25
N
+#5 0 1 * 1% i s
wlikim 1008
B T R 14
DIRECT // INDIRECT EMISSION
mm Power Direct Mod. Power Indirect Mod.
250x1195 35W 17W
250x1745 52W 18W
COLOUR TEMPERATURE 4000K 3000K
cop &) Im mm coDp Im mm
48DI52PGL490L 52W 4795 250x1195 48DI52PGL390L 52W 4491 250x1195
48DI70PGL490L 70W 6359 250x1745 48DI70PGL390L 70W 5945 250x1745
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Accessories

Y

48AA13

Single wire 1500mm long adjustable
suspension kit.

00AA165P

5 poles-ceiling rose power.
Cable length 2000mm.

176

s

48AA1330

Single wire 3000mm long adjustable
suspension kit.

00AA16

3 poles-ceiling rose power.
Cable length 2000mm.

SUSPENDED - CEILING DIMPLES

Technical Note

OPTICS

PC version with body-diffuser in satin ABS and PG version with additional
CUT-OFF effect diffuser for glare control. frosted PC coplanar screen.

CONNECTION

The installation of devices is immediate thanks
to the practical connector located in the back.

77
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LITE

Commercial fixture with highly efficient design and slim,
compact profile for ceiling, suspended and installation
applications. Features an integrated power supply. Closed
optical system, sealed to IP40, protects against dust and
accidental damage during installation.

High efficiency LED modules with integrated diffusing
optic, guaranteeing extraordinary light homogeneity

without compromising efficiency.

Design
esse-Ci
FEATURES LED CERTIFICATIONS ON REQUEST
] . DALI-RDD code
E] Direct Emission 3000K/4000K Ce (verify the versian)
S BT Easy connect
. R + easy
UGR <19; <22 >107 Im/W A [ AR e p (Bl
Emergency kit 1/3 hour
P40 @ CRI'>90 ,@\ 5yearswarranty EM/EEA BhZode
Eye safety: RGO/RG1 @ 5000K
False ceiling structure
@ Mac Adams 3 625x625mm
L80/B10 >50.000h
Specifications - Built-indriver Body Extruded aluminum body with epoxy powder
coating.
Optic - DPL technology for controlled UGR<19
- PG diffuser for diffused emission with UGR<22 Colour O Matt white RAL 9003 - Code: B

178
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esse-Ci SUSPENDED - CEILING LITE

LITE DPL CEILING LITE PG CEILING

OPTIC . OPTIC
Diffuser in DPL (Diamond Prism LED) technology with %, Methacrylate plate painted outside opacified + antistatic
UGR<19 for projects with display screen equipment. treatment for “soft” diffusing light emission with UGR<22.

For ceiling installation on false ceiling with visible structure. For ceiling installation on false ceiling with visible structure.

IP 40 [ a5 P 40 w a5
sf [ " st ]
; L g .
L1 Lo L Loyl
Ne) 200 1| Ne)
o o~
n ‘} n
i 300 /’;" 4 4 -
596 596
ot 15 » 1 200 0 [t o 30
cdfdm 1= 1004 cd/idm 0= 100%
——0:C1B0 == =C90-CI ——0:C180 == ~C90-CI
COLOUR TEMPERATURE 4000K 3000K COLOUR TEMPERATURE 4000K 3000K
cob Im mm cob Im mm cob Im mm cob Im mm
47DPL38L49%90 38W 3738 596x596 47DPL38L390 38W 3551 596x596 47PG38L490 38W 4107 596x596 47PG38L390 38W 3902 596x596
47DPL56L490HF 56W 5119 596x596 47DPL56L390HF 56W 4863 596x596 47PG56L490HF 56W 5624 596x596 47PG56L390HF 56W 5343 596x596
180

181
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LITE DPL LONG CEILING

OPTIC

Diffuser in DPL (Diamond Prism LED) technology with
UGR<19 for projects with display screen equipment.

For ceiling installation.

SUSPENDED - CEILING

LITE PG LONG CEILING

OPTIC

Methacrylate plate painted outside opacified + antistatic

treatment for “soft” diffusing light emission with UGR<22.

For ceiling installation.

LITE

| P 40 108 1
~ F L w0
5y |

e L
n wr o
<
™
‘ A Lol
596/1100/1604
b = o~ 3
o fdm n= 100%
0180 = =Cue-C2n
COLOUR TEMPERATURE 4000K 3000K
coD o Im mm CcoD o Im mm
47PG19L490M3 19W 2050 345x596 47PG19L390M3 19W 1948 345x596
47PG28L490HFM3 28W 2812 345x596 47PG28L390HFM3 28W 2671 345x596
47PG38L490M3 38W 4107 345x1100 47PG38L390M3 38W 3902 345x1100
47PG56L490HFM3 56W 5624 345x1100 47PG56L390HFM3 56W 5343 345x1100
47PG57L490M3 57W 6149 345x1604 47PG57L390M3 57W 5842 345x1604
47PG84L490HFM3 84W 8437 345x1604 47PG84L390HFM3 84W 8015 345x1604

IP 40 10w 1050
~ A i ¥
5y

e o
wn T 60* L
<
™ 200 ]
o i / 3
< g > 300 "4 =
596/1100/1604 ___‘__w_ﬂ//
ot > it
cdfkdm = 1
——o b ==
COLOUR TEMPERATURE 4000K 3000K
CcoD o Im mm CcoD \/ Im mm
47DPL19L490M3 19w 1866 345x596 47DPL19L390M3 19w 1773 345x596
47DPL28L490HFM3 28W 2559 345x596 47DPL28L390HFM3 28W 2431 345x596
47DPL38L490M3 38W 3738 345x1100 47DPL38L390M3 38W 3551 345x1100
47DPL56L490HFM3 56W 5119 345x1100 47DPL56L390HFM3 56W 4863 345x1100
47DPL57L490M3 57W 5596 345x1604 47DPL57L390M3 57W 5316 345x1604
47DPL84L490HFM3 84W 7678 345x1604 47DPL84L390HFM3 84W 7294 345x1604
182

47AA13: 1500mm
47AA1330: 3000mm

Single wire 1500mm / 3000mm long adjustable
suspension kit.

00AA16: 3 poles
00AA165P: 5 poles

Ceiling rose power, cable length 2000mm.

183
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RGL LED

RGL is the ideal solution for the lighting of coffers or niches,
or for back-lighting acrylic sheets. The fixture is made from
white epoxy-powder coated sheet steel body and can be
installed on any surface.

The use of accessories allows further flexibility for the
realization of modular luminous lines. Thewiringis facilitated

by a quick clamp inside the body.

Design
esse-Ci
FEATURES LED CERTIFICATIONS ON REQUEST
. o DALI-RDD code

E] Direct Emission @ 3000K/4000K c € vty e verser)

S Emergency kit 1/3 hour
UGR <22 . >93 Im/W A EM/EM 3h code

P40 CRI'>90 5 years warranty @ 2700K-5000K

Eye safety: RGO/RG1

@ Mac Adams 3

L.80/B10 >50.000h
Specifications Built-indriver. Body White epoxy-powder coated steel-sheet body.
Optic PMMA diffuser for homogenous emission UGR<22.

184
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RGL LED PG LOW POWER

OPTIC

PMMA diffuser for homogenous emission.

End caps and ceiling mounting kit included.

SUSPENDED - CEILING

RGL LED PG HIGH POWER

OPTIC

End caps and ceiling mounting kit included.

PMMA diffuser for homogenous emission.

RGLLED

IP 40 T [ [T ;;:r s I [0 P 40 T [T [T ;;:r i I 18
L 160 1 L 160 1
s g L 10 sz g L 1=
b s S S
ho* «r ho* «r
| | L — | | L
38 562/842/1122/1402/1682/1963/2243 38 562/842/1122/1402/1682/1963/2243
2523/2803/3083 2523/2803/3083
o L o L
3 E g 15 l'g 15 b 45~ 3 E g 15 l'g 15 b 45~
celfkim = 100%: celfkim = 100%
—0CIh0 === 000-CIT —0CIh0 === C0-CI
COLOUR TEMPERATURE 4000K 3000K COLOUR TEMPERATURE 4000K 3000K
CcoD Q Im mm CcoD | Im mm CcoD Q Im mm CcOoD | Im mm
04PG12L490 12W 1138 562 04PG12L390 12W 1083 562 04PG24L490HP 24W 2277 562 04PG24L390HP 24W 2165 562
04PG18L490 18W 1707 842 04PG18L390 18W 1624 842 04PG36L490HP 36W 3415 842 04PG36L390HP 36W 3248 842
04PG24L490 24W 2277 1122 04PG24L390 24W 2165 1122 04PG48L490HP 48W 4553 1122 04PG48L390HP 48W 4330 1122
04PG30L490 30W 2846 1402 04PG30L390 30W 2706 1402 04PG60L490HP 60W 5692 1402 04PG60L390HP 60W 5413 1402
04PG36L490 36W 3415 1682 04PG36L390 36W 3248 1682 04PG72L490HP 72W 6830 1682 04PG72L390HP 72W 6495 1682
04PG42L490 42W 3984 1963 04PG42L.390 42W 3789 1963 04PG84L490HP 84W 7968 1963 04PG84L390HP 84W 7578 1963
04PG48L490 48W 4553 2243 04PG48L390 48W 4330 2243 04PG96L490HP 96W 9106 2243 04PG96L390HP 96W 8660 2243
04PG54L490 54W 5122 2523 04PG54L390 54W 4871 2523 04PG108L490HP 108W 10245 2523 04PG108L390HP 108W 9743 2523
04PG60L490 60W 5692 2803 04PG60L390 60W 5413 2803 04PG120L490HP 120W 11383 2803 04PG120L390HP 120W 10825 2803
04PG66L490 66W 6261 3083 04PG66L390 66W 5954 3083 04PG132L490HP 132W 12522 3083 04PG132L390HP 132W 11908 3083

186
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RECESSED

ABSENT ESSENTIAL

ABSENT

LITE

DIMPLES

FLIP

BEN
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ABSENT ESSENTIAL

It represents a high-quality, essential and efficient back
light lighting solution for offices or public spaces. Suitable
for recessed, ceiling or suspended installation with several

size that make it versatile to every context.

RECESSED

Design
esse-Ci
FEATURES LED CERTIFICATIONS ON REQUEST
B Direct Emission 3000K/4000K CE€ 89%}&5352%6
UGR <19 ="'- >115 Im/W At Em}eg%egﬁcyolélé 1/3 hour
IP 40 @ CRI >90 5 years warranty E%'Eié%ﬁ%ﬁmcm

Eye safety: RGO/RG1

@ Mac Adams 3

L80/B10 >50.000h
Optic DPL technology diffuser to control glare UGR <19. Body Steel plate body with epoxy powder coating.

190




esse-Ci RECESSED ABSENT ESSENTIAL

A i
ABSENT ESSENTIAL DPL ccessories
OPTIC
| P
Diffuser in Diamond Prism LED (DPL) Technology with =S

UGR<19 for ambient with display screen equipment. \é_’ ‘ ‘ '
= A,
- ¢S

=
= éééé 41AAE600600
41AAE600300
41AAE1200300
IP 40 _ 41AA17E 41AA1330E 41AAE1200600
= A Kit for installation on plasterboard. Single wire 3000mm long adjustable Kit for ceiling installation.
- - - suspension kit.
4 e
- 100 Lo
30
A A =
4y -
\ il
N R \ * |
3 P \ "
e o 5 b
&m’klm. n WO’!!
¥ v - cm . cn
I | I |
‘ 595 b 1195 ‘
00AA16 00AA165P
30
_ 3 pole-powered supply box. 5 pole-powered supply box.
Cable length 2000mm. Cable length 2000mm.
g £
N N
Tle—— |
295 | 1195 ‘
30
un
o
N
S E—
595 |
COLOUR TEMPERATURE 4000K 3000K
cop n Im mm cop n Im mm
BACKLIGHT o
41DPL18L490E 18W 1750 295x295 41DPL18L390E 18W 1610 295x295 <
3 ‘ P 2 = =P =Y S NG NG G NG
41DPL36L490E 36W 4140 595x595 41DPL36L390E 36W 3809 595x595 A / -
41DPL22L490EM3 22W 2150 595x295 41DPL22L390EM3 22W 1978 595x295
41DPL36L490EM3 36W 4140 1195x295 41DPL36L390EM3 36W 3809 1195x295
HOMOGENEOQOUS EMISSION UGR<19
41DPL60L490EM6 60W 7150 1195x595 41DPL60L390EM6 60W 6578 1195x595

192 193
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ABSENT

ABSENT is a high performance, back illuminated LED
modular luminaire, designed to seamlessly integrate
within the architecture of a building. Designed primarily
for commercial use, the product’s superior technical
performance far surpasses that of cheap, inferior
alternatives. With its innovative optics, users can expect
to install fewer ABSENT luminaires in a project, thereby
realizing savings for installation cost and longterm energy

consumption.

See also:

ABSENT HCL p.476

FEATURES LED

B Direct Emission 3000K/4000K

UGR <19;<22 >116 Im/W
P40 CRI'>90

Eye safety: RGO/RG1

Mac Adams 3

SN ENE)

L80/B10 >50.000h

Design
esse-Ci
CERTIFICATIONS ON REQUEST
DALI - RDD code
c € (verify the version)
+ easy BT Easyconnect
A eam""m -BEM/BES code

Emergency kit 1/3 hour
EM/EM 3h code

5 years warranty
@) sooo

False ceiling structure
625x625mm

Specifications Efficiency:
>120 Im/W with High Power LED modules
>130 Im/W with Mid Power LED modules

Optic - DPL technology for a controlled UGR<19
- PG diffuser for diffused emission with UGR<22

194

Body Steel plate body with epoxy powder coating.

Colours O White RAL 9003 - Code: B

RECESSED
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ABSENT DPL

OPTIC

Diffuser in Diamond Prism LED (DPL) Technology with

UGR<19 for ambient with display screen equipment.

[1P40 ] m —
n
8] ) L \
\ \ i
[ >l |
597 |
"ll a5
n=100%
COLOUR TEMPERATURE 4000K 3000K
coD coD Im
41DPL32L490C 41DPL32L390C 3724
41DPL48L490C 41DPL48L390C 5140

196

RECESSED ABSENT

ABSENT PG

OPTIC

Methacrylate plate painted outside opacified + antistatic

treatment for “soft” diffusing light emission with UGR<22.

RECESSED

I A - =
o o«
wn
3] ) | ) |
| | | i i i
597 597
wo
e 15 o i1 E
erdfkim n= 100%
- C0-Cla0  ——C90- C270
COLOUR TEMPERATURE 4000K 3000K
cop Q Im cop s Im
41PG32L490C 32w 4038 41PG32L390C 32w 3908
41PGA48LA9OC 48W 5588 41PG48L390C 48W 5394

Technical Note

INSTALLATIONONFALSE CEILINGWITHVISIBLESTRUCTURE,HIDDENSTRUCTUREORPLASTERBOARD

Visible structure Hidden structure Plasterboard*

' i

4

*Opening on plasterboard:
585x585 mm.
L7
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LITE

Commercial fixture with highly efficient design and slim,
compact profile also for recessed applications. Features an
integrated power supply. Closed optical system, sealed to
IP40, protects against dust and accidental damage during
installation.

High efficiency LED modules with integrated diffusing optic,
guaranteeing extraordinary light homogeneity without

compromising efficiency.

See also:
LITE suspended/ceiling p.178
Design
esse-Ci
FEATURES LED CERTIFICATIONS ON REQUEST
E] Direct Emission @ 3000K/4000K C€ Bﬁr%f'y‘ﬂfe[)vg;‘;g)e
UGR <19; <22 >107 Im/W At %)gaan B SE e
Emergency kit 1/3 hour
P40 CRI>90 g 5 yearswarranty EM/EAgA BhZode

Eye safety: RGO/RG1 @ 5000K

@ Mac Adams 3 Eazlgiéc%lrr;%structure

L80/B10 >50.000h
Specifications  Built-indriver. Body Extruded aluminum body with epoxy powder

coating.
Optic - DPL technology for controlled UGR<19
- PG diffuser for diffused emission with UGR<22 Colour O Matt white RAL 9003 - Code: B

198
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esse-Ci RECESSED LITE

LITE DPL RECESSED LITE PG RECESSED

OPTIC OPTIC

Diffuser in DPL (Diamond Prism LED) technology with
UGR<19 for projects with display screen equipment.

Methacrylate plate painted outside opacified + antistatic

treatment for “soft” diffusing light emission with UGR<22.

For recessed installation on false ceiling with visible structure. For recessed installation on false ceiling with visible structure.

IP 40 [1os a5 IP 40 [ios a5
s [ ] T sy [ ] T
B - gl e
L1 Lo L Loyl
Ne) 200 1| Ne)
o o~
n ‘} n
a 300 /’;" 45 i o
596 596
o i o~ 3 o i o~ I
cd/idm 1= 1004 cd/idm 0= 100%
——0:C1B0 == =C90-CI ——0:C180 == =C90-CI
COLOUR TEMPERATURE 4000K 3000K COLOUR TEMPERATURE 4000K 3000K
CcobD h Im mm Ccob Q Im mm CcoD Im mm cobD Im mm
47DPL38L490 38W 3738 596x596 47DPL38L390 38W 3551 596x596 47PG38L490 38W 4107 596x596 47PG38L390 38W 3902 596x596
47DPL56L490HF 56W 5119 596x596 47DPL56L390HF 56W 4863 596x596 47PG56L490HF 56W 5624 596x596 47PG56L390HF 56W 5343 596x596
200
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LITE DPL LONG RECESSED LITE PG LONG RECESSED

OPTIC OPTIC

Diffuser in DPL (Diamond Prism LED) technology with

UGR<19 for projects with display screen equipment.

Methacrylate plate painted outside opacified + antistatic

treatment for “soft” diffusing light emission with UGR<22.

For recessed installation on false ceiling with visible structure.

For recessed installation on false ceiling with visible structure..

IP 40 | o a5 P 40 [1oe a5
foor w0 Lo e
5 | 5f |
© )
5 5 e e
B [ Lo e
2 ¥ \ &
N j N
" ! F -
- 300 P4 =
L J ) WJ,,/ L—»‘
1196 1196
o i o~ 3 e i o~ I
o fdm n= 10 i fidm n= 10
0 C180 == = 90-C2 0« C180 = =Cue-C2n
COLOUR TEMPERATURE 4000K 3000K COLOUR TEMPERATURE 4000K 3000K
COoD Im mm COoD Im mm CcoD ﬁ Im mm CoD Im mm
47DPL38L490M3V 38W 2989 296x1196 47DPL38L390M3V 38W 2881 296x1196 47PG38L490M3V 38W 3285 296x1196 47PG38L390M3V 38W 3166 296x1196
47DPL56L490HFM3V  56W 4095 296x1196 47DPL56L390HFM3V  56W 3948 296x1196 47PG56L490HFM3V 56W 4499 296x1196 47PG56L390HFM3V 56W 4338 296x1196
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DIMPLES

RECESSED

DIMPLES is a recessed, suspended and ceiling mounted b
installations fixture. Characterized by its very shallow
profile height of just 38mm, integrated drivers and unique
aesthetics. The individual microcells contain optics that
can either be specified for offices applications requiring

low glare, or general lighting applications with broad lateral

light distribution for core areas, including meeting rooms “u,
and break-out spaces.
See also:
DIMPLES suspended/ceiling p. 164
Design
Serge & Robert Cornelissen
FEATURES LED CERTIFICATIONS ON REQUEST
] . DALI-RDD code
E] Direct Emission @ 3000K/4000K Ce (verify the version)
. o BT Easy connect
UGR <16; <22 >97 Im/W A - A ) casy e eet
Emergency kit 1/3 hour
P40 CRI'>90 5yearswarranty EM/EAgA ShZode
Eye safety: RGO/RG1
@ Mac Adams 3
L80/B10 >50.000h
Specifications Built-indriver. Body Frosted ABS body-diffuser with anodized
aluminum base.
Optic - Satin ABS reflectors with primary PC frosted
diffuser, UGR<16 Colour O White RAL 9003 - Code: B

- PG version with additional frosted PC coplanar
screen, UGR<22

204




esse-Ci RECESSED DIMPLES

DIMPLES . DIMPLES PG

OPTIC L OPTIC 4

Satin ABS reflectors with primary PC frosted diffuser, . Satin ABS reflectors with primary PC frosted diffuser with
UGR<16. additional frosted PC coplanar screen, UGR<22.
‘ 18 a0 ‘ 118 Iz
=)= = (R = (I =1 ¥ OO0 0O o P =
B E B & E o - o oooaod Ny ye
wn h i
¥ 5 E 5 B & . Oo0ogo e : :
HEEE \ a 5 00000 1 \ = 4
B XN E 5 ‘I i I‘ OO000O0 \;\\\ » /”
1 1 \_r 3 _’/ 1 1 "":‘
595 595
- - aw i 1 » 1 e
ﬂgo A 1-1001%= ("J,"kll:ll X o r 100%;
COLOUR TEMPERATURE 4000K 3000K COLOUR TEMPERATURE 4000K 3000K
cob o Im mm cob ﬁ Im mm cob Im mm cob R Im mm
48DR44L490 44W 4304 595x595 48DR44L390 44W 4002 595x595 48PG44L490 44W 4048 595x595 48PG44L390 44W 3765 595x595
206
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FLIP

FLIP is the revolutionary new way to light spaces that have
24mm exposed grid suspended ceilings. The ultra-slim
linear fixture can be pattern formed to create contemporary
arrays of light, allowing designers much greater freedom
rather that designing with standard panel fixtures.

The controlled direct emission creates alow glare (UGR<16)
lit environment, making FLIP ideal for both office lighting
and for general spaces. Broad lateral emission means the
product takes advantage of the false ceiling as a reflective
surface to improve contrast ratio and therefore maximizing

visual comfort. FLIP - free your creativity.

Design
esse-Ci
FEATURES LED CERTIFICATIONS ON REQUEST
B s DALI-RDD code
@ Direct Emission 3000K/4000K Ce (veriFy the version)
o Emergency kit 1/3 hour
UGR <16 >125 Im/W A EM/EM 3h code
IP 40 CRI>90 5 years warranty
Eye safety: RGO/RG1
[:j Mac Adams 3 i??ﬂfﬂmmuummm
'rnwm—n n!ﬂa.hn-
L80/B10 >50.000h ;
Optic Polycarbonate lens with ILC (Indirect Light Control)

technology to optimize the indirect lighting element.

208
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FLIP

& |
OPTIC
Polycarbonate lens with ILC (Indirect Light Control)
technology to optimize the indirect lighting element.
CIR A 3 e -

o o
IS
i w w
26

a5 a5
) 599

cdfkim n Jﬂém

——C0-C18 - - - C90- G0
COLOUR TEMPERATURE 4000K 3000K
cop o Im mm cop o Im mm
42PC9L490 oW 1150 599 42PC9L390 oW 1069 599

210

RECESSED

Accessories

FLIP

CONNECTOR

42AA11EL

Straight electrified connector.

DRIVER

y

421LC1X

Driver 24V 35W
for 1 fixture.

’

421LC10X

Driver 24V 100W
up to 10 fixtures.

Technical Note

42AA05EL

2 ways 90° electrified connector.

)

42LC1XRDD

Driver 24V 35W
for 1 fixture, DALI version.

;

42LC10XRDD

Driver 24V 100W
up to 10 fixtures, DALI version.

42AA06EL
3 ways electrified connector.

J

42LC4X

Driver 24V 60W
up to 4 fixtures.

42AA14

Kit for installation on plasterboard

or semi-recessed panels.

f— e

G4

.
42AA07EL
4 ways electrified connector.

;

42LC4XRDD

Driver 24V 60W
up to 4 fixtures, DALI version.

RAPID INSTALLATION

Thanks to the electrified connec-
tor and side clips, installation to

the ceiling structure is immediate.
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BEN

RECESSED

Universal fixture produced from spun aluminium, for wall,
ceiling, suspended or recessed applications. For applications
where low glare is desirable, DPL optics are offered which
have a glare rating of UGR <19. A satin opal diffuser is also
offered for soft broad-beam distribution UGR <22.

The LED boards are mounted on circular aluminium frames

for optimum thermal management and quick fit connectors

facilitate rapid installation. Dimming and emergency
versions complete the range.

See also:
BEN suspended/ceiling p. 128 Design
Serge & Robert Cornelissen |
BEN wall p.384 | ‘
I |
BEN IP54 p.520 N t |
BEN HCL p.478 i 1 |
-, S
VLA
FEATURES LED CERTIFICATIONS ON REQUEST
} e DALI-RDD code
B Direct Emission @ 3000K/4000K Ce R o oesion
: = + easy BT Easyconnect
UGR <19; <22 >124 Im/W A O ey BIETEnnee
Emergency kit 1/3 hour
IP 40 CRI>90 5yearswarranty EM/EM 3h code
Eye safety: RG 0/1 (q],) 2700K
@ Mac Adams 3
L80/B10 >50.000h
Specifications Built-indriver. Body Spun aluminum with epoxy powder coating.
Optic - PG with frosted Acryl-Satiné and impact resistant Colour O Matt white RAL 9003 - Code: B

diffuser UGR<22
- DPL impact resistant with homogeneous and
controlled emission UGR<19 (accessory)
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BEN SMALL IP40 PG

OPTIC

PG diffuser with frosted Acryl-Satiné and impact resistant

diffuser UGR<22.

Recessed accessory not included.

e e T e
@257 z e .\\
- »| g
“ S s
£ Y
f" \\
AT If \I L
] 152 |
| |
|I I|
48 I'-\ . f."
\ L) ,"
\\ /)’
\ = ,/
e [ ar
oddz =l
il = Rl Rl wH HE e
COLOUR TEMPERATURE 4000K 3000K
CcoD A Im @ (mm) CcoD A Im @ (mm)
10PG6L490 6W 749 257 10PG6L390 6W 712 257
10PG12L490 12W 1497 257 10PG12L390 12W 1422 257
10PG18L490 18W 2246 257 10PG18L390 18W 2138 257
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BEN MEDIUM IP40 PG

OPTIC

PG diffuser with frosted Acryl-Satiné and impact resistant
diffuser UGR<22.

Recessed accessory not included.

BEN

e e T e
@397 e &
r—» ; / AN
.r'/ \\
.-'r .‘-.
f" \\
AT II’ \I L
| 16 |
| |
II II
48 I'-\ . f."
\ L) J.’
\\ /)’
\ E . /
e [ ar
oddz =l
—CD-Cl4) - =i} e
COLOUR TEMPERATURE 4000K 3000K
cob Q Im @ (mm) cob Im @ (mm)
10PG16L490 16W 1994 397 10PG16L390 16W 1894 397
10PG25L490 25W 3113 397 10PG25L390 25W 2957 397
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BEN LARGE P40 PG

OPTIC

PG diffuser with frosted Acryl-Satiné and impact resistant

diffuser UGR<22.

Recessed accessory not included.

e T e
@620 //'/ AN
> ot
£ Y
f" \\
R I|’ \I Ead
] 152 |
| |
II II
48 I'-\ . f."
\ e ,"
RS /)’
\ E /
e o ar
oddz n= L
il = Rl L R wH HEEuice [

COLOUR TEMPERATURE 4000K 3000K
cob Im @ (mm) cop Im @ (mm)
10PG60L490 60W 7476 620 10PG60L390 60W 7102 620
10PG112L490 112W 13955 620 10PG112L390 112W 13257 620
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BEN XL IP40 PG

OPTIC

PG diffuser with frosted Acryl-Satiné and impact resistant

diffuser UGR<22.

Recessed accessory not included.

BEN

: P )
@850 & _
r—» // \\
R rff: ..\\\ e
,|I 152 I||
| |
A5e '\\ s ;’,'
\\\ //;
ﬂgo 4D = = - ol - . "~ I‘.J;’:
COLOUR TEMPERATURE 4000K 3000K
cobp Im @ (mm) cop Im @ (mm)
10PG70L490 70W 8722 850 10PG70L390 70W 8286 850
10PG150L490 150W 18690 850 10PG150L390 150W 17756 850
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BEN MAXI IP40 PG

OPTIC

PG diffuser with frosted Acryl-Satiné and impact resistant

diffuser UGR<22.

Recessed accessory not included.

; e e s
@ 1080 - "
/ N
AT \\ L
152 I||
|
\\ / .
. n- '_E‘:J;!':
COLOUR TEMPERATURE 4000K 3000K
cobD ‘ Im @ (mm) cobD ‘ Im @ (mm)
10PG180L490 180W 22428 1080 10PG180L390 180W 21307 1080
10PG240L490 240W 29904 1080 10PG240L390 240W 28409 1080
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Accessories

BEN

10AADPLS: for BEN SMALL
10AADPLM: for BEN MEDIUM
10AADPLL: for BEN LARGE
10AADPLXL: for BEN XL
10AADPLMX: for BEN MAXI

DPL diffuser for IP40 versions.

10AA19SFL: for BEN SMALL
10AA19MFL: for BEN MEDIUM
10AA19LFL: for BEN LARGE
10AA19XLFL: for BEN XL
10AA19MXFL: for BEN MAXI

Kit for recessed frameless installation on
plasterboard and concrete.

10AA19S: for BEN SMALL
10AA19M: for BEN MEDIUM
10AA19L: for BEN LARGE
10AA19XL: for BEN XL
10AA19MX: for BEN MAXI

Kit for recessed installation.
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DOWNLIGHT

HALL LED DEEP

CUBE MINI

BOXLED

HALL LED FL

HALL LED PRO

HALL LED PROFLEX

HALL LED ESSENTIAL

KLIP

OTELLO LED

HALL LED CEILING EVO

HALL LED ESSENTIAL CEILING

222

226

230

236

242

248

254

258

262

268

276
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HALL LED DEEP

Miniature downlight for discrete accent lighting, designed
to express the best of the latest LED technology. Modern
and compact, HALL DEEP is the ideal fixture for restaurants,

meeting rooms and commercial spaces where the light needs

to be of high quality yet discrete in appearance.

Design
esse-Ci
FEATURES LED CERTIFICATIONS ON REQUEST
} L DALI-RDD code
B Direct Emission @ 3000K/4000K ce (verify the version)
& . + Bluetooth - BT code
UGR <19 >60 Im/W; >103 Im/W A 9 (verify the version)
Emergency kit 1/3 hour
P44 @ CRI>90 5 years warranty EM/EM 3h code
Eye safety: RGO/RG1 @ 2700K-5000K
@ Mac Adams 3
.80/B10 >50.000h
Specifications Driverincluded. Body Aluminium body with epoxy powder coating.
Optic - MINI: polycarbonate lens Colour O White RAL 9003 matt - Code: B
- SMALL: internal aluminium reflectors from @ Black RAL 9005 matt - Code: C8

25°-40° beam angles

222
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esse-Ci DOWNLIGHT HALL LED DEEP
OPTIC OPTIC
Polycarbonate lens: Internal aluminium reflectors: |
8°- 12°- 36° beam angles. 25°- 40° beam angles and microprismatic glass.
CUT OFF > 60°. CUT OFF > 40°.
IP 44 108+ 105 |P 44 108+ 105
a A o art o
/
/ \ ; @56
225 ? 38 f T ? 68
ro)
© fi— s J 3
o o | ~/ o | |
@45 @45 N 278 78
crdfidm p— " n w&"m : crdfidm p— " = 100%
COLOUR TEMPERATURE 4000K 3000K
COLOUR TEMPERATURE 4000K 3000K
cop o Im cop o Im
38VM3L4908 3w 8° 178 38VM3L3908 3w 8° 165 cob Im cob Im
38VM3L49012 3W 12° 178 38VM3L39012 3W 12° 165 38VM13L49025 13W 25° 1339 38VM13L39025 13W 25° 1205
38VM3L49036 3W 36° 178 38VM3L39036 3W 36° 165 38VM13L49040 13W 40° 1339 38VM13L39040 13W 40° 1205
224 225
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CUBE MINI

A contemporary range of square downlights with compact
dimensions, for both recessed and surface installation.
CUBE MINI is offered in both singular form, or with an
innovative jointing system that allows the designer freedom
to connect fixtures together to create patterns of light to
suit the architectural requirements of any project.

The deep-set LED creates excellent glare control for

optimum visual comfort.

FEATURES LED

@ Direct Emission 3000K/4000K

UGR <19;<22 >90 Im/W
P40 CRI'>90

Eye safety: RGO/RG1

b @) (@) [E] [ [©)

CERTIFICATIONS
Ce
A+

5 years warranty

e

'S

Design
esse-Ci

ON REQUEST

DALI-RDD code
(verify the version)

8 Bluetooth - BT code

(verify the version)

Emergency kit 1/3 hour
EM/EM 3h code

Mac Adams 3
L80/B10 >50.000h
Specifications Built-indriver. Body Body-diffuser made in die-cast aluminium with
epoxy powder coating.
Optic - Primary PC frosted diffuser, UGR<19

- PG version with additional frosted PC coplanar
screen, UGR<22

226

Colour O White RAL 9003 matt - Code: B
@ Black RAL 9005 matt - Code: C8
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CUBE MINI RECESSED

OPTIC
Primary PC frosted diffuser, UGR<19. P20 = - —~ - =
L /,\ B¢
\\ e
N,
W \ e
{ 200
45x45 !
T |z
[}
(.w—“néa-cl-c === C%0- 07 i
COLOUR TEMPERATURE 4000K 3000K
cop s Im cop s Im
49DR5L490 5W 459 49DR5L390 5W 418
49DR8L490 8W 729 49DR8L390 8W 663
OPTIC
Primary PC frosted diffuser, UGR<19.
-+ [1P40] > R ) - &
L /,\ B¢
\\ e
N,
z \
S or -
i { 200
f ;
l . 600 . 1
P Lo
v [}
e
50 ’
ﬂr’éa-cn: === C50- 07 i
COLOUR TEMPERATURE 4000K 3000K
cop Q Im cop Q Im
49DR5L490C 5W 459 49DR5L390C 5W 418
49DR8L490C 8W 729 49DR8L390C 8W 663
228
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Accessories

CUBE MINI

49AAPG

Additional frosted PC coplanar screen,

UGR<22.

Technical Note

49AA11

Bracket for multiple recessed
installation.

MULTIPLE INSTALLATION

Bracket for multiple recessed
F’ installation 49AA11

229
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BOX LED

Ceiling recessed square downlight available in three sizes
for internal architectural applications. Produced from
pressure die-cast aluminum and offered with a broad range
of outputs and colour temperatures.

Designed with speed of installation in mind, BOX LED can
be installed into circular apertures meaning misalignment is

almost impossible.

FEATURES LED

B Direct Emission
UGR <19

IP 54 (from the front)

3000K/4000K

>100 Im/W

CRI>90

Eye safety: RGO/RG1

Mac Adams 3

L80/B10 >50.000h

CUGAENEENRE

CERTIFICATIONS

ce

A*

5 years warranty

Design
esse-Ci

ON REQUEST

DALI-RDD code
(verify the version)

Bluetooth - BT code
(verify the version)

Emergency kit 1/3 hour
EM/EM 3h code

2700K-5000K

R

Specifications - Driver included
-SMD LED technology

Optic Internal polycarbonate reflector

Opal microprism polycarbonate diffuser.
CUT OFF > 20°.

230

Body Steel plate body with epoxy powder coating.

Colour O White RAL 9010 matt - Code: B
@ Black RAL 9005 matt - Code: C8

DOWNLIGHT
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BOX LED MINI

OPTIC

Internal polycarbonate reflector and opal microprism

polycarbonate diffuser. CUT OFF > 20°.

1> |P 54 m 1 1o
an o
268
7 AR
S
< a5t A3
e
| | —
78 78
o A
cd/kin 1-1008n
—te-un - - -

COLOUR TEMPERATURE 4000K 3000K
cobp Im cobp Q Im
44MP71L49054 7W 705 44MP7L39054 7W 656
44MP10L49054 10W 958 44MP10L39054 10W 891

232

DOWNLIGHT BOX LED
OPTIC
Internal polycarbonate reflector and opal microprism
polycarbonate diffuser. CUT OFF > 20°, Ty
<> |P54 m 1 1o
an® ,//d-.\_\ owE
1\'; k)
@125 i h
. o ' .
Ly | E L] Al
| I
'II' qu 'II
o . !
~ a5 ‘\\-} i 43
e
||
135 135
%T\--u!' - - - e - 100%
COLOUR TEMPERATURE 4000K 3000K
cop Q Im cop Q Im
44MP141490554 14W 1340 44MP141.390554 14W 1246
44MP20L490S54 20W 1915 44MP20L390554 20W 1781
233
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BOX LED MEDIUM Technical Note

CIRCULAR CUT-OUT DIMENSIONS

OPTIC

Internal polycarbonate reflector and opal microprism
polycarbonate diffuser. CUT OFF > 20° (8

o 1\_}"( Y
@175 i \‘
5 hi ! \

E j EIr | mn 'l A
° i )
o ]
— \‘.\ a _-"l \@I
- N / = @ (mm)
] e
‘ 188 b 188 ! 7W - 10W 68
o ) . 20W - 28W 125
%T\--u!' il = 1Y =100
e o 20W - 32W - 48W 175
COLOUR TEMPERATURE 4000K 3000K
cop o Im cop s Im
44MP20L490M54 20W 1915 44MP20L390M54 20W 1896
44MP32L490M54 32W 3291 44MP32L.390M54 32W 3273
44MP48L490M54 48W 4469 44MP48L390M54 48W 4450
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HALL LED FL

HALL LED FL is innovative trimless LED downlight that is
extremely flexible, designed specifically for the hospitality
environment.

The product offers both rotation and tilt for precise aiming
of the high quality light and interchangeable reflectors (4
types available) allows designers complete freedom to con-
trol the light in the exact way the project demands. Colour
rendering of CRI90+ ensures spaces are lit to the highest
quality and an optional honeycomb louvre can be fitted of-

fering complete visual comfort.

FEATURES LED
B Direct Emission 3000K/4000K
UGR<19 Tl >99Im/w

IP 44 CRI>90

Eye safety: RGO/RG1

i (o7 [ (=]

Design
esse-cCi
CERTIFICATIONS ON REQUEST
c€ DALI-RDD code

(verify the version)

Bluetooth - BT code
(verify the version)

+

A
5 years warranty

Emergency kit 1/3 hour
EM/EM 3h code

2700K - 5000K

B4

Mac Adams 3
L80/B10 >50.000h
Specifications - Driver included Body Aluminium body with epoxy powder coating.
- LED CoB technology
Optic - MINI: internal reflector from 50° beam angle

- SMALL: internal reflector from 70° beam angle

236
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HALL LED FL MINI

OPTIC

Internal aluminium reflector:

50° beam angle.

Frontal reflector to be ordered separately.

IP 44
30°
K R ~
© @75 ", \
O
] a5 k / -
355° “//
‘<—" 4100
273
I'.u.rkkna it - _ o n IUU';b
COLOUR TEMPERATURE 4000K 3000K
cop Q Im cop Q Im
38FL6L49050 6W 50° 503 38FL6L39050 6W 50° 457
38FL9L49050 9W 50° 642 38FL9L39050 9W 50° 584

238

DOWNLIGHT

HALL LED FL SMALL

OPTIC

Internal aluminium reflector:

70° beam angle.

Frontal reflector to be ordered separately.

HALL LED FL

[1P44 ] -
w e
‘,\'30° =
g @150 L
i
>
355°
2130
r.dllkh:" Ciso == - (90200 1
COLOUR TEMPERATURE 4000K 3000K
cop 0 Im cop s Im
38FL15L49070 15W 70° 1855 38FL15L39070 15W 70° 1669
38FL25L49070 25W 70° 2493 38FL25L39070 25W 70° 2243
38FL34L49070 34W 70° 3390 38FL34L39070 34W 70° 3051
239
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Accessories Technical Note

HALL LED FL MINI REFLECTORS INTERCHANGEABLE FRONTAL REFLECTORS

=

; \ Possibility to change the colour of the frontal reflector, adapting to the colour and
/ I \\ type of the ceiling, for a great visual comfort and perfect aesthetics. HALL LED FL

perfectly integrates with any kind of structure and environment.

38RFWM

External reflector in white PC for MINI
version.

38RFBM

External reflector in black PC for MINI
version.

38RFAM

External reflector in chrome PC for MINI version.

DOWNLIGHT

38RFGM

External reflector in gold PC for MINI version.

HALL LED FL SMALL REFLECTORS

A

&

<

38RFWS 38RFBS 38RFAS

ADJUSTABILITY OF THE LIGHT BEAM

External reflector in white PC for SMALL External reflector in black PC for SMALL External reflector in chrome PC for SMALL
version. version. version.
| l | | |
= i i — = = = i o = = Lo S
/ (o} ‘ = i =i i | i L . =
38RFGS
External reflector in gold PC for SMALL
version.
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HALL LED PRO

HALL LED is an innovative collection of Chip-on-Board
(CoB) downlights that are offered in a wide range of sizes,
outputs and beam angles for projects that demand the
best possible efficacy coupled with ultra-fast payback. The
organic shape and ultra-low power of the HALL LED MINI
downlight makes it perfect for both commercial and resi-
dential applications. For more demanding applications such
as retail and high-end commercial, the HALL LED PRO col-
lection is offered with interchangeable UGR<19 reflectors
from 10° to 70°.

See also:
HALL LED PRO HCL p.482
FEATURES LED
B Direct Emission 3000K/4000K
UGR<19 | >103Im/wW

IP 44 CRI>90

Eye safety: RGO/RG1

i (o7 [ (=]

Design
esse-cCi
CERTIFICATIONS ON REQUEST
c€ DALI-RDD code

(verify the version)

Bluetooth - BT code
(verify the version)

+

A
5 years warranty

Emergency kit 1/3 hour
EM/EM 3h code

e

2700K - 5000K

Mac Adams 3
L80/B10 >50.000h
Specifications - Driver included Body Aluminium body with epoxy powder coating.
- LED CoB technology
Colour O White RAL 9003 matt - Code: B
Optic Internal aluminum reflectors from

10°-20°-40°- 70° beam angles.
Low-glare rating UGR<19.

242
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HALL LED PRO MINI

OPTIC

Anti dazzle design, CUT OFF > 30°.
Pc louver.

40° beam angles.

IP 44
f
J " ll o
- 268 - |
) . |
A /| 50
000
‘wkk"‘ﬂ sy - - - oM ) lﬁlh
COLOUR TEMPERATURE 4000K 3000K
cop s Im cop s Im
38VT7L49040 7W 40° 775 38VT7L39040 7W 40° 595
38VT10L49040 10W 40° 886 38VT10L39040 10W 40° 704
244
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HALL LED PRO SMALL

OPTIC

Internal aluminum reflectors with transparent glass:

10°-20°-40° - 70° beam angles.

HALL LED PRO

CUT OFF > 30°.
@125 ™ s
g 711
&) [ A
138 1000
COLOUR TEMPERATURE 4000K 3000K
CcoD / Im coD / Im
38VT18L49010S 18W 10° 2009 38VT18L39010S 18W 10° 1808
38VT18L49020S 18W 20° 2009 38VT18L39020S 18W 20° 1808
38VT18L49040S 18W 40° 2009 38VT18L39040S 18W 40° 1808
38VT18L49070S 18W 70° 2009 38VT18L39070S 18W 70° 1808
38VT25L49010S 25W 10° 2660 38VT25L39010S 25W 10° 2394
38VT25L49020S 25W 20° 2660 38VT25L39020S 25W 20° 2394
38VT25L49040S 25W 40° 2660 38VT25L39040S 25W 40° 2394
38VT25L49070S 25W70° 2660 38VT25L39070S 25W70° 2394
38VT34L49010S 34W 10° 3492 38VT34L39010S 34W 10° 3178
38VT34L49020S 34W 20° 3492 38VT34L39020S 34W 20° 3178
38VT34L49040S 34W 40° 3492 38VT34L39040S 34W 40° 3178
38VT34L49070S 34W 70° 3492 38VT34L39070S 34W 70° 3178

245

DOWNLIGHT



esse-Ci DOWNLIGHT HALL LED PRO

HALL LED PRO MEDIUM HALL LED PRO LARGE

OPTIC OPTIC

Internal aluminum reflectors with transparent glass: Internal aluminum reflectors with transparent glass:

10°-20° - 40° - 70° beam angles. ' = 10°-20°-40° - 70° beam angles. o
CUT OFF > 30°. CUT OFF > 30°.
IP 44 IP44
@150 @175
~N 4 n 4
(3 X 00 L : X 00 L
For hole 200mm see the / For hole 200mm see the /
accessory - \ 80 / accessory. - \ 800 /
@165 @200
‘wkk"‘ﬂ Cisg = - - Co0- Q00 - lﬁl* ‘wkk"‘ﬂ Cis) = - - o0 - Q70 - lﬁl*
COLOUR TEMPERATURE 4000K 3000K
cob Im cob Im
38VT38L49010L 38W 10° 4030 38VT38L39010L 38W 10° 3627
COLOUR TEMPERATURE 4000K 3000K 38VT38L49020L 38W 20° 4030 38VT38L39020L 38W 20° 3627
38VT38L49040L 38W 40° 4030 38VT38L39040L 38W 40° 3627
cop @ Im cop @ Im 38VT38L49070L 38W 70° 4030 38VT38L39070L 38W 70° 3627
38VT35L49010M 35W 10 3595 38VT35L39010M 35W 10 3236 38VT52L49010L 50W 10° 4992 38VT52L39010L 50W 10° 4784
38VT35L49020M 35W 20 3595 38VT35L39020M 35W 20 3236 38VT52L49020L 59W 20° 4992 38VT52L39020L 59W 20° 4784
VT35L49040M W 40° 9 VT35L39040M W 40° 2
38VT35 0 3 0 3595 38VT35L39040 3 0 3236 38VT52L49040L 52W 40° 4992 38VT52L39040L 52W 40° 4784
38VT35L49070M 35W70° 3595 38VT35L39070M 35W70° 3236
38VT52L49070L 52W70° 4992 38VT52L39070L 52W70° 4784
38VT38L49010M 38W 10° 4030 38VT38L39010M 38W 10° 3627
38VT38L49020M 38W 20° 4030 38VT38L39020M 38W 20° 3627 Accesso”es
38VT38L49040M 38W 40° 4030 38VT38L39040M 38W 40° 3627
38VT38L49070M 38W 70° 4030 38VT38L39070M 38W 70° 3627
38VT52L49010M 52W 10° 4992 38VT52L39010M 52W 10° 4784
38VT52L49020M 52W 20° 4992 38VT52L39020M 52W 20° 4784
38VT52L49040M 52W 40° 4992 38VT52L39040M 52W 40° 4784 ARF200M: for Pro Medium version

ARF200: for Pro Large version
38VT52L49070M 52W 70° 4992 38VT52L39070M 52W 70° 4784
Ring frame adaptor for hole 200mm.
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HALL LED PROFLEX

HALL LED PROFLEX, available in two diameters, is an adju-

stable asymmetric version of the HALL LED fixture, for spe-

cifiers who not only need to light large spaces, but need to

highlight specific areas, objects or architectural elements.

The innovative rotofriction mechanism offers guaranteed

security, precision and simplicity of aim. HALL LED PRO-
FLEX has a tilt range of 60° (-15° + 45°) and a rotation of

355°.

FEATURES

@ Direct Emission
UGR <19

IP 44

1,

D

i)

b [ [@ =

CERTIFICATIONS
3000K/4000K Ce
>102 Im/W; >112 Im/W A

CRI>90 5 years warranty

Eye safety: RGO/RG1

Design
esse-Ci

ON REQUEST

P e

DALI-RDD code
(verify the version)

Bluetooth - BT code
(verify the version)

Emergency kit 1/3 hour
EM/EM 3h code

2700K - 5000K

=

Mac Adams 3
L80/B10 >50.000h
Specifications - Driver included Body Aluminium body with epoxy powder coating.
- LED CoB technology
Colour O White RAL 9003 matt - Code: B
Optic Internal aluminum reflectors from

10°-20°-40°- 70° beam angles.

248
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HALL LED PROFLEX SMALL

OPTIC

Internal aluminum reflectors with transparent glass:
10° - 20° - 40° - 70° beam angles.

CUT OFF > 30°.
IP 44
— /
b X 00 ar
i ,
[T 1T T il i I I I w
_ _ T / =
o 45°\ \___,/
138
‘wkk‘"ﬂ sy - - - oM - ) lﬁl*
COLOUR TEMPERATURE 4000K 3000K
cop Im cop Im
38AS13L49010S 13W 10° 1451 38AS13L39010S 13W 10° 1305
38AS513L49020S 13W 20° 1451 38AS13L39020S 13W 20° 1305
38AS13L49040S 13W 40° 1451 38AS13L39040S 13W 40° 1305
38AS13L49070S 13W 70° 1451 38AS13L39070S 13W 70° 1305
38AS518L49010S 18W 10° 2009 38AS18L39010S 18W 10° 1808
38AS18L49020S 18W 20° 2009 38AS18L39020S 18W 20° 1808
38AS18L49040S 18W 40° 2009 38AS18L.39040S 18W 40° 1808
38AS18L49070S 18W 70° 2009 38AS18L39070S 18W 70° 1808
250
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HALL LED PROFLEX

OPTIC

Internal aluminum reflectors with transparent glass:
10°-20°-40° - 70° beam angles.

HALL LED PROFLEX

CUT OFF > 30°
o
3 /f ol
15°( For hole 200mm see /
e T the accessory. L \ i / .
| 45°\ S
@188
COLOUR TEMPERATURE 4000K 3000K
cop s} Im cop [sf Im
38A525L49010 25W 10° 2660 38AS25L39010 25W 10° 2394
38AS25L49020 25W 20° 2660 38AS25139020 25\W 20° 2394
38AS525L49040 25W 40° 2660 38AS25139040 25\W 40° 2394
38AS25L49070 25W 70° 2660 38AS25L39070 25W 70° 2394
38AS35L49010 35W 10° 3595 38AS35L39010 35W 10° 3236
38AS35L49020 35W 20° 3595 38AS35139020 35W 20° 3236
38AS35L49040 35W 40° 3595 38AS35139040 35W 40° 3236
38AS35L49070 35W 70° 3595 38AS35139070 35W 70° 3236
38AS38L49010 38W 10° 4030 38A538L39010 38W 10° 3627
38AS38L49020 38W20° 4030 38AS38L39020 38W 20° 3627
38AS38L49040 38W 40° 4030 38AS38139040 38W 40° 3627
38AS38L49070 38W 70° 4030 38AS38L39070 38W 70° 3627
38AS54L49010 54W 10° 5023 38AS54139010 54W 10° 4521
38AS54149020 54W 20° 5023 38AS54139020 54W 20° 4521
38AS54L49040 54W 40° 5023 38AS54139040 5aW 40° 4591
38AS54L49070 54W 70° 5023 38AS54139070 5aW 70° 4521
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HALL LED PROFLEX FOOD

OPTIC

Internal aluminum reflectors with transparent glass:
10°-20°- 40° - 70° beam angles. CUT OFF > 30°.

IP 44 =
. " o
S
15"( 00 o
For hole 200mm see
‘ - 45°\<D the accessory. e
@188 p=
oo
edfidm ne 10;)%
——C0-C18 - - - C90- G0
COLOUR TEMPERATURE BREAD MEAT
cop Q Im cop 0 Im
38AS38BR10 38W 10° BREAD 2366 38AS38MT10 38W 10° MEAT 1788
38AS38BR20 38W 20° BREAD 2366 38AS38MT20 38W 20° MEAT 1788
38AS38BR40 38W 40° BREAD 2366 38AS38MT40 38W 40° MEAT 1788
38AS38BR70 38W 70° BREAD 2366 38AS38MT70 38W 70° MEAT 1788
38AS54BR10 54W 10° BREAD 3537 38AS54MT10 54W 10° MEAT 2516
38AS54BR20 54W 20° BREAD 3537 38AS54MT20 54W 20° MEAT 2516
38AS54BR40 54W 40° BREAD 3537 38AS54MT40 54W 40° MEAT 2516
38AS54BR70 54W 70° BREAD 3537 38AS54MT70 54W 70° MEAT 2516
FISH
cop Im
38AS38FH10 38W 10° FISH 2628
38AS38FH20 38W 20° FISH 2628
38AS38FH40 38W 40° FISH 2628
38AS38FH70 38W 70° FISH 2628
38AS54FH10 54W 10° FISH 3857
38AS54FH20 54W 20° FISH 3857
38AS54FH40 54W 40° FISH 3857
38AS54FH70 54W 70° FISH 3857
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FOOD - Specialized led modules

-BREAD: the shades of brown appear sharper and brighter;
they as strong as gold making the appearance of cheeses
and bakery goods better.

- MEAT / FRESH MEAT: the red tones are very strong,

Warm White . .
3000K for a fresh and inviting presentation of red meats and

Neutral White
4000K

charcuterie.
Dayg%'govfgh'te « FISH: the colours are vivid and attractive, the fish is bright
and colourful; the cool tones of the light enhance the

freshness and brilliance of the fish.

- CRI>90 version with 3000K / 4000K colour temperature
fixtures, are used to enhance the natural colour of
the products and are suitable to light fruit and wine

departments.

Accessories

ARF200

Ring frame adaptor for hole 200mm.

Technical Note

BODY ROTATION
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HALL LED ESSENTIAL

HALL LED ESSENTIAL is perfect for retrofit applications

where price and efficacy are of equal importance. Available { }
in two diameters to directly replace 18W and 26W compact £
Q
fluorescent fixtures. =
— - - N :
(a]
Design
esse-Ci
FEATURES LED CERTIFICATIONS ON REQUEST
B Direct Emission 3000K/4000K C€E Bﬁrff'v‘tﬁe[)vg;gg)e
S Bluetooth - BT code
UGR <19 TF| >1051Im/W A GB (verify the version)
IP 54 (from the front) CRI>90 5yearswarranty Em/eéeegﬁzolj; 1/3 hour
Eye safety: RGO/RG1 @ 2700K - 5000K

i (o7 [ (=]

Mac Adams 3
L80/B10 >50.000h
Specifications - SMD LED technology Body Polycarbonate body and die-cast aluminum heat
- Driver included sink.
Optic Microcell polycarbonate internal reflector and opal Colour O White RAL 9003 matt - Code: B

microprism polycarbonate diffuser. CUT OFF > 10°.
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HALL LED ESSENTIAL MEDIUM

}
OPTIC
Microcell polycarbonate internal reflector and opal
microprism polycarbonate diffuser UGR<19.
CUT OFF > 10°
/9\ |P 54 s 14
L "
L i
ar @
T 175
%@ 2200
5 g
| .
@210 @210
xr " E
dm 1= 100%
(= Byald 080 . S
COLOUR TEMPERATURE 4000K 3000K
cob 0 Im cop 0 Im
38MP9L490M54 oW 1400 38MP9L390M54 oW 1330
38MP14L490M54 14W 2100 38MP14L390M54 14W 2080
38MP20L490M54 20W 2700 38MP20L390M54 20W 2680
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HALL LED ESSENTIAL LARGE

HALL LED ESSENTIAL

OPTIC '
Microcell polycarbonate internal reflector and opal
microprism polycarbonate diffuser UGR<19.
CUT OFF > 10°
[ 1P54 ]
ar @
g 200 .
o (%]
S 220
a5 o
| . |
@230 @230
xr 1% & E
dm 1= 100%
(= Tyald 080 . S
COLOUR TEMPERATURE 4000K 3000K
cop Q Im cop Q Im
38MP9L490L54 oW 1400 38MP9L390L54 oW 1330
38MP14L490L54 14W 2100 38MP14L390L54 14W 2080
38MP20L490L54 20W 2700 38MP20L390L54 20W 2680
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KLIP

Modern source for a new way of lighting objects in the
name of quality, efficiency and discretion.

Precise, uniform accent lighting with excellent colour
performance: ideal for the retail, historical and hospitality

environments or museums.

FEATURES LED

E‘ Direct Emission
UGR <19

IP 40

3000K/4000K

>96 Im/W

CRI'>90

Eye safety: RGO/RG1

Mac Adams 3

L80/B10 >50.000h

CERTIFICATIONS
Ce
A+

5 years warranty

Design
esse-Ci

ON REQUEST

(4]

DALI-RDD code
(verify the version)

Emergency kit 1/3 hour
EM/EM 3hcode

2700K-5000K

Reflectors 10° - 40°

Specifications - Built-indriver
- LED CoB tecnology

Optic Internal aluminium reflectors from 20° - 50° beam
angles. Frosted Glass.

258

Body Manufactured from pressure die-cast aluminum.

Colours O White RAL 9003 wrinkled - Code: W
@ Black RAL 9005 wrinkled - Code: BK

DOWNLIGHT
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esse-Ci DOWNLIGHT KLIp

KLIP KLIP HEADERS KIT

OPTIC Headers kit for recessed continuous line.

Internal aluminum reflectors:
20°- 50° beam angles. 138 i

P40 D = e
. i
' cob
\ - 64AAPIL
1000 J
Accessories
cefkim n= 100%
— k0 == -00-n oPTICS
COLOUR TEMPERATURE 4000K 3000K
cop o Im cop Q Im
64VT9L49020 9W 20° 866 64VT9L39020 9W 20° 831 64MC1000: 1000mm
64MC2000: 2000mm 64AAMG
64VT9L49050 9W 50° 866 64VT9L39050 9W 50° 831 X .
Dark housing for false ceiling. Frosted Glass.
64VT13L49020 13W 20° 1072 64VT13L39020 13W 20° 1020
64VT13L49050 13W 50° 1072 64VT13L39050 13W 50° 1020
64VT18L49020 18W 20° 1485 64VT18L39020 18W 20° 1413 -|- h . | N t
64VT18L49050 18W 50° 1485 64VT18L39050 18W 50° 1413
64VT26L49020 26W 20° 2503 64VT26L39020 26W 20° 2400 BODY ROTATION AND INSTALLATION
64VT26L49050 26W 50° 2503 64VT26L39050 26W 50° 2400 Optional dark housing

for false ceiling

KLIP SIDE PROFILES

Side aluminum profiles for recessed installation in

continuous line. Each item code consists of n°2 aluminum

profiles, connection plates and spacers.

95
150
cob mm
64PL1000 1000
64PL2000 2000
64PL3000 3000
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OTELLO LED

OTELLO returns with a new design and a wide choice of

versions to create custom recessed LED luminaires. Simple

and fast installation, maximum efficiency, symmetrical and

homogeneous light distribution are offered as standard.

A choice of beam angles is offered via interchangeable

reflectors, and versions with 1, 2 or 3 heads is available,

freeing the designer to use the product for both accent
and ambient lighting alike. OTELLO LED, perfect for any

contemporary application.

FEATURES

B Direct Emission

UGR <19

IP40

Design
esse-Ci

LED CERTIFICATIONS ON REQUEST

3000K/4000K CeE

>115 Im/W; >135 Im/W A*

Eye safety: RGO/RG1

Mac Adams 3

CUGAENEENRE

L80/B10 >50.000h

CRI>90 5 years warranty

DALI-RDD code
(verify the version)

Bluetooth - BT code
(verify the version)

Emergency kit 1/3 hour
EM/EM 3h code

2700K-5000K

Frameless version

BRI

Specifications

Optic

262

- Built-indriver Body
-LED CoB tecnology
- Internal aluminium reflectors from Colours

12°-20°-40°-70°beam angles

- Honeycomb optic. Sculpture optic. Frosted glass

Manufactured from folded metal sheet. Spotlights
in die-cast aluminum.

O White RAL 9003 - Code: B

DOWNLIGHT
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OTELLO LED 1X

OPTIC

Internal aluminum reflectors:
12°- 20°- 40° - 70° beam angles.

160x160 IP 40 B
.
5
Ll |ooo
| ] |
175 175
1000
L ' -
celfkim n= 100%
0 CIhg == = Ol
COLOUR TEMPERATURE 4000K 3000K
cob o Im cob o Im
45VT118L49012 1x18W 12° 2051 45VT118L39012 1x18W 12° 1985
45VT118L49020 1x18W 20° 2051 45VT118L39020 1x18W 20° 1985
45VT118L49040 1x18W 40° 2051 45VT118L39040 1x18W 40° 1985
45VT118L49070 1x18W 70° 2051 45VT118L39070 1x18W 70° 1985
45VT125L49012 1X25W 12° 2790 45VT125L39012 1x25W 12° 2701
45VT125L49020 1x25W 20° 2790 45VT125L39020 1x25W 20° 2701
45VT125L49040 1x25W 40° 2790 45VT125L39040 1x25W 40° 2701
45VT125L49070 1x25W 70° 2790 45VT125L39070 1x25W 70° 2701
45VT134L49012 1x34W 12° 4213 45VT134L39012 1x34W 12° 4077
45VT134L49020 1X34W 20° 4213 45VT134139020 1x34W 20° 4077
45VT134L49040 1X34W 40° 4213 45VT134L39040 1X34W 40° 4077
45VT134L49070 1X34W 70° 4213 45VT134L39070 1x34W 70° 4077
45VT138L49012 1x38W 12° 4250 45VT138L39012 1x38W 12° 4134
45VT138L49020 1x38W 20° 4250 45VT138L39020 1x38W 20° 4134
45VT138L49040 1x38W 40° 4250 45VT138L39040 1x38W 40° 4134
45VT138L49070 1x38W 70° 4250 45VT138L39070 1x38W 70° 4134
264

DOWNLIGHT OTELLO LED
OPTIC
Internal aluminum reflectors:
12°- 20° 40° - 70° beam angles.
+ 1
160295 IP 40
"
000 000
0 X
[ -
AGD o
1 1 | a0
315 315
1000
L ' -
celfkim n= 100%
0 CIhg == =00
COLOUR TEMPERATURE 4000K 3000K
cop o Im cop o Im
45VT218L49012 2x18W 12° 4102 45VT218L39012 2x18W 12° 3970
45VT218L49020 2x18W 20° 4102 45VT218L39020 2x18W 20° 3970
45VT218L49040 2x18W 40° 4102 45VT218L39040 2x18W 40° 3970
45VT218L49070 2x18W 70° 4102 45VT218L39070 2x18W 70° 3970
45VT225L49012 2x25W 12° 5580 45VT225L39012 2x25W 12° 5402
45VT225L49020 2x25W 20° 5580 45VT225L39020 2x25W 20° 5402
45VT225L49040 2x25W 40° 5580 45VT225L39040 2x25W 40° 5402
45VT225L49070 2x25W 70° 5580 45VT225L39070 2x25W 70° 5402
45VT234L49012 2x34W 12° 8426 45VT234L39012 2x34W 12° 8154
45VT234L49020 2x34W 20° 8426 45VT234L39020 2x34W 20° 8154
45VT234L49040 2x34W 40° 8426 45VT234L39040 2x34W 40° 8154
45VT234L49070 2x34W 70° 8426 45VT234L39070 2x34W 70° 8154
45VT238L49012 2x38W 12° 8500 45VT238L39012 2x38W 12° 8268
45VT238L49020 2x38W 20° 8500 45VT238L39020 2x38W 20° 8268
45VT238L49040 2x38W 40° 8500 45VT238L39040 2x38W 40° 8268
45VT238L49070 2x38W 70° 8500 45VT238L39070 2x38W 70° 8268
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OTELLO LED 3X

OPTIC

Internal aluminum reflectors:
12°- 20°- 40° - 70° beam angles.

160x435 1P 40 E
N
000 00O 00O 12
0 X
5 =]
Al \ o
\ | \ } /
~ 1 I 500
455 455
1000
L ' -
celfkim 100%
0 CIhg == = Ol
COLOUR TEMPERATURE 4000K 3000K
cop Q Im cop o Im
45VT318L49012 3x18W 12° 6153 45VT318L39012 3x18W 12° 5955
45VT318L49020 3x18W 20° 6153 45VT318L39020 3x18W 20° 5955
45VT318L49040 3x18W 40° 6153 45VT318L39040 3x18W 40° 5955
45VT318L49070 3x18W 70° 6153 45VT318L39070 3x18W 70° 5955
45VT325L49012 3x25W 12° 8370 45VT325L39012 3x25W 12° 8103
45VT325L49020 3x25W 20° 8370 45VT325L39020 3x25W 20° 8103
45VT325L49040 3x25W 40° 8370 45VT325L39040 3x25W 40° 8103
45VT325L49070 3x25W 70° 8370 45VT325L.39070 3x25W 70° 8103
45VT334L49012 3x34W 12° 12639 45VT334L39012 3x34W 12° 12231
45VT334L49020 3x34W 20° 12639 45VT334L39020 3x34W 20° 12231
45VT334L49040 3x34W 40° 12639 45VT334L.39040 3x34W 40° 12231
45VT334L49070 3x34W 70° 12639 45VT334L39070 3x34W 70° 12231
45VT338L49012 3x38W 12° 12750 45VT338L.39012 3x38W 12° 12402
45VT338L49020 3x38W 20° 12750 45VT338L39020 3x38W 20° 12402
45VT338L49040 3x38W 40° 12750 45VT338L39040 3x38W 40° 12402
45VT338L49070 3x38W 70° 12750 45VT338L39070 3x38W 70° 12402
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Accessories

45AAND 45AASL 45AAMG

Honeycomb optic. Sculpture optic. Frosted Glass.

Technical Note

REMOVABLE AND ADJUSTABLE SPOTLIGHTS

Thanks to 1, 2 or 3 light points and the possibility to extract and adjust the
spotlights, OTELLO LED guarantees the maximum flexibility to direct the light.

267
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. ==

HALL LED CEILING EVO

-

HALL LED CEILING EVO offers designers a broad collection
of surface mounted downlights for ceiling applications. The
product is available in four sizes: MINI, SMALL, MEDIUM
and LARGE and inmany different outputs. Alongwith the an

DOWNLIGHT

ingress protection rating of IP44, plus a wide range of optics

and accessories, the product is suited to a wide range of
applications. Innovative CoB technology and the integrated

driver deliver optimum efficacy and simple installation.

Design
esse-cCi
FEATURES LED CERTIFICATIONS ON REQUEST
} L DALI-RDD code
B Direct Emission @ 3000K/4000K ce (verify the version)
o + Bluetooth - BT code
UGR <22 >135Im/W A eB (verify the version)
P44 @ CRI>90 5 years warranty @ 2700K - 5000K
Eye safety: RGO/RG1 Tiges fixing R ‘ .
# r -’:':'....,_ |
@ Mac Adams 3 \
.80/B10 >50.000h
Specifications - Built-indriver Body Manufactured from pressure die-cast aluminum
-LED CoB technology with epoxy powder coating.
Optic - MINI:internal aluminium reflectors from Colour O White RAL 9003 wrinkled - Code: W
15°-20°-36°-50° beam angles @ Black RAL 9005 wrinkled - Code: BK

- SMALL: internal aluminium reflectors from
10°- 20°- 40°- 50° beam angles

-MEDIUM and LARGE: internal aluminium
reflectors from 10°- 12°- 20°- 40°- 70° beam angles
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HALL LED CEILING EVO MINI

OPTIC

Internal aluminum reflectors:
15°-20°- 36° - 50° beam angles.
CUT OFF > 30°

DOWNLIGHT

HALL LED CEILING EVO SMALL

OPTIC

Internal aluminum reflectors:

10°- 20°- 40° - 50° beam angles.

CUT OFF > 30~

HALL LED CEILING EVO

DOWNLIGHT

108
@
1
5§
126
1
5§

|
f
L

260 280 280
‘wkk'.‘ﬂ is1] == C0-Qn = 100w ‘wkk'.‘ﬂ is1] == C0-an = 100w
COLOUR TEMPERATURE 4000K 3000K

cop Q Im cop Q Im
28VT13L49010SE 13W 10° 1152 28VT13L39010SE 13W 10° 1104
COLOUR TEMPERATURE 4000K 3000K 28VT13L49020SE 13W 20° 1152 28VT13L39020SE 13W 20° 1104
28VT13L49040SE 13W 40° 1152 28VT13L39040SE 13W 40° 1104

N "

cob @ Im cop @ Im 28VT13L49050SE 13W 50° 1152 28VT13L39050SE 13W 50° 1104
28VT9L49015 IW15° 1071 28VT9L39015 IW15° 904 28VT18L49010SE 18W 10° 1595 28VT18L39010SE 18W 10° 1529
28VT9L49020 9w 20° 1071 28VT9L39020 W 20° 904 28VT18L49020SE 18W 20° 1595 28VT18L39020SE 18W 20° 1529
28VT9L49036 9IW 36° 1071 28VT9L39036 9IW 36° 904 28VT18L49040SE 18W 40° 1595 28VT18L39040SE 18W 40° 1529
28VT9L49050 9IW 50° 1071 28VT9L39050 9W 50° 904 28VT18L49050SE 18W 50° 1595 28VT18L39050SE 18W 50° 1529

270 271



esse-Ci

HALL LED CEILING EVO MEDIUM

OPTIC

Internal aluminum reflectors:
10°- 20°- 40° - 70° beam angles.
CUT OFF > 30°

IR A 3
3 © /
\ _--/
@110 @110
Ewkk"‘ﬂ s - - : ) - QM0 - ) 1“"%
COLOUR TEMPERATURE 4000K 3000K
cop Im cop Im
28VT18L49010ME 18W 10° 2316 28VT18L39010ME 18W 10° 2240
28VT18L49020ME 18W 20° 2316 28VT18L39020ME 18W 20° 2240
28VT18L49040ME 18W 40° 2316 28VT18L39040ME 18W 40° 2240
28VT18L49070ME 18W 70° 2316 28VT18L39070ME 18W 70° 2240
28VT25L49010ME 25W 10° 3151 28VT25L39010ME 25W 10° 3048
28VT25L49020ME 25W 20° 3151 28VT25L39020ME 25W 20° 3048
28VT25L49040ME 25W 40° 3151 28VT25L39040ME 25W 40° 3048
28VT25L49070ME 25W 70° 3151 28VT25L39070ME 25W 70° 3048
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HALL LED CEILING EVO LARGE

OPTIC

Internal aluminum reflectors:
12°- 20°- 40° - 70° beam angles.

HALL LED CEILING EVO

CUT OFF > 30¢.
P44
.
N~
i
o
» \
@150 @150 i
mw o~ El
i = 100%
Co-Cing = == 8- M0
COLOUR TEMPERATURE 4000K 3000K
cob | Im cop | Im
28VT35L49012LE 35W 12° 4029 28VT35L39012LE 35W 12° 3897
28VT35L49020LE 35W 20° 4029 28VT35L39020LE 35W 20° 3897
28VT35L49040LE 35W 40° 4029 28VT35L39040LE 35W 40° 3897
28VT35L49070LE 35W 70° 4029 28VT35L39070LE 35W 70° 3897
28VT38L49012LE 38W 12° 4214 28VT38L39012LE 38W 12° 4100
28VT38L49020LE 38W 20° 4214 28VT38L39020LE 38W 20° 4100
28VT38L49040LE 38W 40° 4214 28VT38L39040LE 38W 40° 4100
28VT38L49070LE 38W 70° 4214 28VT38L39070LE 38W 70° 4100
28VT52L49012LE 50W 12° 5647 28VT52L39012LE 50W 12° 5494
28VT52L49020LE 52W 20° 5647 28VT52L39020LE 52W 20° 5494
28VT52L49040LE 52W 40° 5647 28VT52L39040LE 52W 40° 5494
28VT52L49070LE 50W 70° 5647 28VT52L39070LE 50W 70° 5494
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Accessories Technical Note
‘/ﬁ-.‘\h ‘}4—':"-"‘- ‘/a'-':-‘\ INSTALLATION

28AA16SE 28AA16ME 28AA16LE

Wire suspension kit for SMALL version. Cable Wire suspension kit for MEDIUM version. Wire suspension kit for LARGE version. Cable

length 3000mm. Cable length 3000mm. length 3000mm. @ @

},153—\, "/‘3_‘», ;/g:-‘-,
28AA165PSE 28AA165PME 28AA165PLE
5 pole-powered supply box for SMALL version. 5 pole-powered supply box for MEDIUM 5 pole-powered supply box for LARGE version.
Cable length 3000mm. version. Cable length 3000mm. Cable length 3000mm.

o

ANTI-GLARE RINGS

Anti-glare rings that allow to focus the light beam hiding the light source.
They perfectly fit in art galleries, museums and retail areas to value the subject
with accent light without annoying glare issues.

—
28AA60AGW: Mini version 28AA80SAGW: Small version 28AA110MAGW: Medium version
White RAL 9003 ring. White RAL 9003 ring. White RAL 9003 ring.
28AA60AGWBK: Mini version 28AA80SAGWBK: Small version 28AA110MAGWBK: Medium version
White RAL 9003 ring with White RAL 9003 ring with White RAL 9003 ring with

black RAL 9005 interior. black RAL 92005 interior. black RAL 92005 interior.
28AA60AGBK: Mini version 28AA80SAGBK: Small version 28AA110MAGBK: Medium version
Black RAL 9005 ring. Black RAL 9005 ring. Black RAL 9005 ring.
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HALL LED ESSENTIAL A S —

CEILING " E 1
]

ID CODE: 28 J

The simple shape and the recessed optic of this surface =

mounted LED downlight creates a contemporary aesthetic, §

whilst optimising the light distribution in a homogeneous §

way. Characterized by a pure and essential form, is ideal for
residential and hospitality applications.

Design
esse-Ci
FEATURES LED CERTIFICATIONS ON REQUEST
] . DALI-RDD code
E] Direct Emission @ 3000K/4000K Ce (verify the version)
& Bluetooth - BT code
UGR <22 >921m/W A 8 (verify the version)
P44 CRI>90 5 years warranty @ 2700K-5000K
Eye safety: RGO/RG1
@ Mac Adams 3
L80/B10 >50.000h
Specifications - SMD LED technology Body Polycarbonate body and die-cast aluminum heat
- Built-in driver sink.
Optic Polycarbonate frosted diffuser. Colour O White RAL 9003 matt - Code: B

@ Black RAL 9005 matt - Code: C8
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HALL LED ESSENTIAL CEILING

OPTIC

Polycarbonate frosted diffuser
90° beam angle.
CUT OFF > 10°.

DOWNLIGHT

Technical Note

HALL LED ESSENTIAL CEILING

INSTALLATION

|IP 44 108+ 105
at = S o
7 \\
JI \
@204 @204 ¥ |
crfkim . = 100%
COLOUR TEMPERATURE 4000K 3000K
cop Q Im cop Q Im
28PG15L490 15W 1380 28PG15L390 15W 1242
28PG21L490 21W 1932 28PG21L3%90 21W 1739
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SPOTLIGHT

TERES 282
Ql 296
TERES EXTE 306
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TERES

TERES, a collection of sophisticated and professional spotlights
for track applications. Thanks to the built-in driver and the slim
and elegant design, TERES completely integrates with the en-
vironment without being invasive. With delivered efficacy of up
to 130Lm/cW, TERES offers end users an energy efficient yet
contemporary lighting solution for a wide range of applications.
New for 2020 is the “Intelligent Zoom” version with dynamic
beam, controllable via the Casambi App for smartphone and tab-
let - innovative, intelligent, and easily adaptable to constantly
changing spaces. The new Wall Washer version with asymmet-
ric beam completes this wide range, which has now become the

reference point in the world of modern LED spotlights.

See also:

TERES EXTE p. 306
TERES MICRO ZOOM p.316
TERES LV p. 320
FEATURES LED

B Direct Emission 3000K/4000K
UGR <19 T >113ImwW

P40 CRI'>90
Eye safety: RGO/RG1
Mac Adams 3

L80/B10 >50.000h

rd [P (@) =

CERTIFICATIONS

ce

At

5years warranty

Design
esse-Ci

ON REQUEST

3)
&)

DALI-RDD code
(verify the version)

Bluetooth - BT code
(verify the version)

2700K-5000K

Specifications - LED CoB technology
- Built-indriver

Optic - Reflectors from 10° - 15°-20° - 36°-40° - 50°
-70° beam angles
- ZOOM internal reflectors with adjustable
emission from 25 °to 60 °
- Polycarbonate dynamic beam shaping lens
controllable via Casambi App
- Asymmetric beam for wall washing
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Body Manufactured from pressure die-cast aluminum
with epoxy powder coating..

Colour O White RAL 9003 wrinkled - Code: W
@ Black RAL 9005 wrinkled - Code: BK

TERES

SPOTLIGHT




esse-Ci

TERES MINI

OPTIC

Internal aluminum reflectors:

15°-20°-36° - 50° beam angles.

IP 40 s
'u]
.0
O
3 , -
800
) X0 ot
? 60
10
" - i
cefkim n= 100%
ik ==~ C-Cn
COLOUR TEMPERATURE 4000K 3000K
cop s} Im cop Q Im
14VT9L49015 9W 15° 1094 14VT9L39015 9W 15° 923
14VT9L49020 9W 20° 1094 14VT9L39020 9W 20° 923
14VT9L49036 9W 36° 1094 14VT9L39036 9W 36° 923
14VT9L49050 9W 50° 1094 14VT9L39050 9W 50° 923
284

SPOTLIGHT TERES
OPTIC
Internal aluminum reflectors:
10°- 20°- 40° - 50° beam angles.
-I P40 A+ s
‘] L s
f o
(o\?) a0
i
4 X0 ot
@280 100
:lln’kll:!u o R = = 100%
COLOUR TEMPERATURE 3000K
cop s Im cop sl Im
14VT13L490105 13W 10° 1467 14VT13L39010S 13W 10° 1335
14VT13L49020S 13W 20° 1467 14VT13L39020S 13W 20° 1335
14VT13L49040S 13W 40° 1467 14VT13L39040S 13W 40° 1335
14VT13L49050S 13W 50° 1467 14VT13L39050S 13W 50° 1335
14VT18L49010S 18W 10° 1991 14VT18L39010S 18W 10° 1812
14VT18L49020S 18W 20° 1991 14VT18L39020S 18W 20° 1812
14VT18L49040S 18W 40° 1991 14VT18L39040S 18W 40° 1812
14VT18L49050S 18W 50° 1991 14VT18L39050S 18W 50° 1812
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TERES MEDIUM

OPTIC

Internal aluminum reflectors:

10°- 20°- 40° - 70° beam angles.

IP 40 =
N
\ .
AGD o
Nel
wn
i 00
hoo %
1000
L ' -
@ 110 celfkim = 100%
0 CIhg == =00
COLOUR TEMPERATURE 4000K 3000K
cop o Im cop o Im
14VT18L49010M 18W 10° 2086 14VT18L39010M 18W 10° 1898
14VT18L49020M 18W 20° 2086 14VT18L39020M 18W 20° 1898
14VT18L49040M 18W 40° 2086 14VT18L39040M 18W 40° 1898
14VT18L49070M 18W 70° 2086 14VT18L39070M 18W 70° 1898
14VT25L49010M 25W 10° 2874 14VT25L39010M 25W 10° 2615
14VT25L49020M 25W 20° 2874 14VT25L39020M 25W 20° 2615
14VT25L49040M 25W 40° 2874 14VT25139040M 25W 40° 2615
14VT25L49070M 25W 70° 2874 14VT25L39070M 25W 70° 2615
14VT33L49010M 33W 10° 3683 14VT33L39010M 33W 10° 3566
14VT33L49020M 33W 20° 3683 14VT33L39020M 33W 20° 3566
14VT33L49040M 33W 40° 3683 14VT33L39040M 33W 40° 3566
14VT33L49070M 33W 70° 3683 14VT33L39070M 33W 70° 3566
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SPOTLIGHT TERES
OPTIC
Internal aluminum reflectors:
10°- 20°- 40° - 70° beam angles.
IP20
0 /
: < N/ T \/ v
i
edfidm : ; n lll.l'!h
Q 110 Co-Ci8g - - - C90- Q0
COLOUR TEMPERATURE 4000K 3000K
cop o Im cop o Im
14VT36L49010HF 36W 10° 4091 14VT36L39010HF 36W 10° 3719
14VT36L49020HF 36W 20° 4091 14VT36L39020HF 36W 20° 3719
14VT36L49040HF 36W 40° 4091 14VT36L39040HF 36W 40° 3719
14VT36L49070HF 36W 70° 4091 14VT36L39070HF 36W 70° 3719
14VT42L49010HF 42W 10° 4873 14VT42L39010HF 42W 10° 4440
14VT42L49020HF 42W 20° 4873 14VT42L.39020HF 42W 20° 4440
14VT42L49040HF 42W 40° 4873 14VT42L39040HF 42W 40° 4440
14VT42L49070HF 42W 70° 4873 14VT42L39070HF 42W 70° 4440
14VT50L49010HF 50W 10° 5243 14VT50L39010HF 50W 10° 4774
14VT50L49020HF 50W 20° 5243 14VT50L39020HF 50W 20° 4774
14VT50L49040HF 50W 40° 5243 14VT50L39040HF 50W 40° 4774
14VT50L49070HF 50W 70° 5243 14VT50L39070HF 50W 70° 4774
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TERES ZOOM SMALL

OPTIC

Polycarbonate lens:

adjustable emission from 25 °to 60 °.

IP 40 s 105
b by o
. w -
Q
i
: .
@80 ;
: r..wkk“ﬂ 180 E : 90 - Q0 ) lwwb
~~~~~~ 25°  --- 40°  — 60°
COLOUR TEMPERATURE 4000K 3000K
cop o Im cop o Im
14ZM13L490S 13W 1634 14ZM13L390S 13w 1485
288

SPOTLIGHT TERES
TERES ZOOM MEDIUM e
T =
N
|
d
OPTIC
Polycarbonate lens: E
adjustable emission from 25 ° to 60°. J y
IP 40 108 105
b /. -
o
el
~—
Iy
! t
2110 -— ET
~~~~~~ 25° --- 40° — 60°
COLOUR TEMPERATURE 4000K 3000K
cop s} Im cop |s] Im
14ZM18L490M 18W 2182 14ZM18L390M 18W 2040
14ZM25L490M 25W 3031 14ZM25L390M 25W 2833
14ZM33L490M 33w 3380 14ZM33L390M 33w 3130
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TERES 1Z SMALL

OPTIC

Polycarbonate dynamic beam shaping lens betweeen a
10° spot and a 50° flood controllable via Casambi App for

smartphone and tablet.

IP 40 108 105
ul - /’\\ .
o o / I- 00 ::-I\I o
3 = |
|I 1 ] T II
a5 \ i i .l'l -5
X1 i
w0 /
280
3 cdfkim — . wém.
COLOUR TEMPERATURE 4000K 3000K
cop o Im cop Q Im
141Z13L490S 13w 975 141Z13L390S 13w 887
290

SPOTLIGHT TERES IZ
OPTIC
Polycarbonate dynamic beam shaping lens betweeen a
10° spot and a 50° flood controllable via Casambi App for
smartphone and tablet.
IP 40 108 1o
b - /A\ -
g | \
3 |I 1 80 :: II
i \i if
X1 i
o /
@ 110 .r.wkkv_\ _: y - n ]D&"m
COLOUR TEMPERATURE 4000K 3000K
cop o Im cop o Im
141Z18L490M 18W 1350 141Z18L390M 18W 1224
141Z25L490M 25W 1875 141Z25L390M 25W 1700
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esse-Ci SPOTLIGHT TERES WALL WASHER

TERES WW SMALL oy TERES WW MEDIUM .

——
OPTIC OPTIC
Polycarbonate lens for wall washing. Polycarbonate lens for wall washing.
o B
- i— a
IP 40 108 1y ] IP 40 108 1y
j *" VA . » vl .
¥ \II n ¥ \II s )
W] )
o \I:’I/ ‘I o ’9 o \I:’I/ b
@ 5
i
5 a5 a5 a5
\ o M 800
@80 e @110 8
cifkim _— n= 100% cifkim —_ : n= 100%
COLOUR TEMPERATURE 4000K 3000K
COLOUR TEMPERATURE 4000K 3000K
cop o Im cop o Im
cobp > Im cob h Im 14WW18L490M 18W 1887 14WW18L390M 18W 1797
14WW13L490S 13w 1339 14WW13L390S 13w 1289 14WW25L490M 25W 2619 14WW25L390M 25W 2495
14WW18L4905S 18W 1871 14WW18L3905S 18W 1782 14WW33L490M 33W 3391 14WW33L390M 33W 3293
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TERES HF FOOD

OPTIC

Internal aluminum reflectors:
10°- 20°- 40° - 70° beam angles.

IP 20 w
"
A o
O
3 -
am K "
1000
L3 - i
@110 L S
COLOUR TEMPERATURE: BREAD COLOUR TEMPERATURE: MEAT
cop o Im cop o Im
14VT38BR10HF 38W 10° BREAD 2366 14VT38MT10HF 38W 10° MEAT 1788
14VT38BR20HF 38W 20° BREAD 2366 14VT38MT20HF 38W 20° MEAT 1788
14VT38BR4OHF 38W 40° BREAD 2366 14VT38MT40HF 38W 40° MEAT 1788
14VT38BR70HF 38W 70° BREAD 2366 14VT38MT70HF 38W 70° MEAT 1788
14VT54BR10HF 54W 10° BREAD 3537 14VT54MT10HF 54W 10° MEAT 2516
14VT54BR20HF 54W 20° BREAD 3537 14VT54MT20HF 54W 20° MEAT 2516
14VT54BRAOHF 54W 40° BREAD 3537 14VT54MT40HF 54W 40° MEAT 2516
14VT54BR70HF 54W 70° BREAD 3537 14VT54MT70HF 54W 70° MEAT 2516
OLOUR TEMPERATURE: FISH | Warm White
. 3000K
COoD 1 Im Neutral White
4000K
14VT38FH10HF 38W 10° FISH 2628 e
5000K
14VT38FH20HF 38W 20° FISH 2628
14VT38FH40HF 38W 40° FISH 2628 Planckian Curve
14VT38FH70HF 38W 70° FISH 2628
LAVTSAFH10HF S4W 10° FISH 3857 - BREAD: to enhance cheeses and bakery.
- MEAT/FRESH MEAT: for inviting red meats and charcuterie.
14VT54FH20HF 54W 20° FISH 3857 o
« FISH: to exalt the freshness and brilliance of the fish.
14VT54FH40HF 54W 40° FISH 3857 . .
- CRI>90 version with 3000K / 4000K colour temperature
14VT54FH70HF 54W 70° FISH 3857
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fixtures, are used to enhance fruit and wine departments.

SPOTLIGHT

Accessories

TERES

ANTI-GLARE RINGS

Anti-glare rings allow users to focus the beam of light
whilst hiding the actual light source. They are ideal for use
in projects such as art galleries, museums and retail areas
to ensure merchandise & artifacts are perfectly lit without

any annoying glare issues.

14AA60AGW: TERES MINI
White RAL 9003 ring.

14AA60AGWBK: TERES MINI

White RAL 9003 ring with
black RAL 9005 interior.

14AA60AGBK: TERES MINI
Black RAL 9005 ring.

TERES OPTICS

14AAVTS

TERES SMALL
Transparent Glass.

14AAVTM

TERES MEDIUM
Transparent Glass.

14AA80AGW: TERES SMALL
White RAL 9003 ring.

14AA80AGWBK: TERES SMALL

White RAL 9003 ring with
black RAL 9005 interior.

14AA80AGBK: TERES SMALL
Black RAL 9005 ring.

14AAMGS

TERES SMALL
Frosted Glass.

14AAMGM

TERES MEDIUM
Frosted Glass.

14AASLS

TERES SMALL
Sculpture optic.

14AASLM

TERES MEDIUM
Sculpture optic.

14AA110AGW: TERES MEDIUM e HF
White RAL 9003 ring.

14AA110AGWBK: TERES MEDIUM e HF

White RAL 9003 ring with
black RAL 9005 interior.

14AA110AGBK: TERES MEDIUM e HF
Black RAL 9005 ring.

14AANDS

TERES SMALL
Honeycomb optic.

14AANDM

TERES MEDIUM
Honeycomb optic.
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Ql

Ql is an exciting lighting concept set to revolutionize
the way designers consider traditional 3-circuit lighting
track applications. Perfect for retrofit or new designs,
QI fits seamlessly within regular EU tracks. The types
of applications are only restricted by the designers
imagination, but with its wide range of power and outputs,
integrated driver, choice of beam angles including
asymmetric light distribution, QI is perfect for retail,
museum, educational and commercial projects, to name

but a few.

-

FEATURES ED

B Direct Emission
UGR <22

P40

3000K/4000K

o)

1,
o

D)

v

>90 Im/W; >105 Im/W

CRI'>90

Eye safety: RGO/RG1

rd [P (@) =

Design
Quaragnale // €SS€-Ci

CERTIFICATIONS ON REQUEST

C€E DALI-RDD code

(verify the version)
A+

5years warranty

Mac Adams 3
L80/B10 >50.000h
Specifications Built-indriver. Body Body in extruded aluminum with polycarbonate
electrical adapter compatible with EUtrack.
Optic - Frosted acrylic diffuser for diffused emission

- Polycarbonate lens for asymmetrical emission
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Colour OWhite RAL 9003 - Code: B
© Grey RAL 9006 - Code: C2
@ Black RAL 9011 - Code: C8

SPOTLIGHT
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QIPG LOW POWER

*,
OPTIC S -
Methacrylate satin antistatic diffuser screen, UGR<22.
ILC (Indirect Light Control) technology for partially
indirect emission.
|P 40 13 1=
. e P _ »
y ) ] Y
. o VoL
36 :II I3 v
i I\
650/930/1210/1490/1770/2330/3450 ! f
!
ﬂ‘&)- Lul L Rl w H HE Puicr . " .-E‘.J;’:
COLOUR TEMPERATURE 4000K 3000K
cob o Im mm cob o Im mm
19PG12L490 12W 1077 650 19PG12L390 12W 1032 650
19PG18L490 18W 1615 930 19PG18L390 18W 1548 930
19PG24L490 24W 2153 1210 19PG24L390 24W 2064 1210
19PG30L490 30W 2692 1490 19PG30L390 30W 2580 1490
19PG36L490 36W 3230 1770 19PG36L390 36W 3096 1770
19PG48L490 48W 4308 2330 19PG48L390 48W 4128 2330
19PG72L490 72W 6460 3450 19PG72L390 72W 6192 3450
298

SPOTLIGHT

Ql
AN
~
OPTIC
Methacrylate satin antistatic diffuser screen, UGR<22.
ILC (Indirect Light Control) technology for partially
indirect emission.
-IP 40 A+ ins: =
anE /’/’:-_ - \\ e
I Y
/ Y
FiE | i ApE
4 '
650/930/1210/1490/1770/2330/3450 4 f
52 ‘\ { A5
\-\
RS
ﬂrl i - eci =100
COLOUR TEMPERATURE 4000K 3000K
cob o Im mm cob o Im mm
19PG24L490HP 24W 2234 650 19PG24L390HP 24W 2160 650
19PG36L490HP 36W 3351 930 19PG36L390HP 36W 3240 930
19PG48L490HP 48W 4468 1210 19PG48L390HP 48W 4320 1210
19PG60L490HP 60W 5585 1490 19PG60L390HP 60W 5400 1490
19PG72L490HP 72W 6702 1770 19PG72L390HP 72W 6480 1770
19PG96L490HP 96W 8936 2330 19PG96L390HP 96W 8640 2330
19PG144L490HP 144W 13404 3450 19PG144L390HP 144W 12960 3450
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QI AS-DX LOW POWER

OPTIC

Polycarbonate lens for asymmetrical beam for installation

to maximum 3 meters height.

76 ‘ | P 40 13 1=
A - e e
| @ - = | 7 o
< = - .
< Ej | e 4 |/
vy —— | I
1 R | Ead
81 b

650/930/1210/1490/1770/2330/3450

A5 RHN)

Ly

LHE
e I av
cddin n= L

il = Rl L R wH HEEuice [

COLOUR TEMPERATURE 4000K 3000K
coD o Im mm coD o Im mm
19A512L490DX 12w 1352 650 19A512L390DX 12w 1308 650
19A518L490DX 18W 2029 930 19A518L390DX 18W 1962 930
19AS24L490DX 24w 2705 1210 19A524L390DX 24w 2616 1210
19AS30L490DX 30w 3381 1490 19AS30L390DX 30w 3270 1490
19AS36L490DX 36W 4057 1770 19AS36L390DX 36W 3924 1770
19A548L490DX 48W 5409 2330 19A548L390DX 48W 5232 2330
19AS72L490DX 72W 8114 3450 19AS72L390DX 72W 7848 3450
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SPOTLIGHT Q
OPTIC
Polycarbonate lens for asymmetrical beam for installation
to maximum 3 meters height.
T—’% | A
3 p— h - / nE - s
2|9 = | P -
Ej | g S
Yy - | I
81 | s -
650/930/1210/1490/1770/2330/3450 *‘
A52 AL 45T
AL
L
Eng [k o 1% e
=4k =100
—oi-Iim - - - ua-CE
COLOUR TEMPERATURE 4000K 3000K
CcoD q Im mm CcoD o Im mm
19AS24L490HPDX  24W 2705 650 19AS24L390HPDX  24W 2616 650
19AS36L490HPDX  36W 4057 930 19AS36L390HPDX  36W 3924 930
19AS48L490HPDX  48W 5410 1210 19AS48L390HPDX  48W 5232 1210
19AS60L490HPDX  60W 6762 1490 19AS60L390HPDX  60W 6540 1490
19AS72L490HPDX  72W 8114 1770 19AS72L390HPDX  72W 7848 1770
19AS96L490HPDX  96W 10818 2330 19AS96L390HPDX  96W 10464 2330
19AS144L490HPDX  144W 16228 3450 19AS144L390HPDX  144W 15696 3450

301

SPOTLIGHT



esse-Ci

QI AS-SX LOW POWER

OPTIC

Polycarbonate lens for asymmetrical beam for installation

to maximum 3 meters height.

[P 40
— o e
. > =< e
R« L [
vy —— e k ’_ Vi
R e
- qu
650/930/1210/1490/1770/2330/3450
A5 RHN)
Ly
LHE
e o av
cddin n= L
il = Rl L R wH HEEuice [

COLOUR TEMPERATURE 4000K 3000K
cop o Im mm cop o Im mm
19AS12L490SX 12w 1352 650 19AS12L.390SX 12w 1308 650
19AS18L490SX 18W 2029 930 19AS18L390SX 18W 1962 930
19AS24L490SX 24W 2705 1210 19AS24L390SX 24W 2616 1210
19AS30L490SX 30w 3381 1490 19AS30L390SX 30w 3270 1490
19AS36L490SX 36W 4057 1770 19AS36L390SX 36W 3924 1770
19AS48L490SX 48W 5409 2330 19AS48L390SX 48W 5232 2330
19AS72L490SX 72W 8114 3450 19AS72L3905X 72W 7848 3450
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SPOTLIGHT Q
OPTIC
Polycarbonate lens for asymmetrical beam for installation
to maximum 3 meters height.
-I P 40 A+ ns: =
) anE = e
P i
FiE o ApE
650/930/1210/1490/1770/2330/3450 -
A52 AL A
AL
L
Eng [k o 1% e
odfkir =100
—oi-Iim - - - ua-CE
COLOUR TEMPERATURE 4000K 3000K
cob o Im mm cob o Im mm
19AS24L490HPSX  24W 2705 650 19AS24L390HPSX  24W 2616 650
19AS36L490HPSX 36W 4057 930 19AS36L390HPSX 36W 3924 930
19AS48L490HPSX  48W 5410 1210 19AS48L390HPSX  48W 5232 1210
19AS60L490HPSX  60W 6762 1490 19AS60L390HPSX  60W 6540 1490
19AS72L490HPSX  72W 8114 1770 19AS72L390HPSX  72W 7848 1770
19AS96L490HPSX  96W 10818 2330 19AS96L390HPSX  96W 10464 2330
19AS144L490HPSX  144W 16228 3450 19AS144L390HPSX  144W 15696 3450
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QIPGFOOD

OPTIC

Methacrylate satin antistatic diffuser screen, UGR<22.
ILC (Indirect Light Control) technology for partially

indirect emission.

T
A e
|
vy ‘ J ‘ 7 ‘
T 36 81
650/930/1210/1490/1770/2330/3450
COLOUR TEMPERATURE: FRESH MEAT - VEGAN
CcoD ‘(I;l' Im mm
19PG24FM 24W FRESH MEAT 960 650
19PG36FM 36W FRESH MEAT 1440 930
19PG48FM 48W FRESH MEAT 1920 1210
19PG60FM 60W FRESH MEAT 2400 1490
19PG72FM 72W FRESH MEAT 2880 1770
19PG96FM 96W FRESH MEAT 3840 2330
19PG144FM 144W FRESH MEAT 5760 3450
19PG24VG 24W VEGAN 1296 650
19PG36VG 36W VEGAN 1944 930
19PG48VG 48W VEGAN 2592 1210
19PG60VG 60W VEGAN 3240 1490
19PG72VG 72W VEGAN 3888 1770
19PG96VG 96W VEGAN 5184 2330
19PG144VG 144W VEGAN 7776 3450
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cdd =L
—— -Gy - - - oi-IIm

FOOD - Specialized led modules

- MEAT / FRESH MEAT: the red tones are very strong,
for a fresh and inviting presentation of red meats and
charcuterie.

-VEGAN:usedtoenhancethenatural colour ofthe products

and are suitable to light fruit and wine departments.

SPOTLIGHT

Technical Note

QI APPLICATION ON TRACK

QI AS APPLICATION ON EXISTING TRACK

In case of QI AS application on existing
tracks, be careful to use the left or right
version of the devices in order to direct the
asymmetric flow properly.

The proper device must be choosen
according to the “A” detail of the track (QI
AS-SX or QI AS-DX).

SPOTLIGHT



esse-Ci EXTE

TERES EXTE . ;

ID CODE: 14 [

TERES EXTE perfectly compliments the track version
of the range, but is for direct ceiling or recessed slot
installation. Thanks to the integrated driver, minimalist
design and purity of shape, it’s suitable for all applications,
including retail, museum an commercial applications; a
harmonious fusion of general lighting and fine accent light.
The COVE mounting version of TERES EXTE facilitates

installation on ledges and perimeter lighting slots, due to

its flat, unobtrusive housing.

See also: g - - g
TERES p.282 — P
TERES MICRO ZOOM p.316 -
TERES LV p. 320
Design
esse-Ci
FEATURES LED CERTIFICATIONS ON REQUEST £ P = !
. . DALI - RDD code b e — 11111 >
B Direct Emission @ 3000K/4000K CeE o inaeon) o _ ; 48 L
- r A L
& . + Bluetooth - BT code ' : : = i = T
UGR <19 >901m/W; >113 Im/W A 8 (verify the version) £ ! = 5 1'
IP 40 CRI'>90 5 years warranty @ 2700K - 5000K =] e —4
4 ARRt
Eye safety: RGO/RG1 (ﬂw ; o = A
@ Mac Adams 3
L80/B10 >50.000h e e -
Specifications - LED CoB technology Body Manufactured from pressure die-cast aluminum
- Built-in driver with epoxy powder coating.
Optic Reflectors from 10° - 20° - 40° - 50° - 70° beam Colour O White RAL 9003 wrinkled - Code: W
angles. @ Black RAL 9005 wrinkled - Code: BK
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TERES EXTE CEILING SMALL

OPTIC

Internal aluminum reflectors:
10°- 20°- 40° - 50° beam angles.

|_—|: IP 40 s
i)
wn
el
3 \ L
f o
800
@80
| i
X0 ot
10
" - i
cefkim n= 100%
ik == ~0-Can
COLOUR TEMPERATURE 4000K 3000K
cop o Im cop o Im
14VT13L490105P 13W 10° 1467 14VT13L390105P 13W 10° 1335
14VT13L490205P 13W 20° 1467 14VT13L390205P 13W 20° 1335
14VT13L490405P 13W 40° 1467 14VT13L390405P 13W 40° 1335
14VT13L490505P 13W 50° 1467 14VT13L390505P 13W 50° 1335
14VT18L49010SP 18W 10° 1991 14VT18L39010SP 18W 10° 1812
14VT18L490205P 18W 20° 1991 14VT18L390205P 18W 20° 1812
14VT18L490405P 18W 40° 1991 14VT18L390405P 18W 40° 1812
14VT18L490505P 18W 50° 1991 14VT18L390505P 18W 50° 1812
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SPOTLIGHT TERES EXTE
»
OPTIC
Internal aluminum reflectors:
10°- 20°- 40° - 70° beam angles.
-I P 40 A+ s
i "
~
© \
«~l =
AGD o
|
@110 e P
1000
L ' -
celfkim n= 100%
0 CIhg == =00
COLOUR TEMPERATURE 4000K 3000K
cop o Im cop o Im
14VT18L49010MP 18W 10° 2086 14VT18L39010MP 18W 10° 1898
14VT18L49020MP 18W 20° 2086 14VT18L39020MP 18W 20° 1898
14VT18L49040MP 18W 40° 2086 14VT18L39040MP 18W 40° 1898
14VT18L49070MP 18W 70° 2086 14VT18L39070MP 18W 70° 1898
14VT25L49010MP 25W 10° 2874 14VT25L39010MP 25W 10° 2615
14VT25L49020MP 25W 20° 2874 14VT25L39020MP 25W 20° 2615
14VT25L49040MP 25W 40° 2874 14VT25L39040MP 25W 40° 2615
14VT25L49070MP 25W 70° 2874 14VT25L39070MP 25W 70° 2615
14VT33L49010MP 33W 10° 3683 14VT33L39010MP 33W 10° 3566
14VT33L49020MP 33W 20° 3683 14VT33L39020MP 33W 20° 3566
14VT33L49040MP 33W 40° 3683 14VT33L39040MP 33W 40° 3566
14VT33L49070MP 33W 70° 3683 14VT33L39070MP 33W70° 3566
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TERES EXTE RECESSED SMALL

e :
OPTIC
Internal aluminum reflectors:
10°- 20°- 40° - 50° beam angles. -——
IP 40 =
o i)
% "
- @ 70
o
e \
@80 J
X0
10
1% - i i
celfklm = 100%
ik ==~ 0-Cn
COLOUR TEMPERATURE 4000K 3000K
cop o Im cop o Im
14VT13L49010SR 13W 10° 1467 14VT13L39010SR 13W 10° 1335
14VT13L49020SR 13W 20° 1467 14VT13L39020SR 13W 20° 1335
14VT13L49040SR 13W 40° 1467 14VT13L39040SR 13W 40° 1335
14VT13L49050SR 13W 50° 1467 14VT13L39050SR 13W 50° 1335
14VT18L49010SR 18W 10° 1991 14VT18L39010SR 18W 10° 1812
14VT18L49020SR 18W 20° 1991 14VT18L39020SR 18W 20° 1812
14VT18L49040SR 18W 40° 1991 14VT18L39040SR 18W 40° 1812
14VT18L49050SR 18W 50° 1991 14VT18L39050SR 18W 50° 1812
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SPOTLIGHT TERES EXTE
OPTIC

Internal aluminum reflectors:

10°- 20°- 40° - 70° beam angles. .
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COLOUR TEMPERATURE 4000K 3000K
cop o Im cop o Im
14VT18L49010MR 18W 10° 2086 14VT18L39010MR 18W 10° 1898
14VT18L49020MR 18W 20° 2086 14VT18L39020MR 18W 20° 1898
14VT18L49040MR 18W 40° 2086 14VT18L39040MR 18W 40° 1898
14VT18L49070MR 18W 70° 2086 14VT18L39070MR 18W 70° 1898
14VT25L49010MR 25W 10° 2874 14VT25L39010MR 25W 10° 2615
14VT25L49020MR 25W 20° 2874 14VT25L39020MR 25W 20° 2615
14VT25L49040MR 25W 40° 2874 14VT25L39040MR 25W 40° 2615
14VT25L49070MR 25W 70° 2874 14VT25L39070MR 25W 70° 2615
14VT33L49010MR 33W 10° 3683 14VT33L39010MR 33W 10° 3566
14VT33L49020MR 33W 20° 3683 14VT33L39020MR 33W 20° 3566
14VT33L49040MR 33W 40° 3683 14VT33L39040MR 33W 40° 3566
14VT33L49070MR 33W 70° 3683 14VT33L39070MR 33W70° 3566
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SPOTLIGHT



esse-Ci

TERES EXTE COVE HF

OPTIC

Internal aluminum reflectors:

10°- 20°- 40° - 70° beam angles.
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COLOUR TEMPERATURE 3000K
cop o Im cop o Im
14VT36L49010HFC 36W 10° 4091 14VT36L39010HFC 36W 10° 3719
14VT36L49020HFC 36W 20° 4091 14VT36L39020HFC 36W 20° 3719
14VT36L49040HFC 36W 40° 4091 14VT36L39040HFC 36W 40° 3719
14VT36L49070HFC 36W70° 4091 14VT36L39070HFC 36W70° 3719
14VT42L49010HFC 42w 10° 4873 14VT42L39010HFC 42w 10° 4440
14VT42L49020HFC 42W 20° 4873 14VT42L