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We explore the limits of lighting through engineering, design
and technical expertise.

Developing solutions that combine innovation, precision and
reliability for professionals who demand excellence.

 
Every project is approached as a unique challenge, where technology and 

aesthetics work in balance to create meaningful, enduring spaces.

Exploramos los límites de la iluminación a través de la ingeniería,
el diseño y el expertise técnico.

Desarrollamos soluciones que combinan innovación, precisión y
fiabilidad para profesionales que exigen excelencia.

Cada proyecto se aborda como un reto único, donde tecnología 
y estética conviven en equilibrio para crear espacios 

significativos y duraderos.

E N G I N E E R E D  I N  B A R C E L O N A

Defining spaces through light
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With more than 50 years of experience, MCI LIGHT develops lighting 
systems rooted in a deep culture of engineering, precision and design.
We transform ambitious ideas into advanced lighting solutions, analysed, 
simulated and refined to meet the highest levels of architectural and 
interior design demands.

Innovation is driven by our engineering teams, who continuously develop 
new optical, mechanical and electronic solutions, combining advanced 
technology with a clear design vision.

Experience becomes knowledge.
Knowledge becomes technical excellence.

Con más de 50 años de experiencia, en MCI LIGHT desarrollamos sistemas 
de iluminación desde una profunda cultura de ingeniería, precisión y diseño.

Transformamos ideas ambiciosas en soluciones lumínicas avanzadas, 
analizadas, simuladas y perfeccionadas para responder a los más altos 
niveles de exigencia en arquitectura e interiorismo.

La innovación nace de nuestros equipos de ingeniería, que desarrollan 
continuamente nuevas soluciones ópticas, mecánicas y electrónicas, 
integrando tecnología avanzada con una visión clara del diseño.

Experiencia que se convierte en conocimiento.
Conocimiento que se traduce en excelencia técnica.

E N G I N E E R E D  W I T H  P U R P O S E
A  C U LT U R E  O F  E N G I N E E R I N G
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From our development park in Gavà, Barcelona, we integrate engineering, 
development and manufacturing within a single operational structure.

This model allows us to maintain full control over every stage of the process, 
ensuring coherence between concept, technical precision and final perfor-
mance.

Production combines high-precision machining, advanced processes and 
specialised technical assembly. This vertical integration ensures traceabili-
ty, consistency and the flexibility required to develop special solutions for 
highly demanding projects.

Desde nuestro parque de desarrollo en Gavà, Barcelona, integramos 
ingeniería, desarrollo y fabricación bajo una misma estructura operativa.

Este modelo nos permite mantener un control absoluto sobre cada fase 
del proceso, garantizando coherencia entre concepto, precisión técnica y 
resultado final.

La producción combina mecanizados de alta precisión, procesos avanza-
dos y ensamblaje técnico especializado. Esta integración vertical asegura 
trazabilidad, consistencia y la flexibilidad necesaria para desarrollar solucio-
nes especiales orientadas a proyectos de alta exigencia.

I N - H O U S E  M A N U F A C T U R I N G
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We accompany each project from the identification of needs to its final 
operation.

We develop concepts, carry out lighting studies, design specific solutions 
and provide support in installation, commissioning, programming, control 
and after-sales service.

An integrated approach based on experience, knowledge and commitment.

Acompañamos cada proyecto desde la detección de necesidades hasta su 
operación final.

Desarrollamos conceptos, realizamos estudios lumínicos, diseñamos so-
luciones específicas y ofrecemos soporte en instalación, programación, 
control y servicio postventa.

Un enfoque integral basado en experiencia, conocimiento y compromiso.

O U R  3 6 0 °  A P P R O A C H
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Not every architectural vision can be achieved through standard solutions. 
The most ambitious projects require lighting systems conceived with preci-
sion, flexibility and technical depth.

At MCI LIGHT, we develop tailor-made lighting solutions fully aligned with 
the functional, aesthetic and technical requirements of each space.

From specific adaptations to fully customised luminaires, we integrate 
engineering, optics and design to respond to highly demanding environ-
ments.

No todas las visiones arquitectónicas pueden resolverse mediante solucio-
nes estándar. Los proyectos más ambiciosos requieren sistemas de ilumi-
nación concebidos con precisión, flexibilidad y profundidad técnica.

En MCI LIGHT desarrollamos soluciones de iluminación a medida, plena-
mente alineadas con los requisitos funcionales, estéticos y técnicos de 
cada espacio.

Desde adaptaciones específicas hasta luminarias completamente perso-
nalizadas, integramos ingeniería, óptica y diseño para responder a entor-
nos de alta exigencia.

B E S P O K E  S O L U T I O N S
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CONTROL TOWER DOHA PORT - QATAR

To illuminate the Control Tower at the Port of Qatar, 
we developed, together with Visual Energy, a fully 
customized and integrated lighting solution based on our 
LedFloodStrip® Dotfree luminaire.

The complex, braided silhouette of the 110-meter-high 
building led us to structure the project in layered ligh-
ting systems, adapted to its changing geometric skin. 
We combined SmartLedFlex® with a custom version of 
LedFloodStrip® Dotfree, along with our own connection 
and control systems including Type 1 and Type 2 junction 
boxes specifically designed to ensure the reliable perfor-
mance of the entire installation.

This approach creates a lighting effect that emerges with 
intensity at the base and gradually fades toward the top, 
complemented by direct lighting that traces the hexago-
nal forms in a cascading rhythm.

In total, we manufactured over 5,200 meters of 
LedFloodStrip® Dotfree and approximately 4,500 meters 
of SmartLedFlex®, achieving a homogeneous, precise, 
and high-performance lighting solution that enhances 
the depth and iconic character of the building.
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At MCI LIGHT, we understand sustainability as a responsibility embedded 
throughout the entire product life cycle, from initial design to long-term 
operation.
 
Our facilities incorporate an in-house photovoltaic energy system that allows 
us to achieve energy self-sufficiency and operate with a carbon-neutral 
footprint. This investment reflects our genuine commitment to environmen-
tal responsibility and to a more sustainable production model.
 
We operate under ISO 9001 and ISO 14001 certifications and comply with 
EPREL requirements, ensuring efficiency, transparency and regulatory con-
formity across all our processes.
 
We design durable, efficient systems prepared to evolve over time, reducing 
environmental impact through quality, longevity and responsible resource 
management.

En MCI LIGHT entendemos la sostenibilidad como una responsabilidad in-
tegrada en todo el ciclo de vida del producto, desde su concepción hasta 
su uso a largo plazo.
 
Nuestra sede incorpora un sistema propio de generación fotovoltaica que 
nos permite alcanzar la autosuficiencia energética y operar con una huella 
de carbono neutra. Esta inversión refleja nuestro compromiso real con el 
medio ambiente y con un modelo de producción responsable.
 
Trabajamos bajo las certificaciones ISO 9001 e ISO 14001 y cumplimos con 
los requisitos EPREL, garantizando eficiencia, transparencia y conformidad 
normativa en todos nuestros procesos.
 
Diseñamos sistemas duraderos, eficientes y preparados para evolucionar 
en el tiempo, reduciendo el impacto ambiental a través de la calidad, la 
longevidad y la optimización de recursos.

S U S T A I N A B I L I T Y
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Architect Fabio Fossati – Architects S.A  |  Lighting Designer LDC Lighting Design Collective  |  Interactive Digital Content Unstatic Technologies

C U S T O M  M A D E
A M A N D O L I E R  B U I L D I N G  -  G E N E VA  ,  S W I T Z E R L A N D

At the iconic Amandolier office building in 
Geneva, we renewed the façade lighting with 
a tailor-made solution that addressed both the 
technological and environmental challenges of 
the project.

We developed a custom-made wall washer 
luminaire, RGBW, with point-by-point control 
and asymmetric optics to ensure maximum 
uniformity and lighting precision. Each unit was 
designed to fit perfectly into the existing ope-
nings and respect the building’s architecture.

A total of 320 linear luminaires of 1200 mm 
and 20 corner luminaires, inspired by our Line 
Grazer Plus RGBW, were manufactured to 
illuminate the building’s five main floors, de-
livering a balanced, efficient, and visually 
striking result.

En el emblemático edificio de oficinas 
Amandolier, en Ginebra, renovamos la ilumi-
nación de fachada con una solución a medida 
que respondiera tanto a los retos tecnológicos 
como a los ambientales del proyecto.

Desarrollamos una luminaria custom made tipo 
wall washer, RGBW, con control punto a pun-
to y óptica asimétrica para garantizar máxima 
uniformidad y precisión lumínica. Diseñamos 
cada pieza para integrarse perfectamente en 
los huecos existentes y respetar la arquitectura 
del edificio.

Fabricamos un total de 320 luminarias linea-
les de 1200 mm y 20 luminarias en forma de 
esquina, inspiradas en nuestro Line Grazer 
Plus RGBW, que hoy iluminan las cinco plantas 
principales del edificio con un resultado equili-
brado, eficiente y visualmente impactante.

320 units Linear fixture controlled by DMX/RDM each 2 PIXEL (2 Multichip RGBW)
22 Multichip RGBW LEDs | LEDCree | 48°x24° LEDiL lens | 24V | 60W
20 fixed and 2 adjustable 15° (at both ends)

20 units Corner fixture controlled by DMX/RDM each 2 PIXEL (2 Multichip RGBW)
16 Multichip RGBW LEDs | LED Cree | 48° x 24° LEDiL lens | 24V | 44W
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I n f i n i t e  c o n f i g u r a t i o n s .  O n e  a r c h i t e c t u r a l  v i s i o n .
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P A T T E R N
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A FLEXIBLE TOOL
Select individual optical systems for each module. Choose between:

2 VERSIONS  |   4 FORMATS  |   6 OPTICAL SYSTEMS 

4 COLOR TEMPERATURES  |   3 DECO COVERS |  UNLIMITED FINISHES

PATTERN is our modular architectural downlight system, 
where engineering and design work as one.

Developed through advanced optical engineering, mo-
dular design and rigorous testing, PATTERN is created 
to support lighting designers and professionals in buil-
ding the perfect luminaire for every project.

PATTERN es nuestro sistema modular de downlights ar-
quitectónicos, donde la ingeniería y el diseño trabajan 
como una sola unidad.

Desarrollado mediante ingeniería óptica avanzada, 
diseño modular y rigurosos procesos de validación, 
PATTERN nace para acompañar a diseñadores de ilu-
minación y profesionales en la creación de la luminaria 
perfecta para cada proyecto.

INFINITE CONFIGURATIONS
SEAMLESS ARCHITECTURAL INTEGRATION
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COLOR TEMPERATURES

2200K 2700K 3000K 4000K

FORMATS

SQ.1

SQ.4

LN.2 LN.4

FINISHES

Raw (paintable)
Crudo (pintable)

Black 
Negro

White 
Blanco

VERSIONS

Trim Trimless

DECO COVERS

Single Double Triple

OPTICAL SYSTEMS

8°

25°

45°
60°

20x45°
Downwall

Floor

CREATE YOUR OWN PATTERN
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Precision-engineered optics ensure high uniformity and 
stable light performance.
Ópticas de ingeniería de precisión aseguran alta uni-
formidad y rendimiento lumínico estable.

HIGH UNIFORMITY

OTHER TECHNOLOGIESMCI TECHNOLOGY

Deep recessed optics and an integrated DECOative 
accessory ensure precise beam control and glare-free 
visual comfort. 
Óptica profundamente retranqueada y accesorio inte-
grado garantizan un control preciso y un confort visual 
sin deslumbramiento.

GLARE FREE

MCI TECHNOLOGY
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High-performance optics developed with efficiency as 
a core design principle, maximizing light output and 
minimizing losses.
Ópticas de alto rendimiento desarrolladas con la efi-
ciencia como principio de diseño, maximizando el flujo 
lumínico y minimizando pérdidas.

HIGH EFFICIENCY

SUPER SPOT NARROW MEDIUM DOWNWALL
FLOOR

WIDE ELLIPTICAL
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Start your 
configuration 

now

SUPER SPOT 
8°

NARROW 
25°

MEDIUM 
45°

LN.4 trim

Single Double Triple

PATTERN LAB
CREATE YOUR OWN PATTERN
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DOWNWALL
FLOOR

WIDE 
60°

ELLIPTICAL 
20x45°

Single Double Triple

SQ.4 trimless
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In line with our renewed design philosophy,
PATTERN goes one step further.
Decorative covers refine its visual presence.

En línea con nuestra renovada filosofía de diseño,
PATTERN va un paso más allá.
Las cubiertas Decorativas definen su presencia visual.

INTEGRATED
BY DESIGN
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A fully paintable housing allows a seamless architectural integration.
A tool designed to become part of the space.

Una superficie completamente pintable permite una integración 
arquitectónica perfecta. Una herramienta diseñada para convertirse 
en parte del espacio.

WHAT WE CALL: SPATIALLY INTEGRATED LIGHTING.
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AL
HOUSING

DRIVER
NOT
INCL.

L90 B10
>50.000H
TA +25°C

TA MIN
-20°C
-4°F

TA MAX
+50°C
+122°F

QUICKINFO

MODULAR CONFIGURATION  Modular system enables infinite configurations to meet project-specific requirements.
SEAMLESS INTEGRATION  Deco covers and on-site paintable housing ensure full architectural integration.
ADVANCED OPTICAL ENGINEERING  Optical technology developed in collaboration with Bartenbach ensures glare-free comfort, 
			              high uniformity and maximum efficiency.

Light colour
Color luz

2200K
CRI>90

2700K
CRI>90

3000K
CRI>90

4000K
CRI>90

Finish
Acabado

Raw (paintable)
Crudo (pintable)

Black
Negro

White
Blanco

Version
Version

Trim

Trimless

Format
Formato

SQ.1
(6W)

LN.2
(10.5W)

LN.4
(20W)

SQ.4
(20W)

Lens
Lente

8°

25°

45°

60°

20°x45°

Downwall 
floor

Deco cover
Tapa Decorativa

Single

Double

Triple

Infinite configurations. One architectural vision.

PATTERN

IP20 CRI
>90

TEST

UGR
<16
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MEASURES TRIM

53 mm 
(2.08 in)

46.50mm 
(1.83 in)

53 mm 
(2.08 in)

53 mm 
(2.08 in)

46.50mm 
(1.83 in)

77 mm 
(3.03 in)

46.50mm 
(1.83 in)

88 mm 
(3.46 in)

88 mm 
(3.46 in)

158 mm 
(6.22 in)

53 mm 
(2.08 in)

46.50mm 
(1.83 in)

SQ.1 trim LN.2 trim SQ.4 trim LN.4 trim

85mm
On-Off

max
25mm

45x45mm
SQ.1 trim

45x80mm
LN.2 trim

80x80mm
SQ.4 trim

45x150mm
LN.4 trim

95mm
DALI

MEASURES TRIMLESS

48
 m

m
 

(1.
88

 in
)
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.15

 m
m
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.15
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)

118
.8
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)
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.15
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m
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77
 in
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80.25 mm 
(3.24 in)

82
.8

0 
m
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5 
in

)

45
.15
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77
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)

82
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0 
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(3
.2

4 
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)
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)

48
 m
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(1.
88

 in
)

82.40 mm 
(3.24 in)

45
.15

 m
m

 
(1.

77
 in

)

SQ.1 trimless LN.2 trimless SQ.4 trimless LN.4 trimless

max
25mm

45x45mm
SQ.1 trimless

45x80mm
LN.2 trimless

80x80mm
SQ.4 trimless

45x150mm
LN.4 trimless

85mm
On-Off

95mm
DALI
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SPECIFICATIONS

SQ.1
Power 6W | 500mA | 1 LEDs
Measures / Weight 53 x 53 x 46,50 mm / 0,075 kg
Color temperatures 2200K 2700K 3000K 4000K

Lumens output

25°
45°
60°

25°x45°

257 lm 
357 lm 
337 lm
245 lm

25°
45°
60°

25°x45°

303 lm 
421 lm 
397 lm
289 lm

25°
45°
60°

25°x45°

312 lm 
434 lm 
410 lm
298 lm

25°
45°
60°

25°x45°

329 lm 
457 lm 
432 lm
314 lm

Luminaire efficiency 40 to 59 lm/W 48 to 70 lm/W 49 to 72 lm/W 52 to 76 lm/W

SQ.4
Power 20W | 500mA | 4 LEDs
Measures / Weight 88 x 88 x 46,50 mm / 0,125 kg
Color temperatures 2200K 2700K 3000K 4000K

Lumens output

25°
45°
60°

25°x45°

1027 lm 
1428 lm 
1347 lm
978 lm

25°
45°
60°

25°x45°

1211 lm 
1684 lm 
1589 lm
1154 lm

25°
45°
60°

25°x45°

1249 lm 
1737 lm 
1640 lm
1191 lm

25°
45°
60°

25°x45°

1316 lm 
1830 lm 
1727 lm
1254 lm

Luminaire efficiency 48 to 71 lm/W 57 to 84 lm/W 59 to 86 lm/W 62 to 91 lm/W

LN.4
Power 20W | 500mA | 4 LEDs
Measures / Weight 53 x 158 x 46,50 mm / 0,2 kg
Color temperatures 2200K 2700K 3000K 4000K

Lumens output

25°
45°
60°

25°x45°

1027 lm 
1428 lm 
1347 lm
978 lm

25°
45°
60°

25°x45°

1211 lm 
1684 lm 
1589 lm
1154 lm

25°
45°
60°

25°x45°

1249 lm 
1737 lm 
1640 lm
1191 lm

25°
45°
60°

25°x45°

1316 lm 
1830 lm 
1727 lm
1254 lm

Luminaire efficiency 48 to 71 lm/W 57 to 84 lm/W 59 to 86 lm/W 62 to 91 lm/W

LN.2
Power 10,5W | 500mA | 2 LEDs
Measures / Weight 53 x 53 x 46,50 mm / 0,2 kg
Color temperatures 2200K 2700K 3000K 4000K

Lumens output

25°
45°
60°

25°x45°

513 lm 
714 lm 
674 lm
489 lm

25°
45°
60°

25°x45°

605 lm 
842 lm 
795 lm
577 lm

25°
45°
60°

25°x45°

625 lm 
869 lm 
820 lm
595 lm

25°
45°
60°

25°x45°

658 lm 
915 lm 
864 lm
627 lm

Luminaire efficiency 46 to 68 lm/W 54 to 80 lm/W 56 to 82 lm/W 59 to 87 lm/W

SQ.1 PRODUCT

Base code
Código base

Deco
Decorativo

Finishes
Acabados

Lens
Lente

CRI/Temp.
CRI/Temp.

71401. 1 Individual 0 Raw (paintable)** 1 8° /90.2K2 90 / 2200K
2 Black 2 25° /90.2K7 90 / 2700K
3 White 3 45° /90.3K 90 / 3000K

4 60° /90.4K 90 / 4000K
5 20°x45°
6 Downwall

SQ.1 RECESSED BOX

Base code
Código base

Version
Versión

Finishes
Acabados

71401. 8 0 1 Trim /0 Raw (paintable)*
2 Trimless /2 Black

/3 White

ORDER OPTIONS

To order this product, you need to create a box code and a product code.
Para realizar el pedido de este producto se necesita crear un código del cajetin y un código del producto.
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LN.2 PRODUCT

Base code
Código base

Deco
Decorativo

Finishes
Acabados

Lens
Lente

CRI/Temp.
CRI/Temp.

71402. 1 Individual 0 Raw (paintable)** 0 Configurable /90.2K2 90 / 2200K
2 Doble 2 Black 1 8° /90.2K7 90 / 2700K

3 White 2 25° /90.3K 90 / 3000K
3 45° /90.4K 90 / 4000K
4 60°
5 20°x45°
6 Downwall

LN.2 RECESSED BOX

Base code
Código base

Version
Versión

Finishes
Acabados

71402. 8 0 1 Trim /0 Raw (paintable)*
2 Trimless /2 Black

/3 White

OPTIONS ON REQUEST
* With a Raw finish, you cannot choose the trimless version.  *Con el acabado crudo, no se puede elegir la opción Trimless.
**With a Raw finish, you cannot choose the downwall lens.  *Con acabado crudo no se puede elegir la lente downwall.
Under request CRI 98.  Baja demanda CRI 98.

LN.4 PRODUCT

Base code
Código base

Deco
Decorativo

Finishes
Acabados

Lens
Lente

CRI/Temp.
CRI/Temp.

71403. 0 Configurable 0 Raw (paintable)** 0 Configurable /90.2K2 90 / 2200K
1 Individual 2 Black 1 8° /90.2K7 90 / 2700K

3 White 2 25° /90.3K 90 / 3000K
3 45° /90.4K 90 / 4000K
4 60°
5 20°x45°
6 Downwall

LN.4 RECESSED BOX

Base code
Código base

Version
Versión

Finishes
Acabados

71403. 8 0 1 Trim /0 Raw (paintable)*
2 Trimless /2 Black

/3 White

SQ.4 PRODUCT

Base code
Código base

Deco
Decorativo

Finishes
Acabados

Lens
Lente

CRI/Temp.
CRI/Temp.

71404. 0 Configurable 0 Raw (paintable)** 0 Configurable /90.2K2 90 / 2200K
1 Individual 2 Black 1 8° /90.2K7 90 / 2700K

3 White 2 25° /90.3K 90 / 3000K
3 45° /90.4K 90 / 4000K
4 60°
5 20°x45°
6 Downwall

SQ.4 RECESSED BOX

Base code
Código base

Version
Versión

Finishes
Acabados

71404. 8 0 1 Trim /0 Raw (paintable)*
2 Trimless /2 Black

/3 White

33

PATTERN

01 PATTERN.indd   3301 PATTERN.indd   33 26/2/26   9:2026/2/26   9:20



CONNECTIONS

ON/OFF

driver 230V AC

DALI

DALI
driver 230V AC

DRIVERS ON-OFF

30911.62
On-Off Led Driver 
100mA-700mA 7W

30911.63
On-Off Led Driver
500mA 12W

30911.17
On-Off Led Driver 
125mA-500mA 22W

1 COB 4 COB2 COB

30912.57
DALI Led Driver 
350mA-700mA 9W

30912.58
DALI Led Driver
100mA-700mA 15W

30912.43
DALI Led Driver 
125mA-500mA 22W

1 COB 4 COB2 COB

DRIVERS DALI
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Data calculated with Pattern. 
Lumen measurement complies with UNE-EN 13032 / IES LM-79-08 testing procedures.
Light distribution curves are available at www.mcilight.com.
Due to continuous improvements and innovations, specifications may change without notice. 

Datos calculados con Pattern.
Ensayado bajo las especificaciones de la norma UNE-EN 13032 / IES LM-79-08.
Fotometrías disponibles en www.mcilight.com. 
Debido a las continuas mejoras e innovaciones, las especificaciones pueden cambiar sin previo aviso.

LIGHT DISTRIBUTION CURVES

10W 2700K

15° 15°0°

90° 90°
75° 75°

60° 60°

45° 45°

30° 30°
1000

2000

3000

4000

5000

-120° 120°0°

8° 10W 2700K

15° 15°0°

90° 90°
75° 75°

60° 60°

45° 45°

30° 30°
1000

2000

3000

4000

5000

-120° 120°0°

25°

10W 2700K

15° 15°0°

90° 90°
75° 75°

60° 60°

45° 45°

30° 30°
500

1000

1500

2000

2500

-120° 120°0°

45° 10W 2700K

15° 15°0°

90° 90°
75° 75°

60° 60°

45° 45°

30° 30°
500

1000

1500

2000

2500

-120° 120°0°

60°

10W 2700K

15° 15°0°

90° 90°
75° 75°

60° 60°

45° 45°

30° 30°
500

1000

1500

2000

2500

-120° 120°0°

20x45° 10W 2700K

15° 15°0°

90° 90°
75° 75°

60° 60°

45° 45°

30° 30°
500

1000

1500

2000

2500

-120° 120°0°

asym.
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O n e  l e n s .  O n e  a r c h i t e c t u r a l  l i n e .

36

02 AURAL.indd   3602 AURAL.indd   36 26/2/26   9:1926/2/26   9:19



A U R A L
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Developed through close collaboration between engi-
neers, optical specialists and lighting designers, it re-
flects a shared culture of excellence and restraint.

A seamless lens generates a uniform beam that remains 
invisible until it meets architecture.

In its system version, it allows continuous runs of up to 6 
metres with a single driver.

Created by professionals, for professionals.

Desarrollado a través de una estrecha colaboración 
entre ingenieros, especialistas en óptica y diseñadores 
de iluminación, refleja una cultura compartida de ex-
celencia.

Su lente extruida genera un haz uniforme que perma-
nece invisible hasta encontrarse con la arquitectura.

En su versión sistema permite líneas continuas de hasta 
6 metros con un solo driver.

Creado por profesionales, para profesionales.

A CONTINUOUS RIBBON OF LIGHT

AN OVAL SIGNATURE

DESIGN LANGUAGE

Its oval profile defines a distinct and re-
cognizable identity.
 
The Aural proportions that inspire its 
naming redefine timeless and minimal 
geometry, enhancing spatial harmony 
and transforming engineering to the 
next level of architectural expression.
 
Su perfil ovalado define una identidad 
distintiva y reconocible.
 
Las proporciones Aural, que inspiran 
su naming, redefinen una geometría 
atemporal y minimalista, potenciando 
la armonía espacial y llevando la in-
geniería a un nuevo nivel de expresión 
arquitectónica.

FLOATING IN SPACE

EASY CONTROL
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Suspended occult canopy 
Suspensión florón oculto

Suspended visible canopy 
Suspensión florón superficie

AVAILABLE APPLICATIONS

AVAILABLE FINISHES

BLACK MIDNIGHT
Brushed Matte
Cepillado mate

BROWN MOCHA
Brushed Matte
Cepillado mate

GOLD OLIVE
Brushed Matte
Cepillado mate

SILVER CHAMPAGNE
Brushed Matte
Cepillado mate

SILVER TITANIUM
Brushed Matte
Cepillado mate

BLACK MIDNIGHT
Polished Gloss
Pulido brillante

BROWN MOCHA
Polished Gloss
Pulido brillante

GOLD OLIVE
Polished Gloss
Pulido brillante

SILVER CHAMPAGNE
Polished Gloss
Pulido brillante

SILVER TITANIUM
Polished Gloss
Pulido brillante

Ceiling mounted 
Adosada a techo

39

AURAL

02 AURAL.indd   3902 AURAL.indd   39 26/2/26   9:1926/2/26   9:19



TOUCH-SENSITIVE DIMMING

Touch control allows light adjustment through a gentle 
gesture, merging technology and experience in a single 
movement.

El control táctil permite regular la luz mediante un 
suave gesto, integrando tecnología y experiencia en un 
único movimiento.

Thanks to the extruded lens and advanced finishing 
technologies, light is delivered through an ultra-precise 
8 mm aperture, creating a perfectly continuous ribbon. 

Gracias a su lente extruida y a las avanzadas tecno-
logías de acabado, la luz se proyecta a través de una 
apertura ultraprecisa de solo 8 mm, generando una 
cinta luminosa perfectamente continua.

EXTRUDED LENS

Thanks to an advanced engineering solution, the 
suspension system integrates power delivery through 
an ultra-thin cable, eliminating the need for external 
power cords.

Electrically insulated fastening couplings ensure safe 
and reliable transmission, preserving formal purity and 
visual clarity. 

Gracias a una solución de ingeniería avanzada, el 
sistema de suspensión integra la alimentación eléctri-
ca a través de un cable ultrafino, evitando el uso de 
mangueras externas.

Los embragues de sujeción con aislamiento eléctrico 
garantizan una transmisión segura y fiable, preservan-
do la limpieza formal y la pureza visual del conjunto.

POWERED SUSPENSION SYSTEM
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Exclusively developed lens using innovative extrusion 
and finishing technologies to ensure maximum lighting 
efficiency while keeping the light completely hidden for 
glare-free performance.
 
Lente desarrollada en exclusiva mediante innovadoras 
tecnologías de extrusión y acabado para garantizar la 
máxima eficiencia lumínica manteniendo la luz comple-
tamente oculta y libre de deslumbramientos.

GLARE FREE
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AL
HOUSING

DRIVER
INCL.

L90 B10
>60.000H
TA +25°C

TA MIN
-20°C
-4°F

TA MAX
+50°C
+122°F

QUICKINFO

COLLABORATIVE ENGINEERING  Developed in close collaboration with lighting designers and engineers to meet professional project demands.
DESIGN LANGUAGE  Soft oval form and minimal suspension create a floating architectural presence.
CONTINUOUS LIGHT RIBBON  Extruded optical lens delivers a continuous, uniform beam through an 8 mm light aperture.
DESIGNED FOR DEMANDING PROJECTS  Developed for demanding environments that require technical excellence and design sensitivity.

Length
Longitud 

1270mm (Suspended)
2030mm (Surface)

1520mm (Suspended)
2280mm (Surface)

1770mm (Suspended)
2530mm (Surface)

2020mm (Suspended)
2780mm (Surface)

A continuous ribbon of light

AURAL

IP20 CRI
>90

Finish brushed matte
Acabado cepillado mate

Black Midnight
Brushed Matte

Gold Olive
Brushed Matte

Brown Mocha
Brushed Matte

Silver Champagne
Brushed Matte

Silver Titanium
Brushed Matte

Finish polished gloss
Acabado pulido brillante

Black Midnight
Polished Gloss

Gold Olive
Polished Gloss

Brown Mocha
Polished Gloss

Silver Champagne
Polished Gloss

Silver Titanium
Polished Gloss

Version
Version

Suspended
occult canopy

Suspended
visible canopy

Surface

DIMMING
INCL.

SUSPEN.

Light colour
Color luz

2200K 
>CRI90

2700K 
>CRI90

3000K 
>CRI90

4000K 
>CRI90

TEST

UGR
<16
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MEASURES SURFACE

2030 mm (79.92 in)
2280 mm (89.76 in)
2530 mm (99.60 in)
2780 mm (109.44 in)

35mm 
(1.37 in)

16.10mm 
(0.63 in) 44.94mm 

(1.76 in)

12.74mm 
(1.37 in)

MEASURES SUSPENDED OCCULT CANOPY

1270 mm (50 in)
1520 mm (59.84 in)
1770 mm (69.68 in)

2020 mm (79.52 in)

32.27mm 
(1.27 in)

48.50mm 
(1.90 in)

35mm 
(1.37 in)

44.94mm 
(1.76 in)

MEASURES SUSPENDED VISIBLE CANOPY

32.27mm 
(1.27 in)

255mm 
(10.03 in)

32.27mm 
(1.27 in)

48.50mm 
(1.90 in)

35mm 
(1.37 in)

44.94mm 
(1.76 in)

Max. 2.5m

1270 mm (50 in)
1520 mm (59.84 in)
1770 mm (69.68 in)

2020 mm (79.52 in)

Max. 2.5m
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SPECIFICATIONS HIGH OUTPUT

Suspended 1270mm HO & Surface 2030mm

Power 37,5W

Measures 1270 x 35 x 44 mm  |  2030 x 35 x 44 mm

Weight 2,1 kg

CRI 90

Color temperatures 2200K 2700K 3000K 4000K

Lumens output 1865 lm 2772 lm 2814 lm 2864 lm

Luminaire efficiency 50 lm/W 74 lm/W 75 lm/W 76 lm/W

Suspended 1520mm HO & Surface 2280mm

Power 44W

Measures 1520 x 35 x 44 mm  |  2280 x 35 x 44 mm

Weight 2,4 kg

CRI 90

Color temperatures 2200K 2700K 3000K 4000K

Lumens output 2238 lm 3326 lm 3377 lm 3437 lm

Luminaire efficiency 50 lm/W 75 lm/W 76 lm/W 78 lm/W

Suspended 1770mm HO & Surface 2530mm

Power 51,5W

Measures 1770 x 35 x 44 mm  |  2530 x 35 x 44 mm

Weight 2,7 kg

CRI 90

Color temperatures 2200K 2700K 3000K 4000K

Lumens output 2611 lm 3881 lm 3940 lm 4010 lm

Luminaire efficiency 50 lm/W 75 lm/W 76 lm/W 77 lm/W

Suspended 2020mm HO & Surface 2780mm

Power 58W

Measures 2020 x 35 x 44 mm  |  2780 x 35 x 44 mm

Weight 3 kg

CRI 90

Color temperatures 2200K 2700K 3000K 4000K

Lumens output 2984 lm 4435 lm 4502 lm 4583 lm

Luminaire efficiency 51 lm/W 76 lm/W 77 lm/W 79 lm/W
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1270mm LO

Power 19,5W

Measures 1270 x 35 x 44 mm

Weight 2,1 kg

CRI 90

Color temperatures 2200K 2700K 3000K 4000K

Lumens output 932 lm 1386 lm 1407 lm 1432 lm

Luminaire efficiency 47 lm/W 71 lm/W 72 lm/W 73 lm/W

1520mm LO

Power 23W

Measures 1520 x 35 x 44 mm

Weight 2,4 kg

CRI 90

Color temperatures 2200K 2700K 3000K 4000K

Lumens output 1119 lm 1663 lm 1688 lm 1719 lm

Luminaire efficiency 48 lm/W 72 lm/W 73 lm/W 74 lm/W

1770mm LO

Power 26,5W

Measures 1770 x 35 x 44 mm

Weight 2,7 kg

CRI 90

Color temperatures 2200K 2700K 3000K 4000K

Lumens output 1305 lm 1940 lm 1970 lm 2005 lm

Luminaire efficiency 49 lm/W 73 lm/W 74 lm/W 75 lm/W

2020mm LO

Power 29,5W

Measures 2020 x 35 x 44 mm

Weight 3 kg

CRI 90

Color temperatures 2200K 2700K 3000K 4000K

Lumens output 1492 lm 2218 lm 2251 lm 2292 lm

Luminaire efficiency 50 lm/W 75 lm/W 76 lm/W 77 lm/W

SPECIFICATIONS LOW OUTPUT
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AURAL SUSPENDED OCCULT CANOPY

Base code
Código base

Control
Control

Finishes
Acabados

Length
Longitud

CRI/Temp.
CRI/Temp.

76000. 2 Dimming (LO) 20 Black Midnight Brushed Matte 2 1270mm /90.2K2 90 / 2200K
3 Dimming (HO) 21 Black Midnight Polished Gloss 3 1520mm /90.2K7 90 / 2700K

22 Gold Olive Brushed Matte 4 1770mm /90.3K 90 / 3000K
23 Gold Olive Polished Gloss 5 2020mm /90.4K 90 / 4000K
24 Brown Mocha Brushed Matte
25 Brown Mocha Polished Gloss
26 Silver Champagne Brushed Matte
27 Silver Champagne Polished Gloss
28 Silver Titanium Brushed Matte
29 Silver Titanium Polished Gloss

ORDER OPTIONS

AURAL SUSPENDED VISIBLE CANOPY

Base code
Código base

Control
Control

Finishes
Acabados

Length
Longitud

CRI/Temp.
CRI/Temp.

76001. 2 Dimming (LO) 20 Black Midnight Brushed Matte 2 1270mm /90.2K2 90 / 2200K
3 Dimming (HO) 21 Black Midnight Polished Gloss 3 1520mm /90.2K7 90 / 2700K

22 Gold Olive Brushed Matte 4 1770mm /90.3K 90 / 3000K
23 Gold Olive Polished Gloss 5 2020mm /90.4K 90 / 4000K
24 Brown Mocha Brushed Matte
25 Brown Mocha Polished Gloss
26 Silver Champagne Brushed Matte
27 Silver Champagne Polished Gloss
28 Silver Titanium Brushed Matte
29 Silver Titanium Polished Gloss

AURAL SURFACE

Base code
Código base

Control
Control

Finishes
Acabados

Length
Longitud

CRI/Temp.
CRI/Temp.

76002. 1 On-Off (HO) 20 Black Midnight Brushed Matte 2 2030mm /90.2K2 90 / 2200K
3 DALI (HO) 21 Black Midnight Polished Gloss 3 2280mm /90.2K7 90 / 2700K

22 Gold Olive Brushed Matte 4 2530mm /90.3K 90 / 3000K
23 Gold Olive Polished Gloss 5 2780mm /90.4K 90 / 4000K
24 Brown Mocha Brushed Matte
25 Brown Mocha Polished Gloss
26 Silver Champagne Brushed Matte
27 Silver Champagne Polished Gloss
28 Silver Titanium Brushed Matte
29 Silver Titanium Polished Gloss
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AURAL SYSTEM SUSPENDED

Base code
Código base

Control
Control

Finishes
Acabados

Length
Longitud

CRI/Temp.
CRI/Temp.

76005. 1 On-Off (HO) 20 Black Midnight Brushed Matte 1 Initial 1510mm (Occult) /90.2K2 90 / 2200K
3 DALI (HO) 21 Black Midnight Polished Gloss 2 Initial 2010mm (Occult) /90.2K7 90 / 2700K

22 Gold Olive Brushed Matte 3 Initial 1510mm (Visible) /90.3K 90 / 3000K
23 Gold Olive Polished Gloss 4 Initial 2010mm (Visible) /90.4K 90 / 4000K
24 Brown Mocha Brushed Matte 5 Middle 1500mm
25 Brown Mocha Polished Gloss 6 Middle 2000mm
26 Silver Champagne Brushed Matte 7 End 1510mm
27 Silver Champagne Polished Gloss 8 End 2010mm
28 Silver Titanium Brushed Matte
29 Silver Titanium Polished Gloss

AURAL SYSTEM SURFACE

Base code
Código base

Control
Control

Finishes
Acabados

Length
Longitud

CRI/Temp.
CRI/Temp.

76006. 1 On-Off (HO) 20 Black Midnight Brushed Matte 1 Initial 1890mm /90.2K2 90 / 2200K
3 DALI (HO) 21 Black Midnight Polished Gloss 2 Initial 2390mm /90.2K7 90 / 2700K

22 Gold Olive Brushed Matte 3 Middle 1500mm /90.3K 90 / 3000K
23 Gold Olive Polished Gloss 4 Middle 2000mm /90.4K 90 / 4000K
24 Brown Mocha Brushed Matte 5 End 1890mm
25 Brown Mocha Polished Gloss 6 End 2390mm
26 Silver Champagne Brushed Matte
27 Silver Champagne Polished Gloss
28 Silver Titanium Brushed Matte
29 Silver Titanium Polished Gloss

ORDER OPTIONS

1
Choose initial section
in the desired lenght
Elige la sección inicial
en la longitud deseada

2
Select as many middle sections as desired
(max. total 6m)
Elige tantas secciones intermedias como desees
(máx 6m total)

3
Choose end section
in the desired lenght
Elige la sección final
en la longitud deseada

Start your
configuration now

AURAL LAB
CREATE YOUR OWN AURAL SYSTEM
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Data calculated with Aural. 
Lumen measurement complies with UNE-EN 13032 / IES LM-79-08 testing procedures.
Light distribution curves are available at www.mcilight.com.
Due to continuous improvements and innovations, specifications may change without notice. 

Datos calculados con Aural.
Ensayado bajo las especificaciones de la norma UNE-EN 13032 / IES LM-79-08.
Fotometrías disponibles en www.mcilight.com. 
Debido a las continuas mejoras e innovaciones, las especificaciones pueden cambiar sin previo aviso.

LIGHT DISTRIBUTION CURVES

37.5W 2200K

h(m) Ø(m)
1 1855 lux 0,47
2 446 lux 0,93
3 198 lux 1,40
4 110 lux 1,87
5 71 lux 2,33

35°

h(m) Ø(m)
1 1828 lux 0,47
2 439 lux 0,93
3 195 lux 1,40
4 109 lux 1,87
5 70 lux 2,33

35°

h(m) Ø(m)
1 1229 lux 0,47
2 296 lux 0,93
3 131 lux 1,40
4 73 lux 1,87
5 47 lux 2,33

35°

CONNECTIONS

230 V AC

Ocult

driver

Suspended

230 V AC

15° 15°0°

90° 90°
75° 75°

60° 60°

45° 45°

30° 30°
500

1000

1500

2000

2500

-120° 120º0°

Surface

230 V AC On-Off

Surface

230 V AC DALI

DALI

37.5W 2700K 37.5W 3000K

h(m) Ø(m)
1 1889 lux 0,47
2 454 lux 0,93
3 201 lux 1,40
4 112 lux 1,87
5 72 lux 2,33

35°

37.5W 4000K
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P r e c i s i o n  d o w n l i g h t i n g  f o r  s i g n a t u r e  a r c h i t e c t u r a l  p r o j e c t s
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D O W N I T O ®  7 0
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30°

Passive reflector in four different finishes:
chrome, black, white and gold. 
Reflector pasivo en cuatro acabados diferentes: 
cromo, negro, blanco y dorado.

Offered in three different colours:
white (RAL 9003), silver (RAL 9006) and black (RAL 9011)
Disponible en tres colores:
blanco (RAL 9003), plata (RAL 9006) y negro (RAL9011)
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FLOOD
35°

WIDE FLOOD
50°

VERY WIDE FLOOD
70°

Active reflector (Engineering by Bartenbach)
Reflector activo (Ingeniería de Bartenbach)

ENGINEERING

MCI technology guarantees the absence of residual light and maximum efficiency.
Other technologies produce halos and lower efficiency.
La tecnología MCI garantiza la ausencia de luz residual y una eficiencia máxima.
Otras tecnologías generan halos y menor eficiencia

MCI TECHNOLOGY

OTHER TECHNOLOGIES

COB

COB holder

Active reflector

Gasket

Honeycomb or Diffuser

Passive reflector (paintable)MCI TECHNOLOGY
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UGR
<19

AL
HOUSING

DRIVER
NOT
INCL.

L80 B10
>60.000H
TA +25°C

TA MIN
-20°C
-4°F

TA MAX
+40°C
+104°F

Power

10W
900lm

Finish
Acabado

White
Blanco

Silver
Plata

Black
Negro

Passive
reflector

Black
Negro

White
Blanco

Gold
Dorado

Chrome
Cromado

Type
Modelo

IP20

IP40

IP65

Beam
Ángulo

Flood

Wide
flood

Very
wide
flood

Diffuser
Difusor

Clear
Trans.

Milky
Opal

Driver

On/Off

1-10V

DALI

Precision downlighting for signature architectural projects

DOWNITO® 70

Light colour
Color luz

2700K
CRI>90

3000K
CRI>90

4000K
CRI>90

2200K
CRI>90

CRI
>90

QUICKINFO

MCI TECHNOLOGY  Double halo-free optics. Maximum purity and efficiency.
INTEGRATED BY DESIGN  Engineering and design conceived as one system.
BARTENBACH OPTICAL EXPERTISE  Superior visual comfort through optics developed with Bartenbach.
INTELLIGENT REFLECTOR SYSTEM  Active + passive reflector, optimized and integrable.
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MEASURES

SPECIFICATIONS

10W (300mA) (350mA)

Measures Ø73 x 86 mm

Weight 0,3 kg

mA 300mA 350mA

Color temperatures 2200K 2700K 3000K 4000K

Lumens output
35°
50°
70°

611 lm 
693 lm 
707 lm

35°
50°
70°

694 lm 
788 lm 
803 lm

35°
50°
70°

731 lm 
830 lm 
846 lm

35°
50°
70°

765 lm 
869 lm 
885 lm

Luminaire efficiency 61 to 70 lm/W 69 to 80 lm/W 73 to 85 lm/W 77 to 89 lm/W

Ø73 mm 
(2.87 in)

80 mm 
(3.14 in)

30°

86 mm 
(3.38 in)

IP65

IP65
Diffuser

IP20

IP40
Diffuser

IP20

IP20 95mm
66mm

max
25mm

Color temperature conform to ANSI C78.377A.  
Temperatura de color según normativa ANSI C78.377A.
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ORDER OPTIONS

Base code
Código base

Type
Modelo

Finishes
Acabados

Beam
Ángulo

CRI/Temp.
CRI/Temp.

71130. 0 IP20 0 Silver Plata 0 35° /90.2K2 90 / 2200K
1 IP40 Diffuser Difusor 2 Black Negro 1 50° /90.2K7 90 / 2700K
3 IP65 Diffuser Difusor 3 White Blanco 2 70° /90.3K 90 / 3000K

/90.4K 90 / 4000K

STANDARD VERSION
The standard IP20 version is delivered with chromed reflector.
The standard IP40 or IP65 version is delivered with clear diffuser and chromed reflector. 
Driver not included.
La versión estándar IP20 se suministra con reflector cromado.
La versión estándar IP40 o IP65 se suministra con difusor transparente y reflector cromado.
Driver no incluido.

OPTIONS ON REQUEST
Passive Reflector: chrome, black, white or gold.
Diffuser (IP40 & IP65): clear or milky.
Honeycomb (IP20): with or without honeycomb.
The Honeycomb must be ordered together with the lighting fixture.
Reflector Pasivo: cromado, negro, blanco o dorado.
Difusor (IP40 y IP65): transparente u opal.
Panel de abeja (IP20): con o sin panel de abeja.
El Panel de abeja debe pedirse junto con la luminaria.

ACCESSORIES

M0505.3
End piece connector
Conector terminal

DRIVERS

30911.14
On-Off Led Driver 350mA 12W

30912.1
1-10V Led Driver Multipower 
350mA-900mA 0W-20W

30912.6
DALI PUSH Led Driver Multipower 
300mA-1050mA 3-38W

30911.17
On-Off Led Driver Multipower 
125mA-500mA 22W

30912.37
Casambi Led Driver Multipower 
300mA-1050mA 38W

30912.38
Zigbee Led Driver Multipower 
300mA-1050mA 38W

30912.39
Bluelight link Led Driver Multi-
power 300mA-1050mA 38W

30914.2
1-10V Led Driver IP67 350mA 
0-16W

Drivers 300-350mA

Drivers multi-power Bluetooth

IP67 Drivers 350mA

To control the luminaires via Bluetooth see page 382.
Para controlar las luminarias vía Bluetooth consultar página 382.
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CONNECTIONS

ON/OFF or
BLUETOOTH

driver 230V AC

IP20/40

1-10V

1-10V
driver 230V AC

IP20/40

DALI

DALI
driver 230V AC

IP20/40 IP65

IP67
driver 230V AC

Data calculated with Downito® 70 with clear diffuser. 
Lumen measurement complies with UNE-EN 13032 / IES LM-79-08 testing procedures.
Light distribution curves are available at www.mcilight.com.
Due to continuous improvements and innovations, specifications may change without notice. 

Datos calculados con Downito® 70 con difusor transparente.
Ensayado bajo las especificaciones de la norma UNE-EN 13032 / IES LM-79-08.
Fotometrías disponibles en www.mcilight.com. 
Debido a las continuas mejoras e innovaciones, las especificaciones pueden cambiar sin previo aviso.

LIGHT DISTRIBUTION CURVES

10W 2700K 10W 3000K 10W 4000K

10W 2700K 10W 3000K 10W 4000K

10W 2700K 10W 3000K 10W 4000K

h(m) Ø(m)
0,5 4967 lux 0,51
1 1242 lux 1,03

1,5 552 lux 1,54
2 311 lux 2,06

2,5 199 lux 2,57
3 138 lux 3,08

50°

h(m) Ø(m)
0,5 4776 lux 0,51
1 1194 lux 1,03

1,5 531 lux 1,54
2 299 lux 2,06

2,5 191 lux 2,57
3 133 lux 3,08

50°

h(m) Ø(m)
0,5 4537 lux 0,51
1 1134 lux 1,03

1,5 504 lux 1,54
2 284 lux 2,06

2,5 181 lux 2,57
3 126 lux 3,08

50° 15° 15°0°

90° 90°
75° 75°

60° 60°

45° 45°

30° 30°
-120° 120º0°

500

1000

1500

2000

2500

15° 15°0°

90° 90°
75° 75°

60° 60°

45° 45°

30° 30°

h(m) Ø(m)
0,5 8336 lux 0,35
1 2084 lux 0,70

1,5 852 lux 1,04
2 521 lux 1,39

2,5 334 lux 1,74
3 232 lux 2,09

35°

h(m) Ø(m)
0,5 8015 lux 0,35
1 2004 lux 0,70

1,5 891 lux 1,04
2 501 lux 1,39

2,5 321 lux 1,74
3 223 lux 2,09

35°

h(m) Ø(m)
0,5 7614 lux 0,35
1 1903 lux 0,70

1,5 846 lux 1,04
2 476 lux 1,39

2,5 305 lux 1,74
3 211 lux 2,09

35°

1000

2000

3000

4000

5000

-120° 120º0°

h(m) Ø(m)
0,5 3099 lux 0,72
1 775 lux 1,43

1,5 344 lux 2,15
2 193 lux 2,86

2,5 124 lux 3,58
3 86 lux 4,30

70°

h(m) Ø(m)
0,5 2980 lux 0,72
1 745 lux 1,43

1,5 331 lux 2,15
2 186 lux 2,86

2,5 116 lux 3,58
3 83 lux 4,30

70°

h(m) Ø(m)
0,5 2831 lux 0,72
1 716 lux 1,43

1,5 314 lux 2,15
2 176 lux 2,86

2,5 113 lux 3,58
3 79 lux 4,30

70° 15° 15°0°

90° 90°
75° 75°

60° 60°

45° 45°

30° 30°
-120° 120º0°

200

400

600

800

1000
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CAELIS RESTAURANT, BARCELONA, SPAIN
Photography Verónica Méndez
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P r e c i s i o n  d o w n l i g h t i n g  f o r  s i g n a t u r e  a r c h i t e c t u r a l  p r o j e c t s
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D O W N I T O ®  7 0  S Q U A R E
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Passive reflector in four different finishes:
chrome, black, white and gold. 
Reflector pasivo en cuatro acabados diferentes: 
cromo, negro, blanco y dorado.

Offered in three different colours:
white (RAL 9003), silver (RAL 9006) and black (RAL 9011)
Disponible en tres colores:
blanco (RAL 9003), plata (RAL 9006) y negro (RAL9011)
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COB

COB holder

Active reflector

Gasket

Honeycomb or Diffuser

Passive reflector (paintable)

FLOOD
35°

WIDE FLOOD
50°

VERY WIDE FLOOD
70°

Active reflector (Engineering by Bartenbach)
Reflector activo (Ingeniería de Bartenbach)

ENGINEERING

MCI technology guarantees the absence of residual light and maximum efficiency.
Other technologies produce halos and lower efficiency.
La tecnología MCI garantiza la ausencia de luz residual y una eficiencia máxima.
Otras tecnologías generan halos y menor eficiencia

MCI TECHNOLOGY

OTHER TECHNOLOGIESMCI TECHNOLOGY
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Precision downlighting for signature architectural projects

DOWNITO® 70 SQUARE

UGR
<19

AL
HOUSING

DRIVER
NOT
INCL.

L80 B10
>60.000H
TA +25°C

TA MIN
-20°C
-4°F

TA MAX
+40°C
+104°F

Type
Modelo

IP20

IP54

IP65

Beam
Ángulo

Flood

Wide
flood

Very
wide
flood

Diffuser
Difusor

Clear
Trans.

Milky
Opal

Driver

On/Off

1-10V

DALI

Power

10W(Single)
900lm

20W(Double)
900lm

Finish
Acabado

White
Blanco

Silver
Plata

Black
Negro

Passive
reflector

Black
Negro

White
Blanco

Gold
Dorado

Chrome
Cromado

Light colour
Color luz

2700K
CRI>90

3000K
CRI>90

4000K
CRI>90

2200K
CRI>90

CRI
>90

QUICKINFO

MCI TECHNOLOGY  Double halo-free optics. Maximum purity and efficiency.
INTEGRATED BY DESIGN  Engineering and design conceived as one system.
BARTENBACH OPTICAL EXPERTISE  Superior visual comfort through optics developed with Bartenbach.
INTELLIGENT REFLECTOR SYSTEM  Active + passive reflector, optimized and integrable.
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SPECIFICATIONS

SINGLE 10W (300mA) (350mA)

Measures 73 x 73 x 92 mm

Weight 0,3 kg

mA 300mA 350mA

Color temperatures 2200K 2700K 3000K 4000K

Lumens output
35°
50°
70°

611 lm 
693 lm 
707 lm

35°
50°
70°

694 lm 
788 lm 
803 lm

35°
50°
70°

731 lm 
830 lm 
846 lm

35°
50°
70°

765 lm 
869 lm 
885 lm

Luminaire efficiency 61 to 70 lm/W 69 to 80 lm/W 73 to 85 lm/W 77 to 89 lm/W

DOUBLE 20W (300mA) (350mA)

Measures 73 x 129 x 92 mm

Weight 0,8 kg

mA 300mA 350mA

Color temperatures 2200K 2700K 3000K 4000K

Lumens output
35°
50°
70°

1222 lm 
1387 lm 
1414 lm

35°
50°
70°

1.389 lm 
1.576 lm 
1.607 lm

35°
50°
70°

1.462 lm 
1.659 lm 
1.692 lm

35°
50°
70°

1.531 lm 
1.737 lm 
1.771 lm

Luminaire efficiency 61 to 70 lm/W 69 to 80 lm/W 73 to 85 lm/W 77 to 89 lm/W

MEASURES

IP65

IP65
Diffuser

IP20

IP54
Diffuser

105mm max
25mm

IP20

IP20
Honeycomb 64x64mm

Single
64x118mm

Double

73
m

m
 

(2
.8

7 
in

)
87

m
m

 
(3

.4
2

 in
)

92
m

m
 

(3
.6

2
 in

)

92
m

m
 

(3
.6

2
 in

)

87
m

m
 

(3
.4

2
 in

)

129 mm (5.07 in)

73
m

m
 

(2
.8

7 
in

)

Color temperature conform to ANSI C78.377A.  
Temperatura de color según normativa ANSI C78.377A.
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DRIVERS

30911.14
On-Off Led Driver 350mA 12W

30912.1
1-10V Led Driver Multi-power 
350mA-900mA 0W-20W

30912.6
DALI PUSH Led Driver Multi-power 
300mA-1050mA 3-38W

30911.17
On-Off Led Driver Multipower 
125mA-500mA 22W

Drivers 300-350mA (Single)

30911.11
On-Off Led Driver 350mA 25W

30912.11
DALI - 1-10V - PUSH Led Driver 
Multi-power 350mA-1050mA 60W

30911.17
On-Off Led Driver Multipower 
125mA-500mA 22W*

Drivers 350mA (Double)

30914.2
1-10V Led Driver IP67 350mA 
0-16W

30914.4
1-10V Led Driver IP67 350mA 
33W

Drivers IP67 350mA (Single) Drivers IP67 350mA (Double)

ORDER OPTIONS: SINGLE

Base code
Código base

Type
Modelo

Finishes
Acabados

Beam
Ángulo

CRI/Temp.
CRI/Temp.

71131. 0 IP20 0 Silver Plata 0 35° /90.2K2 90 / 2200K
2 IP54 Diffuser Difusor 2 Black Negro 1 50° /90.2K7 90 / 2700K
3 IP65 Diffuser Difusor 3 White Blanco 2 70° /90.3K 90 / 3000K

/90.4K 90 / 4000K

STANDARD VERSION
The standard IP20 version is delivered with: black reflector. Driver not included.
La versión estándar IP20 se suministra con: reflector negro. Driver no incluído.
The standard IP54 or IP65 version is delivered with: clear diffuser and black reflector. Driver not included. 
La versión estándar IP54 o IP65 se suministra con: difusor transparente y reflector negro. Driver no incluído. 

OPTIONS ON REQUEST
Passive Reflector: chrome, black, white or gold.
Diffuser (IP54 & IP65): clear or milky.
Reflector Pasivo: cromado, negro, blanco o dorado.
Difusor (IP54 & IP65): transparente u opal.
Honeycomb: With honeycomb or without honeycomb.
Panel de abeja: Con panel de abeja o sin panel de abeja.

ORDER OPTIONS: DOUBLE

Base code
Código base

Type
Modelo

Finishes
Acabados

Beam
Ángulo

CRI/Temp.
CRI/Temp.

71140. 0 IP20 0 Silver Plata 0 35° /90.2K2 90 / 2200K
2 IP54 Diffuser Difusor 2 Black Negro 1 50° /90.2K7 90 / 2700K
3 IP65 Diffuser Difusor 3 White Blanco 2 70° /90.3K 90 / 3000K

/90.4K 90 / 4000K

* The downito square double requires two drivers (Ref.30911.17)  * Downito Square Double necesita 2 drivers (Ref.30911.17)
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30912.37
Casambi Led Driver Multipower 
300mA-1050mA 38W

30912.38
Zigbee Led Driver Multipower 
300mA-1050mA 38W

30912.39
Bluelight link Led Driver Multi-
power 300mA-1050mA 38W

Drivers multi-power Bluetooth

ACCESSORIES

M0505.3
End piece connector
Conector terminal

CONNECTIONS SINGLE

ON/OFF or
BLUETOOTH

driver 230V AC

IP20/54

1-10V

1-10V
driver 230V AC

IP20/54

DALI

DALI
driver 230V AC

IP20/54 IP65

IP67
driver 230V AC

CONNECTIONS DOUBLE

230V AC

IP20/54

+ -

Bluetooth
driver

230V ACBluetooth
driver+ -ON/OFF

driver 230V AC

IP20/54

+ - + -

230V AC

IP20/54

+ - + -

1-10V
driver

1-10V

230V AC

IP20/54

+ - + -

DALI
driver

DALI

230V AC

IP65

+ - + -

IP67
driver

To control the luminaires via Bluetooth see page 382.
Para controlar las luminarias vía Bluetooth consultar página 382.
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LIGHT DISTRIBUTION CURVES (SINGLE)

15° 15°0°

90° 90°
75° 75°

60° 60°

45° 45°

30° 30°

15° 15°0°

90° 90°
75° 75°

60° 60°

45° 45°

30° 30°

15° 15°0°

90° 90°
75° 75°

60° 60°

45° 45°

30° 30°

Data calculated with Downito® 70 square single with clear diffuser. 
Lumen measurement complies with UNE-EN 13032 / IES LM-79-08 testing procedures.
Light distribution curves are available at www.mcilight.com.
Due to continuous improvements and innovations, specifications may change without notice. 

Datos calculados con Downito® 70 cuadrado single con difusor transparente.
Ensayado bajo las especificaciones de la norma UNE-EN 13032 / IES LM-79-08.
Fotometrías disponibles en www.mcilight.com. 
Debido a las continuas mejoras e innovaciones, las especificaciones pueden cambiar sin previo aviso.

10W 2700K 10W 3000K 10W 4000K

10W 2700K 10W 3000K 10W 4000K

10W 2700K 10W 3000K 10W 4000K

h(m) Ø(m)
0,5 4967 lux 0,51
1 1242 lux 1,03

1,5 552 lux 1,54
2 311 lux 2,06

2,5 199 lux 2,57
3 138 lux 3,08

50°

h(m) Ø(m)
0,5 4776 lux 0,51
1 1194 lux 1,03

1,5 531 lux 1,54
2 299 lux 2,06

2,5 191 lux 2,57
3 133 lux 3,08

50°

h(m) Ø(m)
0,5 4537 lux 0,51
1 1134 lux 1,03

1,5 504 lux 1,54
2 284 lux 2,06

2,5 181 lux 2,57
3 126 lux 3,08

50°

h(m) Ø(m)
0,5 8336 lux 0,35
1 2084 lux 0,70

1,5 852 lux 1,04
2 521 lux 1,39

2,5 334 lux 1,74
3 232 lux 2,09

35°

h(m) Ø(m)
0,5 8015 lux 0,35
1 2004 lux 0,70

1,5 891 lux 1,04
2 501 lux 1,39

2,5 321 lux 1,74
3 223 lux 2,09

35°

h(m) Ø(m)
0,5 7614 lux 0,35
1 1903 lux 0,70

1,5 846 lux 1,04
2 476 lux 1,39

2,5 305 lux 1,74
3 211 lux 2,09

35°

h(m) Ø(m)
0,5 3099 lux 0,72
1 775 lux 1,43

1,5 344 lux 2,15
2 193 lux 2,86

2,5 124 lux 3,58
3 86 lux 4,30

70°

h(m) Ø(m)
0,5 2980 lux 0,72
1 745 lux 1,43

1,5 331 lux 2,15
2 186 lux 2,86

2,5 116 lux 3,58
3 83 lux 4,30

70°

h(m) Ø(m)
0,5 2831 lux 0,72
1 716 lux 1,43

1,5 314 lux 2,15
2 176 lux 2,86

2,5 113 lux 3,58
3 79 lux 4,30

70°

-120° 120º0°

1000

2000

3000

4000

5000

-120° 120º0°

500

1000

1500

2000

2500

-120° 120º0°

200

400

600

800

1000
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h(m) Ø(m)
0,5 9.935 lux 0,51
1 2.483 lux 1,03

1,5 1.104 lux 1,54
2 620 lux 2,06

2,5 397 lux 2,57
3 275 lux 3,08

50°

h(m) Ø(m)
0,5 9.553 lux 0,51
1 2.388 lux 1,03

1,5 1.061 lux 1,54
2 597 lux 2,06

2,5 382 lux 2,57
3 265 lux 3,08

50°

h(m) Ø(m)
0,5 9.075 lux 0,51
1 2.268 lux 1,03

1,5 1.008 lux 1,54
2 567 lux 2,06

2,5 363 lux 2,57
3 251 lux 3,08

50°

h(m) Ø(m)
0,5 16.672 lux 0,35
1 4.168 lux 0,70

1,5 1.852 lux 1,04
2 1.042 lux 1,39

2,5 666 lux 1,74
3 462 lux 2,09

35°

h(m) Ø(m)
0,5 16.031 lux 0,35
1 4.008 lux 0,70

1,5 1.781 lux 1,04
2 1.002 lux 1,39

2,5 641 lux 1,74
3 445 lux 2,09

35°

h(m) Ø(m)
0,5 15.229 lux 0,35
1 3.807 lux 0,70

1,5 1.691 lux 1,04
2 951 lux 1,39

2,5 609 lux 1,74
3 422 lux 2,09

35°

h(m) Ø(m)
0,5 6.198 lux 0,72
1 1.549 lux 1,43

1,5 688 lux 2,15
2 386 lux 2,86

2,5 247 lux 3,58
3 172 lux 4,30

70°

h(m) Ø(m)
0,5 5.960 lux 0,72
1 1.490 lux 1,43

1,5 662 lux 2,15
2 372 lux 2,86

2,5 238 lux 3,58
3 166 lux 4,30

70°

h(m) Ø(m)
0,5 5.662 lux 0,72
1 1.415 lux 1,43

1,5 629 lux 2,15
2 353 lux 2,86

2,5 226 lux 3,58
3 157 lux 4,30

70°

LIGHT DISTRIBUTION CURVES (DOUBLE)

20W 2700K 3000K20W 4000K20W

20W 2700K 3000K20W 4000K20W

20W 2700K 3000K20W 4000K20W

15° 15°0°

90° 90°
75° 75°

60° 60°

45° 45°

30° 30°

15° 15°0°

90° 90°
75° 75°

60° 60°

45° 45°

30° 30°

15° 15°0°

90° 90°
75° 75°

60° 60°

45° 45°

30° 30°

-120° 120º0°

1000

2000

3000

4000

5000

Data calculated with Downito® 70 square double with clear diffuser. 
Lumen measurement complies with UNE-EN 13032 / IES LM-79-08 testing procedures.
Light distribution curves are available at www.mcilight.com.
Due to continuous improvements and innovations, specifications may change without notice. 

Datos calculados con Downito® 70 cuadrado doble con difusor transparente.
Ensayado bajo las especificaciones de la norma UNE-EN 13032 / IES LM-79-08.
Fotometrías disponibles en www.mcilight.com. 
Debido a las continuas mejoras e innovaciones, las especificaciones pueden cambiar sin previo aviso.

-120° 120º0°

500

1000

1500

2000

2500

-120° 120º0°

200

400

600

800

1000
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KASKAZURI RESTAURANT, SAN SEBASTIÁN, SPAIN
Photography Arkaitz Etxetepe
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30°

Passive reflector in four different finishes:
chrome, black, white and gold. 
Reflector pasivo en cuatro acabados diferentes: 
cromo, negro, blanco y dorado.

Offered in three different colours:
white (RAL 9003), silver (RAL 9006) and black (RAL 9011)
Disponible en tres colores:
blanco (RAL 9003), plata (RAL 9006) y negro (RAL9011)
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FLOOD
35°

WIDE FLOOD
50°

VERY WIDE FLOOD
70°

Active reflector (Engineering by Bartenbach)
Reflector activo (Ingeniería de Bartenbach)

ENGINEERING

MCI technology guarantees the absence of residual light and maximum efficiency.
Other technologies produce halos and lower efficiency.
La tecnología MCI garantiza la ausencia de luz residual y una eficiencia máxima.
Otras tecnologías generan halos y menor eficiencia

MCI TECHNOLOGY

OTHER TECHNOLOGIESMCI TECHNOLOGY

COB

COB holder

Active reflector

Gasket

Honeycomb or Diffuser

Passive reflector (paintable)
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UGR
<19

AL
HOUSING

DRIVER
NOT
INCL.

L80 B10
>60.000H
TA +25°C

TA MIN
-20°C
-4°F

TA MAX
+40°C
+104°F

Power

20W
2x900lm

Finish
Acabado

White
Blanco

Silver
Plata

Black
Negro

Type
Modelo

IP20

IP40

IP65

Beam
Ángulo

Flood

Wide
flood

Very
wide
flood

Diffuser
Difusor

Clear
Trans.

Milky
Opal

Driver

On/Off

1-10V

DALI

Precision downlighting for signature architectural projects

DOWNITO® 70 DEEP

Light colour
Color luz

2700K
CRI>90

3000K
CRI>90

4000K
CRI>90

2200K
CRI>90

CRI
>90

QUICKINFO

MCI TECHNOLOGY  Double halo-free optics. Maximum purity and efficiency.
INTEGRATED BY DESIGN  Engineering and design conceived as one system.
BARTENBACH OPTICAL EXPERTISE  Superior visual comfort through optics developed with Bartenbach.
INTELLIGENT REFLECTOR SYSTEM  Active + passive reflector, optimized and integrable.

Passive
reflector

Black
Negro

White
Blanco

Gold
Dorado

Chrome
Cromado
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SPECIFICATIONS

10W (300mA) (350mA)

Measures 190 x 111 x 102 mm

Weight 1,0 kg

mA 300mA 350mA

Color temperatures 2200K 2700K 3000K 4000K

Lumens output
35°
50°
70°

1222 lm 
1387 lm 
1414 lm

35°
50°
70°

1.389 lm 
1.576 lm 
1.607 lm

35°
50°
70°

1.462 lm 
1.659 lm 
1.692 lm

35°
50°
70°

1.531 lm 
1.737 lm 
1.771 lm

Luminaire efficiency 61 to 70 lm/W 69 to 80 lm/W 73 to 84 lm/W 77 to 89 lm/W

MEASURES

30°

30°

97 mm 
(3.81 in)

102 mm 
(4.01 in)

111 mm 
(4.37 in)

190 mm 
(7.48 in)

IP65

IP65
Diffuser

IP20

IP40
Diffuser

115mm max
25mm

IP20

IP20
Honeycomb 180x

103mm

355º 30º

Color temperature conform to ANSI C78.377A.  
Temperatura de color según normativa ANSI C78.377A.
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ORDER OPTIONS

Base code
Código base

Type
Modelo

Finishes
Acabados

Beam
Ángulo

CRI/Temp.
CRI/Temp.

71150. 0 IP20 0 Silver Plata 0 35° /90.2K2 90 / 2200K
1 IP40 Diffuser Difusor 2 Black Negro 1 50° /90.2K7 90 / 2700K
3 IP65 Diffuser Difusor 3 White Blanco 2 70° /90.3K 90 / 3000K

/90.4K 90 / 4000K

STANDARD VERSION
The standard IP20 version is delivered with chromed reflector.
The standard IP40 or IP65 version is delivered with clear diffuser and chromed reflector. 
Driver not included.
La versión estándar IP20 se suministra con reflector cromado.
La versión estándar IP40 o IP65 se suministra con difusor transparente y reflector cromado.
Driver no incluido.

OPTIONS ON REQUEST
Passive Reflector: chrome, black, white or gold.
Diffuser (IP40 & IP65): clear or milky.
Honeycomb (IP20): with or without honeycomb.
The Honeycomb must be ordered together with the lighting fixture.
Reflector Pasivo: cromado, negro, blanco o dorado.
Difusor (IP40 y IP65): transparente u opal.
Panel de abeja (IP20): con o sin panel de abeja.
El Panel de abeja debe pedirse junto con la luminaria.

ACCESSORIES

M0505.3
End piece connector
Conector terminal

DRIVERS

30911.11
On-Off Led Driver 350mA 25W

30912.11
DALI / 1-10V / PUSH Led Driver 
350mA 25W

30911.17
On-Off Led Driver Multipower 
125mA-500mA 22W*

30912.37
Casambi Led Driver Multipower 
300mA-1050mA 38W

30912.38
Zigbee Led Driver Multipower 
300mA-1050mA 38W

30912.39
Bluelight link Led Driver Multi-
power 300mA-1050mA 38W

30914.4
1-10V Led Driver IP67 350mA 
33W

Drivers 300-350mA

Drivers multi-power Bluetooth

IP67 Drivers 350mA

To control the luminaires via Bluetooth see page 382.
Para controlar las luminarias vía Bluetooth consultar página 382.

* This product requires two 2 drivers (Ref.30911.17)  * Para este producto se necesitan dos 2 drivers (Ref.30911.17)
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CONNECTIONS

230V AC

IP20/40

+ -

Bluetooth
driver

230V ACBluetooth
driver+ -ON/OFF

driver 230V AC

IP20/40

+ - + -

230V AC

IP20/40

+ - + -

1-10V
driver

1-10V

230V AC

IP20/40

+ - + -

DALI
driver

DALI

230V AC

IP65

+ - + -

IP67
driver

LIGHT DISTRIBUTION CURVES

20W 2700K 3000K20W 4000K20W

20W 2700K 3000K20W 4000K20W

20W 2700K 3000K20W 4000K20W

h(m) Ø(m)
0,5 16.672 lux 0,35
1 4.168 lux 0,70

1,5 1.852 lux 1,04
2 1.042 lux 1,39

2,5 666 lux 1,74
3 462 lux 2,09

35°

h(m) Ø(m)
0,5 16.031 lux 0,35
1 4.008 lux 0,70

1,5 1.781 lux 1,04
2 1.002 lux 1,39

2,5 641 lux 1,74
3 445 lux 2,09

35°

h(m) Ø(m)
0,5 15.229 lux 0,35
1 3.807 lux 0,70

1,5 1.691 lux 1,04
2 951 lux 1,39

2,5 609 lux 1,74
3 422 lux 2,09

35° 15° 15°0°

90° 90°
75° 75°

60° 60°

45° 45°

30° 30°
-120° 120º0°

1000

2000

3000

4000

5000

h(m) Ø(m)
0,5 9.935 lux 0,51
1 2.483 lux 1,03

1,5 1.104 lux 1,54
2 620 lux 2,06

2,5 397 lux 2,57
3 275 lux 3,08

50°

h(m) Ø(m)
0,5 9.553 lux 0,51
1 2.388 lux 1,03

1,5 1.061 lux 1,54
2 597 lux 2,06

2,5 382 lux 2,57
3 265 lux 3,08

50°

h(m) Ø(m)
0,5 9.075 lux 0,51
1 2.268 lux 1,03

1,5 1.008 lux 1,54
2 567 lux 2,06

2,5 363 lux 2,57
3 251 lux 3,08

50° 15° 15°0°

90° 90°
75° 75°

60° 60°

45° 45°

30° 30°
-120° 120º0°

500

1000

1500

2000

2500

h(m) Ø(m)
0,5 6.198 lux 0,72
1 1.549 lux 1,43

1,5 688 lux 2,15
2 386 lux 2,86

2,5 247 lux 3,58
3 172 lux 4,30

70°

h(m) Ø(m)
0,5 5.960 lux 0,72
1 1.490 lux 1,43

1,5 662 lux 2,15
2 372 lux 2,86

2,5 238 lux 3,58
3 166 lux 4,30

70°

h(m) Ø(m)
0,5 5.662 lux 0,72
1 1.415 lux 1,43

1,5 629 lux 2,15
2 353 lux 2,86

2,5 226 lux 3,58
3 157 lux 4,30

70° 15° 15°0°

90° 90°
75° 75°

60° 60°

45° 45°

30° 30°
-120° 120º0°

200

400

600

800

1000

Data calculated with Downito® 70 Deep with clear diffuser. 
Lumen measurement complies with UNE-EN 13032 / IES LM-79-08 testing procedures.
Light distribution curves are available at www.mcilight.com.
Due to continuous improvements and innovations, specifications may change without notice. 

Datos calculados con Downito® 70 Deep con difusor transparente.
Ensayado bajo las especificaciones de la norma UNE-EN 13032 / IES LM-79-08.
Fotometrías disponibles en www.mcilight.com. 
Debido a las continuas mejoras e innovaciones, las especificaciones pueden cambiar sin previo aviso.
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CAELIS RESTAURANT, BARCELONA, SPAIN
Photography Verónica Méndez
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P r e c i s i o n  d o w n l i g h t i n g  f o r  s i g n a t u r e  a r c h i t e c t u r a l  p r o j e c t s
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D O W N I T O ®  9 0
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Passive reflector in three different finishes:
white, black and gold. 
Reflector pasivo en tres acabados diferentes: 
blanco, negro y dorado.

20°

Offered in three different colours:
white (RAL 9003), silver (RAL 9006) and black (RAL 9011)
Disponible en tres colores:
blanco (RAL 9003), plata (RAL 9006) y negro (RAL9011)
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FLOOD
30°

WIDE FLOOD
55°

VERY WIDE FLOOD
105°

Active reflector (Engineering by Bartenbach)
Reflector activo (Ingeniería de Bartenbach)

ENGINEERING

MCI technology guarantees the absence of residual light and maximum efficiency.
Other technologies produce halos and lower efficiency.
La tecnología MCI garantiza la ausencia de luz residual y una eficiencia máxima.
Otras tecnologías generan halos y menor eficiencia

MCI TECHNOLOGY

OTHER TECHNOLOGIESMCI TECHNOLOGY

Honeycomb or Diffuser

COB

Passive reflector (paintable)

COB holder

Active reflector
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Precision downlighting for signature architectural projects

DOWNITO® 90

UGR
<19

AL
HOUSING

DRIVER
NOT
INCL.

L80 B10
>60.000H
TA +25°C

TA MIN
-20°C
-4°F

TA MAX
+40°C
+104°F

Power

8W
1000lm

Finish
Acabado

White
Blanco

Silver
Plata

Black
Negro

Type
Modelo

IP20

IP40

Beam
Ángulo

Flood

Wide
flood

Very
wide
flood

Diffuser
Difusor

Clear
Trans.

Milky
Opal

Driver

On/Off

1-10V

DALI

12W
1300lm

19W
1800lm

25W
2100lm

Passive
reflector

Black
Negro

White
Blanco

Gold
Dorado

Chrome
Cromado

Light colour
Color luz

2700K
CRI>90

3000K
CRI>90

4000K
CRI>90

5000K
CRI>80

2700K
5000K
CRI>90

2200K
CRI>90

QUICKINFO

MCI TECHNOLOGY  Double halo-free optics. Maximum purity and efficiency.
INTEGRATED BY DESIGN  Engineering and design conceived as one system.
BARTENBACH OPTICAL EXPERTISE  Superior visual comfort through optics developed with Bartenbach.
INTELLIGENT REFLECTOR SYSTEM  Active + passive reflector, optimized and integrable.
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MEASURES

IP20

IP40 105mm
85mm

max
25mm

95mm 
(3.74 in)

Ø90 mm 
(3.54 in) 20°

19W (500mA)

Measures Ø90 x 95 mm

Weight 0,7 kg

CRI 90 90 90 90 80 90

Color temperatures 2200K 2700K 3000K 4000K 5000K 2700K-5000K

Lumens output
30°
50°

105°

1154 lm 
1098 lm 
1028 lm

30°
50°

105°

1311 lm 
1248 lm 
1168 lm

30°
50°

105°

1370 lm 
1303 lm 
1221 lm

30°
50°

105°

1482 lm 
1410 lm 
1320lm

30°
50°

105°

1826 lm 
1738 lm 
1650 lm

30°
50°

105°

1015-1282 lm 
1060-1219 lm
992-1140 lm

Luminaire efficiency 54 to 61 lm/W 67 to 69 lm/W 64 to 72 lm/W 70 to 78 lm/W 87 to 96 lm/W 52 to 67 lm/W

SPECIFICATIONS

8W (250mA)

Measures Ø90 x 95 mm

Weight 0,7 kg

CRI 90 90 90 90 80 90

Color temperatures 2200K 2700K 3000K 4000K 5000K 2700K-5000K

Lumens output
30°
50°

105°

607 lm 
576 lm 
541 lm

30°
50°

105°

690 lm 
655 lm 
615 lm

30°
50°

105°

742 lm 
705 lm 
662 lm

30°
50°

105°

809 lm 
770 lm 
720 lm

30°
50°

105°

985 lm 
940 lm 
880 lm

30°
50°

105°

587-675 lm 
556-641 lm
522-602 lm

Luminaire efficiency 68 to 76 lm/W 77 to 86 lm/W 83 to 93 lm/W 90 to 101 lm/W 110 to 123 lm/W 65 to 84 lm/W

12W (350mA)

Measures Ø90 x 95 mm

Weight 0,7 kg

CRI 90 90 90 90 80 90

Color temperatures 2200K 2700K 3000K 4000K 5000K 2700K-5000K

Lumens output
30°
50°

105°

810 lm 
770 lm 
720 lm

30°
50°

105°

920 lm 
875 lm 
819 lm

30°
50°

105°

960 lm 
914 lm 
855 lm

30°
50°

105°

1054 lm 
1003 lm 
938 lm

30°
50°

105°

1287 lm 
1225 lm 
1145 lm

30°
50°

105°

782-900 lm 
744-855 lm
696-802 lm

Luminaire efficiency 60 to 67 lm/W 68 to 76 lm/W 71 to 80 lm/W 78 to 88 lm/W 95 to 107 lm/W 58 to 75 lm/W

25W (650mA)
Measures Ø90 x 95 mm

Weight 0,7 kg

CRI 90 90 90 90 80 90

Color temperatures 2200K 2700K 3000K 4000K 5000K 2700K-5000K

Lumens output
30°
50°

105°

1327 lm 
1263 lm 
1182 lm

30°
50°

105°

1508 lm 
1435 lm 
1343 lm

30°
50°

105°

1576 lm 
1498 lm 
1404 lm

30°
50°

105°

1704 lm 
1622lm 
1518 lm

30°
50°

105°

2100 lm 
1999 lm 
1898 lm

30°
50°

105°

1116-1410 lm 
1166-1340 lm 
1091-1254 lm

Luminaire efficiency 47 to 53 lm/W 54 to 60 lm/W 56 to 63 lm/W 60 to 68 lm/W 76 to 84 lm/W 43 to 56 lm/W

Color temperature conform to ANSI C78.377A.  
Temperatura de color según normativa ANSI C78.377A.
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ORDER OPTIONS

Base code
Código base

Type
Modelo

Finish
Acabado

Beam
Ángulo

CRI/Temp.
CRI/Temp.

71110. 0 IP20 0 Silver Plata 0 30° /90.2K2 90 /2200K
1 IP40 Diffuser Difusor 2 Black Negro 1 55° /90.2K7 90 /2700K

3 White Blanco 2 105° /90.3K 90 /3000K
/90.4K 90 /4000K
/80.5K 80 /5000K
/2K7-5K 90 /2700K-5000K

STANDARD VERSION
The standard version is delivered with: clear diffuser and chrome reflector. 
La versión estándar se suministra con: difusor transparente y reflector pasivo cromado.

OPTIONS ON REQUEST
Passive Reflector: chrome, black, white or gold.
Diffuser (IP40): clear or milky.
Reflector Pasivo: cromado, negro, blanco o dorado.
Difusor (IP40): transparente u opal.

DRIVERS

30911.14
On-Off Led Driver 350mA 12W

30912.7
1-10V Led Driver 350mA 12W

30911.12
On-Off Led Driver 500mA 16W

30912.8
1-10V Led Driver 500mA 18W

Drivers 350mA

Drivers 500mA

30911.9
On-Off Led Driver 650mA 30W

Drivers 650mA

30911.17
On-Off Led Driver Multipower 
125mA-500mA 22W

30911.61
On-Off Led Driver Multipower 
350mA-725mA 3-32W

30912.1 
1-10V Led Driver Multipower 
350mA-900mA 0W-20W

30912.11
DALI - 1-10V - PUSH Led Driver 
Multipower 350mA.-1050mA 60W

30912.6
DALI PUSH Led Driver Multi- 
power 300mA-1050mA 3-38W

Drivers Multipower
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30912.37
Casambi Led Driver Multipower 
300mA-1050mA 38W

30912.38
Zigbee Led Driver Multipower 
300mA-1050mA 38W

30912.39
Bluelight link Led Driver Multi-
power 300mA-1050mA 38W

Drivers Multipower Bluetooth

30912.14
DALI DT8 Led Driver 500mA 
35W Tunable White

30912.18
DALI DT8 Led Driver 650mA 
35W Tunable White

Drivers tunable white

CONNECTIONS

ON/OFF or
BLUETOOTH

driver 230V AC

IP20/40

1-10V

1-10V
driver 230V AC

DALI

DALI
driver 230V AC

IP20/40 IP20/40

TW
driver 230V AC

IP20/40

DALI DT8

WW

CW

8W 3500K 12W 3500K 19W 3500K 25W 3500K

h (m) Ø (m)

1 1.648 lux 0,61

2 412 lux 1,22

3 183 lux 1,83

4 103 lux 2,44

5 66 lux 3,05
30º

h (m) Ø (m)

1 2.182 lux 0,61

2 546 lux 1,22

3 242 lux 1,83

4 136 lux 2,44

5 87 lux 3,05
30º

h (m) Ø (m)

1 2.870 lux 0,61

2 718 lux 1,22

3 319 lux 1,83

4 179 lux 2,44

5 115 lux 3,05
30º

h (m) Ø (m)

1 3680 lux 0,61

2 865 lux 1,22

3 370 lux 1,83

4 229 lux 2,44

5 146 lux 3,05
30º

15° 15°0°

90° 90°
75° 75°

60° 60°

55° 55°

30° 30°
-120° 120º0°

1000

2000

3000

4000

5000

LIGHT DISTRIBUTION CURVES

To control the luminaires via Bluetooth see page 382.
Para controlar las luminarias vía Bluetooth consultar página 382.
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Data calculated with Downito® 90 (3500K).  
Lumen measurement complies with UNE-EN 13032 / IES LM-79-08 testing procedures.
Light distribution curves are available at www.mcilight.com.
Due to continuous improvements and innovations, specifications may change without notice. 

Datos calculados con Downito® 90 (3500K).
Ensayado bajo las especificaciones de la norma UNE-EN 13032 / IES LM-79-08.
Fotometrías disponibles en www.mcilight.com. 
Debido a las continuas mejoras e innovaciones, las especificaciones pueden cambiar sin previo aviso.

8W 3500K 12W 3500K 19W 3500K 25W 3500K

h (m) Ø (m)

1 316 lux 1,41

2 79 lux 2,81

3 35 lux 4,22

4 20 lux 5,62

5 13 lux 7,03
105º

h (m) Ø (m)

1 421 lux 1,41

2 105 lux 2,81

3 47 lux 4,22

4 26 lux 5,62

5 17 lux 7,03
105º

h (m) Ø (m)

1 554 lux 1,41

2 138 lux 2,81

3 62 lux 4,22

4 35 lux 5,62

5 22 lux 7,03
105º

h (m) Ø (m)

1 637 lux 1,41

2 159 lux 2,81

3 72 lux 4,22

4 40 lux 5,62

5 26 lux 7,03
105º

15° 15°0°

90° 90°
75° 75°

60° 60°

55° 55°

30° 30°

-120° 120º0°

200

400

600

800

1000

8W 3500K 12W 3500K 19W 3500K 25W 3500K

h (m) Ø (m)

1 742 lux 0,76

2 185 lux 1,52

3 82 lux 2,28

4 46 lux 3,04

5 30 lux 3,80
55º

h (m) Ø (m)

1 982 lux 0,76

2 245 lux 1,52

3 109 lux 2,28

4 61 lux 3,04

5 39 lux 3,80
55º

h (m) Ø (m)

1 1.292 lux 0,76

2 323 lux 1,52

3 144 lux 2,28

4 81 lux 3,04

5 52 lux 3,80
55º

h (m) Ø (m)

1 1400 lux 0,76

2 343 lux 1,52

3 153 lux 2,28

4 89 lux 3,04

5 57 lux 3,80
55º

15° 15°0°

90° 90°
75° 75°

60° 60°

55° 55°

30° 30°

-120° 120º0°

500

1000

1500

2000

2500

LIGHT DISTRIBUTION CURVES
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STORE BANK, BARCELONA, SPAIN
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STORE BANK, BARCELONA, SPAIN
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P r e c i s i o n  d o w n l i g h t i n g  f o r  s i g n a t u r e  a r c h i t e c t u r a l  p r o j e c t s
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D O W N I T O ®  9 0  T R I M L E S S
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Passive reflector in three different finishes:
white, black and gold. 
Reflector pasivo en tres acabados diferentes: 
blanco, negro y dorado.

Offered in two different colours:
white (RAL 9003) and black (RAL 9011)
Disponible en dos colores:
blanco (RAL 9003) y negro (RAL9011)
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FLOOD
30°

WIDE FLOOD
55°

VERY WIDE FLOOD
105°

Active reflector (Engineering by Bartenbach)
Reflector activo (Ingeniería de Bartenbach)

ENGINEERING

MCI technology guarantees the absence of residual light and maximum efficiency.
Other technologies produce halos and lower efficiency.
La tecnología MCI garantiza la ausencia de luz residual y una eficiencia máxima.
Otras tecnologías generan halos y menor eficiencia

MCI TECHNOLOGY

OTHER TECHNOLOGIESMCI TECHNOLOGY

Honeycomb or Diffuser

COB

Passive reflector (paintable)

COB holder

Active reflector

Body

Recessing frame Plasterboardboard
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Precision downlighting for signature architectural projects

DOWNITO® 90 TRIMLESS

UGR
<19

AL
HOUSING

DRIVER
NOT
INCL.

L80 B10
>60.000H
TA +25°C

TA MIN
-20°C
-4°F

TA MAX
+40°C
+104°F

Power

8W
1000lm

Finish
Acabado

White
Blanco

Black
Negro

Type
Modelo

IP20

IP40

Beam
Ángulo

Flood

Wide
flood

Very
wide
flood

Diffuser
Difusor

Clear
Trans.

Milky
Opal

Driver

On/Off

1-10V

DALI

12W
1300lm

19W
1800lm

25W
2100lm

Light colour
Color luz

2700K
CRI>90

3000K
CRI>90

4000K
CRI>90

5000K
CRI>80

2700K
5000K
CRI>90

2200K
CRI>90

QUICKINFO

MCI TECHNOLOGY  Double halo-free optics. Maximum purity and efficiency.
INTEGRATED BY DESIGN  Engineering and design conceived as one system.
BARTENBACH OPTICAL EXPERTISE  Superior visual comfort through optics developed with Bartenbach.
INTELLIGENT REFLECTOR SYSTEM  Active + passive reflector, optimized and integrable.

Passive
reflector

Black
Negro

White
Blanco

Gold
Dorado

Chrome
Cromado
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MEASURES IP20

IP40 105mm
90mm

max
25mm

95mm 
(3.74 in)

Ø73mm 
(2.87 in)

34mm 
(1.33 in)

Ø138mm 
(5.43 in)

19W (500mA)

Measures Ø73 x 95 mm

Weight 0,7 kg

CRI 90 90 90 90 80 90

Color temperatures 2200K 2700K 3000K 4000K 5000K 2700K-5000K

Lumens output
30°
50°

105°

1154 lm 
1098 lm 
1028 lm

30°
50°

105°

1311 lm 
1248 lm 
1168 lm

30°
50°

105°

1370 lm 
1303 lm 
1221 lm

30°
50°

105°

1482 lm 
1410 lm 
1320lm

30°
50°

105°

1826 lm 
1738 lm 
1650 lm

30°
50°

105°

1015-1282 lm 
1060-1219 lm
992-1140 lm

Luminaire efficiency 54 to 61 lm/W 67 to 69 lm/W 64 to 72 lm/W 70 to 78 lm/W 87 to 96 lm/W 52 to 67 lm/W

SPECIFICATIONS

8W (250mA)

Measures Ø73 x 95 mm

Weight 0,7 kg

CRI 90 90 90 90 80 90

Color temperatures 2200K 2700K 3000K 4000K 5000K 2700K-5000K

Lumens output
30°
50°

105°

607 lm 
576 lm 
541 lm

30°
50°

105°

690 lm 
655 lm 
615 lm

30°
50°

105°

742 lm 
705 lm 
662 lm

30°
50°

105°

809 lm 
770 lm 
720 lm

30°
50°

105°

985 lm 
940 lm 
880 lm

30°
50°

105°

587-675 lm 
556-641 lm
522-602 lm

Luminaire efficiency 68 to 76 lm/W 77 to 86 lm/W 83 to 93 lm/W 90 to 101 lm/W 110 to 123 lm/W 65 to 84 lm/W

12W (350mA)

Measures Ø73 x 95 mm

Weight 0,7 kg

CRI 90 90 90 90 80 90

Color temperatures 2200K 2700K 3000K 4000K 5000K 2700K-5000K

Lumens output
30°
50°

105°

810 lm 
770 lm 
720 lm

30°
50°

105°

920 lm 
875 lm 
819 lm

30°
50°

105°

960 lm 
914 lm 
855 lm

30°
50°

105°

1054 lm 
1003 lm 
938 lm

30°
50°

105°

1287 lm 
1225 lm 
1145 lm

30°
50°

105°

782-900 lm 
744-855 lm
696-802 lm

Luminaire efficiency 60 to 67 lm/W 68 to 76 lm/W 71 to 80 lm/W 78 to 88 lm/W 95 to 107 lm/W 58 to 75 lm/W

25W (650mA)
Measures Ø73 x 95 mm

Weight 0,7 kg

CRI 90 90 90 90 80 90

Color temperatures 2200K 2700K 3000K 4000K 5000K 2700K-5000K

Lumens output
30°
50°

105°

1327 lm 
1263 lm 
1182 lm

30°
50°

105°

1508 lm 
1435 lm 
1343 lm

30°
50°

105°

1576 lm 
1498 lm 
1404 lm

30°
50°

105°

1704 lm 
1622lm 
1518 lm

30°
50°

105°

2100 lm 
1999 lm 
1898 lm

30°
50°

105°

1116-1410 lm 
1166-1340 lm 
1091-1254 lm

Luminaire efficiency 47 to 53 lm/W 54 to 60 lm/W 56 to 63 lm/W 60 to 68 lm/W 76 to 84 lm/W 43 to 56 lm/W

Color temperature conform to ANSI C78.377A.  
Temperatura de color según normativa ANSI C78.377A.
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ORDER OPTIONS

Base code
Código base

Type
Modelo

Finishes
Acabados

Beam
Ángulo

CRI/Temp.
CRI/Temp.

71111. 0 IP20 2 Black Negro 0 30° /90.2K2 90 /2200K
1 IP40 Diffuser Difusor 3 White Blanco 1 55° /90.2K7 90 /2700K

2 105° /90.3K 90 /3000K
/90.4K 90 /4000K
/80.5K 80 /5000K
/2K7-5K 90 /2700K-5000K

STANDARD VERSION
The standard version is delivered with: clear diffuser and chrome reflector. 
La versión estándar se suministra con: difusor transparente y reflector pasivo cromado.

OPTIONS ON REQUEST
Passive Reflector: chrome, black, white or gold.
Diffuser (IP40): clear or milky.
Reflector Pasivo: cromado, negro, blanco o dorado.
Difusor (IP40): transparente u opal.

RECESSING FRAME

71111.800/2
Plasterboard recessing frame
Cajetín de empotrar trimless

DRIVERS

30911.14
On-Off Led Driver 350mA 12W

30912.7
1-10V Led Driver 350mA 12W

30911.12
On-Off Led Driver 500mA 16W

30912.8
1-10V Led Driver 500mA 18W

Drivers 350mA

Drivers 500mA

30911.9
On-Off Led Driver 650mA 30W

Drivers 650mA

30911.17
On-Off Led Driver Multipower 
125mA-500mA 22W

30911.61
On-Off Led Driver Multipower 
350mA-725mA 3-32W

30912.1 
1-10V Led Driver Multipower 
350mA-900mA 0W-20W

30912.11
DALI - 1-10V - PUSH Led Driver 
Multipower 350mA.-1050mA 60W

30912.6
DALI PUSH Led Driver Multi- 
power 300mA-1050mA 3-38W

Drivers Multipower
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CONNECTIONS

ON/OFF or
BLUETOOTH

driver 230V AC

IP20/40

1-10V

1-10V
driver 230V AC

DALI

DALI
driver 230V AC

IP20/40 IP20/40

TW
driver 230V AC

IP20/40

DALI DT8

WW

CW

30912.37
Casambi Led Driver Multipower 
300mA-1050mA 38W

30912.38
Zigbee Led Driver Multipower 
300mA-1050mA 38W

30912.39
Bluelight link Led Driver Multi-
power 300mA-1050mA 38W

Drivers Multipower Bluetooth

30912.14
DALI DT8 Led Driver 500mA 
35W Tunable White

30912.18
DALI DT8 Led Driver 650mA 
35W Tunable White

Drivers tunable white

8W 3500K 12W 3500K 19W 3500K 25W 3500K

h (m) Ø (m)

1 1.648 lux 0,61

2 412 lux 1,22

3 183 lux 1,83

4 103 lux 2,44

5 66 lux 3,05
30º

h (m) Ø (m)

1 2.182 lux 0,61

2 546 lux 1,22

3 242 lux 1,83

4 136 lux 2,44

5 87 lux 3,05
30º

h (m) Ø (m)

1 2.870 lux 0,61

2 718 lux 1,22

3 319 lux 1,83

4 179 lux 2,44

5 115 lux 3,05
30º

h (m) Ø (m)

1 3680 lux 0,61

2 865 lux 1,22

3 370 lux 1,83

4 229 lux 2,44

5 146 lux 3,05
30º

15° 15°0°

90° 90°
75° 75°

60° 60°

55° 55°

30° 30°
-120° 120º0°

1000

2000

3000

4000

5000

LIGHT DISTRIBUTION CURVES

To control the luminaires via Bluetooth see page 382.
Para controlar las luminarias vía Bluetooth consultar página 382.
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Data calculated with Downito® 90 (3500K).  
Lumen measurement complies with UNE-EN 13032 / IES LM-79-08 testing procedures.
Light distribution curves are available at www.mcilight.com.
Due to continuous improvements and innovations, specifications may change without notice. 

Datos calculados con Downito® 90 (3500K).
Ensayado bajo las especificaciones de la norma UNE-EN 13032 / IES LM-79-08.
Fotometrías disponibles en www.mcilight.com. 
Debido a las continuas mejoras e innovaciones, las especificaciones pueden cambiar sin previo aviso.

8W 3500K 12W 3500K 19W 3500K 25W 3500K

h (m) Ø (m)

1 316 lux 1,41

2 79 lux 2,81

3 35 lux 4,22

4 20 lux 5,62

5 13 lux 7,03
105º

h (m) Ø (m)

1 421 lux 1,41

2 105 lux 2,81

3 47 lux 4,22

4 26 lux 5,62

5 17 lux 7,03
105º

h (m) Ø (m)

1 554 lux 1,41

2 138 lux 2,81

3 62 lux 4,22

4 35 lux 5,62

5 22 lux 7,03
105º

h (m) Ø (m)

1 637 lux 1,41

2 159 lux 2,81

3 72 lux 4,22

4 40 lux 5,62

5 26 lux 7,03
105º

15° 15°0°

90° 90°
75° 75°

60° 60°

55° 55°

30° 30°

-120° 120º0°

200

400

600

800

1000

8W 3500K 12W 3500K 19W 3500K 25W 3500K

h (m) Ø (m)

1 742 lux 0,76

2 185 lux 1,52

3 82 lux 2,28

4 46 lux 3,04

5 30 lux 3,80
55º

h (m) Ø (m)

1 982 lux 0,76

2 245 lux 1,52

3 109 lux 2,28

4 61 lux 3,04

5 39 lux 3,80
55º

h (m) Ø (m)

1 1.292 lux 0,76

2 323 lux 1,52

3 144 lux 2,28

4 81 lux 3,04

5 52 lux 3,80
55º

h (m) Ø (m)

1 1400 lux 0,76

2 343 lux 1,52

3 153 lux 2,28

4 89 lux 3,04

5 57 lux 3,80
55º

15° 15°0°

90° 90°
75° 75°

60° 60°

55° 55°

30° 30°

-120° 120º0°

500

1000

1500

2000

2500

LIGHT DISTRIBUTION CURVES
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ANPA ARQUITECTONIA, BARCELONA, SPAIN
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P r e c i s i o n  d o w n l i g h t i n g  f o r  s i g n a t u r e  a r c h i t e c t u r a l  p r o j e c t s
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D O W N I T O ®  1 1 0
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Passive reflector in three different finishes:
white, black and gold. 
Reflector pasivo en tres acabados diferentes: 
blanco, negro y dorado.

Offered in three different colours:
white (RAL 9003), silver (RAL 9006) and black (RAL 9011)
Disponible en tres colores:
blanco (RAL 9003), plata (RAL 9006) y negro (RAL9011)

106
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Active reflector (Engineering by Bartenbach)
Reflector activo (Ingeniería de Bartenbach)

ENGINEERING

MCI technology guarantees the absence of residual light and maximum efficiency.
Other technologies produce halos and lower efficiency.
La tecnología MCI garantiza la ausencia de luz residual y una eficiencia máxima.
Otras tecnologías generan halos y menor eficiencia

MCI TECHNOLOGY

OTHER TECHNOLOGIESMCI TECHNOLOGY

Honeycomb or Diffuser

COB

Passive reflector (paintable)

COB holder

Active reflector

WIDE FLOOD
40°

VERY WIDE FLOOD
70°

107
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Precision downlighting for signature architectural projects

DOWNITO® 110

UGR
<19

AL
HOUSING

DRIVER
NOT
INCL.

L80 B10
>60.000H
TA +25°C

TA MIN
-20°C
-4°F

TA MAX
+40°C
+104°F

Power

16W
1700lm

Finish
Acabado

White
Blanco

Silver
Plata

Black
Negro

Type
Modelo

IP20

IP40

Beam
Ángulo

Flood

Wide
flood

Very
wide
flood

Diffuser
Difusor

Clear
Trans.

Milky
Opal

Driver

On/Off

1-10V

DALI

20W
2100lm

24W
2500lm

28W
2800lm

32W
3200lm

IP54

Light colour
Color luz

2700K
CRI>90

3000K
CRI>90

4000K
CRI>90

5000K
CRI>80

2700K
5000K
CRI>90

2200K
CRI>90

QUICKINFO

MCI TECHNOLOGY  Double halo-free optics. Maximum purity and efficiency.
INTEGRATED BY DESIGN  Engineering and design conceived as one system.
BARTENBACH OPTICAL EXPERTISE  Superior visual comfort through optics developed with Bartenbach.
INTELLIGENT REFLECTOR SYSTEM  Active + passive reflector, optimized and integrable.

Passive
reflector

Black
Negro

White
Blanco

Gold
Dorado

Chrome
Cromado

108
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MEASURES

IP20

IP40 105mm
85mm

max
25mm

IP20/IP40

100mm 
(3.93 in)

Ø110mm 
(4.33 in)

100mm 
(3.93 in)

Ø110mm 
(4.33 in)

24W (700mA)
Measures Ø110 x 100 mm

Weight 0,8 kg

CRI 90 90 90 90 80 90

Color temperatures 2200K 2700K 3000K 4000K 5000K 2700K-5000K

Lumens output 40°
70°

1562 lm 
1448 lm

40°
70°

1775 lm 
1645 lm

40°
70°

1835 lm 
1700 lm

40°
70°

1995 lm 
1845 lm

40°
70°

2460 lm 
2275 lm

40°
70°

1598-1837 lm 
1480-1703 lm

Luminaire efficiency 60 to 65 lm/W 68 to 74 lm/W 70 to 76 lm/W 73 to 83 lm/W 95 to 103 lm/W 62 to 77 lm/W

SPECIFICATIONS

16W (250mA)
Measures Ø110 x 100 mm

Weight 0,8 kg

CRI 90 90 90 90 80 90

Color temperatures 2200K 2700K 3000K 4000K 5000K 2700K-5000K

Lumens output 40°
70°

1118 lm 
1034 lm

40°
70°

1270 lm 
1175 lm

40°
70°

1310 lm 
1215 lm

40°
70°

1425 lm 
1320 lm

40°
70°

1760 lm 
1625 lm

40°
70°

1143-1315 lm 
1058-1216 lm

Luminaire efficiency 64 to 70 lm/W 73 to 79 lm/W 76 to 82 lm/W 82 to 89 lm/W 102 to 110 lm/W 66 to 84 lm/W

20W (600mA)
Measures Ø110 x 100 mm

Weight 0,8 kg

CRI 90 90 90 90 80 90

Color temperatures 2200K 2700K 3000K 4000K 5000K 2700K-5000K

Lumens output 40°
70°

1338 lm 
1236 lm

40°
70°

1520 lm 
1405 lm

40°
70°

1575 lm 
1460 lm

40°
70°

1710 lm 
1580 lm

40°
70°

2106 lm 
1948 lm

40°
70°

1368-1573 lm 
1265-1454 lm

Luminaire efficiency 61 to 66 lm/W 70 to 76 lm/W 73 to 79 lm/W 79 to 86 lm/W 98 to 105 lm/W 63 to 79 lm/W

Color temperature conform to ANSI C78.377A.  
Temperatura de color según normativa ANSI C78.377A.

IP54
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ORDER OPTIONS

Base code
Código base

Type
Modelo

Finishes
Acabados

Beam
Ángulo

CRI/Temp.
CRI/Temp.

71120. 0 IP20 0 Silver Plata 1 40° /90.2K2 90 / 2200K
1 IP40 Diffuser Difusor 2 Black Negro 2 70° /90.2K7 90 / 2700K
2 IP54 Diffuser Difusor 3 White Blanco /90.3K 90 / 3000K

/90.4K 90 / 4000K
/80.5K 80 / 5000K
/2K7-5K 90 / 2700K-5000K

STANDARD VERSION
The standard version is delivered with: clear diffuser and chrome reflector. 
La versión estándar se suministra con: difusor transparente y reflector pasivo cromado.

OPTIONS ON REQUEST
Passive Reflector: chrome, black, white or gold.
Diffuser (IP40 & IP54): clear or milky.
Reflector Pasivo: cromado, negro, blanco o dorado.
Difusor (IP40 & IP54): transparente u opal.

28W (800mA)
Measures Ø110 x 100 mm

Weight 0,8 kg

CRI 90 90 90 90 80 90

Color temperatures 2200K 2700K 3000K 4000K 5000K 2700K-5000K

Lumens output 40°
70°

1783 lm 
1668 lm

40°
70°

2026 lm 
1895 lm

40°
70°

2095 lm 
1942 lm

40°
70°

2275 lm 
2106 lm

40°
70°

2810 lm 
2600 lm

40°
70°

1824-2098 lm 
1705-1962 lm

Luminaire efficiency 59 to 64 lm/W 68 to 72 lm/W 70 to 75 lm/W 75 to 81 lm/W 93 to 100 lm/W 61 to 75 lm/W

32W (900mA)
Measures Ø110 x 100 mm

Weight 0,8 kg

CRI 90 90 90 90 80 90

Color temperatures 2200K 2700K 3000K 4000K 5000K 2700K-5000K

Lumens output 40°
70°

2006  lm
1867 lm 

40°
70°

2280 lm 
2110 lm

40°
70°

2360 lm 
2185 lm

40°
70°

2560 lm 
2370 lm

40°
70°

3160 lm 
2923 lm

40°
70°

2052-2340 lm 
1899-2165 lm

Luminaire efficiency 66 to 71 lm/W 66 to 71 lm/W 68 to 74 lm/W 74 to 80 lm/W 91 to 99 lm/W 59 to 73 lm/W

DRIVERS

30911.6
On-Off Led Driver Multipower 
300mA-1050mA 13W-42W

30912.3
DALI / 1-10V / PUSH Led Driver 
Multipower Max.50W

Drivers Multipower

30911.12
On-Off Led Driver 500mA 16W

30912.8
1-10V Led Driver 500mA 18W

30912.9
1-10V Led Driver 700mA 24W

30911.13
On-Off Led Driver 900mA 32W

Drivers 500mA Drivers 700mA Drivers 900mA
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30912.37
Casambi Led Driver Multipower 
300mA-1050mA 38W

30912.38
Zigbee Led Driver Multipower 
300mA-1050mA 38W

30912.39
Bluelight link Led Driver Multi-
power 300mA-1050mA 38W

Drivers Multipower Bluetooth

30912.15
DALI DT8 Led Driver 900mA 
45W Tunable White

Drivers tunable white

CONNECTIONS

ON/OFF or
BLUETOOTH

driver 230V AC

1-10V

1-10V
driver 230V AC

DALI

DALI
driver 230V AC TW

driver 230V AC

DALI DT8

WW

CW

LIGHT DISTRIBUTION CURVES

h(m) Ø(m)
1 1.079 lux 1,41
2 270 lux 2,81
3 120 lux 4,22
4 67 lux 5,62
5 43 lux 7,03

70º

h(m) Ø(m)
1 840 lux 1,41
2 210 lux 2,81
3 93 lux 4,22
4 53 lux 5,62
5 34 lux 7,03

70º

h(m) Ø(m)
1 600 lux 1,41
2 150 lux 2,81
3 67 lux 4,22
4 38 lux 5,62
5 24 lux 7,03

70º

h(m) Ø(m)
1 2.551 lux 0,76
2 638 lux 1,52
3 283 lux 2,28
4 159 lux 3,04
5 102 lux 3,80

40º

h(m) Ø(m)
1 1.984 lux 0,76
2 496 lux 1,52
3 220 lux 2,28
4 124 lux 3,04
5 79 lux 3,80

40º

h(m) Ø(m)
1 1.418 lux 0,76
2 355 lux 1,52
3 158 lux 2,28
4 89 lux 3,04
5 57 lux 3,80

40º

Data calculated with Downito® 110 (3500K).  
Lumen measurement complies with UNE-EN 13032 / IES LM-79-08 testing procedures.
Light distribution curves are available at www.mcilight.com.
Due to continuous improvements and innovations, specifications may change without notice. 

Datos calculados con Downito® 110 (3500K).
Ensayado bajo las especificaciones de la norma UNE-EN 13032 / IES LM-79-08.
Fotometrías disponibles en www.mcilight.com. 
Debido a las continuas mejoras e innovaciones, las especificaciones pueden cambiar sin previo aviso.

16W 3500K 24W 3500K 32W 3500K

16W 3500K 24W 3500K 32W 3500K

15° 15°0°

90° 90°
75° 75°

60° 60°

55° 55°

30° 30°

-120° 120º0°

200

400

600

800

1000

-120° 120º0°

500

1000

1500

2000

2500

15° 15°0°

90° 90°
75° 75°

60° 60°

55° 55°

30° 30°

To control the luminaires via Bluetooth see page 382.
Para controlar las luminarias vía Bluetooth consultar página 382.
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GREAT AMBER CONCERT HALL, LIEPAJA, LATVIA
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H i g h - p e r f o r m a n c e  l i n e a r  l i g h t i n g  f o r  r e f i n e d  w o r k s p a c e s
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S L E E K  L I N E ®
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Ceiling mounted 
Adosada a techo

Recessed 
Empotrar

AVAILABLE APPLICATIONS

Continuous light with diffuser-reel cut on size at site. (Max. 25m)
Luz continua con bobinas-difusor que se puede cortar a medida en la obra.(Máx. 25m)

SYSTEM FORMAT

FINISHES

Offered in three different colours:
white (RAL 9003), silver (RAL 9006) and black (RAL 9011)
Disponible en tres colores:
blanco (RAL 9003), plata (RAL 9006) y negro (RAL9011)
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Pendant 
Suspensión

Milky diffuser
Difusor opal

Microprismatic diffuser (UGR<19) 
Difusor microprismatico (UGR<19)

DIFFUSERS
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High-performance linear lighting for refined workspaces

SLEEK LINE®

QUICKINFO

MODULAR LIGHT SYSTEM  Configurable LO and HO system to create continuous light lines up to 24m.
ARCHITECTURAL EFFICIENCY  Up to 110 lm/W balancing performance and visual comfort.
VISUAL COMFORT OPTICS  Opal or microprismatic diffuser with UGR <19.
ADAPTIVE WHITE & CONTROL  Monochrome with On/Off or DALI control.
ARCHITECTURAL VERSATILITY  Available in suspended, surface-mounted or recessed configurations.

IP40 CRI
>90

AL
HOUSING

PC
DIFFUSER

L80 B10
>60.000H
TA +25°C

TA MIN
-20°C
-4°F

TA MAX
+30°C
+86°F

White
Blanco

Silver
Plata

Black
Negro

Finish
Acabado

Diffuser
Difusor

Milky

Microprismatic
UGR<19

Light colour
Color luz

3000K
CRI>90

4000K
CRI>90

Power

19W
LO (S)

34W
HO (S)

29W
LO (M)

51W
HO (M)

Length
Longitud

S
1190mm

M
1679mm

On/Off
Monocolor

DALI
Monocolor

Control
Control

Type
Modelo

Pendant

Ceiling mounted

Recessed

220-240V
AC
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MEASURES

45x1125mm
Sleek Line S

45x1685mm
Sleek Line M

SPECIFICATIONS

SLEEK LINE “S” MILKY
Power 19W (LO) 34W (HO)
Lumens output 1420 lm 1495 lm 3110 lm 3255 lm
Luminaire efficiency 75 lm/W 79 lm/W 91 lm/W 96lm/W
Measures 1119 x 70 x 40 mm
Weight 2 kg

SLEEK LINE “M” MILKY
Power 29W (LO) 51W (HO)
Color temperatures 3000K 4000K 3000K 4000K
Lumens output 2130 lm 2240 lm 4665 lm 4880 lm
Luminaire efficiency 73 lm/W 77 lm/W 91 lm/W 96 lm/W
Measures 1679 x 70 x 40 mm
Weight 2,64 kg

73,5mm 
(2.89 in)

with diffuser
con difusor

Sleek Line®  
Recessed 
Empotrar

56mm 
(2.20 in)

Sleek Line® 
Ceiling mounted 
Adosada a techo

40mm 
(1.57 in)

70mm 
(2.75 in)

with diffuser
con difusor

Sleek Line® 
Pendant 
Suspensión

Distance between 
suspensions 600 mm

Distancia entre 
suspensiones 600 mm

40mm 
(1.57 in)

70mm 
(2.75 in)

2000mm 
(78.74 in)

Sleek Line “S” Sleek Line “M”

Without end caps 
Sin tapas finales

1119 mm
(44 in)

1679 mm
(66 in)

With end caps 
Con tapas finales

1134 mm
(44.64 in)

1694 mm
(66.7 in)

Color temperature conform to ANSI C78.377A.  
Temperatura de color según normativa ANSI C78.377A.
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ACCESSORIES

Ceiling Mounted & Pendant Adosada a Techo y Suspensión

76506.800/1
Silver end cap (2un)
Tapa final Plata (2un)

76506.800/2
Black end cap (2un)
Tapa final Negra (2un)

76506.800/3
White end cap (2un)
Tapa final Blanca (2un)

76506.801/1
Silver not visible internal
junction between luminaires
Unión interna no visible 
Plata entre luminarias

76506.802
Ceiling bracket for 
Sleek Line® S & M (2un)
Soporte a techo para 
Sleek Line® S & M (2un)

ORDER OPTIONS: CEILING MOUNTED & PENDANT

Base code
Código base

Control
Control

Finishes
Acabados

Lenght
Longitud

CRI/Temp.
CRI/Temp.

76506. 1 On-Off (LO) 0 Silver 1 1119mm S * /90.3K 90 / 3000K
2 On-Off (HO) 2 Black 2 1679mm M * /90.4K 90 / 4000K
3 DALI (LO) 3 White
4 DALI (HO)

ORDER OPTIONS: RECESSED

Base code
Código base

Control
Control

Finishes
Acabados

Lenght
Longitud

CRI/Temp.
CRI/Temp.

76516. 1 On-Off (LO) 0 Silver 1 1119mm S * /90.3K 90 / 3000K
2 On-Off (HO) 2 Black 2 1679mm M * /90.4K 90 / 4000K
3 DALI (LO) 3 White
4 DALI (HO)

OPTIONS ON REQUEST
Diffuser: milky or microprismatic.
End caps and accessories not included. 
Difusor: opal u microprismático.
Tapas finales y accesorios no incluidos.

SLEEK LINE “S” MICROPRISMATIC
Power 19W (LO) 34W (HO)
Color temperatures 3000K 4000K 3000K 4000K
Lumens output 1600 lm 1680 lm 3590 lm 3760 lm
Luminaire efficiency 84 lm/W 88 lm/W 105 lm/W 110 lm/W
Measures 1119 x 70 x 40 mm
Weight 2 kg

SLEEK LINE “M” MICROPRISMATIC
Power 29W (LO) 51W (HO)
Color temperatures 3000K 4000K 3000K 4000K
Lumens output 2395 lm 2520 lm 5385 lm 5635 lm
Luminaire efficiency 82 lm/W 87 lm/W 105 lm/W 110 lm/W
Measures 1679 x 70 x 40 mm
Weight 2,64 kg
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Pendant Suspensión

76506.803
Adjustable suspension (2m) (1un)
Suspensión regulable (2m) (1un)

76506.804/3
Canopy with 2m power cable 
(3x1,5mm) 230V
Florón con cable 2m 
(3x1,5mm) 230V

76506.805/3
Canopy with 2m DALI 
cable (2x0,5mm)
Florón con cable 2m 
DALI (2x0,5mm)

76506.806/3
Canopy with 2m power cable 
(5x1,5mm) 230V+DALI
Florón con cable 2m (5x1,5mm) 
230V+DALI

Recessed Empotrar

76516.800/1
Silver recessed end cap (2un)
Tapa final empotrar Plata (2un)

76516.800/2
Black recessed end cap (2un)
Tapa final empotrar Negra (2un)

76516.800/3
White recessed end cap (2un)
Tapa final empotrar Blanca (2un)

Reel Diffuser Bobina difusor

M1203.4
Reel diffuser milky 25m
Bobina difusor opal 25m

M1203.5
Reel diffuser Microprismatic 25m
Bobina difusor microprismatico 25m

D
AT

A

PO
W

ER

230 V AC

D
AT

A

PO
W

ER

230 V AC

PO
W

ER

230 V AC

PO
W

ER

230 V AC

D
AT

A

PO
W

ER

230 V AC
+DALI

76506.804/3 76506.804/3 76506.806/376506.805/3

CONNECTIONS

To control the luminaires via Bluetooth see page 382.
Para controlar las luminarias vía Bluetooth consultar página 382.
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Data calculated with Sleek Line (Milky & microprismatic).
Lumen measurement complies with UNE-EN 13032 / IES LM-79-08 testing procedures.
Light distribution curves are available at www.mcilight.com.
Due to continuous improvements and innovations, specifications may change without notice. 

Datos calculados con Sleek Line (Opal y microprismático).
Ensayado bajo las especificaciones de la norma UNE-EN 13032 / IES LM-79-08.
Fotometrías disponibles en www.mcilight.com. 
Debido a las continuas mejoras e innovaciones, las especificaciones pueden cambiar sin previo aviso.

34W 3000K 34W 4000K

LIGHT DISTRIBUTION CURVES (MILKY)

h (m) Ø (m)

1 311 lux 2,40

2 78 lux 5,20

3 35 lux 7,81

4 19 lux 10,42

5 12 lux 13,00
110º

h (m) Ø (m)

1 340 lux 2,40

2 82 lux 5,20

3 36 lux 7,81

4 20 lux 10,42

5 13 lux 13,00
110º 15° 15°0°

90° 90°
75° 75°

60° 60°

55° 55°

30° 30°
-120° 120º0°

100

200

300

400

500

34W 3000K 34W 4000K

LIGHT DISTRIBUTION CURVES (MICROPRISMATIC)

h (m) Ø (m)

1 717 lux 1,50

2 179 lux 3,00

3 80 lux 4,50

4 45 lux 6,00

5 29 lux 7,50
90º

h (m) Ø (m)

1 749 lux 1,50

2 211 lux 3,00

3 91 lux 4,50

4 64 lux 6,00

5 32 lux 7,50
90º 15° 15°0°

90° 90°
75° 75°

60° 60°

55° 55°

30° 30°
-120° 120º0°

100

200

300

400

500

122

09 SLEEK LINE.indd   12209 SLEEK LINE.indd   122 26/2/26   8:0626/2/26   8:06



LOIOLA RAILWAY STATION, SAN SEBASTIÁN, SPAIN
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F l e x i b l e  l i g h t  f o r  s e a m l e s s  a r c h i t e c t u r a l  i n t e g r a t i o n

W HOTEL, BARCELONA, SPAIN

S M A R T L E D F L E X ® 3 D
g e n  3

124
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S M A R T L E D F L E X ® 3 D
g e n  3
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Top bending Ø200mm
Curvatura superior Ø200mm

Injected end cap
Tapa final inyectada

Side, front, or bottom cable entry
Cable with H2O Stop system
Entrada de cable lateral, frontal o inferior
Cable con sistema H2O Stop
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9,6W
Cutting marks (each 62,5 mm) 

Marcas de corte (cada 62,5 mm)

15W
Cutting marks (each 71,4 mm) 

Marcas de corte (cada 71,4 mm)

Side bending Ø500mm
Curvatura lateral Ø500mm
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Flexible light for seamless architectural integration

SMARTLEDFLEX® 3D

QUICKINFO

Continuous lighting to shape architecture without interruptions.
3D flexible solution with horizontal and vertical bending.
Up to 30 m in a single run with no voltage drop.
Uniform and comfortable output up to 1200 lm/m.
Precise dimming via PWM.

IP67 IK10 SILICONE
HOUSING

L80 B10
>50.000H
TA +25°C

TA MIN
-20°C
-4°F

TA MAX
+50°C
+122°F TEST

Type
Modelo

Square
Cuadrado

Control

PWM

24V
DC

HEAT
SHOCK
TESTED

SALT
WATER
RESIS.

UV
PROTEC.

Power
Potencia

9.6 W/m

15 W/m

Installation
Instalación

Profile recessed
Perfil empotrado

Clip
Clip

Profile surface
Perfil superficie

Flexible profile
Perfil flexible

Profile including 
wire way
Perfil incluyendo 
pasa cables

Cable entry
Entrada cable

Side (custom)
Lateral (custom)

Front
Frontal

Bottom (custom)
Inferior (custom)

Light colour
Color luz

3 
M

ac
Ad

am

2700K
CRI>90

3000K
CRI>85
CRI>90

4000K
CRI>85
CRI>90

Length
Longitud

Max. 30m 
(9.6 W)

Max. 5m 
(15 W)

Custom service 
(15W)
Servicio de corte
(15W)

Custom size (9,6W)
A medida (9,6W)
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MEASURES

16mm 
(0.62 in)

17mm 
(0.66 in)

Ø6mm 
(0.23 in)

Ø11mm 
(0.43 in)

SPECIFICATIONS

MONOCOLOR (9,6W) 

Power (1m) 9,6 W / 96 LEDs

Color temperatures 3000K 4000K

Lumens output  (1m) 500 lm 520 lm

Luminaire efficiency 52 lm/W 54 lm/W

Cutting size 62,5 mm

Measures 16 mm x 17 mm x 30 m reel

Weight 14,50 kg

MONOCOLOR (15W) 

Power (1m) 15 W / 112 LEDs

Color temperatures 2700K 3000K

Lumens output  (1m) 1200 lm 1230 lm

Luminaire efficiency 80 lm/W 82 lm/W

Cutting size 71,42 mm

Measures 16 mm x 17 mm x 5 m reel

Weight 2,41 kg

9,6W (max. run 30m) 
15W(max. run 5m)

270mm 
(10.62 in)

9,6W
62,5mm Cutting Length
2.46 in Cutting Length

15W
71,42mm Cutting Length
2.81 in Cutting Length

5m (15W) 
(196.85 in)

30m (9,6W) 
(1181.1 in)

Due to tolerances of the production process the color temperatures could change slightly.
Debido a las tolerancias del proceso de producción las temperaturas del color pueden cambiar ligeramente.

Color temperature conform to ANSI C78.377A.  
Temperatura de color según normativa ANSI C78.377A.

Aluminum profile
Perfil aluminio

18.97mm 
(0.74 in)

21.54mm 
(0.84 in)

Recessed aluminum profile
Perfil aluminio empotrado

26.98mm 
(1.06 in)

21.54mm 
(0.84 in)

Wire way profile surface
Perfil superficie oculta cable

18.18mm 
(0.71 in)

31.54mm 
(1.24 in)

Wire way recessed surface
Perfil empotrado oculta cable

29.06mm 
(1.14 in)

31.54mm 
(1.24 in)
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ACCESSORIES

M2003.6
Aluminum clip (35mm)
Clip aluminio (35mm)

M0201.44
Aluminum profile (2m)
Perfil aluminio (2m)

M0201.46
Recessed aluminum profile (2m)
Perfil aluminio empotrado (2m)

M0205.1
Flex. stainless steel profile (1m)
Perfil flexible inox (1m)

M0201.45
Wire way profile surface
Perfil superficie oculta cable

M0201.47
Wire way recessed surface
Perfil empotrado oculta cable

M2002.4
Silicone front cap (1u.)
Tapa frontal silicona (1u.)

M2002.5
Silicone side & bottom cap (1u.)
Tapa late. e inferior silicona (1u.)

M2002.3
Silicone end cap (1u.)
Tapa final silicona (1u.)

M0505.31
IP68 “I” connection Ø6-13,5mm 
Tee Tube (3 poles) (monocolor)
Conexión “I” Ø6-13,5mm IP68 
Tee Tube (3 polos) (monocolor)

M2001.5
2 x 1.5 mm2 monocolor cable 
(0.30m)
Cable 2 x 1.5 mm2 monocolor 
(0.30m)

ORDER OPTIONS: 9,6W

OPTIONS ON REQUEST
Colour temperature Temperatura de color:  2700K  |  3500K  |  4500K  |  6000K
Custom made with front, side or bottom exit (Max.30m) Corte a medida con salida frontal, lateral o inferior.(Max. 30m).

Base code
Código base

Cable entry
Entrada cable

Finishes
Acabados

Length 
Longitud

CRI/Temp.
CRI/Temp.

73200. 0 Front 0 White 0 30m /85.3K 85 / 3000K
9 Custom made /85.4K 85 / 4000K

ORDER OPTIONS: 15W

Base code
Código base

Cable entry
Entrada cable

Finishes
Acabados

Length 
Longitud

CRI/Temp.
CRI/Temp.

73201. 0 Front 0 White 5 5m /90.2K7 90 / 2700K
/90.3K 90 / 3000K
/90.4K 90 / 4000K

OPTIONS ON REQUEST
For cut-to-length service, it is necessary to add the cable, the desired end cap and start cap to the 5m roll.
Para el servicio de corte, es necesario añadir al rollo de 5m el cable, la tapa final y la tapa inicial deseada.

For installation Para instalación

M0401.4/2
3 x 1.5 mm2 H07RN-F cable (m) 
(monocolor)
Cable 3 x 1.5 mm2  H07RN-F (m) 
(monocolor)

To control the luminaires via Bluetooth see page 382.
Para controlar las luminarias vía Bluetooth consultar página 382.

Power supplies page 386.
Fuentes de alimentación página 386.
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MONOCOLOR ON-OFF CONNECTIONS

M0401.4/2 M0505.31

POWER

MONOCOLOR NO DIMMABLE
MONOCOLOR SIN DIMERIZARA
Max: 1 reel (9.6W) of 30 m connection to PSU 24V 
DC - 320W (max. 30 m). 
Máx: 1 bobina (9.6W) de 30 m. conectadas a fuente 
de alimentación de 24V DC - 320W (máx. 30 m).

Max: 4 reels (15W) of 5 m connection to PSU 24V 
DC - 320W (max. 5 m). 
Máx: 4 bobinas (15W) de 5 m. conectadas a fuente 
de alimentación de 24V DC - 320W (máx. 5 m).

DIMMABLE WITH LINEARdrive 720 
DIMERIZABLE CON LINEARdrive 720B
Max: 1 reel (9.6W) of 30 m in connection to LINEAR-
drive 720 (PSU 24V DC - 320W) (max. 30 m).
Máx: 1 bobina (9.6W) de 30 m conectadas en parale-
lo al LINEARdrive 720 (fuente de alimen. de 24V DC 
- 320W) (máx. 30 m)

Max: 1 reel (15W) of 5 m in connection to LINEARdrive 
720 (PSU 24V DC - 320W) (max. 30 m).
Máx: 1 bobina (15W) de 5 m conectadas en paralelo 
al LINEARdrive 720 (fuente de alimen. de 24V DC - 
320W) (máx. 5 m)

LINEAR
drive

power
supply 

24V DC 
320W

power
supply 

24V DC 
320W

LIGHT DISTRIBUTION CURVES

9.6W1m 3000K

h (m) Ø (m)

1 58 lux 2.6

2 15 lux 5.2

3 6 lux 7.8

4 4 lux 10.5

5 2 lux 13.1
105°

h (m) Ø (m)

1 60 lux 2.6

2 15 lux 5.2

3 7 lux 7.8

4 4 lux 10.5

5 2 lux 13.1
105° 15° 15°0°

90° 90°
75° 75°

60° 60°

45° 45°

30° 30°

9.6W1m 4000K

-120° 120º0°

100

200

300

400

500

Data calculated with SmartLedFlex® 3D.  
Lumen measurement complies with UNE-EN 13032 / IES LM-79-08 testing procedures.
Light distribution curves are available at www.mcilight.com.
Due to continuous improvements and innovations, specifications may change without notice. 

Datos calculados con SmartLedFlex® 3D.
Ensayado bajo las especificaciones de la norma UNE-EN 13032 / IES LM-79-08.
Fotometrías disponibles en www.mcilight.com. 
Debido a las continuas mejoras e innovaciones, las especificaciones pueden cambiar sin previo aviso.

15W1m 3000K

h (m) Ø (m)

1 88 lux 3.08

2 22 lux 6.17

3 10 lux 9.25

4 6 lux 12.33

5 4 lux 15.42
105°

15W1m 4000K

h (m) Ø (m)

1 90 lux 3.08

2 22 lux 6.17

3 10 lux 9.25

4 6 lux 12.33

5 4 lux 15.42
105° 15° 15°0°

90° 90°
75° 75°

60° 60°

45° 45°

30° 30°
-120° 120º0°

100

200

300

400

500
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D y n a m i c  f l e x i b l e  l i g h t i n g  f o r  i n t e r a c t i v e  a r c h i t e c t u r a l  s p a c e s

AIC TOWER, RIYADH, SAUDI ARABIA 
Photography Studioneuf Robert Kfoury

S M A R T L E D F L E X ® S I D E 
R G B W  &  P I X E L

g e n  2
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S M A R T L E D F L E X ® S I D E 
R G B W  &  P I X E L

g e n  2
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Side bending Ø120 mm
Curvatura lateral Ø120 mm

Injected end cap
Tapa final inyectada

Side, front, or bottom cable entry
Cable with H2O Stop system
Entrada de cable lateral, frontal o inferior
Cable con sistema H2O Stop
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RGBW
Cutting marks (each 62,5 mm) 

Marcas de corte (cada 62,5 mm)

RGBW Pixel
Cutting marks Marcas de corte

(1 Pixel = 1 Cut = 83,3 mm)

Up to 5 meters per line.
Hasta 5 metros por línea.

RGBW Pixel
6 LEDs = 1 Pixel
12 Pixel = 1 m
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Dynamic flexible lighting for interactive architectural spaces

SMARTLEDFLEX® SIDE RGBW & PIXEL

QUICKINFO

Flexible lighting for interactive architectural applications.
RGBW PWM and RGBW Pixel DMX (10 px/m) versions.
Homogeneous output with 105° beam angle.
Up to 852 lm/m in runs up to 5 m.
Dynamic integration for creative projects.

IP67 IK08 SILICONE
HOUSING

HEAT
SHOCK
TESTED

L80 B10
>50.000H
TA +25°C

TA MIN
-25°C
-13°F

TA MAX
+50°C
+122°F TEST

SALT
WATER
RESIS.

UV
PROTEC.

24V
DC

Light colour
Color luz

RGBW
(4000K)

Type
Modelo

RGBW 
22W

RGBW pixel
21.6W

Control

PMW
(RGBW)

SPI
(RGBW pixel)

Installation
Instalación

Profile recessed
Perfil empotrado

Clip
Clip

Profile surface
Perfil superficie

Flexible profile
Perfil flexible

Profile including wire way
Perfil incluyendo pasa cables

Length
Longitud

5 m

Custom 
service
Servicio 
de corte

Cable entry
Entrada cable

Front
Frontal

Side (custom)
Lateral (custom)

Bottom (custom)
Inferior (custom)
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MEASURES

SPECIFICATIONS

RGBW 

Power (1m) 22 W / 192 LEDs

Color temperatures
RGBW

Red Green Blue 4000K R+G+B+W

Lumens output (1m) 78  lm 282 lm 66 lm 288 lm 658 lm

Luminaire efficiency 29 lm/W

Cutting size 62,45 mm

Measures 16 x 17 x 5000 mm

Weight 1,39 kg

RGBW pixel 

Power (1m) 21,6 W / 72 LEDs / 12 pixel

Color temperatures
RGBW

Red Green Blue 4000K R+G+B+W

Lumens output (1m) 94 lm 334 lm 100 lm 316 lm 852 lm

Luminaire efficiency 39 lm/W

Cutting size 83,33 mm

Measures 16 x 17 x 5000 mm

Weight 1,35 kg

Ø6 mm 
(0.23 in)

Ø11 mm 
(0.43 in)

16 mm 
(0.62 in)

17 mm 
(0.66 in)

RGBW

16 mm 
(0.62 in)

17 mm 
(0.66 in)

RGBW Pixel

270 mm 
(10.62 in)

5 m 
(196.85 in)

(max. run 5 m)

RGBW
62,5 mm Cutting Length
2.46 in Cutting Length

RGBW Pixel
83,3 mm Cutting Length
3.28 in Cutting Length

Due to tolerances of the production process the total Lengths could change slightly.
Debido a las tolerancias del proceso de producción las longitudes totales pueden cambiar ligeramente.

Due to tolerances of the production process the color temperatures could change slightly.
Debido a las tolerancias del proceso de producción las temperaturas del color pueden cambiar ligeramente.

Color temperature conform to ANSI C78.377A.  
Temperatura de color según normativa ANSI C78.377A.

Aluminum profile
Perfil aluminio

18.97mm 
(0.74 in)

21.54mm 
(0.84 in)

Recessed aluminum profile
Perfil aluminio empotrado

26.98mm 
(1.06 in)

21.54mm 
(0.84 in)

Wire way profile surface
Perfil superficie oculta cable

18.18mm 
(0.71 in)

31.54mm 
(1.24 in)

Wire way recessed surface
Perfil empotrado oculta cable

29.06mm 
(1.14 in)

31.54mm 
(1.24 in)
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ACCESSORIES

M2003.6
Aluminum clip (35mm)
Clip aluminio (35mm)

M0201.44
Aluminum profile (2m)
Perfil aluminio (2m)

M0201.46
Recessed aluminum profile (2m)
Perfil aluminio empotrado (2m)

M0205.1
Flexible stainless steel 
profile (1m)
Perfil flexible inox (1m)

M0201.45
Wire way profile surface
Perfil superficie oculta cable

M0201.47
Wire way recessed surface
Perfil empotrado oculta cable

M2002.4
Silicone front cap (1u.)
Tapa frontal silicona (1u.)

M2002.5
Silicone side & bottom cap (1u.)
Tapa late. e inferior silicona (1u.)

M2002.3
Silicone end cap (1u.)
Tapa final silicona (1u.)

M0505.32
IP68 “I” connection Ø6-17 mm 
Tee Tube (5 poles)
Conexión “I” Ø6-17 mm IP68 
Tee Tube (5 polos)

M0505.62
IP68 “T” connection 
Korner (3 poles)
Conexión “T” IP68 
Korner (3 polos)

M0505.63
IP68 “I” connection
Korner (2 poles)
Conexión “I” IP68 
Korner (2 polos)

M0505.64
IP68 “I” connection 2xM25
Korner (2 poles)
Conexión “I” IP68 2xM25
Korner (2 polos)

M2001.10
3 x 0,34 mm2 RGBW Pixel
cable (0.30m)
Cable 3 x 0,34 mm2 RGBW Pixel 
(0.30m)

M2001.6
5 x 0,34 mm2 RGBW cable 
(0.30m)
Cable 5 x 0,34 mm2 RGBW 
(0.30m)

30151.1
SPI Controller with presets 24V 
360W
Controlador SPI con preescenas 
24V 360W

30132.43
Digidot PXLNet Transceiver 
2 RJ+Screw
Transceptor Digidot PXLNet
2 RJ+tornillo

ORDER OPTIONS: RGBW

Base code
Código base

Cable entry
Entrada cable

Finishes
Acabados

Length 
Longitud

Temp.
Temp.

73211. 0 Front 0 White 5 5 m /11-4K RGBW / 4000K

OPTIONS ON REQUEST
For cut-to-length service, it is necessary to add the cable, the desired end cap and start cap to the 5m roll.
Para el servicio de corte, es necesario añadir al rollo de 5m el cable, la tapa final y la tapa inicial deseada.

ORDER OPTIONS: RGBW PIXEL

Base code
Código base

Cable entry
Entrada cable

Finishes
Acabados

Length 
Longitud

Temp.
Temp.

73230. 2 Bottom 0 White 5 5 m /11-4K RGBW / 4000K

OPTIONS ON REQUEST
For cut-to-length service, it is necessary to add the cable, the desired end cap and start cap to the 5m roll.
Para el servicio de corte, es necesario añadir al rollo de 5m el cable, la tapa final y la tapa inicial deseada.
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RGBW PIXEL CONNECTIONS

power
supply 

24V DC 
200W

M0505.63
M0505.62

M0505.64 + 
30132.43

UTP

SPI

Extensor
RS485

Control
Pixel

 2
 3

 4

ART-NET

! Max:	 12 reels of 5 m per SPI output. 
	 200 m from extensor to the converter.
	 60 m from the converter to the last luminaire.
Máx:	 12 bobinas de 5 m por salida SPI.
	 200 m desde extensor al convertidor.
	 60 m entre el conversor y la última luminaria.

*Other configurations up under request.
  Para otras configuraciones consultar.

Converter

power
supply 

24V DC 
200W

M0505.62

RBGW CONNECTIONS

M0401.15/2

M0505.32

Max:	 3 reels of 5 m in parallel connection to LINEARdrive 720 
	 (PSU 24V DC - 320W) (max. 15 m).
	 5 m from the power supply to the first reel connection.
Máx:	 3 bobinas de 5 m conectadas en paralelo al LINEARdrive
	 720 (fuente de alimentación de 24V DC - 320W) (máx. 15 m).
	 5 m desde la fuente de alimentación a la primera bobina.

230V AC
power
supply

controller
DMX

POWER

DATA

LINEAR
drive

A

To next LINEARdrive

For installation Para instalación

M0401.15/2
5 x 0.75 mm2 PUR cable
Cable PUR 5 x 0.75 mm2)

Go to page 372 to choose the Pixel control
Ir a la página 372 para elegir el control Pixel

To control the luminaires via Bluetooth see page 382.
Para controlar las luminarias vía Bluetooth consultar página 382.

Power supplies page 386.
Fuentes de alimentación página 386.
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LIGHT DISTRIBUTION CURVES

Data calculated with SmartLedFlex® RGBW &  RGBW Pixel.  
Lumen measurement complies with UNE-EN 13032 / IES LM-79-08 testing procedures.
Light distribution curves are available at www.mcilight.com.
Due to continuous improvements and innovations, specifications may change without notice. 

Datos calculados con SmartLedFlex® RGBW &  RGBW Pixel.
Ensayado bajo las especificaciones de la norma UNE-EN 13032 / IES LM-79-08.
Fotometrías disponibles en www.mcilight.com. 
Debido a las continuas mejoras e innovaciones, las especificaciones pueden cambiar sin previo aviso.

22W1m RGBW

h (m) Ø (m)

1 50 lux 3.13

2 12 lux 6.26

3 6 lux 9.39

4 4 lux 12.52

5 2 lux 15.66
115° 15° 15°0°

90° 90°
75° 75°

60° 60°

45° 45°

30° 30°

21W1m RGBW Pixel

h (m) Ø (m)

1 66 lux 3.04

2 16 lux 6.07

3 8 lux 9.11

4 4 lux 12.14

5 2 lux 15.18
115° 15° 15°0°

90° 90°
75° 75°

60° 60°

45° 45°

30° 30°

-120° 120º0°

100

200

300

400

500

-120° 120º0°

50

100

150

200

250

PUERTA SANTANDER HOTEL SANTANDER, SPAIN
Lighting Project @ilu_proyectos & MCI LIGHT  |  Photography Mario Setién
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AIC TOWER, RIYADH, SAUDI ARABIA 
Photography Studioneuf Robert Kfoury
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D o t - f r e e  f l e x i b l e  R G B W  l i g h t i n g 
f o r  a r c h i t e c t u r a l  o u t l i n e s

SCULPTURAL MURAL, UNIVERSITY OF LIMA, LIMA, PERÚ 
Lighting Design Ríe Sakata  |  Light programming Luminicos  |  Photography Josefina Lamas Ríos

S M A R T L E D F L E X ®  T O P  R G B W
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S M A R T L E D F L E X ®  T O P  R G B W
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Homogenous light without visible dots.
Luz uniforme sin puntos visibles.

Up to 5 meters per line.
Hasta 5 metros por línea.

Side, front, or bottom cable entry.
Entrada de cable lateral, frontal o inferior.
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Top bending Ø240 mm.
Curvatura superior Ø240 mm.

Cutting marks (each 125 mm) 
Marcas de corte (cada 125 mm)

Injected end cap.
Tapa final inyectada.

1 bin: High RGBW color quality and chromatic stability control.
1 bin: Gran calidad y estabilidad del color RGBW.
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Dot-free flexible RGBW lighting for architectural outlines

SMARTLEDFLEX® TOP RGBW

QUICKINFO

Continuous light with no visible dots.
Guaranteed color stability with 1-bin selection.
Flexible design for architectural integration.
110° beam angle.
Up to 430 lm/m in 5 m runs.

IP67 IK08 SILICONE
HOUSING

L80 B10
>50.000H
TA +25°C

TA MIN
-25°C
-13°F

TA MAX
+50°C
+122°F

Control

Dimmable
(RGBW)

24V
DC

Light colour
Color luz

RGBW
(4000K)

Power
Potencia

15W/m

HEAT
SHOCK
TESTED

SALT
WATER
RESIS.

UV
PROTEC.

ONE BIN
COLOR 
CONSIS.

Type
Modelo

Square
Cuadrado

Installation
Instalación

Profile recessed
Perfil empotrado

Clip
Clip

Profile surface
Perfil superficie

Profile including wire way
Perfil incluyendo pasa cables

Length
Longitud

5 m

Custom 
service
Servicio 
de corte
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MEASURES

SPECIFICATIONS

Power (1m) 15 W / 96 LEDs

Color temperatures
RGBW

Red Green Blue 4000K R+G+B+W

Lumens output (1m) 46 lm 142 lm 42 lm 217 lm 430 lm

Luminaire efficiency 29 lm/W

Cutting size 125 mm

Measures 15 x 16 x 5000 mm

Weight 5,2 kg

Luminaire
Luminaria

16 mm 
(0.62 in)

15 mm 
(0.59 in)

5 m
(196.85 in)

2 m 
(78.74 in)

Homogeneous continuous light, 
without dark gaps.
Luz homogénea continua, sin 
zonas oscuras.

Due to tolerances of the production process the color temperatures could change slightly.
Debido a las tolerancias del proceso de producción las temperaturas del color pueden cambiar ligeramente.

Due to tolerances of the production process the total Lengths could change slightly.
Debido a las tolerancias del proceso de producción las longitudes totales pueden cambiar ligeramente.

Color temperature conform to ANSI C78.377A.  
Temperatura de color según normativa ANSI C78.377A.

Aluminum profile
Perfil aluminio

18.97mm 
(0.74 in)

21.54mm 
(0.84 in)

Recessed aluminum profile
Perfil aluminio empotrado

26.98mm 
(1.06 in)

21.54mm 
(0.84 in)

Wire way profile surface
Perfil superficie oculta cable

18.18mm 
(0.71 in)

31.54mm 
(1.24 in)

Wire way recessed surface
Perfil empotrado oculta cable

29.06mm 
(1.14 in)

31.54mm 
(1.24 in)
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ORDER OPTIONS

Base code
Código base

Cable entry
Entrada cable

Finishes
Acabados

Length 
Longitud

Temp.
Temp.

73250. 2 Bottom 0 White 5 5 m /11-4K RGBW / 4000K

OPTIONS ON REQUEST
Colour temperature Temperatura de color: RGBW (2700K)  |  RGBW (2700K)  |  RGBW (5300K)
The luminaire is delivered with 2m white wire. La luminaria se suministra con cable blanco de 2m.
For cut-to-length service, it is necessary to add the cable, the desired end cap and start cap to the 5m roll.
Para el servicio de corte, es necesario añadir al rollo de 5m el cable, la tapa final y la tapa inicial deseada.

ACCESSORIES

M2003.6
Aluminum clip (35mm)
Clip aluminio (35mm)

M0201.44
Aluminum profile (2m)
Perfil aluminio (2m)

M0201.46
Recessed aluminum profile (2m)
Perfil aluminio empotrado (2m)

M0201.45
Wire way profile surface
Perfil superficie oculta cable

M0201.47
Wire way recessed surface
Perfil empotrado oculta cable

M2002.1
Silicone end cap (1 u.)
Tapa final silicona (1 u.)

M0505.32
IP68 “I” connection Ø6-17mm 
Tee Tube (5 poles)
Conexión “I” Ø6-17mm IP68 
Tee Tube (5 polos)

M2001.6
5 x 0,34 mm2 RGBW cable 
(0.30m)
Cable 5 x 0,34 mm2 RGBW 
(0.30m)

RGBW CONNECTIONS

Max:	 4 reels of 5 m in parallel connection to LINEARdrive 720 
	 (PSU 24V DC - 320W) (max. 30 m).
	 5 m from the power supply to the first reel connection.
Máx:	 4 bobinas de 5 m conectadas en paralelo al LINEARdrive 720 
	 (fuente de alimentación de 24V DC - 320W) (máx. 30m).
	 5 m desde la fuente de alimentación a la primera bobina.

A

230V ACpower
supplyPOWER

DATA controller
DMX

LINEAR
drive

M0401.15/2 M0505.32

To next LINEARdrive

For installation Para instalación

M0401.15/2
5 x 0,75 mm2 PUR cable (RGB)
Cable PUR 5 x 0,75 mm2 (RGB)

To control the luminaires via Bluetooth see page 382.
Para controlar las luminarias vía Bluetooth consultar página 382.

Power supplies page 386.
Fuentes de alimentación página 386.
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LIGHT DISTRIBUTION CURVES

Data calculated with SmartLedFlex® Top RGBW.  
Lumen measurement complies with UNE-EN 13032 / IES LM-79-08 testing procedures.
Light distribution curves are available at www.mcilight.com.
Due to continuous improvements and innovations, specifications may change without notice. 

Datos calculados con SmartLedFlex® Top RGBW.
Ensayado bajo las especificaciones de la norma UNE-EN 13032 / IES LM-79-08.
Fotometrías disponibles en www.mcilight.com. 
Debido a las continuas mejoras e innovaciones, las especificaciones pueden cambiar sin previo aviso.

15W1m RGBW

h (m) Ø (m)

1 147 lux 2.92

2 37 lux 5.84

3 16 lux 8.76

4 9 lux 11.68

5 5 lux 14.60
110° 15° 15°0°

90° 90°
75° 75°

60° 60°

45° 45°

30° 30°
-120° 120º0°

100

200

300

400

500

SCULPTURAL MURAL, UNIVERSITY OF LIMA, LIMA, PERÚ 
Lighting Design Ríe Sakata  |  Light programming Luminicos  |  Photography Josefina Lamas Ríos
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U l t r a - c o m p a c t  f l e x i b l e  l i g h t i n g 
f o r  d e t a i l e d  a r c h i t e c t u r a l  c o n t o u r s M I N I  S M A R T L E D F L E X ® 3 D
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M I N I  S M A R T L E D F L E X ® 3 D
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MONOCOLOR 
Top bending Ø60 mm
Curvatura superior Ø60 mm

Side, front, or bottom cable entry
Cable with H2O Stop system
Entrada de cable lateral, frontal o inferior
Cable con sistema H2O Stop
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MONOCOLOR
Cutting marks (each 35,7 mm) 

Marcas de corte (cada 35,7 mm)

RGBW
Cutting marks (each 50 mm) 

Marcas de corte (cada 50 mm)

RGBW 
Top bending Ø120 mm
Curvatura superior Ø120 mm

MONOCOLOR 
Side bending Ø150 mm
Curvatura lateral Ø150 mm

Injected end cap
Tapa final inyectada
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RGBW
TOPFLEX

MONOCOLOR
3D

Ultra-compact flexible lighting for detailed architectural contours

MINI SMARTLEDFLEX® 3D

QUICKINFO

Injected end caps ensure a clean, continuous and durable finish.
Ultra-compact dimensions for discreet architectural integration.
Available in monocolor and RGBW versions for versatile applications.
Developed to adapt precisely to organic architectural contours.

IP67 IK10 SILICONE
HOUSING

L80 B10
>50.000H
TA +25°C

TA MIN
-20°C
-4°F

TA MAX
+50°C
+122°F TEST

Type
Modelo

Square
Cuadrado

24V
DC

HEAT
SHOCK
TESTED

SALT
WATER
RESIS.

UV
PROTEC.

Cable entry
Entrada cable

Side (custom)
Lateral (custom)

Front
Frontal

Power
Potencia

9 W/m
Monocolor

9.6 W/m
RGBW

Length
Longitud

20m 
(monocolor)

5m 
(RGBW)

Custom service
Servicio de corte
(RGBW)

Custom size
A medida
(monocolor)

Installation
Instalación

Profile recessed
Perfil empotrado

Clip
Clip

Profile surface
Perfil superficie

Light colour
Color luz

2700K 
CRI>90

3000K 
CRI>90

3 
M

ac
Ad

am

RGBW
(4000K)

4000K 
CRI>90

Bottom (custom)
Inferior (custom)

Profile including 
wire way
Perfil incluyendo 
pasa cables
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SPECIFICATIONS

MONOCOLOR 

Power (1m) 9 W / 168 LEDs

Color temperatures 2700K 3000K 4000K

Lumens output  (1m) 606 lm 618  lm 620 lm

Luminaire efficiency 67 lm/W 68 lm/W 68 lm/W

Cutting size 35,71 mm

Measures 10 mm x 10,5 mm x 20 m reel

Weight 0,86 kg

RGBW 

Power (1m) 15 W / 120 LEDs

Color temperatures
RGBW

Red Green Blue 4000K R+G+B+W

Lumens output  (1m) 56 lm 200 lm 36 lm 172 lm 442 lm

Luminaire efficiency 29,4 lm/W

Cutting size 50 mm

Measures 10 mm x 10,5 mm x 5 m reel

Weight 0,86 kg

MEASURES

10mm 
(0.39 in)

10.5mm 
(0.41 in)

Ø6mm 
(0.23 in)

Ø11mm 
(0.43 in)

270mm 
(10.62 in)

Monocolor
20m (787.4 in)

RGBW
5m (196.8 in)

Monocolor
35,71 mm Cutting Length

1.40 in Cutting Length

RGBW
50 mm Cutting Length
1.96 in Cutting Length

Due to tolerances of the production process the color temperatures could change slightly.
Debido a las tolerancias del proceso de producción las temperaturas del color pueden cambiar ligeramente.

Color temperature conform to ANSI C78.377A.  
Temperatura de color según normativa ANSI C78.377A.

Due to tolerances of the production process the total Lengths could change slightly.
Debido a las tolerancias del proceso de producción las longitudes totales pueden cambiar ligeramente.

Wire way recessed surface
Perfil empotrado oculta cable

13.06mm 
(0.51 in)

24.52mm 
(0.96 in)

Wire way profile surface
Perfil superficie oculta cable

13.06mm 
(0.51 in)

24.52mm 
(0.96 in)

Aluminum profile
Perfil aluminio

14.54mm 
(0.57 in)

13mm 
(0.51 in)

Recessed aluminum profile
Perfil aluminio empotrado

20.98mm 
(0.82 in)

14.52mm 
(0.57 in)
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OPTIONS ON REQUEST
Custom made with front, side or bottom exit (Max.20m) Corte a medida con salida frontal, lateral o inferior.(Max. 20m).

Base code
Código base

Cable entry
Entrada cable

Finishes
Acabados

Length 
Longitud

CRI/Temp.
CRI/Temp.

73500. 0 Front 0 White 0 20m /90.2K7 90 / 2700K
9 Custom made /90.3K 90 / 3000K

/90.4K 90 / 4000K

ORDER OPTIONS: MONOCOLOR

ORDER OPTIONS: RGBW

Base code
Código base

Cable entry
Entrada cable

Finishes
Acabados

Length 
Longitud

Temp.
Temp.

73550. 0 Front 0 White 5 5m /11-4K RGBW / 4000K

OPTIONS ON REQUEST
For cut-to-length service, it is necessary to add the cable, the desired end cap and start cap to the 5m roll.
Para el servicio de corte, es necesario añadir al rollo de 5m el cable, la tapa final y la tapa inicial deseada.

ACCESSORIES

For installation monocolor Para instalación monocolor

M2003.10
Aluminum clip (35mm)
Clip aluminio (35mm)

M0201.40
Aluminum profile (2m)
Perfil aluminio (2m)

M0201.42
Recessed aluminum profile (2m)
Perfil aluminio empotrado (2m)

M0201.41
Wire way profile surface
Perfil superficie oculta cable

M0201.43
Wire way recessed surface
Perfil empotrado oculta cable

M2002.18
Silicone front cap (1u.)
Tapa frontal silicona (1u.)

M2002.19
Silicone side & bottom cap (1u.)
Tapa lateral e inferior silicona 
(1u.)

M2002.17
Silicone end cap (1u.)
Tapa final silicona (1u.)

M0505.31
IP68 “I” connection Ø6-13,5mm 
Tee Tube (3 poles) (monocolor)
Conexión “I” Ø6-13,5mm IP68 
Tee Tube (3 polos) (monocolor)

M2001.5
2 x 1.5 mm2 Monocolor cable 
(0.30m)
Cable 2 x 1.5 mm2 Monocolor 
(0.30m)

M0401.4/2
3 x 1.5 mm2 H07RN-F cable (m) 
(monocolor)
Cable 3 x 1.5 mm2  H07RN-F (m) 
(monocolor)

M0505.32
IP68 “I” connection Ø6-17mm 
Tee Tube (5 poles)
Conexión “I” Ø6-17mm IP68 
Tee Tube (5 polos)

M0401.15/2
5 x 0,75 mm2 PUR cable (RGB)
Cable PUR 5 x 0,75 mm2 (RGB)

For installation RGBW Para instalación RGBW

To control the luminaires via Bluetooth see page 382.
Para controlar las luminarias vía Bluetooth consultar página 382.

Power supplies page 386.
Fuentes de alimentación página 386.
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MONOCOLOR ON-OFF CONNECTIONS

MONOCOLOR NO DIMMABLE
MONOCOLOR SIN DIMERIZARA
Max:	 4 reels of 5 m connection to 
PSU 24V DC - 320W (max. 20 m).
Máx:	 4 bobina de 5 m. conectadas a 
fuente de alimentación de
24V DC - 320W (máx. 20 m).

DIMMABLE WITH LINEARdrive 720 
DIMERIZABLE CON LINEARdrive 720B
Max:	 4 reel of 5 m in connection to 
LINEARdrive 720 (PSU 24V DC - 320W) 
(max. 20 m).
Máx:	 4 bobina de 5 m conectadas en 
paralelo al LINEARdrive 720 (fuente de 
alimentación de 24V DC - 320W) 
(máx. 20 m).

LINEAR
drive

 2
 3

 4
  2  3  4

M0401.4/2 M0505.31

POWER

power
supply 

24V DC 
320W

power
supply 

24V DC 
320W

RBGW CONNECTIONS

M0401.15/2 M0505.32

A
Max:	 4 reels of 5 m in parallel connection to LINEARdrive 720 
	 (PSU 24V DC - 320W) (max. 5 m).
	 5 m from the power supply to the first reel connection.
Máx:	 4 bobinas de 5 m conectadas en paralelo al LINEARdrive	 720 		
	 (fuente de alimentación de 24V DC - 320W) (máx. 5m).
	 5 m desde la fuente de alimentación a la primera bobina.

230V AC
power
supply

controller
DMX

POWER

DATA

To next LINEARdrive

LINEAR
drive
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LIGHT DISTRIBUTION CURVES

Data calculated with SmartLedFlex® mini 3D monocolor & mini 3D RGBW.  
Lumen measurement complies with UNE-EN 13032 / IES LM-79-08 testing procedures.
Light distribution curves are available at www.mcilight.com.
Due to continuous improvements and innovations, specifications may change without notice. 

Datos calculados con SmartLedFlex® mini 3D monocolor & mini 3D RGBW.
Ensayado bajo las especificaciones de la norma UNE-EN 13032 / IES LM-79-08.
Fotometrías disponibles en www.mcilight.com. 
Debido a las continuas mejoras e innovaciones, las especificaciones pueden cambiar sin previo aviso.

9W1m 2700K

h (m) Ø (m)

1 46 lux 2.4

2 12 lux 4.9

3 6 lux 7.3

4 2 lux 9.8

5 1 lux 12.3
120° 15° 15°0°

90° 90°
75° 75°

60° 60°

45° 45°

30° 30°

h (m) Ø (m)

1 34 lux 3.15

2 8 lux 6.24

3 4lux 9.36

4 1 lux 12.49

5 1 lux 15.61
120° 15° 15°0°

90° 90°
75° 75°

60° 60°

45° 45°

30° 30°

15W1m RGBW

-120° 120º0°

100

200

300

400

500

3000K 4000K

-120° 120º0°

20

40

60

80

100
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F l e x i b l e  w a l l  w a s h i n g  f o r  o r g a n i c  a r c h i t e c t u r a l  f o r m s

SPORTS BOULEVARD, RIYADH, SAUDI ARABIA
Photography Studioneuf Robert Kfoury

S M A R T L E D F L E X ®  L E N S  3 D
g e n  2
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S M A R T L E D F L E X ®  L E N S  3 D
g e n  2
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MONOCOLOR 
Top bending Ø100 mm
Curvatura superior Ø100 mm

MONOCOLOR 
Side bending Ø300 mm
Curvatura lateral Ø300 mm
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MONOCOLOR
1 LED = 1 Cut = 42 mm

RGBW
6 LED = 1 Cut = 250 mm

RGBW 
Top bending Ø300 mm
Curvatura superior Ø300 mm

Side, front, or bottom cable entry
Entrada de cable lateral, frontal o inferior
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Flexible wall washing for organic architectural forms

SMARTLEDFLEX® LENS 3D

QUICKINFO

Flexible grazer for organic and curved architecture.
Up to 1800 lm/m in monochrome version.
Vertical and horizontal bending depending on version.
Cuttable system for maximum adaptability.
Optics and accessories for complex integrations.

IP67 IK08 SILICONE
HOUSING

L80 B10
>50.000H
TA +25°C

TA MIN
-25°C
-13°F

TA MAX
+50°C
+122°F

24V
DC

HEAT
SHOCK
TESTED

SALT
WATER
RESIS.

UV
PROTEC.

Power
Potencia

26W/m
Monocolor

24W/m
RGBW

30°

15°x40°

Beam
Ángulo

Length
Longitud

5m

Cable entry
Entrada cable

Front
Frontal

Installation
Instalación

Flexible profile
Perfil flexible

Clip
Clip

Swivel base
Base giratoria

Control

PMW

Light colour
Color luz

RGBW
(3000K)

3000K 
CRI>90

4000K 
CRI>90

RGBW
TOPFLEX

MONOCOLOR
3D

Profile
Perfil

Side (custom)
Lateral (custom)

Botton (custom)
Inferior (custom)

Custom 
service
Servicio 
de corte
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MEASURES

SPECIFICATIONS

RGBW

Power (1m) 24 W /24 LEDs

Color temperatures
RGBW

Red Green Blue 4000K R+G+B+W

Lumens output 30° (1m) 187 lm 572 lm 143 lm 380 lm 1280 lm

Lumens output 15°x40° (1m) 155 lm 473 lm 118 lm 305 lm 1050 lm

Luminaire efficiency 53 lm/W

Cutting size 250 mm (6 modules LED)

Measures 24 x 18 x 5000 mm

Weight 2,30 kg

MONOCOLOR

Power (1m) 26 W/ 24 LEDs

Color temperatures 3000K 4000K

Lumens output 30° (1m) 1655 lm 1800 lm

Lumens output 15°x40° (1m) 1590 lm 1660 lm

Luminaire efficiency 63 lm/W 69 lm/W

Cutting size 42 mm (1 module LED)

Measures 24 x 18 x 5000 mm

Weight 2,30 kg

5m
(905 in)

27mm 
(1.06 in)

350mm 
(13.77 in)

41,5mm 
(1.63 in)

24mm 
(0.94 in)

18mm 
(0.70 in)

Monocolor
42mm (1.65 in)
Cutting Length
Unidad de corte

RGBW
250mm (9.84 in)
Cutting Length
Unidad de corte

Clip | Aluminium profile | Flexible aluminium profile
Clip | Perfil aluminio | Perfil aluminio flexible

Swivel base adjustable every 15° (for aluminium profile & clip) 
Base giratoria ajustable cada 15° (para perfil aluminio y clip)

27,2mm 
(1.07 in)

21,5mm 
(0.84 in)

150°

25,5mm 
(1.00 in)

28mm 
(1.10 in)

46,5mm 
(1.83 in)

Due to tolerances of the production process the color temperatures could change slightly.
Debido a las tolerancias del proceso de producción las temperaturas del color pueden cambiar ligeramente.

Color temperature conform to ANSI C78.377A.  
Temperatura de color según normativa ANSI C78.377A.
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Base code
Código base

Cable entry
Entrada cable

Beam
Ángulo

Length 
Longitud

CRI/Temp.
CRI/Temp.

73300. 0 Front 0 30° 5 5m /90.3K 90 / 3000K
1 15°x40° /90.4K 90 / 4000K

ORDER OPTIONS: MONOCOLOR

OPTIONS ON REQUEST
Colour temperature Temperatura de color:  2700K  |  6000K
Beam Ángulo:  20°  |  40° 
For cut-to-length service, it is necessary to add the cable, the desired end cap and start cap to the 5m roll.
Para el servicio de corte, es necesario añadir al rollo de 5m el cable, la tapa final y la tapa inicial deseada.

Base code
Código base

Cable entry
Entrada cable

Beam
Ángulo

Length 
Longitud

Temp.
Temp.

73330. 0 Front 0 30° 5 5m /11-3K RGBW / 3000K
1 15°x40°

ORDER OPTIONS: RGBW

OPTIONS ON REQUEST
Colour temperature Temperatura de color:  RGBW (4000K)
Beam Ángulo:  20°  |  40°
For cut-to-length service, it is necessary to add the cable, the desired end cap and start cap to the 5m roll.
Para el servicio de corte, es necesario añadir al rollo de 5m el cable, la tapa final y la tapa inicial deseada.

ACCESSORIES

M2003.7
Aluminum clip (35mm)
Clip aluminio (35mm)

M0201.37
Aluminum profile (2m)
Perfil aluminio (2m)

M0205.2
Flexible stain. steel profile (1m)
Perfil flexible inox (1m)

M2003.8
Swivel base 
(for aluminium profile & clip)
Base giratoria Base giratoria 
(para perfil aluminio y clip)

M2002.6
Silicone side & bottom cap (1u.)
Tapa late. e inferior silicona (1u.)

M2002.7
Silicone front end cap (1u)
Tapa final frontal silicona (1u)

M2002.8
Silicone side end cap (1u)
Tapa final lateral silicona (1u)

M2002.9
Silicone bottom end cap (1u)
Tapa final inferior silicona (1u)

M0505.31
IP68 “I” connection Ø6-13,5mm 
Tee Tube (3 poles) (monocolor)
Conexión “I” Ø6-13,5mm IP68 
Tee Tube (3 polos) (monocolor)

M0505.32
IP68 “I” connection Ø6-17mm 
Tee Tube (5 poles)
Conexión “I” Ø6-17mm IP68 
Tee Tube (5 polos)

M2001.7
2 x 0,75 mm2 Monocolor cable 
(0,35m)
Cable 2 x 0,75 mm2 Monocolor 
(0,35m)

M2001.8
5 x 0,3 mm2 RGBW cable 
(0,35m)
Cable 5 x 0,3 mm2 RGBW 
(0,35m)

For installation Para instalación

M0401.4/2
3 x 1,5 mm2 H07RN-F cable (m) 
(monocolor)
Cable 3 x 1,5 mm2 H07RN-F (m) 
(monocolor)

M0401.15/2
5 x 0,75 mm2 PUR cable 
(RGBW)
Cable PUR 5 x 0,75 mm2 
(RGBW)

To control the luminaires via Bluetooth see page 382.
Para controlar las luminarias vía Bluetooth consultar página 382.

Power supplies page 386.
Fuentes de alimentación página 386.
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MONOCOLOR ON-OFF CONNECTIONS

RGBW CONNECTIONS

M0401.15/2 M505.32

Max:	 2 reels of 5 m in parallel connection to LINEARdrive 720 
	 (PSU 24 V DC - 320W) (max. 15 m).
	 5 m from the power supply to the first reel connection.
Máx:	 2 bobinas de 5 m conectadas en paralelo al LINEAR-drive
	  720 (fuente de alimentación de 24 V DC - 320W)
	  (máx. 15m).
	  5 m desde la fuente de alimentación a la primera bobina.

230 V AC
power
supply controller

DMX

POWER

DATA
LINEAR
drive

Max. 1 reel of 5m

M0401.4/2 M0505.31

POWER

DIMMABLE MONOCOLOR
MONOCOLOR DIMERIZABLEB
Max:	 2 reels of 5 m in parallel connection to LINEARdrive 	
	 720 (PSU 24 V DC - 320W) (max. 10 m).
	 5 m from the power supply to the first reel connection.
Máx:	 2 bobinas de 5 m conectadas en paralelo al 		
	 LINEARdrive 720 (fuente de alimentación de 24V
 	 DC - 320W) (máx. 10 m).
	 5 m desde la fuente de alimentación a la primera 	
	 bobina.

LINEAR
drive

MONOCOLOR NO DIMMABLE
MONOCOLOR SIN DIMERIZARA

power
supply

Max:	 2 reels of 5 m in parallel connection to PSU 24 V 
	 DC - 320W (max. 10 m).
	 5 m from the power supply to the first SFL 3D 
	 Top & Sideflex.
Máx:	 2 bobinas de 5 m. en paralelo conectadas a 
	 fuente de alimentación de 24 V DC - 320W (máx. 10 m).
	 5 m. desde la fuente de alimentación al primer 
	 SFL 3D Top & Sideflex.

230 V AC
power
supply

Max. 1 reel of 5m

To next LINEARdrive

To next LINEARdrive
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LIGHT DISTRIBUTION CURVES

Data calculated with SmartLedFlex® Lens 3D.  
Lumen measurement complies with UNE-EN 13032 / IES LM-79-08 testing procedures.
Light distribution curves are available at www.mcilight.com.
Due to continuous improvements and innovations, specifications may change without notice. 

Datos calculados con SmartLedFlex® Lens 3D.
Ensayado bajo las especificaciones de la norma UNE-EN 13032 / IES LM-79-08.
Fotometrías disponibles en www.mcilight.com. 
Debido a las continuas mejoras e innovaciones, las especificaciones pueden cambiar sin previo aviso.

h (m) Ø (m)

1 920lux 0.7

2 230 lux 1.4

3 102 lux 2.1

4 58 lux 2.8

5 37 lux 3.5
15°x40° 15° 15°0°

90° 90°
75° 75°

60° 60°

45° 45°

30° 30°

26W1m 3000K

-120° 120º0°

1000

2000

3000

4000

5000
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SPORTS BOULEVARD, RIYADH, SAUDI ARABIA
Photography Studioneuf Robert Kfoury
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H i g h - o u t p u t  w a l l  w a s h e r  f o r  c o m p l e x
o r g a n i c  a r c h i t e c t u r a l  s t r u c t u r e s

BOSS STORE, ISTAMBUL, TURKEY
Client: Galata Elektrik Aydınlatma  |  Project Design @ippolitofleitzgroup  |  General Contractor DPI Architects  |  Design @aectual  |  Photo credit Stefaan Devooght

S M A R T L E D F L E X ®  M O D U L E  L E N S
g e n  2
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BOSS STORE, ISTAMBUL, TURKEY
Client: Galata Elektrik Aydınlatma  |  Project Design @ippolitofleitzgroup  |  General Contractor DPI Architects  |  Design @aectual  |  Photo credit Stefaan Devooght

S M A R T L E D F L E X ®

M O D U L E  L E N S
g e n  2
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RGBW
6 Module = 1 Pixel

8 Pixel = 2,4 m

Side, front, or bottom cable entry
Entrada de cable lateral, frontal o inferior
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Side bending diameter 200 mm
Diámetro de curvatura lateral 200 mm

MONOCOLOR
1 Module = 1 Cut = 50 mm

RGBW
6 Module = 1 Cut = 300 mm
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High-output wall washer for complex organic architectural structures

SMARTLEDFLEX® MODULE LENS

QUICKINFO

Modular grazer for organic façades.
Luminous output up to 2500 lm/m.
Professional optics for beam control.
Advanced installation system.

IP67 IK06 AL
HOUSING

L80 B10
>50.000H
TA +25°C

TA MIN
-25°C
-4°F

TA MAX
+50°C
+122°F

Control

Dimmable
(Monocolor)

DMX
(RGBW)

24V
DC CRI>80

HEAT
SHOCK
TESTED

Power
Potencia

36W/m 30°

15°x40°

Beam
Ángulo

SECURITY
GLASS

TEST

Installation
Instalación

Clip
Clip

Flexible profile
Perfil flexible

Light colour
Color luz

3000K 
CRI>80

4000K 
CRI>80

RGBW
(3000K)

3 
M

ac
Ad

am

Length
Longitud

2,4m

Cable entry
Entrada cable

Front
Frontal
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MEASURES

SPECIFICATIONS

RGBW

Power (1m) 24 W /24 LEDs

Color temperatures
RGBW

Red Green Blue 3000K R+G+B+W

Lumens output 30° (1m) 170 lm 365 lm 110 lm 295 lm 940 lm

Lumens output 15°x40° (1m) 120 lm 250 lm 75 lm 205 lm 650 lm

Luminaire efficiency 26 lm/W

Cutting size 300 mm (6 module LED)

Measures 30 x 21 x 2400 mm

Weight 1,40 kg

MONOCOLOR

Power (1m) 36 W/ 20 LEDs

Color temperatures 3000K 4000K

Lumens output 30° (1m) 2290 lm 2535 lm

Lumens output 15°x40° (1m) 2200 lm 2445 lm

Luminaire efficiency 64 lm/W 70 lm/W

Cutting size 50 mm (1 module LED)

Measures 30 x 21 x 2400 mm

Weight 1,40 kg

21mm 
(0.82 in)

Monocolor
50mm (1.96 in) 
Cutting Length
Unidad de corte

RGBW
300mm (11.81 in) 
Cutting Length
Unidad de corte

50mm 
(1.96 in)

350mm 
(13.17 in)

2,4m Max run
(94.48 in Max run)

17mm 
(0.66 in)

30mm 
(1.18 in)

21mm 
(0.82 in)

30mm 
(1.18 in) 16mm 

(0.62 in)

Clip

23mm 
(0.90 in)

Flexible Profile

14mm 
(0.18 in)

23mm 
(0.90 in)

Color temperature conform to ANSI C78.377A.  
Temperatura de color según normativa ANSI C78.377A.
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ACCESSORIES

M2003.9
Aluminium clip
Clip aluminio

M0205.3
Flexible stainless steel 
profile (1,2m)
Perfil flexible inox (1,2m)

M2002.10
Silicone end cap (1u)
Tapa final silicona (1u)

M2002.16
Honeycomb
Panel de abeja

M2002.15
Anti-glare visor
Visera antideslumbrante

M0505.31
IP68 “I” connection Ø6-13,5mm 
Tee Tube (3 poles) (monocolor)
Conexión “I” Ø6-13,5mm IP68 
Tee Tube (3 polos) (monocolor)

M0505.33
IP68 “Y” connection Ø6-17mm 
Tee Tube (5 poles)
Conexión “Y” Ø6-17mm IP68 
Tee Tube (5 polos)

M0510.29
Tee tube plug
Tapón Tee Tube

30102.31
DMX code writer
Configurador de código DMX

ORDER OPTIONS: MONOCOLOR

Base code
Código base

Cable entry
Entrada cable

Beam
Ángulo

Length 
Longitud

CRI/Temp.
CRI/Temp.

73410. 0 Front 0 30° 2 2.4m /80.3K 80 / 3000K
1 15°x40° /80.4K 80 / 4000K

OPTIONS ON REQUEST
Colour temperature Temperatura de color:  2700K  |  5000K
Beam Ángulo:  20°  |  40° 
The standard version is delivered with front cable entry and 0,35 m wire.
La versión estándar se suministra con entrada de cable frontal y cable de 0,35 m.

ORDER OPTIONS: RGBW

Base code
Código base

Cable entry
Entrada cable

Beam
Ángulo

Length 
Longitud

Temp.
Temp.

73420. 0 Front 0 30° 2 2.4m /11-3K RGBW / 3000K
1 15°x40°

OPTIONS ON REQUEST
Colour temperature Temperatura de color:  RGBW (4000K)
Beam Ángulo:  20°  |  40°
The standard version is delivered with front cable entry and 0,35 m wire.
La versión estándar se suministra con entrada de cable frontal y cable de 0,35 m.

M0401.4/2
3 x 1,5 mm2 H07RN-F cable (m) 
(monocolor)
Cable 3 x 1,5 mm2 H07RN-F (m) 
(monocolor)

M0401.5/2
BELDEN 3105A cable (m)
Cable BELDEN 3105A (m)

For installation Para instalación

To control the luminaires via Bluetooth see page 382.
Para controlar las luminarias vía Bluetooth consultar página 382.

Power supplies page 386.
Fuentes de alimentación página 386.
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MONOCOLOR ON-OFF CONNECTIONS

M0401.4/2 M0505.31

Max. 1 reel of 2,4 m. (48 LEDs)

POWER

DIMMABLE MONOCOLOR
MONOCOLOR DIMERIZABLEBMONOCOLOR NO DIMMABLE

MONOCOLOR SIN DIMERIZARA

power
supply LINEAR

drive

To next LINEARdrive

CONNECTIONS RGBW

M0401.5/2 M0505.31

UP TO 2 CHAINS SFL MODULE LENS WITH DMX.
HASTA 2 CADENAS MODULE LENS CON DMX.A

DATA

1 SFL MODULE LENS WITH DMX. 
1 MODULE LENS CON DMXB

controller
DMXcontroller

DMX
1  2  3

amplifier
DMX 

up to
6 outputs

DMX 
output

POWER230 V AC

Max:	 2 reels of 2,4 m in parallel connection to	
	 LINEARdrive 720 (PSU 24 V DC - 200W) (max. 7,2 m).
	 2,4 m from the power supply to the first reel connection.

Máx:	 2 bobinas de 2,4 m conectadas en paralelo al LINEARdrive 	
	 720 (fuente de alimentación de 24V DC - 200W) (máx. 7,2 m). 
	 100m del controlador al último Mini Line Grazer Plus.

Max. 1 reel of 2,4 m. (48 LEDs)Max. 1 reel of 2,4 m. (48 LEDs)

End cap
not included

M0505.31

M0510.29 power
supply

M0505.33
M0401.4/2 

230V AC
power
supplyPOWER

Max:	 3 reels of 2,4 m in parallel connection to	
	 LINEARdrive 720 (PSU 24 V DC - 320W) (max. 7,2 m).
	 2,4 m from the power supply to the first reel 
	 connection.

Máx:	 3 bobinas de 2,4 m conectadas en paralelo al 
	 LINEARdrive 720 (fuente de alimentación de 
	 24V DC - 320W) (máx. 7,2 m). 
	 100m del controlador al último Module Lens.

Max:	 3 reels of 2,4 m in parallel connection to	
	 LINEARdrive 720 (PSU 24 V DC - 320W) (max. 7,2 m).
	 2,4 m from the power supply to the first reel connection.

Máx:	 3 bobinas de 2,4 m conectadas en paralelo al LINEARdrive 	
	 720 (fuente de alimentación de 24V DC - 320W) (máx. 7,2 m). 
	 100m del controlador al último Module Lens.
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LIGHT DISTRIBUTION CURVES

Data calculated with SmartLedFlex® Module Lens.  
Lumen measurement complies with UNE-EN 13032 / IES LM-79-08 testing procedures.
Light distribution curves are available at www.mcilight.com.
Due to continuous improvements and innovations, specifications may change without notice. 

Datos calculados con SmartLedFlex® Module Lens.  
Ensayado bajo las especificaciones de la norma UNE-EN 13032 / IES LM-79-08.
Fotometrías disponibles en www.mcilight.com. 
Debido a las continuas mejoras e innovaciones, las especificaciones pueden cambiar sin previo aviso.

h (m) Ø (m)

1 3990lux 0.57

2 997 lux 1.14

3 443 lux 1.71

4 249 lux 2.28

5 160 lux 2.85
30° 15° 15°0°

90° 90°
75° 75°

60° 60°

45° 45°

30° 30°

36W1.2m 4000K

-120° 120º0°

500

1000

1500

2000

2500
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BOSS STORE, ISTAMBUL, TURKEY
Client: Galata Elektrik Aydınlatma  |  Project Design @ippolitofleitzgroup  |  General Contractor DPI Architects  |  Design @aectual  |  Photo credit Stefaan Devooght
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L E D F L O O D S T R I P ®  P L U S
g e n  2
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Diffuser 110°.
Difusor 110°.

Optic.
Óptica.

Lens 30°.
Lente 30°.
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180°

Swivel base
Base giratoria
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Slim linear wall washer for precise architectural illumination

LEDFLOODSTRIP® PLUS

QUICKINFO

High-performance compact linear grazer.
Up to 2200 lm in only 19×35 mm.
Five optics for precise control.
Fixed and adjustable versions.
Premium aluminium and PMMA construction.

IP66 AL
HOUSING

L90 B10
>60.000H
TA +25°C

MONO

TA MIN
-25°C
-4°F

TA MAX
+50°C
+122°F

Control

Dimmable
(Monocolor)

DMX
(RGBW)

24V
DC

CRI>80
WHITE

TEST

24W/m
(Monocolor)

24W/m
(RGBW)

Power
Potencia

Light colour
Color luz

2700K
CRI>80

RGBW
(4000K)

4000K
CRI>80

3000K
CRI>80

Length
Longitud

250mm

500mm

750mm

1000mm

Installation
Instalación

Base
Base

Adjustable
Giratorio

Clip
Clip

30°
Lens

Beam
Ángulo

110°
Diffuser

34°
Optic

47°
Optic

25°x42°
Optic

L80 B10
>70.000H
TA +25°C

RGBW

PMMA
CLEAR

184
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SPECIFICATIONS MONOCOLOR DIFFUSER & LENS

MONOCOLOR 250 
Power (1m) 6 W/ 18 LEDs
Color temperatures 2700K 3000K 4000K
Lumens output 30° (1m) 353 lm 377 lm 397 lm
Lumens output 110° (1m) 490 lm 522 lm 550 lm
Luminaire efficiency 59lm/W / 82lm/W 63lm/W / 87 lm/W 66lm/W / 92 lm/W
Measures 260 x 35 x 19 mm
Weight 280 gr 

MONOCOLOR 500 
Power (1m) 12 W/ 36 LEDs
Color temperatures 2700K 3000K 4000K
Lumens output 30° (1m) 707 lm 755 lm 795 lm
Lumens output 110° (1m) 980 lm 1045 lm 1100 lm
Luminaire efficiency 59lm/W / 82lm/W 63lm/W / 87 lm/W 66lm/W / 92 lm/W
Measures 510 x 35 x 19 mm
Weight 405 gr 

MONOCOLOR 750 
Power (1m) 18 W/ 54 LEDs
Color temperatures 2700K 3000K 4000K
Lumens output 30° (1m) 1060 lm 1132 lm 1192 lm
Lumens output 110° (1m) 1470 lm 1567 lm 1650 lm
Luminaire efficiency 59lm/W / 82lm/W 63lm/W / 87 lm/W 66lm/W / 92 lm/W
Measures 760 x 35 x 19 mm
Weight 540 gr 

MEASURES

19mm 
(0.74 in)

18mm 
(0.70 in)

17.5mm 
(0.68 in)

35mm 
(1.37 in)

20mm 
(0.78 in)

52mm 
(2.04 in)

±180°

25mm 
(0.98 in)

36mm 
(1.41 in)

Diffuser - 110° Lens - 30° Optic AdjustableBaseClip

21mm 
(0.82 in)

38mm 
(1.49 in)

19.5mm 
(0.76 in)

250 mm / 500 mm / 750 mm / 1000 mm*
(9.8 in ) / (19.7 in) / (29.5 in) / (39.4 in)

*Measures without end caps. 
The end cap thickness is 5 mm each one.
*Medidas sin tapas finales. 
El grosor de cada tapa es de 5 mm.

MONOCOLOR 1000
Power (1m) 24 W/ 72 LEDs
Color temperatures 2700K 3000K 4000K
Lumens output 30° (1m) 1414 lm 1510 lm 1590 lm
Lumens output 110° (1m) 1960 lm 2090 lm 2200 lm
Luminaire efficiency 59lm/W / 82lm/W 63lm/W / 87 lm/W 66lm/W / 92 lm/W
Measures 1010 x 35 x 19 mm
Weight 660 gr 
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RGBW 250 

Power (1m) 6 W/ 12 LEDs

Color temperatures
RGBW

Red Green Blue 4000K R+G+B+W

Lumens output 30° (1m) 30 lm 98 lm 18 lm 104 lm 210 lm

Lumens output 110° (1m) 42 lm 140 lm 26 lm 150 lm 301 lm

Luminaire efficiency 35 lm/W / 55 lm/W

Measures 260 x 35 x 19 mm

Weight 280 gr

RGBW 500 

Power (1m) 12 W/ 24 LEDs

Color temperatures
RGBW

Red Green Blue 4000K R+G+B+W

Lumens output 30° (1m) 59 lm 195 lm 37 lm 208 lm 421 lm

Lumens output 110° (1m) 85 lm 280 lm 53 lm 299 lm 603 lm

Luminaire efficiency 35 lm/W / 55 lm/W

Measures 510 x 35 x 19 mm

Weight 405 gr

RGBW 750 

Power (1m) 18 W/ 36 LEDs

Color temperatures
RGBW

Red Green Blue 4000K R+G+B+W

Lumens output 30° (1m) 89 lm 292 lm 55 lm 313 lm 631 lm

Lumens output 110° (1m) 127 lm 420 lm 79 lm 448 lm 905 lm

Luminaire efficiency 35 lm/W / 55 lm/W

Measures 760 x 35 x 19 mm

Weight 540 gr

RGBW 1000

Power (1m) 24 W/ 48 LEDs

Color temperatures
RGBW

Red Green Blue 4000K R+G+B+W

Lumens output 30° (1m) 118 lm 390 lm 74 lm 417 lm 841 lm

Lumens output 110° (1m) 170 lm 560 lm 106 lm 598 lm 1.207 lm

Luminaire efficiency 35 lm/W / 55 lm/W

Measures 1010 x 35 x 19 mm

Weight 660 gr 

SPECIFICATIONS RGBW DIFFUSER & LENS
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MONOCOLOR 250 

Power (1m) 6 W/ 6 LEDs

Color temperatures 2700K 3000K 4000K

Lumens output 34° (1m) 416 lm 444 lm 467 lm

Lumens output 47° (1m)  431 lm 459 lm 483 lm

Lumens output 25°x42° (1m) 369 lm 393 lm 414 lm

Luminaire efficiency 71lm/W 77lm/W 81lm/W

Measures 260 x 35 x 19 mm

Weight 280 gr 

MONOCOLOR 500 

Power (1m) 12 W/ 12 LEDs

Color temperatures 2700K 3000K 4000K

Lumens output 34° (1m) 833 lm 888 lm 934 lm

Lumens output 47° (1m)  862 lm 919 lm 967 lm

Lumens output 25°x42° (1m) 738 lm 787 lm 828 lm

Luminaire efficiency 71lm/W 77lm/W 81lm/W

Measures 510 x 35 x 19 mm

Weight 405 gr 

MONOCOLOR 750 

Power (1m) 18 W/ 18 LEDs

Color temperatures 2700K 3000K 4000K

Lumens output 34° (1m) 1249 lm 1332 lm 1401 lm

Lumens output 47° (1m)  1293 lm 1378 lm  1450 lm

Lumens output 25°x42° (1m) 1107 lm 1180 lm 1242 lm

Luminaire efficiency 71lm/W 77lm/W 81lm/W

Measures 760 x 35 x 19 mm

Weight 540 gr 

MONOCOLOR 1000

Power (1m) 24 W/ 24 LEDs

Color temperatures 2700K 3000K 4000K

Lumens output 34° (1m) 1666 lm 1776 lm 1869 lm

Lumens output 47° (1m)  1724 lm 1838 lm  1934 lm

Lumens output 25°x42° (1m) 1476 lm 1574 lm 1656 lm

Luminaire efficiency 71lm/W 77lm/W 81lm/W

Measures 1010 x 35 x 19 mm

Weight 660 gr 

SPECIFICATIONS MONOCOLOR OPTIC

Color temperature conform to ANSI C78.377A.  
Temperatura de color según normativa ANSI C78.377A.
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ACCESSORIES

M0505.31
IP68 “I” connection Ø6-13,5mm 
Tee Tube (3 poles) (monocolor)
Conexión “I” Ø6-13,5mm IP68 
Tee Tube (3 polos) (monocolor)

M0505.33
IP68 “Y” connection Ø6-17mm 
Tee Tube (5 poles) (RGBW)
Conexión “Y” Ø6-17mm IP68 
Tee Tube (5 polos) (RGBW)

M0402.15/700
Power cable 70 cm
Cable alimentación 70 cm

M0502.40
End cap
Tapón final

M0402.16/1500
Extension cable 1,50 m
Cable extensión 1,50 m

ORDER OPTIONS: DIFFUSER & LENS

Base code
Código base

Control
Control

Version
Versión

Length 
Longitud

CRI/Temp.
CRI/Temp.

74510. 0 On-Off 0 Diffuser 110° 1 250mm /80.2K7 80 / 2700K
5 DMX 1 Lens 30° 2 500mm /80.3K 80 / 3000K

3 750mm /80.4K 80 / 4000K
4 1000mm /11-4K RGBW / 4000K

OPTIONS ON REQUEST

Brackets Soportes:  Clip (Standard)  |  Not adjustable base  |  Swivel base
The standard version is delivered with clip.  La versión estándar se suministra con clip.

Base code
Código base

Control
Control

Beam
Ángulo

Length 
Longitud

CRI/Temp.
CRI/Temp.

74515. 0 On-Off 1 34° 1 250mm /80.2K7 80 / 2700K
2 47° 2 500mm /80.3K 80 / 3000K
3 25°x42° 3 750mm /80.4K 80 / 4000K

4 1000mm

ORDER OPTIONS: OPTIC

OPTIONS ON REQUEST

Brackets Soportes:  Clip (Standard)  |  Not adjustable base  |  Swivel base
The standard version is delivered with clip.  La versión estándar se suministra con clip.

For installation Para instalación

M0401.4/2
3 x 1,5 mm2 H07RN-F cable (m) 
(monocolor)
Cable 3 x 1,5 mm2 H07RN-F (m) 
(monocolor)

M0401.5/2
BELDEN 3105A cable (m) 
(RGBW)
Cable BELDEN 3105A (m)
(RGBW)

To control the luminaires via Bluetooth see page 382.
Para controlar las luminarias vía Bluetooth consultar página 382.

Power supplies page 386.
Fuentes de alimentación página 386.
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MONOCOLOR ON-OFF CONNECTIONS

M0401.4/2 M0505.31

M0402.15/700

POWER

DIMMABLE MONOCOLOR
MONOCOLOR DIMERIZABLEB
Max:	 5 m from the power supply to the first LFS® Plus 1 m.	
	 4 luminaires per chain & 3 chain maximum
Máx:	 5 m. desde la fuente de alimentación al primer 
	 LFS® Plus 1000 mm.
	 4 luminarias por cadena y 3 cadenas máximo.

MONOCOLOR NO DIMMABLE
MONOCOLOR SIN DIMERIZARA
Max:	 5 m from the power supply to the first LFS® Plus1 m.
	 4 luminaires per chain & 3 chain maximum
Máx:	 5 m. desde la fuente de alimentación al primer 
	 LFS® Plus 1000 mm.
	 4 luminarias por cadena y 3 cadenas máximo.

M0402.16/1500M0502.40
End cap

not included

power
supply LINEAR

drive

Max:	 4 LFS® Plus RGBW 1000mm per DMX output.	
	 100 m from controller to the amplifier.
	 100 m from amplifier to last LFS® Plus 1000 mm.
	 4 luminaires per chain & 3 chain maximum

Máx:	 4 LFS® Plus RGBW por salida DMX.
	 100 m del controlador al amplificador.
	 100 m del amplificador al último LFS® Plus1000 mm.
	 4 luminarias por cadena y 3 cadenas máximo.

Max:	 4 LFS® Plus RGBW 1000mm per DMX output.	
	 100 m from controller to last LFS® Plus1000 mm.
	 4 luminaires per chain & 3 chain maximum

Máx:	 4 LFS® Plus RGBW por salida DMX.
	 100 m del controlador al amplificador.
	 100 m del controlador al último LFS® Plus1000 mm.
	 4 luminarias por cadena y 3 cadenas máximo.

CONNECTIONS RGBW

M0401.5/2 M0505.33

MORE THAN 4 LFS® PLUS RGBW with DMX.
PARA MÁS 4 LFS® PLUS RGBW con DMX.A

DATA

MORE THAN 4 LFS® PLUS RGBW with DMX. 
PARA MÁS 4 LFS® PLUS RGBW con DMX.B

controller
DMX

1  2  3

amplifier
DMX 

up to
6 outputs

DMX 
output

POWER230 V AC

M0402.16/1500

M0402.15/700

M0502.40
End cap

not included

M0401.4/2 

power
supply

controller
DMX

230V AC
power
supplyPOWER

To next LINEARdrive
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LIGHT DISTRIBUTION CURVES

Data calculated with LedFloodStrip® Plus (diffuser 110°). 
Lumen measurement complies with UNE-EN 13032 / IES LM-79-08 testing procedures.
Light distribution curves are available at www.mcilight.com.
Due to continuous improvements and innovations, specifications may change without notice. 

Datos calculados con LedFloodStrip® Plus (diffuser 110°).  
Ensayado bajo las especificaciones de la norma UNE-EN 13032 / IES LM-79-08.
Fotometrías disponibles en www.mcilight.com. 
Debido a las continuas mejoras e innovaciones, las especificaciones pueden cambiar sin previo aviso.

h (m) Ø (m)

1 131 lux 3.14

2 33 lux 6.28

3 15 lux 9.43

4 8 lux 12.57

5 5 lux 15.24
110°

24W1m 2700K

h (m) Ø (m)

1 156 lux 3.14

2 39 lux 6.28

3 17 lux 9.43

4 10 lux 12.57

5 6 lux 15.24
110°

24W1m 3000K

h (m) Ø (m)

1 112 lux 3.14

2 28 lux 6.28

3 12 lux 9.43

4 7 lux 12.57

5 4 lux 15.24
110°

24W1m RGBW

15° 15°0°

90° 90°
75° 75°

60° 60°

45° 45°

30° 30°

-120° 120°0°

100

200

300

400

500
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DISFRUTAR RESTAURANT, BARCELONA, SPAIN
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C o m p a c t  p r e c i s i o n  l i n e a r  w a l l  w a s h e r  f o r 
a r c h i t e c t u r a l  i n t e g r a t i o n M I C R O  L I N E  G R A Z E R
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M I C R O  L I N E  G R A Z E R
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Anodized Dark Grey (RAL 7037)    
Gris oscuro anodizado (RAL 7037)�

194
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Power cable and end cap included
Cable de alimentación y tapón final incluido

180°

Tempered glass   
Cristal templado

Swivel base
Base giratoria
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Compact precision linear wall washer for architectural integration

MICRO LINE GRAZER

QUICKINFO

Ultra-compact façade grazer.
Up to 1000 lm in 26×26 mm.
Monochrome and RGBW DMX versions.
Daisy-chain up to 14 m.
IK10 resistant construction.

IP66 AL
HOUSING

TA MIN
-20°C
-4°F

TA MAX
+50°C
+122°F

24V
DC

TEST

L80 B10
>60.000H
TA +25°C

IK08

Type
Modelo

500mm

1000mm

Light colour
Color luz

RGBW
(3000K)

3000K 
CRI>80

4000K 
CRI>80

Finish
Acabado

Anodized
dark gray
Gris oscuro
anodizado

SECURITY
GLASS

Control

Dimmable
(Monocolor)

SPI
(RGBW)

DMX
(RGBW)

Beam
Ángulo

120°
Diffuser

120°
Anti-glare grid

196
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MEASURESMEASURES

500 mm (19.68 in)
1000 mm (39.37 in)

26mm 
(1.02 in)

64mm 
(2.52 in)

26mm 
(1.02 in)

Cable 
 160 mm

SPECIFICATIONS

RGBW 500

Power 6 W

Color temperatures
RGBW

Red Green Blue 3000K R+G+B+W

Lumens output 120° 32 lm 82 lm 20 lm 118 lm 252 lm

Luminaire efficiency 42 lm/W

Measures 500 x 26 x 64 mm

Weight 0,5 kg

MONOCOLOR 500

Power 6 W

Color temperatures 3000K 4000K

Lumens output 120° 490 lm 515 lm

Luminaire efficiency 82 lm/W 86 lm/W

Measures 500 x 26 x 64 mm

Weight 0,5 kg

MONOCOLOR 1000

Power 12 W

Color temperatures 3000K 4000K

Lumens output 120° 980 lm 1030 lm

Luminaire efficiency 82 lm/W 86 lm/W

Measures 1000 x 26 x 64 mm

Weight 1 kg

RGBW 1000

Power 12 W

Color temperatures
RGBW

Red Green Blue 3000K R+G+B+W

Lumens output 120° 65 lm 165 lm 40 lm 235 lm 505 lm

Luminaire efficiency 42 lm/W

Measures 1000 x 26 x 64 mm

Weight 1 kg

Color temperature conform to ANSI C78.377A.  
Temperatura de color según normativa ANSI C78.377A.
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ORDER OPTIONS

Base code
Código base

Control
Control

Beam
Ángulo

Length 
Longitud

CRI/Temp.
CRI/Temp.

74101. 0 On-Off (Monocolor) 0 120° 2 500mm /80.3K 80 / 3000K
4 SPI (RGBW) 5 120° anti-glare grid 4 1000mm /80.4K 80 / 4000K
5 DMX (RGBW) /11-3K RGBW / 3000K

OPTIONS ON REQUEST
Colour temperature Temperatura de color:  2700K  |  RGBW (2700K)  |  RGBW (4000K) 
The antiglare shield must be ordered on request together with the lighting fixture. 
La visera antideslumbrante debe pedirse bajo demanda junto con la luminaria.

ACCESSORIES

For installation RGBW Para instalación RGBW

For installation monocolor Para instalación monocolor

M0505.31
IP68 “I” connection Ø6-13,5mm
Tee Tube (3 poles)
Conexión “I” Ø6-13,5mm IP68
Tee Tube (3 polos)

M2021.7/1000
1m power cable with female 
IP66 connector (2 poles)
Cable de alimentación con 
conector hembra IP66 (2 polos)

M2021.8/1000
Extension power cable 1m 
(2 poles)
Extensión de cable de 
alimentación 1m (2 polos)

M0401.4/2
3 x 1,5 mm2 H07RN-F cable (m)
Cable 3 x 1,5 mm2 H07RN-F (m)

M0505.33
IP68 “Y” connection Ø6-17mm 
Tee Tube (5 poles)
Conexión “Y” Ø6-17mm IP68 
Tee Tube (5 polos)

M2021.11/1000
1m power & DATA cable with 
female IP66 connector (5 poles)
Cable de alimentación & DATA con 
conector hembra IP66 (5 polos)

M2021.12/1000
Extension power & DATA cable 
1m (5 poles)
Extensión de cable de alimen-
tación & DATA 1m (5 polos)

M0502.39
End cap 120 OHM 
(5 poles-female)
Tapón final 120 OHM 
(5 polos-hembra)

30102.31
DMX code writer
Configurador de código DMX

M0401.4/2
3 x 1,5 mm2 H07RN-F cable (m)
Cable 3 x 1,5 mm2 H07RN-F (m)

M0401.5/2
BELDEN 3105A cable (m)
Cable BELDEN 3105A (m)

For installation SPI Para instalación SPI

M0505.62
IP68 “T” connection 
Korner (3 poles)
Conexión “T” IP68 
Korner (3 polos)

M0505.63
IP68 “I” connection
Korner (2 poles)
Conexión “I” IP68 
Korner (2 polos)

M0505.64
IP68 “I” connection 2xM25
Korner (2 poles)
Conexión “I” IP68 2xM25
Korner (2 polos)

30132.43
Digidot PXLNet Transceiver 
2 RJ+Screw
Transceptor Digidot PXLNet
2 RJ+tornillo

To control the luminaires via Bluetooth see page 382.
Para controlar las luminarias vía Bluetooth consultar página 382.

Power supplies page 386.
Fuentes de alimentación página 386.
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MONOCOLOR ON-OFF CONNECTIONS

M0401.4/2 M0505.31

M2021.7/1000

POWER

DIMMABLE MONOCOLOR
MONOCOLOR DIMERIZABLEB
Max:	 20 m from the power supply to the first Micro LG
	 1000 mm. 14 luminaires per chain & 1 chain maximum
Máx:	 20 m desde la fuente de alimentación a la primera 
	 Micro LG 1000mm	
	 14 luminarias por cadena y 1 cadena máximo.

MONOCOLOR NO DIMMABLE
MONOCOLOR SIN DIMERIZARA
Max:	 20 m from the power supply to the first Micro LG 
	 1000 mm. 14 luminaires per chain & 1 chain maximum
Máx:	 20 m desde la fuente de alimentación a la primera 
	 Micro LG 1000mm	
	 14 luminarias por cadena y 1 cadena máximo.

M2021.8/1000
End cap
included

power
supply

LINEAR
drive

Max. 20m

CONNECTIONS RGBW

M0401.5/2 M0505.33

MORE THAN 14 MICRO LG RGBW with DMX.
PARA MÁS 14 MICRO LG RGBW con DMX.A

DATA

UP TO 14 MICRO LG RGBW with DMX.
HASTA 14 MICRO LG RGBW con DMX.B

controller
DMX

controller
DMX

1  2  3

amplifier
DMX 

up to
6 outputs

DMX 
output

POWER230 V AC

Max:	 14 Micro Line Grazer RGBW 1000mm per DMX output.
	 100 m from controller to the amplifier.
	 100 m from controller to the amplifier.
	 14 luminaires per chain & 1 chain maximum

Máx:	 14 Micro Line Grazer RGBW por salida DMX.
	 100 m del controlador al amplificador.
	 100 m del amplificador al último Micro LG 1000 mm.	
	 14 luminarias por cadena y 1 cadena máximo.

M2021.11/1000

M2021.12/1000
End cap
included

Max:	 14 Micro Line Grazer RGBW 1000mm per DMX output.
	 100 m from controller to last Micro LG 1000 mm.
	 14 luminaires per chain & 1 chain maximum

Máx:	 14 Micro Line Grazer RGBW por salida DMX.
	 100 m del controlador al último Micro LG 1000 mm
	 14 luminarias por cadena y 1 cadena máximo.

M0401.4/2

power
supply

Max. 20m

230V AC
power
supplyPOWER

To next LINEARdrive
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LIGHT DISTRIBUTION CURVES

Data calculated with Micro Line Grazer. 
Lumen measurement complies with UNE-EN 13032 / IES LM-79-08 testing procedures.
Light distribution curves are available at www.mcilight.com.
Due to continuous improvements and innovations, specifications may change without notice. 

Datos calculados con Micro Line Grazer. 
Ensayado bajo las especificaciones de la norma UNE-EN 13032 / IES LM-79-08.
Fotometrías disponibles en www.mcilight.com. 
Debido a las continuas mejoras e innovaciones, las especificaciones pueden cambiar sin previo aviso.

h (m) Ø (m)

1 142 lux 2

2 35 lux 4

3 16 lux 6

4 9 lux 8

5 6 lux 10
120°

12W1m 4000K

15° 15°0°

90° 90°
75° 75°

60° 60°

45° 45°

30° 30°

90° 90°
75° 75°

60° 60°

45° 45°

30° 30°

h (m) Ø (m)

1 60 lux 2

2 15 lux 4

3 7 lux 6

4 4 lux 8

5 2 lux 10
120° 15° 15°0°

12W1m RGBW

-120° 120°0°

100

200

300

400

500

RGBW SPI CONNECTIONS

power
supply 

24V DC 
200W

M0505.64 + 
30132.43

SPI

Extensor
RS485

Control
Pixel

 2
 3

 4

ART-NET

Go to page 372 to choose the Pixel control
Ir a la página 372 para elegir el control Pixel

! Max:	 96 Micro Line Grazer per SPI output. 
	 200 m from extensor to the converter.
	 96 m from the converter to the last luminaire.
Máx:	 96 Micro Line Grazer por salida SPI.
	 200 m desde extensor al convertidor.
	 96 m entre el conversor y la última luminaria.

*Other configurations up under request.
  Para otras configuraciones consultar.

Converter

power
supply 

24V DC 
200W

UTP

M0505.62
M0505.63

M0505.62

200
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EDIFICIO LA MUNDIAL, MÁLAGA, SPAIN 
Client Costa Biler, S.L.  |  Architecture Rafael Moneo
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C o m p a c t  a r c h i t e c t u r a l  w a l l  w a s h e r 
f o r  c o n t r o l l e d  v e r t i c a l  l i g h t i n g

TÚNEL DE ORIENTE, MEDELLÍN, COLOMBIA
Project Celsa SAS

202
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M I N I  L I N E  G R A Z E R
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Anodized Dark Grey (RAL 7037)    
Gris oscuro anodizado (RAL 7037)�

Anti-glare grid available on request 
Rejilla antideslumbrante disponible bajo demanda

204
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Power cable and end cap included
Cable de alimentación y tapón final incluido

Tempered glass   
Cristal templado

180°

Swivel base
Base giratoria

205
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Compact architectural wall washer for controlled vertical lighting

MINI LINE GRAZER

QUICKINFO

High performance in compact format.
Up to 2280 lm.
Direct 100–240V supply.
TRIAC, SPI or DMX control.
Daisy-chain up to 20 m.

IP66 IK08 CRI
>80

AL
HOUSING

SECURITY
GLASS

L80 B10
>60.000H
TA +25°C

TA MIN
-20°C
-4°F

TA MAX
+50°C
+122°F TEST

Type
Modelo

500

1000

Control

TRIAC
(Monocolor)

SPI
(RGBW)

Finish
Acabado

Anodized
dark gray
Gris oscuro
anodizado

Light colour
Color luz

3000K
CRI>80

4000K
CRI>80

RGBW
(3000K)

Beam
Ángulo

10°x60°

10°x60°
anti-glare grid

DMX
(RGBW)

100-240V
AC

206
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MEASURES

SPECIFICATIONS

MONOCOLOR 500

Power 12 W

Color temperatures 3000K 4000K

Lumens output 10°x 60° 1080 lm 1140 lm

Luminaire efficiency 97 lm/W 102 lm/W

Measures 500 x 31 x 66 mm

Weight 0,8 kg

RGBW 500 (1 PX)

Power 21 W

Color temperatures
RGBW

Red Green Blue 3000K R+G+B+W

Lumens output 10°x 60° 168 lm 250 lm 55 lm 425 lm 875 lm

Luminaire efficiency 42 lm/W

Measures 500 x 42 x 66 mm

Weight 0,9 kg

MONOCOLOR 1000

Power 24W

Color temperatures 3000K 4000K

Lumens output 10°x 60° 2160 lm 2280 lm

Luminaire efficiency 97 lm/W 102 lm/W

Measures 1000 x 31 x 66 mm

Weight 1,6 kg

RGBW 1000 (1 PX)

Power 42 W

Color temperatures
RGBW

Red Green Blue 3000K R+G+B+W

Lumens output 10°x 60° 335 lm 500 lm 110 lm 850 lm 1750 lm

Luminaire efficiency 42 lm/W

Measures 1000 x 42 x 66 mm

Weight 1,8 kg

500 mm (19.68 in) / 1000 mm (39.37 in)

Cable 
 244 mm | 480 mm

26mm 
(1.02 in)

31mm 
(1.22 in)

66mm 
(2.59 in)

Cable 
 244 mm | 600 mm

Monocolor

500 mm (19.68 in) / 1000 mm (39.37 in)

26mm 
(1.02 in)

42mm 
(1.65 in)

66mm 
(2.59 in)

Cable 
 250 mm | 600 mm

Cable 
190 mm | 420 mm

RGBW

207

MINI LINE GRAZER

18 MINI LINE GRAZER.indd   20718 MINI LINE GRAZER.indd   207 26/2/26   8:1126/2/26   8:11



ORDER OPTIONS

Base code
Código base

Control
Control

Beam
Ángulo

Length 
Longitud

CRI/Temp.
CRI/Temp.

75001. 4 SPI (RGBW) 0 10°x60° 2 500mm /80.3K 80 / 3000K
5 DMX (RGBW) 5 10°x60° anti-glare grid 4 1000mm /80.4K 80 / 4000K
7 TRIAC (Monocolor) /11-3K RGBW / 3000K

OPTIONS ON REQUEST
Colour temperature Temperatura de color:  2700K  |  RGBW (2700K)  |  RGBW (4000K)  				  

The anti-glare grid must be ordered on request together with the lighting fixture. 
La rejilla antideslumbrante debe pedirse bajo demanda junto con la luminaria.

ACCESSORIES

For installation monocolor Para instalación monocolor

M0505.31
IP68 “I” connection Ø6-13,5mm
Tee Tube (3 poles)
Conexión “I” Ø6-13,5mm IP68
Tee Tube (3 polos)

M2021.9/1000
1m power cable with female 
IP66 connector (3 poles)
Cable de alimentación con
conector hembra IP66 (3 polos)

M2021.10/1000
Extension power cable 1m
(3 poles)
Extensión de cable de
alimentación 1m (3 polos)

M0401.4/2
3 x 1,5 mm2 H07RN-F cable (m)
Cable 3 x 1,5 mm2 H07RN-F (m)

For installation RGBW Para instalación RGBW

M0505.31
IP68 “I” connection Ø6-13,5mm
Tee Tube (3 poles)
Conexión “I” Ø6-13,5mm IP68
Tee Tube (3 polos)

M2021.9/1000
1m power cable with female 
IP66 connector (3 poles)
Cable de alimentación con
conector hembra IP66 (3 polos)

M2021.14/1000
1m DATA cable with female 
IP66 connector (4 poles)
Cable DATA con conector 
hembra IP66 (4 polos)

M2021.10/1000
Extension power cable 1m
(3 poles)
Extensión de cable de
alimentación 1m (3 polos)

M2021.15/1000
Extension DATA cable 1m
(4 poles)
Extensión de cable DATA 1m
(4 polos)

M0502.49
End cap 120 OHM
(4 poles-female)
Tapón final 120 OHM
(4 polos-hembra)

30102.31
DMX code writer
Configurador de código DMX

M0401.4/2
3 x 1,5 mm2 H07RN-F cable (m)
Cable 3 x 1,5 mm2 H07RN-F (m)

M0401.5/2
BELDEN 3105A cable (m)
Cable BELDEN 3105A (m)

For installation SPI Para instalación SPI

M0505.62
IP68 “T” connection 
Korner (3 poles)
Conexión “T” IP68 
Korner (3 polos)

M0505.63
IP68 “I” connection
Korner (2 poles)
Conexión “I” IP68 
Korner (2 polos)

M0505.64
IP68 “I” connection 2xM25
Korner (2 poles)
Conexión “I” IP68 2xM25
Korner (2 polos)

30132.43
Digidot PXLNet Transceiver 
2 RJ+Screw
Transceptor Digidot PXLNet
2 RJ+tornillo

To control the luminaires via Bluetooth see page 382.
Para controlar las luminarias vía Bluetooth consultar página 382.
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MONOCOLOR ON-OFF CONNECTIONS

End cap
included

230 V AC

M0401.4/2 M0505.31

M2021.10/1000
M2021.9/1000

Max. 15m

POWER

Max:	 15 Mini Line Grazer 1m per on-off connection 
Máx:	 15 Mini Line Grazer 1m por conexión on-off

RGBW DMX CONNECTIONS

End cap
included

230 V AC

M0401.4/2 

M2021.10/1000

M2021.14/1000M0401.5/2

M2021.15/1000

M0505.31

M0505.31

POWERPOWER

POWER

MORE THAN 15 MINI LINE GRAZER PLUS WITH DMX
PARA MÁS DE 15 MINI LINE GRAZER PLUS CON DMXA

DATADATA

DATA

Max:	 15 Mini Line Grazer 1m per DMX. 
	 100m from controller to the amplifier.
	 100m from amplifier to last Mini Line Grazer Plus. 

Máx:	 15 Line Grazer 1m por salida DMX. 
	 100m del controlador al amplificador.
	 100m del amplificador al último Mini Line Grazer Plus.

UP TO 15 MINI LINE GRAZER PLUS WITH DMX 
HASTA 15 MINI LINE GRAZER PLUS CON DMXB
Max:	 15 Mini Line Grazer 1m per DMX controller.
	 100m from controller to last Mini Line Grazer Plus. 

Máx:	 15 Mini Line Grazer 1m por controlador DMX. 
	 100m del controlador al último Mini Line Grazer Plus.

controller
DMX

1  2  3

amplifier
DMX 

up to
6 outputs

DMX 
output

Max. 15m

M0502.49

controller
DMX

M2021.9/1000

209
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LIGHT DISTRIBUTION CURVES

Data calculated with Mini Line Grazer.  
Lumen measurement complies with UNE-EN 13032 / IES LM-79-08 testing procedures.
Light distribution curves are available at www.mcilight.com.
Due to continuous improvements and innovations, specifications may change without notice. 

Datos calculados con Mini Line Grazer.
Ensayado bajo las especificaciones de la norma UNE-EN 13032 / IES LM-79-08.
Fotometrías disponibles en www.mcilight.com. 
Debido a las continuas mejoras e innovaciones, las especificaciones pueden cambiar sin previo aviso.

24W1m 3000K

15° 15°0°

90° 90°
75° 75°

60° 60°

45° 45°

30° 30°

h (m) Ø (m)

1 348 lux 2

2 171 lux 3

3 86 lux 4

4 54 lux 5

5 35 lux 6
10°x60°

42W1m    RGBW

h (m) Ø (m)

1 329 lux 2

2 147 lux 3

3 73 lux 4

4 45 lux 5

5 29 lux 6
10°x60° 15° 15°0°

90° 90°
75° 75°

60° 60°

45° 45°

30° 30°

-120° 120º0°

2000

4000

6000

8000

10000

RGBW SPI CONNECTIONS

power
supply 

24V DC 
200W

SPI

Extensor
RS485

Control
Pixel

 2
 3

 4

ART-NET

Go to page 372 to choose the Pixel control
Ir a la página 372 para elegir el control Pixel

! Max:	 128 Mini Line Grazer per SPI output. 
	 200 m from extensor to the converter.
	 128 m from the converter to the last luminaire.
Máx:	 128 Mini Line Grazer por salida SPI.
	 200 m desde extensor al convertidor.
	 128 m entre el conversor y la última luminaria.

*Other configurations up under request.
  Para otras configuraciones consultar.

Converter

power
supply 

24V DC 
200W

M0505.64 + 
30132.43

UTP

M0505.62
M0505.63

M0505.62

30132.16
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TÚNEL DE ORIENTE, MEDELLÍN, COLOMBIA
Project Celsa SAS
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H i g h - o u t p u t  c o m p a c t  w a l l  w a s h e r 
f o r  t a l l  a r c h i t e c t u r a l  s u r f a c e s

EUROLUCE STAND, MILAN, ITALY
Desing Francesc Rifé Studio  |  Lighting Claudia Paz Lighting Studio  |  Photography Javier Marquez Photo
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EUROLUCE STAND, MILAN, ITALY
Desing Francesc Rifé Studio  |  Lighting Claudia Paz Lighting Studio  |  Photography Javier Marquez Photo

M I N I  L I N E  G R A Z E R  P L U S
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Anodized Dark Grey (RAL 7037)    
Gris oscuro anodizado (RAL 7037)�

Anti-glare grid available on request 
Rejilla antideslumbrante disponible bajo demanda

214
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Power cable and end cap included
Cable de alimentación y tapón final incluido

Tempered glass   
Cristal templado

180°

Swivel base
Base giratoria

215
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High-output compact wall washer for tall architectural surfaces

MINI LINE GRAZER PLUS

QUICKINFO

Powerful grazer for large heights.
Up to 7000 lm.
Efficient lighting up to 12 m.
Monochrome and RGBW versions.
Professional-grade system.

IP66 IK08 CRI
>80

AL
HOUSING

SECURITY
GLASS

L80 B10
>60.000H
TA +25°C

TA MIN
-20°C
-4°F

TA MAX
+50°C
+122°F TEST

Type
Modelo

500

1000

Finish
Acabado

Anodized
dark gray
Gris oscuro
anodizado

Light colour
Color luz

3000K
CRI>80

4000K
CRI>80

RGBW
(3000K)

Control

On-Off
(Monocolor)

DMX
(RGBW)

Beam
Ángulo

10°x60°

10°x60°
anti-glare grid

100-240V
AC

(MONO)

100-277V
AC

(RGBW)

216
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500 mm (19.68 in)
1000 mm (39.37 in)

Cable 
 250 mm | 490 mm

82mm 
(3.22 in)

65mm 
(1.22 in)

33mm 
(1.29 in)

MEASURES

SPECIFICATIONS

MONOCOLOR 500

Power 36 W/ 72 LEDs/m

Color temperatures 3000K 4000K

Lumens output 10°x 60° 3460 lm 3635 lm

Luminaire efficiency 97 lm/W 102 lm/W

Measures 500 x 33 x 65 mm

Weight 1,5 kg

RGBW 500 (1 PX)

Power 36 W/ 48 LEDs/m

Color temperatures
RGBW

Red Green Blue 3000K R+G+B+W

Lumens output 10°x 60° 315 lm 660 lm 153 lm 822 lm 1815 lm

Luminaire efficiency 55 lm/W

Measures 500 x 33 x 65 mm

Weight 1,6 kg

MONOCOLOR 1000

Power 72 W/ 72 LEDs/m

Color temperatures 3000K 4000K

Lumens output 10°x 60° 6920 lm 7270 lm

Luminaire efficiency 97 lm/W 102 lm/W

Measures 1000 x 33 x 65 mm

Weight 3 kg

RGBW 1000 (1 PX)

Power 72 W/ 48 LEDs/m

Color temperatures
RGBW

Red Green Blue 3000K R+G+B+W

Lumens output 10°x 60° 630 lm 1318 lm 306 lm 1643 lm 3630 lm

Luminaire efficiency 55 lm/W

Measures 1000 x 33 x 65 mm

Weight 3,2 kg

Color temperature conform to ANSI C78.377A.  
Temperatura de color según normativa ANSI C78.377A.

217
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ORDER OPTIONS

Base code
Código base

Control
Control

Beam
Ángulo

Length 
Longitud

CRI/Temp.
CRI/Temp.

75010. 1 On-Off (Monocolor) 0 10°x60° 2 500mm /80.3K 80 / 3000K
5 DMX (RGBW) 5 10°x60° anti-glare grid 4 1000mm /80.4K 80 / 4000K

/11-3K RGBW / 3000K

OPTIONS ON REQUEST
Colour temperature Temperatura de color
2700K  |  RGBW (2700K)

The anti-glare grid must be ordered on request together with the lighting fixture.
La rejilla antideslumbrante debe pedirse bajo demanda junto con la luminaria.

ACCESSORIES

For installation RGBW Para instalación RGBW

For installation monocolor Para instalación monocolor

M0505.31
IP68 “I” connection Ø6-13,5mm
Tee Tube (3 poles)
Conexión “I” Ø6-13,5mm IP68
Tee Tube (3 polos)

M2021.9/1000
1m power cable with female 
IP66 connector (3 poles)
Cable de alimentación con
conector hembra IP66 (3 polos)

M2021.10/1000
Extension power cable 1m
(3 poles)
Extensión de cable de
alimentación 1m (3 polos)

M0401.4/2
3 x 1,5 mm2 H07RN-F cable (m)
Cable 3 x 1,5 mm2 H07RN-F (m)

M0505.31
IP68 “I” connection Ø6-13,5mm
Tee Tube (3 poles)
Conexión “I” Ø6-13,5mm IP68
Tee Tube (3 polos)

M2021.9/1000
1m power cable with female 
IP66 connector (3 poles)
Cable de alimentación con
conector hembra IP66 (3 polos)

M2021.10/1000
Extension power cable 1m
(3 poles)
Extensión de cable de
alimentación 1m (3 polos)

M2021.14/1000
1m DATA cable with female 
IP66 connector (4 poles)
Cable DATA con conector 
hembra IP66 (4 polos)

M2021.15/1000
Extension DATA cable 1m
(4 poles)
Extensión de cable DATA 1m
(4 polos)

M0502.49
End cap 120 OHM
(4 poles-female)
Tapón final 120 OHM
(4 polos-hembra)

30102.31
DMX code writer
Configurador de código DMX

M0401.4/2
3 x 1,5 mm2 H07RN-F cable (m)
Cable 3 x 1,5 mm2 H07RN-F (m)

M0401.5/2
BELDEN 3105A cable (m)
Cable BELDEN 3105A (m)

To control the luminaires via Bluetooth see page 382.
Para controlar las luminarias vía Bluetooth consultar página 382.
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MONOCOLOR ON-OFF CONNECTIONS

End cap
included

230 V AC

M0401.4/2 M0505.31

M2021.10/1000
M2021.9/1000

Max. 20m

POWER

Max:	 20 m of Mini Line Grazer Plus per on-off connection 
Máx:	 20m Mini Line Grazer Plus por conexión on-off

CONNECTIONS RGBW

End cap
included

230 V AC

M0401.4/2

M2021.10/1000

M2021.14/1000M0401.5/2

M2021.15/1000

M0505.31

M0505.31

POWERPOWER

POWER

MORE THAN 15 MINI LINE GRAZER PLUS WITH DMX
PARA MÁS DE 15 MINI LINE GRAZER PLUS CON DMXA

DATA

Max:	 15 Mini Line Grazer Plus 1m per DMX. 
	 100m from controller to the amplifier.
	 100m from amplifier to last Mini Line Grazer Plus. 

Máx:	 15 Line Grazer 1m por salida DMX. 
	 100m del controlador al amplificador.
	 100m del amplificador al último Mini Line Grazer Plus.

UP TO 15 MINI LINE GRAZER PLUS WITH DMX 
HASTA 15 MINI LINE GRAZER PLUS CON DMXB
Max:	 15 Mini Line Grazer 1m per DMX controller.
	 100m from controller to last Mini Line Grazer Plus. 

Máx:	 15 Mini Line Grazer 1m por controlador DMX. 
	 100m del controlador al último Mini Line Grazer Plus.

controller
DMX

1  2  3

amplifier
DMX 

up to
6 outputs

DMX 
output

Max. 15m

M0502.49

DATA

M2021.9/1000

controller
DMX

DATA

219
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LIGHT DISTRIBUTION CURVES

Data calculated with Mini Line Grazer Plus.  
Lumen measurement complies with UNE-EN 13032 / IES LM-79-08 testing procedures.
Light distribution curves are available at www.mcilight.com.
Due to continuous improvements and innovations, specifications may change without notice. 

Datos calculados con Mini Line Grazer Plus.
Ensayado bajo las especificaciones de la norma UNE-EN 13032 / IES LM-79-08.
Fotometrías disponibles en www.mcilight.com. 
Debido a las continuas mejoras e innovaciones, las especificaciones pueden cambiar sin previo aviso.

72W1m 3000K

15° 15°0°

90° 90°
75° 75°

60° 60°

45° 45°

30° 30°

h (m) Ø (m)

1 9249 lux 2

2 2312 lux 3

3 1028 lux 4

4 578 lux 5

5 370 lux 6
10°x60°

72W1m    RGBW

h (m) Ø (m)

1 2830 lux 2

2 707 lux 3

3 314 lux 4

4 177 lux 5

5 113 lux 6
10°x60° 15° 15°0°

90° 90°
75° 75°

60° 60°

45° 45°

30° 30°

-120° 120º0°

2000

4000

6000

8000

10000
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EUROLUCE STAND, MILAN, ITALY
Desing Francesc Rifé Studio  |  Lighting Claudia Paz Lighting Studio  |  Photography Javier Marquez Photo
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H i g h - e f f i c i e n c y  w a l l  w a s h e r  f o r  d e m a n d i n g
 a r c h i t e c t u r a l  f a ç a d e s S L I M  L I N E  G R A Z E R

g e n  2

EWAN BUILDING, RIYADH, SAUDI ARABIA 
Photography Studioneuf Robert Kfoury
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S L I M  L I N E  G R A Z E R
g e n  2
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Offered in three different colours:
anodized silver, black (RAL 9011) and white (RAL 9003)
Disponible en tres colores:
anodizado plata, negro (RAL9011) y blanco (RAL 9003)

Monolithic tempered glass
Cristal de seguridad monolítico templado

Anti-glare grid available on request 
Rejilla antideslumbrante disponible bajo demanda
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Molded silicone gasket guarantees IP66.
Junta de silicona moldeada que garantiza un IP66.

IP68 connector
Conector IP68

Adjustable bracket 
Soporte ajustable

160°
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High-efficiency wall washer for demanding architectural façades

SLIM LINE GRAZER gen 2

QUICKINFO

High efficiency: up to 100 lm/W.
Luminous output up to 9300 lm.
IK10 with 8 mm glass.
Wide range of configurations.
Surface or recessed mounting.

IP66 IK10 CRI
>80

AL
HOUSING

SECURITY
GLASS

L80 B10
>60.000H
TA +25°C

TA MIN
-20°C
-4°F

TA MAX
+50°C
+122°F TEST

Finish
Acabado

Silver
Plata

White
Blanco

Black
Negro

Bracket
Soporte

For
recessed
Para 
empotrar

Fixed
Fijo

Adjustable
Giratorio

Type
Modelo

300
Final line

600

900

1200

1500

Beam
Ángulo

25°

10°

40°

60°

10°x30°
Elliptical

25°
Asym.

15°x60°
Elliptical

Control

DMX/RDM
(RGBW)

On-Off
(Monocolor)

DALI
(Monocolor)

DALI DT8
(RGBW)

CASAMBI
(RGBW)

Light colour
Color luz

1800K 
CRI>70

RGBW
(4000K)

3000K
CRI>80

2700K
CRI>80

4000K
CRI>80

3 
M

ac
Ad

am

RGBW
(3000K)

220-240V
AC
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MEASURES

80mm 
(3.14 in)

44mm 
(1.73 in)

Adjustable bracket Soporte Ajustable

44mm 
(1.73 in)

60mm 
(2.24 in)

64mm 
(2.51 in)

Fixed bracket Soporte Fijo

SPECIFICATIONS MONOCOLOR

MONOCOLOR 300

Power 21 W
Color temperatures 1800K 2700K 3000K 4000K
Lumens output 10° 1720 lm 1757 lm 1869 lm 1869 lm
Lumens output 25° 1646 lm 1681 lm 1789 lm 1789 lm
Lumens output 40° 1498 lm 1530 lm 1628 lm 1628 lm
Lumens output 60° 1571 lm 1605 lm 1707 lm 1707 lm
Lumens output 15°x60° 1609 lm 1644 lm 1749 lm 1749 lm
Lumens output Asym. 25° 1588 lm 1623 lm 1726 lm 1726 lm
Luminaire efficiency 75 to 81 lm/W 77 to 83 lm/W 82 to 89 lm/W 82 to 89 lm/W
Measures 323 x 80 x 44 mm
Weight 0,9 kg

910 mm (35.82 in)
1205 mm (47.44 in)

1500 mm (59.05 in)323 mm (12.71 in)
615 mm (24.21 in)

910 mm (35.82 in) 
1205 mm (47.44 in)

1500 mm (59.05 in)323 mm (12.71 in)
615 mm (24.21 in)

Color temperature conform to ANSI C78.377A.  
Temperatura de color según normativa ANSI C78.377A.

MONOCOLOR 600

Power 38 W
Color temperatures 1800K 2700K 3000K 4000K
Lumens output 10° 3439 lm 3513 lm 3738 lm 3738 lm
Lumens output 25° 3291 lm 3362 lm 3577 lm 3577 lm
Lumens output 40° 2995 lm 3060 lm 3256 lm 3256 lm
Lumens output 60° 3141 lm 3210 lm 3414 lm 3414 lm
Lumens output 15°x60° 3217 lm 3287 lm 3497 lm 3497 lm
Lumens output Asym. 25° 3176 lm 3245 lm 3452 lm 3452 lm
Luminaire efficiency 83 to 91 lm/W 85 to 96 lm/W 90 to 102 lm/W 90 to 102 lm/W
Measures 615 x 80 x 44 mm
Weight 1,8 kg
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MONOCOLOR 1200

Power 73 W
Color temperatures 1800K 2700K 3000K 4000K
Lumens output 10° 6877 lm 7027 lm 7475 lm 7475 lm
Lumens output 25° 6582 lm 6725 lm 7154 lm 7154 lm
Lumens output 40° 5991 lm 6121 lm 6511 lm 6511 lm
Lumens output 60° 6283 lm 6419 lm 6829 lm 6829 lm
Lumens output 15°x60° 6434 lm 6574 lm 6993 lm 6993 lm
Lumens output Asym. 25° 6352 lm 6490 lm 6904 lm 6904 lm
Luminaire efficiency 83 to 91 lm/W 85 to 96 lm/W 90 to 102 lm/W 90 to 102 lm/W
Measures 1205 x 80 x 44 mm
Weight 3,7 kg

MONOCOLOR 1500

Power 91 W
Color temperatures 1800K 2700K 3000K 4000K
Lumens output 10° 8596 lm 8783 lm 9344 lm 9344 lm
Lumens output 25° 8227 lm 8406 lm 8943 lm 8943 lm

Lumens output 40° 7488 lm 7651 lm 8139 lm 8139 lm

Lumens output 60° 7853 lm 8024 lm 8536 lm 8536 lm
Lumens output 15°x60° 8042 lm 8217 lm 8742 lm 8742 lm
Lumens output Asym. 25° 7940 lm 8112 lm 8630 lm 8630 lm
Luminaire efficiency 83 to 91 lm/W 85 to 96 lm/W 90 to 102 lm/W 90 to 102 lm/W
Measures 1500 x 80 x 44 mm
Weight 4,6 kg

SPECIFICATIONS MONOCOLOR

SPECIFICATIONS RGBW

RGBW 300

Power 22 W

Color temperatures
RGBW

Red Green Blue 4000K R+G+B+W
Lumens output 10° 185 lm 495 lm 113 lm 412 lm 1204 lm
Lumens output 25° 177 lm 473 lm 108 lm 395 lm 1153 lm
Lumens output 40° 162 lm 431 lm 99 lm 359 lm 1050 lm
Lumens output 60° 169 lm 452 lm 104 lm 377 lm 1100 lm
Lumens output 15°x60° 174 lm 463 lm 106 lm 386 lm 1128 lm
Lumens output Asym. 25° 171 lm 457 lm 105 lm 381 lm 1113 lm
Luminaire efficiency 29 to 34 lm/W 78 to 90 lm/W 18 to 21 lm/W 65 to 75 lm/W 48 to 55 lm/W
Measures 323 x 80 x 44 mm
Weight 0,9 kg

MONOCOLOR 900

Power 55 W
Color temperatures 1800K 2700K 3000K 4000K
Lumens output 10° 5158 lm 5270 lm 5606 lm 5606 lm
Lumens output 25° 4792 lm 5044 lm 5366 lm 5366 lm
Lumens output 40° 4361 lm 4591 lm 4884 lm 4884 lm
Lumens output 60° 4574 lm 4814 lm 5122 lm 5122 lm
Lumens output 15°x60° 4684 lm 4930 lm 5245 lm 5245 lm
Lumens output Asym. 25° 4764 lm 4867 lm 5178 lm 5178 lm
Luminaire efficiency 83 to 91 lm/W 85 to 96 lm/W 90 to 102 lm/W 90 to 102 lm/W
Measures 910 x 80 x 44 mm
Weight 2,8 kg
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RGBW 600

Power 45 W

Color temperatures
RGBW

Red Green Blue 4000K R+G+B+W
Lumens output 10° 369 lm 989 lm 226 lm 824 lm 2408 lm
Lumens output 25° 354 lm 946 lm 216 lm 789 lm 2305 lm
Lumens output 40° 323 lm 861 lm 197 lm 718 lm 2099 lm
Lumens output 60° 337 lm 903 lm 207 lm 753 lm 2200 lm
Lumens output 15°x60° 347 lm 925 lm 212 lm 771 lm 2255 lm
Lumens output Asym. 25° 342 lm 913 lm 209 lm 761 lm 2225 lm
Luminaire efficiency 28 to 33 lm/W 77 to 88 lm/W 18 to 20 lm/W 64 to 74 lm/W 46 to 53 lm/W
Measures 615 x 80 x 44 mm
Weight 1,8 kg

RGBW 1500

Power 112 W

Color temperatures
RGBW

Red Green Blue 4000K R+G+B+W
Lumens output 10° 926 lm 2472 lm 565 lm 2061 lm 6024 lm
Lumens output 25° 884 lm 2366 lm 541 lm 1972 lm 5763 lm
Lumens output 40° 804 lm 2154 lm 493 lm 1795 lm 5246 lm
Lumens output 60° 846 lm 2259 lm 517 lm 1883 lm 5505 lm
Lumens output 15°x60° 865 lm 2313 lm 529 lm 1928 lm 5635 lm
Lumens output Asym. 25° 858 lm 2283 lm 523 lm 1903 lm 5567 lm
Luminaire efficiency 28 to 33 lm/W 77 to 88 lm/W 18 to 20 lm/W 64 to 74 lm/W 46 to 53 lm/W
Measures 1500 x 80 x 44 mm
Weight 4,6 kg

RGBW 1200

Power 90 W

Color temperatures
RGBW

Red Green Blue 4000K R+G+B+W
Lumens output 10° 741 lm 1977 lm 452 lm 1648 lm 4818 lm
Lumens output 25° 710 lm 1893 lm 433 lm 1577 lm 4613 lm
Lumens output 40° 644 lm 1723 lm 394 lm 1436 lm 4197 lm
Lumens output 60° 676 lm 1807 lm 413 lm 1506 lm 4402 lm
Lumens output 15°x60° 693 lm 1850 lm 423 lm 1542 lm 4508 lm
Lumens output Asym. 25° 685 lm 1826 lm 418 lm 1522 lm 4451 lm
Luminaire efficiency 28 to 33 lm/W 77 to 88 lm/W 18 to 20 lm/W 64 to 74 lm/W 46 to 53 lm/W
Measures 1205 x 80 x 44 mm
Weight 3,7 kg

RGBW 900

Power 68 W

Color temperatures
RGBW

Red Green Blue 4000K R+G+B+W
Lumens output 10° 554 lm 1483 lm 339 lm 1236 lm 3612 lm
Lumens output 25° 532 lm 1419 lm 325 lm 1183 lm 3459 lm
Lumens output 40° 484 lm 1292 lm 295 lm 1077 lm 3148 lm
Lumens output 60° 508 lm 1355 lm 310 lm 1129 lm 3302 lm
Lumens output 15°x60° 520 lm 1388 lm 317 lm 1157 lm 3382 lm
Lumens output Asym. 25° 515 lm 1370 lm 314 lm 1142 lm 3341 lm
Luminaire efficiency 28 to 33 lm/W 77 to 88 lm/W 18 to 20 lm/W 64 to 74 lm/W 46 to 53 lm/W

Measures 910 x 80 x 44 mm

Weight 2,8 kg
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RECESSED BOX

Easy Plug&Play system for a fast installation in the recessed box.
Unión rápida que permite montar con facilidad la luminaria en la caja de empotrar.

Polyethylene foam protects the recessed box of concrete dilatations.
La junta de polietileno absorbe las dilataciones del hormigón.
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RECESSED BOX REFERENCES

75214.805/1
Recessed box 1500
Cajetín de empotrar 1500

75214.804/1
Recessed box 1200
Cajetín de empotrar 1200

75214.803/1
Recessed box 900
Cajetín de empotrar 900

75214.802/1
Recessed box 600
Cajetín de empotrar 600

75214.801/1
Recessed box 300
Cajetín de empotrar 300

75214.820
Fixation kit
Kit unión

71012.821
Centric extraction tool
Útil extracción en línea

80mm 
(3.14 in)

49mm 
(1.93 in)

86mm 
(3.38 in)

RECESSED BOX MEASURES

A crushed stone surrounding the recessed box is recommen-
ded for a correct drainage. Avoid its placing in ground de-
pression.  
Incorrect drainage, may cause the loss of warranty.
Para un drenaje correcto se recomienda una capa de grava 
alrededor de la caja de empotramiento. Evite su colocación 
en depresiones del terreno. 
Un drenaje incorrecto puede significar la pérdida de 
garantía.

TEMPORALLY  
IMMERSION  

PROTECTION

910 mm (35.82 in)
1205 mm (47.44 in)

1500 mm (59.05 in)323 mm (12.71 in)
615 mm (24.21 in)
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ORDER OPTIONS

Base code
Código base

Control
Control

Finishes
Acabados

Type
Modelo

CRI/Temp.
CRI/Temp.

75214. 1 On-Off (Monocolor) 0 Silver 1 300* /70.1K8 70 / 1800K
3 DALI (Monocolor | RGBW) 2 Black 2 600 /80.2K7 80 / 2700K
5 DMX RDM (RGBW) 3 White 3 900 /80.3K 80 / 3000K
6 Casambi (RGBW) 4 1200 /80.4K 80 / 4000K

5 1500 /11-3K RGBW / 3000K
/11-4K RGBW / 4000K

OPTIONS ON REQUEST
Beam Ángulo: 10°  |  25°  |  40°  |  60°  |  10ºx30º  |  15°x60° (Standard)  |  25° Asym.
Brackets Soportes: Adjustable (Standard)  |  Fixed  |  Recessed
Anti-glare grid available on request. Rejilla antideslumbrante disponible bajo demanda.
*The 300 model can only be placed at the end of the line. *El modelo de 300 solo se puede poner en el final de la linea 

ACCESSORIES

For electrical installation Para instalación eléctrica

M0402.11/2000
2 m power cable 
(5 poles-female)
Cable alimentación 2 m 
(5 polos-hembra)

M0402.12/1000
1 m extension cable (5 poles)
Cable extensión 1 m (5 polos)

M0502.19
End cap (female) 
On-off | DALI
Tapón final (hembra)
 On-off | DALI

M0502.29
120 OHM end cap 
(5 poles-male) DMX RDM
Tapón final 120 OHM 
(5 polos-macho) DMX RDM

M0505.31
IP68 “I” connection Ø6-13,5mm 
Tee Tube (3 poles)
Conexión “I” Ø6-13,5mm IP68 
Tee Tube (3 polos)

M0505.33
IP68 “Y” connection Ø6-17mm 
Tee Tube (5 poles)
Conexión “Y” Ø6-17mm IP68 
Tee Tube (5 polos)

M0401.4/2
3 x 1,5 mm2 H07RN-F cable (m)
Cable 3 x 1,5 mm2 H07RN-F (m)

M0401.5/2
BELDEN 3105A cable (m)
Cable BELDEN 3105A (m)

30101.2
DMX Address Setup
DMX Address Setup

To do extensions cables by components Para hacer extensiones de cables por componentes

M0502.14
IP68 connector 
(5 poles-male)
Conector aéreo IP68 
(5 polos-macho)

M0502.20
End cap (male)
Tapón final (macho)

M0502.15
IP68 connector 
(5 poles-female)
Conector aéreo IP68 
(5 polos-hembra)

M0502.19
End cap (female) 
On-off | DALI
Tapón final (hembra)
 On-off | DALI

M0401.25/1
2xAWG22 + 3x1,5 mm2 cable (m)
Cable 2xAWG22 + 3x1,5 mm2 (m)

Assembling Service (please consult service cost). 
Servicio de Montaje (consultar coste del servicio).

To control the luminaires via Bluetooth see page 382.
Para controlar las luminarias vía Bluetooth consultar página 382.
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MONOCOLOR ON-OFF & CASAMBI RGBW CONNECTIONS

220-240 V AC

M0401.4/2 M0505.31

M0402.12/1000

M0402.11/2000

POWER

Max:	  15 units of Slim Line Grazer per on-off connection 
Máx:	  15 Slim Line Grazer por conexión on-off

M0502.19

RGBW DMX & DALI 2 & DALI DT8 CONNECTIONS

M0401.5/2 M0505.33

MORE THAN 15 SLIM LINE GRAZER WITH DMX-RDM.
PARA MÁS DE 15 SLIM LINE GRAZER CON DMX-RDM.A

DATA

UP TO 15 SLIM LINE GRAZER WITH DMX-RDM & DALI.
HASTA 15 SLIM LINE GRAZER CON DMX-RDM & DALI.B

controller
DMX

1  2  3

amplifier
DMX 

up to
6 outputs

DMX 
output

POWER

Max:	 15 Slim Line Grazer per DMX-RDM output.	
	 100 m from controller to the amplifier.
	 100 m from amplifier to last Slim Line Grazer.

Máx:	 15 Slim Line Grazer por salida DMX-RDM.
	 100 m del controlador al amplificador.
	 100 m del amplificador al último Slim Line Grazer.

Max:	 15 Slim Line Grazer per DMX-RDM controller.	
	 100 m from controller to last Slim Line Grazer.

Máx:	 15 Slim Line Grazer por controlador DMX-RDM.
	 100 m del controlador al último Slim Line Grazer.

M0502.29 (DMX RDM)
M0502.19 (DALI)

220-240 V AC

M0401.4/2

controller
DALI

controller
DMX

M0402.12/1000

M0402.11/2000
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LIGHT DISTRIBUTION CURVES

Data calculated with Slim Line Grazer.  
Lumen measurement complies with UNE-EN 13032 / IES LM-79-08 testing procedures.
Light distribution curves are available at www.mcilight.com.
Due to continuous improvements and innovations, specifications may change without notice. 

Datos calculados con Slim Line Grazer.
Ensayado bajo las especificaciones de la norma UNE-EN 13032 / IES LM-79-08.
Fotometrías disponibles en www.mcilight.com. 
Debido a las continuas mejoras e innovaciones, las especificaciones pueden cambiar sin previo aviso.

15° 15°0°

90° 90°
75° 75°

60° 60°

45° 45°

30° 30°

1800K55W0,9m

h (m) Ø (m)

1 5620 lux 0.97

2 1318 lux 1.05

3 587 lux 2.92

4 330 lux 3.90

5 210 lux 4.87
15°x60°

55W0,9m 2700K

h (m) Ø (m)

1 5936 lux 0.97

2 1481 lux 1.05

3 660 lux 2.92

4 371 lux 3.90

5 237 lux 4.87
15°x60°

55W0,9m 3000K

h (m) Ø (m)

1 6.315 lux 0.97

2 1.576 lux 1.05

3 702 lux 2.92

4 395 lux 3.90

5 253 lux 4.87
15°x60°

55W0,9m 4000K

h (m) Ø (m)

1 6.315 lux 0.97

2 1.576 lux 1.05

3 702 lux 2.92

4 395 lux 3.90

5 253 lux 4.87
15°x60°

RGBW90W1,2m

h (m) Ø (m)

1 4.084 lux 0.94

2 1.021 lux 1.88

3 454 lux 2.81

4 255 lux 3.75

5 163 lux 4.69
15°x60° 15° 15°0°

90° 90°
75° 75°

60° 60°

45° 45°

30° 30°

-120° 120º0°

2000

4000

6000

8000

10000
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CHURCH SAINTE-MADELEINE, FRANCE 
Photography Jean-Baptiste Guerlesquin
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H i g h - p e r f o r m a n c e  w a l l  w a s h e r  f o r  l a r g e - s c a l e 
a r c h i t e c t u r a l  f a ç a d e s

AMANDOLIER BUILDING, GENEVA, SWITZERLAND
Architect Fabio Fossati – Architects S.A.  |  Installer SPG ProRenova  |  Lighting Designer LDC Lighting Design Collective
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AMANDOLIER BUILDING, GENEVA, SWITZERLAND
Architect Fabio Fossati – Architects S.A.  |  Installer SPG ProRenova  |  Lighting Designer LDC Lighting Design Collective

L I N E  G R A Z E R  P L U S
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Antiglare luminaire
Luminaria antideslumbrante

Homogeneous wall washer effect, without dark gaps and perfect color mixing.
Other technologies generate dark gaps and chromatic aberration.
Bañado de pared uniforme, sin zonas oscuras y con una mezcla perfecta de colores. 
Otras tecnologías generan zonas oscuras y aberración cromática.

MCI TECHNOLOGY

MCI TECHNOLOGY

OTHER TECHNOLOGIES
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Offered in five different versions:
anodized silver or micro texturised black, white, corten, and stone
Disponible en cinco versiones:
anodizado plata o negro, blanco, corten y piedra micro texturizados

Adjustable bracket 
Soporte ajustable

Molded silicone gasket guarantees IP66.
Junta de silicona moldeada que garantiza un IP66.

140°

20°
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High-performance wall washer for large-scale architectural façades

 LINE GRAZER PLUS

QUICKINFO

Powerful grazing up to 30 m.
Anti-glare design.
Perfect color mixing.
Integrated grazing effect.
Optimized daisy-chain system.

IP66 IK10 CRI
>80

AL
HOUSING

SECURITY
GLASS

L80 B10
>60.000H
TA +25°C

TA MIN
-20°C
-4°F

TA MAX
+50°C
+122°F

Type
Modelo

Bracket
Soporte

Without
(recessed)
Sin
(empotrar)

Fixed
Fijo

Adjustable
Giratorio

Type
Modelo

A
(Right input)

B
(Left input)

Control

DALI
(Monocolor)
(RGBW)

On-Off
(Monocolor)

DMX RDM
(RGBW)

Light colour
Color luz

RGBW
(4000K)

3 
M

ac
Ad

am

5000K
CRI>80

3000K
CRI>80

4000K
CRI>80

Beam
Ángulo

33°
Medium

14°x39°
Eliptical

Finish
Acabado

Silver
Plata

White
Blanco

Black
Negro

Corten
Corten

Stone
Piedra

M
ic

ro
 te

xt
ur

is
ed

A
no

di
ze

d

CASAMBI
(RGBW)

100-277V
AC

600

900

1200

240

21 LINE GRAZER PLUS.indd   24021 LINE GRAZER PLUS.indd   240 26/2/26   12:4426/2/26   12:44



TYPE A
Right input

MEASURES

127mm 
(5 in)

72mm 
(2.83 in)

Male 
connector

Female 
connector

Input

Output

Male
connector

Female
connector

TYPE B
Left input

SPECIFICATIONS MONOCOLOR

MONOCOLOR 600
Power 50 W / 10 LEDs

Color temperatures 3000K 4000K 5000K

Lumens output 33° 3124 lm 3288 lm 3390 lm

Lumens output 14°x39° 3280 lm 3452 lm 3558 lm

Luminaire efficiency 66 lm/W 69 lm/W 71 lm/W

Measures 621 x 127 x 72 mm

Weight 4 kg

MONOCOLOR 900
Power 75 W / 15 LEDs

Color temperatures 3000K 4000K 5000K

Lumens output 33° 4686 lm 4932 lm 5085 lm

Lumens output 14°x39° 4920 lm 5178 lm 5337 lm

Luminaire efficiency 66 lm/W 69 lm/W 71 lm/W

Measures 921 x 127 x 72 mm

Weight 6,1 kg

MONOCOLOR 1200
Power 100 W / 20 LEDs

Color temperatures 3000K 4000K 5000K

Lumens output 33° 6248 lm 6576 lm 6780 lm

Lumens output 14°x39° 6560 lm 6904 lm 7116 lm

Luminaire efficiency 66 lm/W 69 lm/W 71 lm/W

Measures 1221 x 127 x 72 mm

Weight 8 kg

Color temperature conform to ANSI C78.377A.  
Temperatura de color según normativa ANSI C78.377A.

621 mm (24.44 in) 1221 mm (48.07 in)921 mm (36.25 in)
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SPECIFICATIONS RGBW

RGBW 600

Power 47 W / 10 LEDs

Color temperatures
RGBW

Red Green Blue 4000K R+G+B+W

Lumens output 33° 460 lm 761 lm 349 lm 822 lm 2390 lm

Lumens output 14°x39° 483 lm 799 lm 366 lm 863 lm 2510 lm

Luminaire efficiency 53 lm/W

Measures 621 x 127 x 72 mm

Weight 4 kg

RGBW 900

Power 70,5 W / 15 LEDs

Color temperatures
RGBW

Red Green Blue 4000K R+G+B+W

Lumens output 33° 690 lm 1142 lm 524 lm 1233 lm 3585 lm

Lumens output 14°x39° 725 lm 1199 lm 549 lm 1295 lm 3765 lm

Luminaire efficiency 53 lm/W

Measures 921 x 127 x 72 mm

Weight 6,1 kg

RGBW 1200

Power 94 W / 20 LEDs

Color temperatures
RGBW

Red Green Blue 4000K R+G+B+W

Lumens output 33° 920 lm 1522 lm 698 lm 1644 lm 4780 lm

Lumens output 14°x39° 966 lm 1598 lm 732 lm 1726 lm 5020 lm

Luminaire efficiency 53 lm/W

Measures 1221 x 127 x 72 mm

Weight 8 kg

Input

TYPE B / MODELO B
Left input

B�A�

TYPE A / MODELO A
Right input

Output InputOutput
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ORDER OPTIONS

Base code
Código base

Control
Control

Finishes
Acabados

Beam
Ángulo

CRI/Temp.
CRI/Temp.

75510. 1 On-Off 0 Anodized silver 2 600 (type A) /80.3K 80 / 3000K
3 DALI (Monocolor | RGBW) 2 Texturised black 3 900 (type A) /80.4K 80 / 4000K
5 DMX (RGBW) 3 Texturised white 4 1200 (type A) /80.5K 80 / 5000K
6 Casambi (RGBW) 4 Texturised corten 7 600 (type B) /11-3K RGBW / 3000K

5 Texturised stone 8 900 (type B) /11-4K RGBW / 4000K
9 1200 (type B)

OPTIONS ON REQUEST
Beam Ángulo: 33°  |  14°x39° (Standard)

ACCESSORIES

For electrical installation Para instalación eléctrica

M0402.11/2000
2 m power cable 
(5 poles-female)
Cable alimentación 2 m 
(5 polos-hembra)

M0402.12/1000
1 m extension cable (5 poles)
Cable extensión 1 m (5 polos)

M0502.19
End cap (female) 
On-off | DALI
Tapón final (hembra)
 On-off | DALI

M0502.29
120 OHM end cap 
(5 poles-male) DMX RDM
Tapón final 120 OHM 
(5 polos-macho) DMX RDM

M0505.31
IP68 “I” connection Ø6-13,5mm 
Tee Tube (3 poles)
Conexión “I” Ø6-13,5mm IP68 
Tee Tube (3 polos)

M0505.33
IP68 “Y” connection Ø6-17mm 
Tee Tube (5 poles)
Conexión “Y” Ø6-17mm IP68 
Tee Tube (5 polos)

M0401.4/2
3 x 1,5 mm2 H07RN-F cable (m)
Cable 3 x 1,5 mm2 H07RN-F (m)

M0401.5/2
BELDEN 3105A cable (m)
Cable BELDEN 3105A (m)

30101.2
DMX Address Setup
DMX Address Setup

M0502.14
IP68 connector 
(5 poles-male)
Conector aéreo IP68 
(5 polos-macho)

M0502.20
End cap (male)
Tapón final (macho)

M0502.15
IP68 connector 
(5 poles-female)
Conector aéreo IP68 
(5 polos-hembra)

M0502.19
End cap (female) 
On-off | DALI
Tapón final (hembra)
 On-off | DALI

M0401.25/1
2xAWG22 + 3x1,5 mm2 cable (m)
Cable 2xAWG22 + 3x1,5 mm2 (m)

To control the luminaires via Bluetooth see page 382.
Para controlar las luminarias vía Bluetooth consultar página 382.

To do extensions cables by components Para hacer extensiones de cables por componentes

Assembling Service (please consult service cost). 
Servicio de Montaje (consultar coste del servicio).
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MONOCOLOR ON-OFF & CASAMBI RGBW CONNECTIONS

220-240 V AC

M0401.4/2 M505.31

M0402.12/1000
M0402.11/2000

POWER

Max:	  8 units of Line Grazer Plus per on-off connection 
Máx:	  8 Line Grazer Plus por conexión on-off

M0502.19

CONNECTIONS DMX & DALI 2 & DALI DT8 RGBW

M0401.5/2 M0505.33

MORE THAN 8 LINE GRAZER PLUS WITH DMX-RDM.
PARA MÁS DE 8 LINE GRAZER PLUS CON DMX-RDM.A

DATA

UP TO 8 LINE GRAZER PLUS WITH DMX-RDM & DALI.
HASTA 8 LINE GRAZER PLUS CON DMX-RDM & DALI.B

1  2  3

amplifier
DMX 

up to
6 outputs

DMX 
output

POWER

Max:	 8 Line Grazer Plus per DMX-RDM output.	
	 100 m from controller to the amplifier.
	 100 m from amplifier to last Line Grazer Plus.
Máx:	 8 Line Grazer Plus por salida DMX-RDM.
	 100 m del controlador al amplificador.
	 100 m del amplificador al último Line Grazer Plus.

Max:	 8 Line Grazer Plus per DMX-RDM controller.	
	 100 m from controller to last Line Grazer Plus.
Máx:	 8 Line Grazer Plus por controlador DMX-RDM.
	 100 m del controlador al último Line Grazer Plus.

M0402.12/1000M0502.29 (DMX RDM) 
M0502.19 (DALI)

220-240 V AC

M0401.4/2

LIGHT DISTRIBUTION CURVES

Data calculated with Line Grazer Plus.  
Lumen measurement complies with UNE-EN 13032 / IES LM-79-08 testing procedures.
Light distribution curves are available at www.mcilight.com.
Due to continuous improvements and innovations, specifications may change without notice. 

Datos calculados con Line Grazer Plus.
Ensayado bajo las especificaciones de la norma UNE-EN 13032 / IES LM-79-08.
Fotometrías disponibles en www.mcilight.com. 
Debido a las continuas mejoras e innovaciones, las especificaciones pueden cambiar sin previo aviso.

RGBW47 W0,6m

h (m) Ø (m)

1 7348 lux 0.80

2 1837 lux 1.59

3 816 lux 2.39

4 459 lux 3.18

5 294 lux 3.98
33° 15° 15°0°

90° 90°
75° 75°

60° 60°

45° 45°

30° 30°
-120° 120°0°

500

1000

1500

2000

2500

controller
DMX

controller
DMX

controller
DALI

M0402.11/2000
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AMANDOLIER BUILDING, GENEVA, SWITZERLAND
Architect Fabio Fossati – Architects S.A.  |  Installer SPG ProRenova  |  Lighting Designer LDC Lighting Design Collective
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C o n t i n u o u s  l i n e a r  g r o u n d  l i g h t i n g
f o r  d e m a n d i n g  u r b a n  e n v i r o n m e n t s S L I M  G R O U N D  L I N E R

CHICAGO RIVERWALK, CHICAGO, USA 
Lighting designers Schuler Shook, Giulio Pedota 
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S L I M  G R O U N D  L I N E R
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Easy installation with clips (included) for surface. 
Fácil instalación con clips (incluidos) para superficie.

Easy connection with strain-relief connector IP67/IP68 
Conexión fácil con conector de retención IP67/IP68

248
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Homogenous light without visible dots.
Luz lineal uniforme sin puntos.

Easy Plug&Play system for a fast installation in the recessed box. 
Unión rápida para montar fácilmente la luminaria en la caja de empotrar.
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Continuous linear ground lighting for demanding urban environments

SLIM GROUND LINER

QUICKINFO

Continuous lighting for urban spaces.
Dot-free design.
IP67/IP68 protection.
Ultra-slim format.
Efficient daisy-chain connection.

IP67
IP68 IK10 CRI

>80
AL

HOUSING

ACRYLIC
DIFFUSER
COVER

L90 B10
>60.000H
TA +25°C

TA MIN
-20°C
-4°F

TA MAX
+50°C
+122°F

Type
Modelo

250

500

750

1000

Installation
Instalación

Recessed
Empotrado

Surface
Superfície

Light colour
Color luz

RGB

5500K
CRI>80

2800K 
CRI>80

4000K
CRI>80

Control

Dimmable

24V
DC
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MEASURES

250 mm 9.8 in)
500 mm (19.7 in)

750 mm (29.5 in)
1000 mm (39.4 in)

72mm 
(2,83 in)

25mm 
(0.98 in)

57mm 
(2.24 in)

Recessed
Empotrado

250 mm 9.8 in)
500 mm (19.7 in)

750 mm (29.5 in)
1000 mm (39.4 in)

20mm 
(0.78 in)

45,2mm 
(1,78 in)

Surface (clip)
Superficie (clip)

SPECIFICATIONS

750

Power 8,7 W (MONOCOLOR)

Color temperatures 2800K 4000K 5500K RGB

Lumens output 190 lm 203 lm 240 lm
Not available 
No disponibleLuminaire efficiency 31 lm/W 34 lm/W 39 lm/W

Nº LEDs 90 LEDs 90 LEDs 90 LEDs

Measures 750 x 72 x 57 mm

Weight 1,6 kg

250

Power 2,9 W (MONOCOLOR)

Color temperatures 2800K 4000K 5500K RGB

Lumens output 62 lm 67 lm 78 lm
Not available 
No disponibleLuminaire efficiency 31 lm/W 34 lm/W 39 lm/W

Nº LEDs 30 LEDs 30 LEDs 30 LEDs

Measures 250 x 72 x 57 mm

Weight 0,6 kg

500

Power 5,8 W (MONOCOLOR) / 11W (RGBW)

Color temperatures 2800K 4000K 5500K RGB

Lumens output 125 lm 131 lm 153 lm 134 lm

Luminaire efficiency 31 lm/W 34 lm/W 39 lm/W 12 lm/W

Nº LEDs 60 LEDs 60 LEDs 60 LEDs 45 LEDs

Measures 500 x 72 x 57 mm

Weight 1,1 kg

1000

Power 11,6 W (MONOCOLOR) / 22W (RGBW)

Color temperatures 2800K 4000K 5500K RGB

Lumens output 253 lm 270 lm 310 lm 275 lm

Luminaire efficiency 31 lm/W 34 lm/W 39 lm/W 12 lm/W

Nº LEDs 120 LEDs 120 LEDs 120 LEDs 90 LEDs

Measures 1000 x 72 x 57 mm

Weight 2,1 kg
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RECESSED BOX

Easy Plug&Play system for a fast installation in the recessed box.
Unión rápida que permite montar con facilidad la luminaria en la caja de empotrar.

Polyethylene foam protects the recessed box of concrete dilatations.
La junta de polietileno absorbe las dilataciones del hormigón.
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RECESSED BOX REFERENCES

71012.814/1
Recessed box 1000 mm
Cajetín de empotrar 1000 mm

71012.813/1
Recessed box 750 mm
Cajetín de empotrar 750 mm

71012.812/1
Recessed box 500 mm
Cajetín de empotrar 500 mm

71012.811/1
Recessed box 250 mm
Cajetín de empotrar 250 mm

Accessories for recessed box installation. Accesorios para instalación con cajetín de empotrar.

71012.820
Fixation kit “ILX”
Kit unión “ILX“

71012.821
Centric extraction tool
Útil extracción en línea

250 mm 9.8 in)
500 mm (19.7 in)

750 mm (29.5 in)
1000 mm (39.4 in)

72mm 
(2,83 in)

25mm 
(0.98 in)

57mm 
(2.24 in)

RECESSED BOX MEASURES

A crushed stone surrounding the recessed box is recommen-
ded for a correct drainage. Avoid its placing in ground de-
pression.  
Incorrect drainage, may cause the loss of warranty.
Para un drenaje correcto se recomienda una capa de grava 
alrededor de la caja de empotramiento. Evite su colocación 
en depresiones del terreno. 
Un drenaje incorrecto puede significar la pérdida de 
garantía.

TEMPORALLY  
IMMERSION  

PROTECTION
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ORDER OPTIONS

Base code
Código base

Installation
Instalación

Length
Longitud

CRI/Temp.
CRI/Temp.

71012. 0 0 Clip 1 250 mm /80.2K8 80 / 2800K
1 Recessed box 2 500 mm /80.4K 80 / 4000K

3 700 mm /80.5K5 80 / 5500K
4 1000 mm /11 RGB

OPTIONS ON REQUEST
Only available RGB in 1000 mm and 500 mm. 
Sólo disponible RGB en 1000 mm y 500 mm.

Due to tolerances of the production process the color temperatures could change slightly. 
Debido a las tolerancias del proceso de producción las temperaturas del color pueden cambiar ligeramente.

ACCESSORIES

M0402.15/700
Power cable 70 cm
Cable alimentación 70 cm

M0402.16/1500
Extension cable 1,50 m
Cable extensión 1,50 m

M0502.40
End cap
Tapón final

For electrical installation Para instalación eléctrica

M0505.31
IP68 “I” connection Ø6-13,5mm 
Tee Tube (3 poles)
Conexión “I” Ø6-13,5mm IP68 
Tee Tube (3 polos)

M0401.4/2
3 x 1,5 mm2 H07RN-F cable (m)
Cable 3 x 1,5 mm2 H07RN-F (m)

M0505.32
IP68 “I” connection Ø6-17mm 
Tee Tube (5 poles) (RGB)
Conexión “I” Ø6-13,5mm IP68 
Tee Tube (5 polos) (RGB)

M0401.15/2
5 x 0.75 mm2 PUR cable (RGB)
Cable PUR 5 x 0.75 mm2(RGB)

Accessories for surface installation. Accesorios para instalación de superficie.

M0708.4
Clip
Clip

To control the luminaires via Bluetooth see page 382.
Para controlar las luminarias vía Bluetooth consultar página 382.

Power supplies page 386.
Fuentes de alimentación página 386.

254

22 SLIM GROUND LINER.indd   25422 SLIM GROUND LINER.indd   254 26/2/26   8:1526/2/26   8:15



MONOCOLOR ON-OFF CONNECTIONS

M0401.4/2 M0505.31

M0402.15/700

POWER

DIMMABLE MONOCOLOR
MONOCOLOR DIMERIZABLEB
Max:	 10 Slim Ground Liner 1000 mm per line.
	 2 lines in parellel connection (20 Slim GL 1000 mm) 
	 connected to PSU 24V DC - 320W.
	 5 m from the power supply to the first Slim GL 1000 mm.
Máx:	 10 Slim Ground Liner 1000 mm por línea.
	 2 líneas en paralelo (20 LED Slim GL 1000 mm),conec-
	 tadas a fuente de alimentación de 24V DC - 320W. 
	 5 m desde la fuente de alimentación al primer Slim
	 GL 1000 mm.

MONOCOLOR NO DIMMABLE
MONOCOLOR SIN DIMERIZARA
Max:	 10 Slim Ground Liner 1000 mm per line.
	 2 lines in parellel connection (20 Slim GL 1000 mm) 
	 connected to PSU 24V DC - 320W.
	 5 m from the power supply to the first Slim GL 1000 mm.
Máx:	 10 Slim Ground Liner 1000 mm por línea.
	 2 líneas en paralelo (20 LED Slim GL 1000 mm), 		
	 conectadas a fuente de alimentación de 24V DC - 320W. 
	 5 m desde la fuente de alimentación al primer Slim GL 
	 1000 mm.

M0502.40
End cap

not included

M0402.16/1500

power
supply LINEAR

drive

RGB CONNECTIONS

M0401.15/2 M0505.32

POWER

MONOCOLOR NO DIMMABLE
MONOCOLOR SIN DIMERIZARA
Max:	 4 Slim Ground Liner RGB 1000 mm per line.
	 3 lines in parellel connection (12 Slim GL RGB 1000 mm)
	 5 m from the power supply to the first Slim GL RGB 
	 1000 mm.
Máx:	 4 Slim Ground Liner RGB 1000 por línea.
	 3 líneas en paralelo (12 Slim GL RGB 1000).
	 5 m desde la fuente de alimentación al primer Slim GL
	 RGB 1000 mm.

M0502.40
End cap

not included

M0402.16/1500

controller
DMX

POWER 230V AC
DATA

To next LINEARdrive

power
supplyLINEAR

drive

M0402.15/700
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LIGHT DISTRIBUTION CURVES

Data calculated with Slim Ground Liner.
Lumen measurement complies with UNE-EN 13032 / IES LM-79-08 testing procedures.
Light distribution curves are available at www.mcilight.com.
Due to continuous improvements and innovations, specifications may change without notice. 

Datos calculados con Slim Ground Liner.
Ensayado bajo las especificaciones de la norma UNE-EN 13032 / IES LM-79-08.
Fotometrías disponibles en www.mcilight.com. 
Debido a las continuas mejoras e innovaciones, las especificaciones pueden cambiar sin previo aviso.

2800K11,6 W1m 4000K 5500K

h (m) Ø (m)

1 57 lux 61 lux 70 lux 9.79 x 2.61

2 14 lux 15 lux 18 lux 19.57 x 5.21

3 6 lux 7 lux 8 lux 29.36 x 7.82

4 4 lux 4 lux 4 lux 39.14 x 10.42

5 2 lux 2 lux 3 lux 48.93 x 13.03
160°x105º 15° 15°0°

90° 90°
75° 75°

60° 60°

45° 45°

30° 30°

2800K8,7 W0,75m 4000K 5500K

h (m) Ø (m)

1 43 lux 46 lux 54 lux 9.79 x 2.61

2 11 lux 11 lux 14 lux 19.57 x 5.21

3 5 lux 5 lux 6 lux 29.36 x 7.82

4 3 lux 3 lux 3 lux 39.14 x 10.42

5 2 lux 2 lux 2 lux 48.93 x 13.03
160°x105º 15° 15°0°

90° 90°
75° 75°

60° 60°

45° 45°

30° 30°

2800K5,8W0,5m 4000K 5500K

h (m) Ø (m)

1 28 lux 30 lux 35 lux 9.79 x 2.61

2 7 lux 7 lux 9 lux 19.57 x 5.21

3 3 lux 3 lux 4 lux 29.36 x 7.82

4 2 lux 2 lux 2 lux 39.14 x 10.42

5 1 lux 1 lux 1 lux 48.93 x 13.03
160°x105º 15° 15°0°

90° 90°
75° 75°

60° 60°

45° 45°

30° 30°

2800K2,9W0,25m 4000K 5500K

h (m) Ø (m)

1 14 lux 15 lux 18 lux 9.79 x 2.61

2 4 lux 4 lux 4 lux 19.57 x 5.21

3 2 lux 2 lux 2 lux 29.36 x 7.82

4 1 lux 1 lux 1 lux 39.14 x 10.42

5 1 lux 1 lux 1 lux 48.93 x 13.03
160°x105º 15° 15°0°

90° 90°
75° 75°

60° 60°

45° 45°

30° 30°
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FØRDE TOWN HALL, NORWAY
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CHICAGO RIVERWALK, CHICAGO, USA 
Lighting designers Schuler Shook, Giulio Pedota 
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A d v a n c e d  o p t i c a l  o r i e n t a t i o n 
f o r  e x p r e s s i v e  a r c h i t e c t u r a l  f a ç a d e s
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B E U
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Optional laser graving every 5° (from 0° to 180°)
Grabado láser cada 5° (de 0° a 180°) opcional

Optional anti-reflective louver
Rejilla antireflejante opcional

Die-cast aluminium  
Aluminio inyectado

Manual adjustment of the lens, operated from the exterior ring from 0 to 180º
Elliptical optics 50×15° and 35×15° 
Ajuste manual de la lente desde el aro exterior de 0 to 180º
Ópticas elípticas 50×15° y 35×15°

0 to 180°

CONTROL BEAM, NOT THE LUMINAIRE
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180°

Offered in three textured finishes:
silver (RAL 9006), black (RAL 9011) and white (RAL 9003)
Disponible en tres acabados texturizados: 
plata (RAL 9006), negro (RAL 9011) y blanco (RAL 9003)

360°
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Advanced optical orientation for expressive architectural façades

BEU

Type
Modelo

10W
(Monocolor)

9,5W
(RGBW)

Finish
Acabado

Silver
Plata

Black
Negro

White
Blanco

Lens
Lentes

25º

15º

50ºx15º
Eliptical

35ºx15º
Eliptical

Light colour
Color luz

3000K
CRI>90

2700K
CRI>90

4000K
CRI>90

RGBW
(3000K)

RGBW
(4000K)

QUICKINFO

On-site manual optical adjustment without opening the luminaire
High-resistance housing suitable for outdoor applications
Compact format for discreet integration and easy installation
Designed to work in unison and transform façades into expressive lighting surfaces

IP66 AL
HOUSING

L80 B10
>65.000H
TA +25°C

TA MIN
-20°C
-4°F

TA MAX
+50°C
+122°F TEST

SECURITY
GLASS

DRIVER
NOT INCL.

MONO

24V DC
RGBW

Control
Control

On-Off
(Monocolor)

DMX-RDM
(RGBW)

DALI
(Monocolor)
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SPECIFICATIONS

MONOCOLOR

Power 10W

Color temperatures 2700K 3000K 4000K

Lumens output 15° 688 lm 741 lm 794 lm

Lumens output 25° 667 lm 719 lm 770 lm

Lumens output 50ºx15º 547 lm 590 lm 632 lm

Lumens output 35ºx15º 589 lm 629 lm 678 lm

Luminaire efficiency  68 lm/W  74 lm/W  79 lm/W

Measures 92 x 109 x 89 mm

Weight 1,6 kg

RGBW

Power 9.5 W

Color temperatures
RGBW

Red Green Blue 4000K R+G+B+W

Lumens output 15° 63 lm 125 lm 20 lm 130 lm 312 lm

Lumens output 25° 61 lm 121 lm 19 lm 126 lm 302 lm

Lumens output 50ºx15º 50 lm 99 lm 16  lm 103 lm 248 lm

Lumens output 35ºx15º 54 lm 107 lm 17 lm 111 lm 267 lm

Luminaire efficiency  21 lm/W

Measures 92 x 109 x 89 mm

Weight 1,6 kg

MEASURES

92mm 
(3.62 in)

87mm 
(3,42 in)

59mm 
(2.32 in)

89mm 
(3,50 in)

109mm 
(4.29 in)
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ORDER OPTIONS

Base code
Código base

Control
Control

Finishes
Acabados

Beam
Ópticas

CRI/Temp.
CRI/Temp.

75040. 0 Monocolor 0 Silver 1 15º /90.2K7 90 / 2700K
5 DMX (RGBW) 2 Black 2 25º /90.3K 90 / 3000K

3 White 3 35ºx15º /90.4K 90 / 4000K
4 50ºx15º /11-3K RGBW / 3000K

/11-4K RGBW / 4000K

For installation monocolor (On/Off & DALI) Para instalación monocolor (On/Off & DALI)

30913.8
On-off driver IP68 8W 700mA

30914.18
DALI driver IP68 30W 700mA

30911.60
On-Off driver IP20 12W 700mA

30912.57
DALI driver IP20 9W 350-700mA 

M0505.53
Cable reduction Ø3.5-5mm
Reductor cable Ø3.5-5mm

M0505.54
Cable reduction 2xØ4.5-6.5mm
Reductor cable 2xØ4.5-6.5m

M0505.15
Derivation box
Caja derivación

M0505.17
5 way terminal block
Regleta 5 vías

M0401.4/2
3 x 1,5 mm2 H07RN-F cable (m)
Cable 3 x 1,5 mm2 H07RN-F (m)

M0401.74/2
5 x 1,5 mm2 H07RN-F cable (m)
Cable 5 x 1,5 mm2 H07RN-F (m)

M0505.52
IP66 “I” connector ø5.4-7.9mm 
(2 poles)
Connector “I”  Ø5.4-7.9mm
(2 polos)

M0505.33
IP68 “Y” connection Ø6-17mm 
Tee Tube (5 poles)
Conexión “Y” Ø6-17mm IP68 
Tee Tube (5 polos)

For installation RGBW (DMX-RDM) Para instalación RGBW (DMX-RDM)

M0402.11/2000
2 m power cable 
(5 poles-female)
Cable alimentación 2 m 
(5 polos-hembra)

M0402.12/1000
1 m extension cable (5 poles)
Cable extensión 1 m (5 polos)

M0402.26
1 m LED extension cable 
(8 poles)
Cable extensor LED de 1 m 
(8 polos)

M0505.33
IP68 “Y” connection Ø6-17mm 
Tee Tube (5 poles)
Conexión “Y” Ø6-17mm IP68 
Tee Tube (5 polos)

M0401.4/2
3 x 1,5 mm2 H07RN-F cable (m)
Cable 3 x 1,5 mm2 H07RN-F (m)

M0401.5/2
BELDEN 3105A cable (m)
Cable BELDEN 3105A (m)

ACCESSORIES

To do extensions cables by components Para hacer extensiones de cables por componentes

M0502.45
IP68 connector 
(5 poles-male)
Conector aéreo IP68 
(5 polos-macho)

M0502.46
IP68 connector 
(5 poles-female)
Conector aéreo IP68 
(5 polos-hembra)

M0401.50/1
2 x AWG22 + 3 x 1,5 mm2 cable (m)
Cable 2 x AWG22 + 3 x 1,5 mm2 
(m)

OPTIONS ON REQUEST
Louver Lamas: Without louver (Standard) | With louver  Sin lamas (Standard)  |  Con lamas
Screen printed grades Serigrafiado grados: Without engraving (Standard) | Engraved  Sin grabado (Standard)  |  Grabado 

Assembling Service 
(please consult service cost). 
Servicio de Montaje
(consultar coste del servicio).
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MONOCOLOR ON-OFF CONNECTIONS

Driver

M0505.15 + M0505.17

POWER 230 V AC

M0505.52 +2 u. M0505.53

30913.8

Driver

M0505.52 + 2 u. M0505.53

30913.8 M0401.4/2

M0505.15 + M0505.17

CONNECTIONS DMX-RDM

M0401.5/2 M0505.33

MORE THAN 14 BEU DMX-RDM.
PARA MÁS DE 14 BEU DMX-RDM.A

DATA

UP TO 14 BEU WITH DMX-RDM.
HASTA 14 BEU CON DMX-RDM.B

controller
DMXcontroller

DMX
1  2  3

amplifier
DMX 

up to
6 outputs

DMX 
output

POWER230 V AC

Max:	 14 BEU per DMX-RDM output.
	 100 m from controller to the amplifier.
	 20 m from amplifier to last BEU.
Máx:	 14 BEU por salida DMX-RDM.
	 100 m del controlador al amplificador.
	 20 m del amplificador al último BEU.

POWER

M0402.11/2000

M0401.4/2

Max:	 14 BEU per DMX-RDM output.
	 20 m from controller to last BEU.
Máx:	 14 BEU por salida DMX-RDM.
	 20 m del controlador al último BEU.

M0402.12/1000
1m extension

Opcional
M0402.26 (1m LED extender)

Power
Supply 150W

Visor Visera

75040.801/1
Silver visor 
Visera plata

75040.801/2
Black visor 
Visera negro

75040.801/3
Whte visor 
Visera blanco

MONOCOLOR DALI CONNECTIONS

Driver
230 V AC

M0505.52 +2 u. M0505.53

30914.18

Driver

30914.18
POWER

DATA controller
DALI

M0505.15 + 
M0505.17 + M0505.54

M0505.33

M0401.74/2

M0505.52 +2 u. M0505.53

75040.801/2
Black visor 
Visera negro

75040.801/3
Whte visor 
Visera blanco

M0505.15 + 
M0505.17 + M0505.54

M0401.4/2
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LIGHT DISTRIBUTION CURVES

10W 2700K 10W 3000K 10W 4000K

15° 15°0°

90° 90°
75° 75°

60° 60°

45° 45°

30° 30°

h(m) Ø(m)
1 4958 lux 0,28
2 1240 lux 0,56
3 551 lux 0,85
4 310 lux 1,13
5 198 lux 1,41

15°

h(m) Ø(m)
1 4630 lux 0,28
2 1157 lux 0,56
3 514 lux 0,85
4 289 lux 1,13
5 185 lux 1,41

15°

h(m) Ø(m)
1 4296 lux 0,28
2 1074 lux 0,56
3 477 lux 0,85
4 269 lux 1,13
5 172 lux 1,41

15°
2000

4000

6000

8000

10000

-120° 120º0°

10W 2700K 10W 3000K 10W 4000K

15° 15°0°

90° 90°
75° 75°

60° 60°

45° 45°

30° 30°

h(m) Ø(m)
1 2141 lux 0,47
2 535 lux 0,95
3 238 lux 1,42
4 134 lux 1,89
5 86 lux 2,37

25°

h(m) Ø(m)
1 2000 lux 0,28
2 500 lux 0,56
3 222 lux 0,85
4 125 lux 1,13
5 80 lux 1,41

25°

h(m) Ø(m)
1 1855 lux 0,47
2 464 lux 0,95
3 206 lux 1,42
4 116 lux 1,89
5 74 lux 2,37

25°
1000

2000

3000

4000

5000

-120° 120º0°

10W 4000K

h(m) Ø(m)
1 1858 lux 0,63 x 0,28
2 464 lux 1,26 x 0,56
3 206 lux 1,68 x 0,84
4 116 lux 2,51 x 1,12
5 74 lux 3,14 x 1,40

35ºx15°

10W 3000K

h(m) Ø(m)
1 1724 lux 0,63 x 0,28
2 431 lux 1,26 x 0,56
3 192 lux 1,68 x 0,84
4 108 lux 2,51 x 1,12
5 69 lux 3,14 x 1,40

35ºx15°

10W 2700K

h(m) Ø(m)
1 1614 lux 0,63 x 0,28
2 403 lux 1,26 x 0,56
3 179 lux 1,68 x 0,84
4 101 lux 2,51 x 1,12
5 65 lux 3,14 x 1,40

35ºx15°

15° 15°0°

90° 90°
75° 75°

60° 60°

45° 45°

30° 30°

1000

2000

3000

4000

5000

-120° 120º0°
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Data calculated with Beu.
Lumen measurement complies with UNE-EN 13032 / IES LM-79-08 testing procedures.
Light distribution curves are available at www.mcilight.com.
Due to continuous improvements and innovations, specifications may change without notice. 

Datos calculados con Beu.
Ensayado bajo las especificaciones de la norma UNE-EN 13032 / IES LM-79-08.
Fotometrías disponibles en www.mcilight.com. 
Debido a las continuas mejoras e innovaciones, las especificaciones pueden cambiar sin previo aviso.

10W 3000K

h(m) Ø(m)
1 1364 lux 0,80 x 0,28
2 341 lux 1,60 x 0,55
3 152 lux 2,40 x 0,83
4 85 lux 3,19 x 1,10
5 55 lux 3,99 x 1,38

50ºx15°

10W 2700K

h(m) Ø(m)
1 1265 lux 0,80 x 0,28
2 316 lux 1,60 x 0,55
3 141 lux 2,40 x 0,83
4 79 lux 3,19 x 1,10
5 51 lux 3,99 x 1,38

50ºx15°

10W 4000K

h(m) Ø(m)
1 1461 lux 0,80 x 0,28
2 365 lux 1,60 x 0,55
3 162 lux 2,40 x 0,83
4 91 lux 3,19 x 1,10
5 58 lux 3,99 x 1,38

50ºx15°

500

1000

1500

2000

2500

-120° 120º0°15° 15°0°

90° 90°
75° 75°

60° 60°

45° 45°

30° 30°

RGBW9.5W

h (m) Ø (m)

1 440 lux 0,88 x 0,27

2 288 lux 1,76 x 0,55

3 128 lux 2,64 x 0,82

4 72 lux 3.52 x 1,09

5 46 lux 4,40 x 1,37
35ºx15º 15° 15°0°

90° 90°
75° 75°

60° 60°

45° 45°

30° 30°

200

400

600

800

1000

-120° 120º0°
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C o m p a c t  a c c e n t  s p o t l i g h t  f o r  p r e c i s e  a r c h i t e c t u r a l  l i g h t i n g

GRAN VIA 39, MADRID, SPAIN
Lighting Designer Saltoki

S Q U A R E  S  &  M
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S Q U A R E  S  &  M
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Monolithic tempered glass 5 mm
Cristal de seguridad monolítico templado 5 mm

Anti-glare reflector engineering by Bartenbach: 55° and 75°
Reflector antideslumbrante diseñado por Bartenbach: 55° y 75°

Flush cable gland.
Prensaestopas enrasado.

Hidden pressure equalize membrane.
Membrana oculta de control de presión atmosférica.
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Swivel base
Base giratoria

180°

360°

Offered in five textured finishes:
silver, black, white, corten, and stone
Disponible en cinco acabados texturizados: 
plata, negro, blanco, corten  y piedra

Anti-glare recessed optics: 9°, 20°, 40°, 48x10° and 10x48°
Ópticas antideslumbrantes retranqueadas: 9°, 20°, 40°, 48x10° y 10x48°
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Compact accent spotlight for precise architectural lighting

SQUARE S & M

QUICKINFO

Compact projector with high control.
Recessed anti-glare optics.
Wide color range.
Full rotation and tilt.
Certified thermal reliability.

IP65 CRI
>80

AL
HOUSING

L80 B10
>70.000H
TA +25°C

TA MIN
-20°C
-4°F

TA MAX
+50°C
+122°F TEST

Control
Control

On/Off

DMX-RDM

DALI

SECURITY
GLASS

Type
Modelo

S
(13W)

M
(25W)

Reflector
Reflector

55°

75°

Lens
Lentes

20°

9°

40°

48°x10°

10°x48°

Light colour
Color luz

Amber 
595nm

RGBW
(4000K)

SW
2K7-5K

3000K
CRI>80

2700K
CRI>80

4000K
CRI>80

3 
M

ac
Ad

am

Finish
Acabado

Silver
Plata

Black
Negro

Corten

White
Blanco

Stone
Piedra

100-240V
AC
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MEASURES

SPECIFICATIONS

SQUARE S (MONOCOLOR)

Power 10,5 W 10,5 W 10,5 W 15 W 15 W

Color temperatures 2700K 3000K 4000K Amber SW (2K7-5K)

Lumens output 9° 706 lm 748 lm 831 lm 907 lm 569 lm / 670 lm

Lumens output 20° 615 lm 652 lm 724 lm 796 lm 502 lm / 590 lm

Lumens output 40° 554 lm 587 lm 653 lm 716 lm 452 lm / 532 lm

Lumens output 48°x10° 609 lm 646 lm 717 lm 785 lm 493 lm / 580 lm

Lumens output 55° 653 lm 691 lm 768 lm 835 lm 525 lm / 618 lm

Lumens output 75° 683 lm 723 lm 804 lm 878 lm 552 lm / 650 lm

Luminaire efficiency 65 lm/W 69 lm/W 77 lm/W 60 lm/W  83 lm/W

Measures 78 x 180 x 42 mm

Weight 0,55 kg

SQUARE S (RGBW)

Power 15 W

Color temperatures
RGBW

Red Green Blue 4000K R+G+B+W

Lumens output 9° 135 lm 252 lm 91 lm 335 lm 759 lm

Lumens output 20° 119 lm 221 lm 80 lm 295 lm 668 lm

Lumens output 40° 107 lm 199 lm 81 lm 266 lm 601 lm

Lumens output 48°x10° 117 lm 218 lm 77 lm 290 lm 660 lm

Lumens output 55° 124 lm 232 lm 82 lm 309 lm 702 lm

Lumens output 75° 130 lm 244 lm 86 lm 325 lm 737 lm

Luminaire efficiency  52 lm/W

Measures 78 x 180 x 42 mm

Weight 0,55 kg

  

78mm 
(3.07 in)

139mm 
(5.47 in)

42mm 
(1.65 in)

145mm 
(5,70 in)

180mm 
(7,08 in)

Square S Square M

Color temperature conform to ANSI C78.377A.  
Temperatura de color según normativa ANSI C78.377A.
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SPECIFICATIONS

SQUARE M (MONOCOLOR)
Power 25 W 25 W 25 W 27 W 27 W
Color temperatures 2700K 3000K 4000K Amber SW (2K7-5K)
Lumens output 9° 1662 lm 1760 lm 1956 lm 1814 lm 1138 lm / 1340 lm
Lumens output 20° 1448 lm 1534 lm 1704 lm 1592 lm 1004 lm / 1180 lm
Lumens output 40° 1304 lm 1382 lm 1536 lm 1432 lm 904 lm / 1064 lm
Lumens output 48°x10° 1434 lm 1520 lm 1688 lm 1570 lm 986 lm / 1160 lm
Lumens output 55° 1536 lm 1626 lm 1806 lm 1670 lm 1050 lm / 1236 lm
Lumens output 75° 1608 lm 1702 lm 1892 lm 1756 lm 1104 lm / 1300 lm
Luminaire efficiency  66 lm/W  70 lm/W  78 lm/W 65 lm/W  84 lm/W
Measures 139 x 180 x 42 mm
Weight 0,85 kg

SQUARE M (RGBW)
Power 27 W

Color temperatures
RGBW

Red Green Blue 4000K R+G+B+W
Lumens output 9° 270 lm 504 lm 182 lm 670 lm 1518 lm
Lumens output 20° 238 lm 442 lm 160 lm 590 lm 1336 lm
Lumens output 40° 214 lm 398 lm 162 lm 532 lm 1202 lm
Lumens output 48°x10° 234 lm 436 lm 154 lm 580 lm 1320 lm
Lumens output 55° 248 lm 464 lm 164 lm 618 lm 1404 lm
Lumens output 75° 260 lm 488 lm 172 lm 650 lm 1474 lm
Luminaire efficiency  56 lm/W
Measures 139 x 180 x 42 mm
Weight 0,85 kg

ORDER OPTIONS: SQUARE S

Base code
Código base

Control
Control

Finishes
Acabados

Beam
Ópticas

CRI/Temp.
CRI/Temp.

75020. 1 On-Off 0 Silver 0 Lens /80.2K7 80 / 2700K
3 DALI (Monocolor) 2 Black 1 Reflector /80.3K 80 / 3000K
5 DMX (RGBW) 3 White /80.4K 80 / 4000K

4 Corten /04 Amber
5 Stone /2K7-5K SW / 2700K-5000K

/11-4K RGBW / 4000K

ORDER OPTIONS: SQUARE S IN & OUT

Base code
Código base

Control
Control

Finishes
Acabados

Beam
Ópticas

CRI/Temp.
CRI/Temp.

75021. 1 On-Off 0 Silver 0 Lens /80.2K7 80 / 2700K
3 DALI (Monocolor) 2 Black 1 Reflector /80.3K 80 / 3000K
5 DMX (RGBW) 3 White /80.4K 80 / 4000K

4 Corten /04 Amber
5 Stone /2K7-5K SW / 2700K-5000K

/11-4K RGBW / 4000K

ORDER OPTIONS: SQUARE M

Base code
Código base

Control
Control

Finishes
Acabados

Beam
Ópticas

CRI/Temp.
CRI/Temp.

75022. 1 On-Off 0 Silver 0 Lens /80.2K7 80 / 2700K
3 DALI (Monocolor) 2 Black 1 Reflector /80.3K 80 / 3000K
5 DMX (RGBW) 3 White /80.4K 80 / 4000K

4 Corten /04 Amber
5 Stone /2K7-5K SW / 2700K-5000K

/11-4K RGBW / 4000K
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ORDER OPTIONS SQUARE M IN & OUT

Base code
Código base

Control
Control

Finishes
Acabados

Beam
Ópticas

CRI/Temp.
CRI/Temp.

75023. 1 On-Off 0 Silver 0 Lens /80.2K7 80 / 2700K
3 DALI (Monocolor) 2 Black 1 Reflector /80.3K 80 / 3000K
5 DMX (RGBW) 3 White /80.4K 80 / 4000K

4 Corten /04 Amber
5 Stone /2K7-5K SW / 2700K-5000K

/11-4K RGBW / 4000K

OPTIONS ON REQUEST
Beam lens Beam lente: 9° (Standard) |  20°  |  40°  |  48x10°  |  10°x48°
Beam reflector Ángulo reflector: 55°  |  75° (Standard)  

75020.800
Plastic spike 
(Length: 17,5 cm)
Pincho plástico 
(longitud: 17,5 cm)

75020.801
Stainless 316 steel spike 
(Length: 20 cm)
Pincho inox 316 
(longitud: 20 cm)

75020.802/2
Black Arm Wall (50cm)
Brazo pared negro (50cm)

75020.811/2
Black Visor anti-glare for 
Square S
Visera antideslumbrante 
negra para Square S

75020.812/2
Black Visor anti-glare for 
Square M
Visera antideslumbrante
negra para Square M

For installation On/Off Para instalación On/Off

M0505.15
Derivation box
Caja derivación

M0505.17
5 way terminal block
Regleta 5 vías

M0505.31
IP68 “I” connection Ø6-13,5mm 
Tee Tube (3 poles)
Conexión “I” Ø6-13,5mm IP68 
Tee Tube (3 polos)

M0401.4/2
3 x 1,5 mm2 H07RN-F cable (m)
Cable 3 x 1,5 mm2 H07RN-F (m)

For installation DMX-RDM Para instalación DMX-RDM

M0505.32
IP68 “I” connection Ø6-17mm 
Tee Tube (5 poles)
Conexión “I” Ø6-17mm IP68 
Tee Tube (5 polos)

M0505.33
IP68 “Y” connection Ø6-17mm 
Tee Tube (5 poles)
Conexión “Y” Ø6-17mm IP68 
Tee Tube (5 polos)

M0401.5/2
BELDEN 3105A cable (m)
Cable BELDEN 3105A (m)

M0401.4/2
3 x 1,5 mm2 H07RN-F cable (m)
Cable 3 x 1,5 mm2 H07RN-F (m)

M0401.25/1
2xAWG22 + 3x1,5 mm2 cable (m)
Cable 2xAWG22 + 3x1,5 mm2 (m)

ACCESSORIES

To control the luminaires via Bluetooth see page 382.
Para controlar las luminarias vía Bluetooth consultar página 382.
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MONOCOLOR ON-OFF CONNECTIONS

230V AC

M0401.4/2 M0505.15 + M0505.17

M0505.31

Max:	 15 units of Square S or M per on-off connection
Máx:	 15 Square S o M por conexión on-off

POWER

230V AC

M0401.4/2 M0401.4/2 

POWER

DMX-RDM CONNECTIONS

M0401.5/2 M0505.33

MORE THAN 15 SQUARE S&M WITH DMX-RDM
PARA MÁS DE 15 SQUARE S&M CON DMX-RDM.A

DATA

UP TO 15 SQUARE S&M WITH DMX-RDM.
HASTA 15 SQUARE S&M CON DMX-RDM.B

controller
DMX

1  2  3

amplifier
DMX 

up to
6 outputs

DMX 
output

POWER230V AC

Max:	 15 SQUARE S&M per DMX-RDM output.
	 100 m from controller to the amplifier.
	 100 m from amplifier to last SQUARE S&M.
Máx:	 15 SQUARE S&M por salida DMX-RDM.
	 100 m del controlador al amplificador.
	 100 m del amplificador al último SQUARE S&M.

M0505.32M0401.25/1

POWER

M0401.25/1

M0401.4/2 

Max:	 15 SQUARE S&M per DMX-RDM output.
	 100 m from controller to last SQUARE S&M.
	 Follow connection diagram type B for DALI installations.
Máx:	 15 SQUARE S&M por salida DMX-RDM.
	 100 m del controlador al último SQUARE S&M.
	 Para instalación DALI seguir el conexionado tipo B.

power
supply
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LIGHT DISTRIBUTION CURVES

Data calculated with Square S.
Lumen measurement complies with UNE-EN 13032 / IES LM-79-08 testing procedures.
Light distribution curves are available at www.mcilight.com.
Due to continuous improvements and innovations, specifications may change without notice. 

Datos calculados con Square S.
Ensayado bajo las especificaciones de la norma UNE-EN 13032 / IES LM-79-08.
Fotometrías disponibles en www.mcilight.com. 
Debido a las continuas mejoras e innovaciones, las especificaciones pueden cambiar sin previo aviso.

2700K10.5 WS 3000K 4000K

h (m) Ø (m)

0.5 3426 lux 0.55

1 856 lux 1.09

1.5 381 lux 1.64

2 214 lux 2.18

2.5 137 lux 2.73
50° 15° 15°0°

90° 90°
75° 75°

60° 60°

45° 45°

30° 30°

RGBW15WS

h (m) Ø (m)

0.5 2118 lx 2243 lx 2494 lx 0.76

1 530 lx 561 lx 623 lx 1.53

1.5 235 lx 249 lx 277 lx 2.29

2 132 lx 140 lx 156 lx 3.06

2.5 85 lx 90 lx 100 lx 3.82
75° 15° 15°0°

90° 90°
75° 75°

60° 60°

45° 45°

30° 30°
-120° 120°0°

200

400

600

800

1000

h (m) Ø (m)

0.5 3362 lx 3562 lx 3964 lx 0.37

1 840 lx 890 lx 991 lx 0.74

1.5 374 lx 396 lx 440 lx 1.11

2 210 lx 223 lx 248 lx 1.48

2.5 134 lx 142 lx 159 lx 1.85
40° 15° 15°0°

90° 90°
75° 75°

60° 60°

45° 45°

30° 30°
-120° 120°0°

500

1000

1500

2000

2500

h (m) Ø (m)

0.5 58296 lux 61764 lux 6862 lux 0.08

1 14574 lux 15441 lux 17157 lux 0.16

1.5 6477 lux 6863 lux 7625 lux 0.25

2 3644 lux 3860 lux 4289 lux 0.33

2.5 2332 lux 2471 lux 2745 lux 0.41
9° 15° 15°0°

90° 90°
75° 75°

60° 60°

45° 45°

30° 30°
-120° 120°0°

5000

10000

15000

20000

25000

2700KS 3000K 4000K10.5 W

2700KS 3000K 4000K10.5 W
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H i g h - p o w e r  a r c h i t e c t u r a l  s p o t l i g h t  f o r  f a ç a d e  l i g h t i n g

AYUNTAMIENTO DE ZARAGOZA, ZARAGOZA, SPAIN
Project and Photography Saltoki

S Q U A R E  L  &  X L

280
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S Q U A R E  L  &  X L
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GORE pressure equalize valve
Válvula de control de presión atmosférica GORE

Static load test: 5,4 kN
Test carga estática: 5,4 kN

Passive heat sink.
Disipador de calor pasivo.

Offered in three different colours:
silver (RAL 9006), black (RAL 9011) and white (RAL 9003)
Disponible en tres colores:
plata (RAL 9006), negro (RAL9011) y blanco (RAL 9003)
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Swivel base
Base giratoria

145°

180°

180°

Monolithic tempered glass
Cristal de seguridad monolítico templado
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High-power architectural spotlight for façade lighting

SQUARE L & XL

QUICKINFO

High-power architectural projectors.
Up to 18,400 lm.
Versions up to 180 W.
Professional optics and CCTs.
Ideal for ornamental lighting.

IP66 CRI
>80

AL
HOUSING

L80 B10
>60.000H
TA +25°C

TA MIN
-20°C
-4°F

TA MAX
+50°C
+122°F TEST

Control
Control

On/Off
(Monocolor)

DMX-RDM
(RGBW)

DALI
(Monocolor)

SECURITY
GLASS

Type
Modelo

L

XL

Lens
Lentes

25°

10°

40°

60°

10°x30°
elliptical

Light colour
Color luz

1800K 
CRI>70

RGBW
(3000K)

3000K
CRI>80

2700K
CRI>80

4000K
CRI>80

3 
M

ac
Ad

am

Finish
Acabado

Silver
Plata

Black
Negro

White
Blanco

L90 B10
>60.000H
TA +25°C

Accessories
Accesorios

Honeycomb
Panel de abeja

Without Honeycomb
Sin panel de abeja

15°x60°
elliptical

CASAMBI
(RGBW)

DALI
(RGBW)

100-305V
AC

(MONO)

220-240V
AC

(RGBW)

RGBW
(4000K)
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MEASURES

296mm 
(11.65 in)

260mm 
(10.23 in)

100mm 
(3.93 in)

310mm 
(12.20 in)

118mm 
(4.64 in)

497mm 
(19.56 in)

296mm 
(11.65 in)

Square L Square XL

SPECIFICATIONS

SQUARE L (LO)

Power 45 W

Color temperatures 1800K 2700K 3000K 4000K

Lumens output 10° 4251 lm 4344 lm 4621 lm 4621 lm

Lumens output 25° 4069 lm 4157 lm 4423 lm 4423 lm

Lumens output 40° 3703 lm 3782 lm 4025 lm 4025 lm

Lumens output 60° 3884 lm 3968 lm 4221 lm 4221 lm

Lumens output 15°x60° 3977 lm 4064 lm 4323 lm 4323 lm

Luminaire efficiency 82 to 94 lm/W 84 to 96 lm/W 89 to 102 lm/W 89 to 102 lm/W

Measures 296 x 260 x 100 mm

Weight 4,5 kg

SQUARE L (MO)

Power 66 W

Color temperatures 1800K 2700K 3000K 4000K

Lumens output 10° 6334 lm 6473 lm 6885 lm 6885 lm

Lumens output 25° 6092 lm 6194 lm 6590 lm 6590 lm

Lumens output 40° 5517 lm 5635 lm 5997 lm 5997 lm

Lumens output 60° 5786 lm 5912 lm 6289 lm 6289 lm

Lumens output 15°x60° 5926 lm 6055 lm 6441 lm 6441 lm

Luminaire efficiency 83 to 95 lm/W 85 to 98 lm/W 90 to 104 lm/W 90 to 104 lm/W

Measures 296 x 260 x 100 mm

Weight 4,5 kg

SQUARE L (HO)

Power 90 W

Color temperatures 1800K 2700K 3000K 4000K

Lumens output 10° 8502 lm 8688 lm 9242 lm 9242 lm

Lumens output 25° 8137 lm 8314 lm 8845 lm 8845 lm

Lumens output 40° 7406 lm 7563 lm 8050 lm 8050 lm

Lumens output 60° 7767 lm 7935 lm 8441 lm 8443 lm

Lumens output 15°x60° 7954 lm 8127 lm 8646 lm 8646 lm

Luminaire efficiency 82 to 94 lm/W 84 to 96 lm/W 89 to 102 lm/W 89 to 102 lm/W

Measures 296 x 260 x 100 mm

Weight 4,5 kg
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SPECIFICATIONS SQUARE L

SQUARE L RGBW (MO)

Power 70 W

Color temperatures
RGBW

Red Green Blue 4000K R+G+B+W

Lumens output 10° 647 lm 1905 lm 426 lm 1665 lm 4643 lm

Lumens output 25° 616 lm 1823 lm 408 lm 1593 lm 4440 lm

Lumens output 40° 561 lm 1660 lm 372 lm 1450 lm 4043 lm

Lumens output 60° 590 lm 1741 lm 390 lm 1521 lm 4242 lm

Lumens output 15°x60° 603 lm 1783 lm 399 lm 1557 lm 4342 lm

Luminaire efficiency 32 to 37 lm/W 94 to 108 lm/W 21 to 24 lm/W 82 to 95 lm/W 57 to 66 lm/W

Measures 296 x 260 x 100 mm

Weight 4,5 kg

SQUARE XL (HO)

Power 180 W

Color temperatures 1800K 2700K 3000K 4000K

Lumens output 10° 17005 lm 17376 lm 18484 lm 18484 lm

Lumens output 25° 16275 lm 16628 lm 17690 lm 17690 lm

Lumens output 40° 14813 lm 15126 lm 16100 lm 16100 lm

Lumens output 60° 15535 lm 15870 lm 16882 lm 16886 lm

Lumens output 15°x60° 15909 lm 16254 lm 17292 lm 17292 lm

Luminaire efficiency 82 to 94 lm/W 84 to 96 lm/W 89 to 102 lm/W 89 to 102 lm/W

Measures 310 x 497 x 118 mm

Weight 10,3 kg

SQUARE XL (MO)

Power 134 W

Color temperatures 1800K 2700K 3000K 4000K

Lumens output 10° 12669 lm 12945 lm 13771 lm 13771 lm

Lumens output 25° 12125 lm 12388 lm 13181 lm 13181 lm

Lumens output 40° 11036 lm 11270 lm 11995 lm 11995 lm

Lumens output 60° 11574 lm 11825 lm 12579 lm 12579 lm

Lumens output 15°x60° 11852 lm 12111 lm 12883 lm 12883 lm

Luminaire efficiency 82 to 94 lm/W 84 to 96 lm/W 89 to 102 lm/W 89 to 102 lm/W

Measures 310 x 497 x 118 mm

Weight 10,3 kg

SPECIFICATIONS SQUARE XL

SQUARE XL RGBW (MO)

Power 140 W

Color temperatures
RGBW

Red Green Blue 4000K R+G+B+W

Lumens output 10° 1294 lm 3810 lm 852 lm 3330 lm 9286 lm

Lumens output 25° 1233 lm 3646 lm 816 lm 3186 lm 8881 lm

Lumens output 40° 1123 lm 3320 lm 744 lm 2900 lm 8087 lm

Lumens output 60° 1180 lm 3482 lm 780 lm 3042 lm 8484 lm

Lumens output 15°x60° 1206 lm 3566 lm 798 lm 3114 lm 8684 lm

Luminaire efficiency 32 to 37 lm/W 94 to 108 lm/W 21 to 24 lm/W 82 to 95 lm/W 57 to 66 lm/W

Measures 310 x 497 x 118 mm

Weight 10,3 kg
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ORDER OPTIONS: SQUARE L

Base code
Código base

Control
Control

Finishes
Acabados

Type
Modelo

CRI/Temp.
CRI/Temp.

75030. 1 On-Off (Monocolor) 0 Silver 1 LO /70.1K8 70 / 1800K
3 DALI (Monocolor | RGBW)* 2 Black 2 MO /80.2K7 80 / 2700K
5 DMX RDM (RGBW)** 3 White 3 HO /80.3K 80 / 3000K
6 Casambi (RGBW)** /80.4K 80 / 4000K

/11-3K RGBW / (3000K)
/11-4K RGBW / (4000K)

OPTIONS ON REQUEST
Beam lente: 10°  |  25° (Standard)  |  40°  |  60°  |  10 °x30°  |  15°x60°
Honeycomb Panel de abeja: Honeycomb  |  Without Honeycomb

* DALI control (monocolor) can only be configured with type 3 (HO).  Control DALI (monocolor) solo se puede configurar con el modelo 3 (HO).
* DALI control (RGBW) can only be configured with type 2 (MO).  Control DALI (monocolor) solo se puede configurar con el modelo 2 (MO).

** DMX RDM & Casambi control can only be configured with type 2 (MO).  Control DMX-RDM y Casambi solo se puede configurar con el modelo 2 (MO).

ORDER OPTIONS: SQUARE XL

Base code
Código base

Control
Control

Finishes
Acabados

Type
Modelo

CRI/Temp.
CRI/Temp.

75031. 1 On-Off (Monocolor) 0 Silver 1 MO /70.1K8 70 / 1800K
3 DALI (Monocolor | RGBW)* 2 Black 2 HO /80.2K7 80 / 2700K
5 DMX RDM (RGBW)** 3 White /80.3K 80 / 3000K
6 Casambi (RGBW)** /80.4K 80 / 4000K

/11-3K RGBW / (3000K)
/11-4K RGBW / (4000K)

OPTIONS ON REQUEST
Beam lente: 10°  |  25° (Standard)  |  40°  |  60°  |  10°x30°  |  15°x60°
Honeycomb Panel de abeja: Honeycomb  |  Without Honeycomb

* DALI control (monocolor) can only be configured with type 2 (HO).  Control DALI (monocolor) solo se puede configurar con el modelo 2 (HO).
* DALI control (RGBW) can only be configured with type 1 (MO).  Control DALI (RGBW solo se puede configurar con el modelo 1 (MO).

** DMX RDM & Casambi control can only be configured with type 1 (MO).  Control DMX-RDM y Casambi solo se puede configurar con el modelo 1 (MO).

Color temperature conform to ANSI C78.377A.  
Temperatura de color según normativa ANSI C78.377A.
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To do extensions cables by components Para hacer extensiones de cables por componentes

M0502.14
IP68 connector 
(5 poles-male)
Conector aereo IP68 
(5 polos-macho)

M0502.20
End cap (male)
Tapón final (macho)

M0502.15
IP68 connector 
(5 poles-female)
Conector aéreo IP68 
(5 polos-hembra)

M0502.19
End cap (female) 
On-off | DALI
Tapón final (hembra)
 On-off | DALI

M0401.25/1
2xAWG22 + 3x1,5 mm2 cable (m)
Cable 2xAWG22 + 3x1,5 mm2 (m)

M0402.11/2000
2 m power cable 
(5 poles-female)
Cable alimentación 2 m 
(5 polos-hembra)

M0402.12/1000
1 m extension cable (5 poles)
Cable extensión 1 m (5 polos)

M0502.19
End cap (female) 
On-off | DALI
Tapón final (hembra)
 On-off | DALI

M0502.29
120 OHM end cap 
(5 poles-male) DMX RDM
Tapón final 120 OHM 
(5 polos-macho) DMX RDM

For electrical installation Para instalación electrica.

ACCESSORIES

M0505.31
IP68 “I” connection Ø6-13,5mm 
Tee Tube (3 poles)
Conexión “I” Ø6-13,5mm IP68 
Tee Tube (3 polos)

M0505.33
IP68 “Y” connection Ø6-17mm 
Tee Tube (5 poles)
Conexión “Y” Ø6-17mm IP68 
Tee Tube (5 polos)

M0401.4/2
3 x 1,5 mm2 H07RN-F cable (m)
Cable 3 x 1,5 mm2 H07RN-F (m)

M0401.5/2
BELDEN 3105A cable (m)
Cable BELDEN 3105A (m)

30101.2
DMX Addresser Setup
DMX Addresser Setup

Assembling Service (please consult service cost). Servicio de Montaje (consultar coste del servicio).

To control the luminaires via Bluetooth see page 382.
Para controlar las luminarias vía Bluetooth consultar página 382.
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controller
DALI

RGBW DMX & DALI 2 & DALI DT8 CONNECTIONS

M0401.5/2 M0505.33

MORE THAN 15 SQUARE WITH DMX-RDM
PARA MÁS DE 15 SQUARE CON DMX-RDM.A

DATA

UP TO 15 SQUARE WITH DMX-RDM.
HASTA 15 SQUARE CON DMX-RDM.B

controller
DMXcontroller

DMX
1  2  3

amplifier
DMX 

up to
6 outputs

DMX 
output

POWER230V AC

Max:	 15 SQUARE per DMX-RDM output.
	 100 m from controller to the amplifier.
	 100 m from amplifier to last SQUARE.
Máx:	 15 SQUARE por salida DMX-RDM.
	 100 m del controlador al amplificador.
	 100 m del amplificador al último SQUARE.

M0401.4/2

Max:	 15 SQUARE per DMX-RDM output.
	 100 m from controller to last SQUARE.
	 Follow connection diagram type B for DALI installations.
Máx:	 15 SQUARE por salida DMX-RDM.
	 100 m del controlador al último SQUARE.
	 Para instalación DALI seguir el conexionado tipo B.

MONOCOLOR ON-OFF & CASAMBI RGBW CONNECTIONS

230V AC

M0401.4/2 

Max:	 15 units per on-off connection
Máx:	 15 por conexión on-off

POWER

M0505.31

M0402.12/1000M0502.19
End cap

not included

M0402.12/1000M0502.29 (DMX-RDM) 
M0502.19 (DALI)
End cap
not included

M0402.11/2000

M0402.11/2000
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LIGHT DISTRIBUTION CURVES

Data calculated with Square L.
Lumen measurement complies with UNE-EN 13032 / IES LM-79-08 testing procedures.
Light distribution curves are available at www.mcilight.com.
Due to continuous improvements and innovations, specifications may change without notice. 

Datos calculados con Square L.
Ensayado bajo las especificaciones de la norma UNE-EN 13032 / IES LM-79-08.
Fotometrías disponibles en www.mcilight.com. 
Debido a las continuas mejoras e innovaciones, las especificaciones pueden cambiar sin previo aviso.

h (m) Ø (m)

1 3881 lux 4099 lux 4.361 lux 4.361 lux 1.01

2 970 lux 1024 lux 1.090 lux 1.090 lux 2.01

3 431 lux 455 lux 485 lux 485 lux 3.02

4 242 lux 256 lux 273 lux 273 lux 4.03

5 154 lux 163 lux 174 lux 174 lux 5.04
60°

RGBW70W

15° 15°0°

90° 90°
75° 75°

60° 60°

45° 45°

30° 30°

1800K90 W 2700K 3000K 4000K

-120° 120°0°

200

400

600

800

1000

h (m) Ø (m)

1 4.701 lux 0.60

2 1.175 lux 1.21

3 522 lux 1.81

4 294 lux 2.42

5 188 lux 3.02
40° 15° 15°0°

90° 90°
75° 75°

60° 60°

45° 45°

30° 30°
-120° 120°0°

500

1000

1500

2000

2500

QATAR HANDBALL ASSOCIATION COMPLEX , DOHA, QATAR
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MURALLAS CARTAGENA DE INDIAS, CARTAGENA DE INDIAS, COLOMBIA
Project Celsa SAS
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E l e g a n t  c o n t o u r  l i g h t i n g  f o r  w i n d o w s  a n d  a r c h i t e c t u r a l  a r c h e s

URBO BUSINESS CENTER, MATOSINHOS, PORTUGAL
Architect Nuno Ferreira Capa
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B O W ®
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Power cable 2m included 
Cable with rear, bottom or side exit 
Cable de alimentación 2m incluido
Cable con salida trasera, inferior o lateral

Leveling luminaire to correct windowsill slope
Luminaria nivelable para corregir la inclinación del vierte aguas
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Offered in five textured finishes:
silver, black, white, corten, and stone
Disponible en cinco acabados texturizados: 
plata, negro, blanco, corten  y piedra

Inner louvres to adjust the beam angle on site (from 100% to 0%)
Lamas interiores para ajustar el ángulo de luz en la obra (de 100% a 0%)

100% open 20% open
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Elegant contour lighting for windows and architectural arches

BOW®

QUICKINFO

Precise lighting for arches and windows.
On-site manual adjustment of the lense
180°×15° asymmetric optics.
Integrated leveling system.
Five architectural finishes.

IP66 IK08 CRI
>80

AL
HOUSING

SECURITY
GLASS

L80 B10
>60.000H
TA +25°C

TA MIN
-20°C
-4°F

TA MAX
+50°C
+122°F TEST

Power
Potencia

10W 
(Monocolor)

6W 
(RGBW)

Finish
Acabado

Silver
Plata

Black
Negro

Corten

White
Blanco

Stone
Piedra

Control

On-Off
(Monocolor)

DALI
(Monocolor)

DMX RDM
(RGBW)

1800K
CRI>70

3 
M

ac
Ad

am2700K
CRI>80

3000K
CRI>80

4000K
CRI>80

RGBW 
(3000K)

Light colour
Color luz

100-240V
AC

RGBW 
(4000K)
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MEASURES

SPECIFICATIONS

49mm (1.92 in) monocolor
59mm (2.32 in) RGBW

100mm 
(3.93 in)

120mm 
(4.72 in)

RGBW

Power 6 W

Color temperatures
RGBW

Red Green Blue 3000K R+G+B+W

Lumens output 180°x15° 20 lm 52 lm 11 lm 58 lm 137 lm

Measures 100 x 120 x 59 mm

Weight 0,4 kg

MONOCOLOR

Power 10 W

Color temperatures 1800K 2700K 3000K 4000K

Lumens output 180°x15° 281 lm 297 lm 320 lm 320 lm

Measures 100 x 120 x 49 mm

Weight 0,4 kg

Color temperature conform to ANSI C78.377A.  
Temperatura de color según normativa ANSI C78.377A.
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ORDER OPTIONS

Base code
Código base

Control
Control

Finishes
Acabados

Power
Potencia

CRI/Temp.
CRI/Temp.

71327. 1 On-Off  (Monocolor) 0 Texturised silver 2 10W (Monocolor) /70.1K8 70 / 1800K
3 DALI  (Monocolor) 2 Texturised black 6W (RGBW) /80.2K7 80 / 2700K
5 DMX-RDM  (RGBW) 3 Texturised white /80.3K 80 / 3000K

4 Texturised corten /80.4K 80 / 4000K
5 Texturised stone /11-3K RGBW / 3000K

/11-4K RGBW / 4000K

To control the luminaires via Bluetooth see page 382.
Para controlar las luminarias vía Bluetooth consultar página 382.

ACCESSORIES

For installation on/off Para instalación on/off

M0401.4/2
3 x 1,5 mm2 H07RN-F cable (m) 
(monocolor)
Cable 3 x 1,5 mm2 H07RN-F (m) 
(monocolor)

M0505.15
Derivation box
Caja derivación

M0505.17
5 way terminal block
Regleta 5 vías

For installation RGBW Para instalación RGBW

M0505.32
IP68 “I” connection Ø6-17mm 
Tee Tube (5 poles)
Conexión “I” Ø6-17mm IP68 
Tee Tube (5 polos)

M0505.33
IP68 “Y” connection Ø6-17mm 
Tee Tube (5 poles)
Conexión “Y” Ø6-17mm IP68 
Tee Tube (5 polos)

30101.2
DMX Addresser Setup
DMX Addresser Setup

M0401.4/2
3 x 1,5 mm2 H07RN-F cable (m) 
(monocolor)
Cable 3 x 1,5 mm2 H07RN-F (m) 
(monocolor)

M0401.5/2
BELDEN 3105A cable (m)
Cable BELDEN 3105A (m)

M0401.25/1
2xAWG22 + 3x1,5 mm2 cable (m)
Cable 2xAWG22 + 3x1,5 mm2 (m)

M0505.15
Derivation box
Caja derivación

M0505.17
5 way terminal block
Regleta 5 vías

M0505.8
Conector scotchlock 3M 314 
(0,5-1,5 mm2)
Conector scotchlock 3M 314 
(0,5-1,5 mm2)
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MONOCOLOR ON-OFF CONNECTIONS

100-240V AC

M0401.4/2 

Max:	 15 units of Bow per on-off connection
Máx:	 15 Bow por conexión on-off

POWER

CONNECTIONS DMX-RDM & DALI

controller
DALI

M0401.5/2 M0505.33

MORE THAN 15 BOW® WITH DMX-RDM.
PARA MÁS DE 15 BOW® CON DMX-RDM.A

DATA

UP TO 15 BOW® WITH DMX-RDM & DALI.
HASTA 15 BOW® CON DMX-RDM & DALI.B

controller
DMX

1  2  3

amplifier
DMX 

up to
6 outputs

DMX 
output

POWER230 V AC

Max:	 15 Bow® per DMX-RDM output.
	 100 m from controller to the amplifier.
	 100 m from amplifier to last Bow®.
Máx:	 15 Bow® por salida DMX-RDM.
	 100 m del controlador al amplificador.
	 100 m del amplificador al último Bow®.

POWER

M0401.25/1

M0401.4/2

Max:	 15 Bow® per DMX-RDM controller.
	 100 m from controller to last Bow®.
	 Follow connection diagram type B for DALI installations.
Máx:	 15 Bow® por controlador DMX-RDM.
	 100 m del controlador al último Bow®. 
	 Para instalación DALI seguir el conexionado tipo B.

DMX RDM
M0505.15 + 7u. (M0505.8)

ON-OFF
M0505.15 + M0505.17

controller
DMX

M0401.25/1

M0401.4/2 
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LIGHT DISTRIBUTION CURVES

1800K10W 2700K 3000K 4000K

h (m) Ø (m)

1 54 lx 56 lx 61 lx 61 lx 11.20 x 0.20

2 13 lux 13 lux 15 lux 15 lux 22 x 0.44

3 6 lux 6 lux 7 lux 7 lux 33 x 0.66

4 2 lux 2 lux 4 lux 4 lux 44 x 0.88

5 2 lux 2 lux 2 lux 2 lux 54 x 1.10
180°x15º 15° 15°0°

90° 90°
75° 75°

60° 60°

45° 45°

30° 30°

Data calculated with Bow.
Lumen measurement complies with UNE-EN 13032 / IES LM-79-08 testing procedures.
Light distribution curves are available at www.mcilight.com.
Due to continuous improvements and innovations, specifications may change without notice. 

Datos calculados con Bow.
Ensayado bajo las especificaciones de la norma UNE-EN 13032 / IES LM-79-08.
Fotometrías disponibles en www.mcilight.com. 
Debido a las continuas mejoras e innovaciones, las especificaciones pueden cambiar sin previo aviso.

RGBW9W

h (m) Ø (m)

1 14 lx 9.74 x 0.47

2 3 lux 19.47 x 0.93

3 2 lux 29.21 x 1.40

4 1 lux 38.94 x 1.86

5 1 lux 48.68 x 2.33
180°x15º 15° 15°0°

90° 90°
75° 75°

60° 60°

45° 45°

30° 30°

-120° 120º0°

200

400

600

800

1000

-120° 120º0°

50

100

150

200

250

300
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D e c o r a t i v e  d o t  l i g h t i n g  f o r  a r c h i t e c t u r a l  f a ç a d e s

HYTTAN PUMPSTATION P40, LULEÅ, SWEDEN
Project Design Ljus  | Architecture Maria Wikström, Malin Nilsson & Niklas Granljung | Photography Jan Forsmark
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M U N D O  D O T
g e n  2
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Bottom or side cable entry. Cable length 20 cm. 
Entrada de cable por abajo o lateral. Longitud del cable 20 cm.

304
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Offered in two colours: black or gray
Disponible en dos colores: negro o gris

305
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Decorative dot lighting for architectural façades

MUNDO DOT

QUICKINFO

Decorative point lighting.
Advanced DMX-RDM control.
IP67 IK10 resistant design.
Up to 25 dots in chain.
Interchangeable diffusers.

IP67 CRI
>80

AL
HOUSING

L80 B10
>70.000H
TA +25°C

TA MIN
-30°C
-22°F

TA MAX
+50°C
+122°F TEST

PC
DIFFUSER

Light colour
Color luz

RGBW
(4000K)

Finish
Acabado

Silver
Plata

Black
Negro

Cable entry
Entrada cable

Bottom
Abajo

Side
Lateral

Type
Modelo

Clear flat diffuser
Difusor plano trans.

Opal dome diffuser
Difusor cúpula opal

IK10

Control

DMX RDM
(RGBW)

24V
DC

306

27 MUNDO DOT Gen 2.indd   30627 MUNDO DOT Gen 2.indd   306 26/2/26   8:1726/2/26   8:17



MEASURES

Clear Flat Diffuser Opal Dome Diffuser

SPECIFICATIONS

CLEAR FLAT DIFFUSER

Power 4 W (18 LEDs)

Color temperatures
RGBW

Red Green Blue 4000K R+G+B+W

Lumens output 100° 14 lm 39 lm 8 lm 134 lm 195 lm

Luminaire efficiency 48,7 lm/W

Measures 98 x 73 x 50 mm

Weight 0,450 kg

OPAL DOME DIFFUSER

Power 4 W (18 LEDs)

Color temperatures
RGBW

Red Green Blue 4000K R+G+B+W

Lumens output 140° 7 lm 10 lm 4 lm 64 lm 85 lm

Luminaire efficiency 21,2 lm/W

Measures 98 x 73 x 50 mm

Weight 0,450 kg

Ø57mm 
(2.24 in)

50mm 
(1.96 in)

98mm 
(3.85 in)

73mm 
(2.87 in)

Ø57mm 
(2.24 in)

65mm 
(2.55 in)

98mm 
(3.85 in)

73mm 
(2.87 in)

Color temperature conform to ANSI C78.377A.  
Temperatura de color según normativa ANSI C78.377A.

307
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ORDER OPTIONS

Base code
Código base

Diffuser
Difusor

Finishes
Acabados

Cable entry
Entrada cable

CRI/Temp.
CRI/Temp.

71340. 1 Clear flat 0 Grey 0 Side Lateral /11-4K RGBW / 4000K
2 Opal dome 2 Black 1 Bottom Abajo

OPTIONS ON REQUEST
Colour temperature Temperatura de color:  RGBW (3000K)  |  RGBW (5700K)

ACCESSORIES

M0502.35
120 OHM end cap (5 poles-male) 
DMX RDM (5 poles)
Tapón final 120 OHM (5 po-
los-macho) DMX RDM (5 polos)

M2021.13/2000
Power cable (2m) with female 
quick connector IP67 (5 poles)
Cable conexión con conector 
hembra (2m) IP67 (5 polos)

M2021.2/2000
Extension power cable 2m 
(5 poles)
Extensión de cable de 
alimentación 2m (5 polos)

M0505.33
IP68 “Y” connection Ø6-17mm 
Tee Tube (5 poles)
Conexión “Y” Ø6-17mm IP68 
Tee Tube (5 polos)

M0401.4/2
3 x 1,5 mm2 H07RN-F cable (m)
Cable 3 x 1,5 mm2 H07RN-F (m)

M0401.5/2
BELDEN 3105A cable (m)
Cable BELDEN 3105A (m)

RGBW CONNECTIONS

M0401.5/2 M0505.33

MORE THAN 25 MUNDO DOT WITH DMX-RDM. 
PARA MÁS DE 25 MUNDO DOT CON DMX-RDM.A

DATA

HASTA 25 MUNDO DOT WITH DMX-RDM.
HASTA 25 MUNDO DOT CON DMX-RDM.B

controller
DMX

1  2  3

amplifier
DMX 

up to
6 outputs

DMX 
output

POWER

Max:	 25 Mundo Dot per DMX-RDM.	
	 20 m. from power supply to last Mundo Dot.
	 100 m. from amplifier/controller to last Mundo Dot.
Máx:	 25 Mundo Dot por DMX-RDM.
	 20 m. desde la fuente de alimen. hasta último Mundo Dot.
	 100 m. desde el amplificador/controlador hasta el 
	 último Mundo Dot.

M2021.13/2000

Max:	 25 Mundo Dot per DMX-RDM.	
	 20 m. from power supply to last Mundo Dot.
	 100 m. from amplifier/controller to last Mundo Dot.
Máx:	 25 Mundo Dot por DMX-RDM.
	 20 m. desde la fuente de alimen. hasta último Mundo Dot.
	 100 m. desde el amplificador/controlador hasta 		
	 el último Mundo Dot.

M0502.35 
(DMX RDM)

230 V AC

M0401.4/2

1 2 3 4 5 25

power
supply

Max. 25 Mundo Dot / Max. 20m

controller
DMX

To control the luminaires via Bluetooth see page 382.
Para controlar las luminarias vía Bluetooth consultar página 382.

Power supplies page 386.
Fuentes de alimentación página 386.
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LIGHT DISTRIBUTION CURVES

Data calculated with Mundo Dot.
Lumen measurement complies with UNE-EN 13032 / IES LM-79-08 testing procedures.
Light distribution curves are available at www.mcilight.com.
Due to continuous improvements and innovations, specifications may change without notice. 

Datos calculados con Mundo Dot.
Ensayado bajo las especificaciones de la norma UNE-EN 13032 / IES LM-79-08.
Fotometrías disponibles en www.mcilight.com. 
Debido a las continuas mejoras e innovaciones, las especificaciones pueden cambiar sin previo aviso.

RGBW4W

h (m) Ø (m)

0.5 220 lux 0.26

1 56 lux 0.52

1.5 25 lux 0.78

2 14 lux 1.04

2.5 9 lux 1.30
100º 15° 15°0°

90° 90°
75° 75°

60° 60°

45° 45°

30° 30°

DOME

-120° 120º0°

50

100

150

200

250

-120° 120º0°

100

200

300

400

500

RGBW4W

h (m) Ø (m)

0.5 220 lux 0.26

1 56 lux 0.52

1.5 25 lux 0.78

2 14 lux 1.04

2.5 9 lux 1.30
100º 15° 15°0°

90° 90°
75° 75°

60° 60°

45° 45°

30° 30°

FLAT

HYTTAN PUMPSTATION P40, LULEÅ, SWEDEN
Project Design Ljus  | Architecture Maria Wikström, Malin Nilsson & Niklas Granljung | Photography Jan Forsmark
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I n t e g r a t e d  h a n d r a i l  l i g h t i n g
 f o r  s a f e  a r c h i t e c t u r a l  p a t h w a y s

KARALIUS MINDAUGO, KAUNAS, LITHUANIA
Project Lucidus Techno  |  Photography ©Norbert Tukaj
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H A N D R A I L
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Suitable for handrails with diameter Ø48 mm.  
Minimum wall thickness 1,5mm. 
Apto para barandillas de diámetro Ø48mm. 
Grosor mínimo de la barandilla 1,5mm.

Asymmetric 90°
Asimétrico 90°

Symmetric 60°  
Simétrico 60°

Symmetric 120°
Simétrico 120°

312
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Chrome brass unibody dot
Dot monobloque de latón cromado

Asymmetric
Asimétrico

90° 90°

Symmetric
Simétrico

60° 120°

313
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Integrated handrail lighting for safe architectural pathways

HANDRAIL DOT

QUICKINFO

Direct integration into handrails.
Anti-vandal design.
High efficiency: 132 lm/W.
Monoblock brass body.
Symmetric and asymmetric optics.

IP66 IK10 CRI
>80

INOX
316

L80 B10
>70.000H
TA +25°C

TA MIN
-20°C
-4°F

TA MAX
+50°C
+122°F TEST

Type
Modelo

Curved

Beam
Ángulo

60º
(Symmetric)

120º
(Symmetric)

90º
(Asymmetric)

Control

On-Off

0-10V

Light colour
Color luz

3000K
CRI>80

2700K
CRI>80

4000K
CRI>80

3 
M

ac
Ad

am

5000K
CRI>80

2200K
CRI>80

314
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SPECIFICATIONS

HANDRAIL DOT

Power 1,5W/ 500mA

Color temperatures 2200K 2700K 3000K 4000K 5000K

Lumens output 60° 100 lm 114 lm 116 lm 121 lm 124 lm

Lumens output 120° 136 lm 154 lm 157 lm 164 lm 168 lm

Lumens output 90º (Asym) 105 lm 119 lm 121 lm 126 lm 129 lm

Luminaire efficiency 66 to 90 lm/W 72 to 80 lm/W  76 to 84 lm/W  86 to 96 lm/W  86 to 96 lm/W

Measures Ø14,7 x 15 mm

Weight 0,1 kg

MEASURES

symmetricasymmetric

300mm 
(11.81 in)

300mm 
(11.81 in)

Ø14,70mm 
(0.57 in)

Ø11mm 
(0.43 in)

Ø11mm 
(0.43 in)

0,32 mm2 
AWG22

5mm 
(0.19 in)

15mm 
(0.59 in)

M16 x 1

Color temperature conform to ANSI C78.377A.  
Temperatura de color según normativa ANSI C78.377A.
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ORDER OPTIONS

Base code
Código base

Type
Tipo

Beam
Ángulo

CRI/Temp.
CRI/Temp.

70150. 0 2 Curve 1 60º /80.2K2 80 / 2200K
2 120º /80.2K7 80 / 2700K
5 Asym /80.3K 80 / 3000K

/80.4K 80 / 4000K
/80.5K 80 / 5000K

DRIVERS AND POWER SUPPLY

External driver installation (A) Instalación driver externo (A)

30914.6
IP68 Driver 500 mA 30W 
(2V-49V) On/Off, DALI 
From 1 up to 16 dots

30914.8
IP67 Driver 500 mA 20W 
(25,2V-42V) On/Off, 0-10V
From 9 up to 14 dots

30914.9
IP67 Driver 350-1050 mA 75W 
(53V-107V) On/Off 
From 25 up to 35 dots

In-tube driver installation (B) Instalación driver interno (B)

30903.11
IP67 Power Supply 150W 
(48V DC) On/Off 
Up to 8 series x 12 dots= 96 dots

30903.12
IP67 Power Supply 320W 
(48V DC) On/Off
Up to 16 series x 12 dots= 156 dots

30913.2
IP67 Driver 500 mA 18W 
(Input 9V-56V DC) On/Off 
From 1 up to 12 dots

ACCESSORIES

M0505.3
End piece connector (0,5mm2)
Conector terminal (0,5mm2)

M0505.29
CWT-9003 connector (2,5mm2)
Conector CWT-9003 (2,5mm2)

M0505.30
CWT-9004 connector (4mm2)
Conector CWT-9004 (4mm2)

70150.800
Tightening tool
Útil de apriete

70150.801
Kit for machining M16x1mm 
handrail
Kit para mecanizar M16 x1mm 
handrail

70150.802
Spare special drill 14.75 Inox 
handrail mechanized kit
Recambio broca especial 14,75 
inox kit mecanizado handrail

70150.803
Spare tap male M16x1 din 374 
M2D handrail mechanized kit 
Recambio macho roscar M16x1 
din 374 M2D kit mecanizado 
handrail

To control the luminaires via Bluetooth see page 382.
Para controlar las luminarias vía Bluetooth consultar página 382.

316

28 HANDRAIL.indd   31628 HANDRAIL.indd   316 26/2/26   8:1726/2/26   8:17



CONNECTIONS

EXTERNAL DRIVER INSTALLATION

A - EXTERNAL DRIVER INSTALLATION

30914.6 (Driver) From 1 up to 16 dots

30914.8 (Driver) From 9 up to 14 dots

30914.9 (Driver) From 25 up to 35 dots

B - IN-TUBE DRIVER INSTALLATION

30903.11 (Power supply) Up to 8 series x 12 dots= 96 dots  

30903.12 (Power supply) Up to 16 series x 12 dots= 192 dots

30913.2 (Driver) From 1 up to 12 dots

IN-TUBE DRIVER INSTALLATION

AC/DC 230V
DRIVER 500mA

+
-

Up to 12 in series depending
on the nominated power supply
Hasta 12 en serie dependiendo
de la fuente de alimentación

Start of next series
Empieza la próxima serie

30913.2 30913.2

*

POWER SUPPLY
AC/DC 230V / 48V

+
-

DC/DC
DRIVER 500mA

+
-

DC/DC
DRIVER 500mA

+
-

M0505.29

Cable 2,5mm2 Cable 2,5mm2

*

DC/DC
DRIVER 500mA

+
-

Cable 4mm2

M0505.30

Cable 4mm2
*

DC/DC
DRIVER 500mA

+
-

317
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LIGHT DISTRIBUTION CURVES

Data calculated with Handrail.  
Lumen measurement complies with UNE-EN 13032 / IES LM-79-08 testing procedures.
Light distribution curves are available at www.mcilight.com.
Due to continuous improvements and innovations, specifications may change without notice. 

Datos calculados con Handrail.
Ensayado bajo las especificaciones de la norma UNE-EN 13032 / IES LM-79-08.
Fotometrías disponibles en www.mcilight.com. 
Debido a las continuas mejoras e innovaciones, las especificaciones pueden cambiar sin previo aviso.

1,5W 3000K

15° 15°0°

90° 90°
75° 75°

60° 60°

45° 45°

30° 30°

h (m) Ø (m)

1 83 lux 0.80

2 21 lux 1.59

3 9 lux 2.39

4 5 lux 3.18

5 3 lux 3.98
60° -120° 120º0°

50

100

150

200

250

CYCLING BRIDGE SPORTS BOULEVARD, RIYADH, SAUDI ARABIA
Photography Studioneuf Robert Kfoury
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KARALIUS MINDAUGO, KAUNAS, LITHUANIA
Project Lucidus Techno  |  Photography ©Norbert Tukaj
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  A d j u s t a b l e  i n - g r o u n d  u p l i g h t  f o r  a r c h i t e c t u r a l  h i g h l i g h t i n g A D J U S T A B L E  U P L I G H T
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A D J U S T A B L E  U P L I G H T
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±25° adjustable on body
Ajustable el haz de luz ±25° desde el exterior

322
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316 stainless steel frame.
IK10 due to 10mm Glass.
Aro de acero inoxidable 316.
IK10 gracias a su cristal de 10mm.

Antiglare in-ground fixture due to reccesed optic.
Luminaria antideslumbrante gracias a su óptica retranqueada.

323
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Adjustable in-ground uplight for architectural highlighting

ADJUSTABLE UPLIGHT

Light colour
Color luz

3000K
CRI>80

4000K
CRI>80

RGBW
(3000K)

QUICKINFO

±25° on-site adjustment without opening the luminaire.
DALI and DMX versions.
10 mm IK10 glass.
Withstands temperature up to +50°C (+122°F).

IP67 CRI
>80

AL
HOUSING

L80 B10
>70.000H
TA +25°C

TA MIN
-30°C
-22°F

TA MAX
+50°C
+122°F TEST

PC
DIFFUSERIK10

Control

DALI
(Monocolor)

DMX 512
(RGBW)

Power
Potencia

15W
(Monocolor)

24W
(Monocolor)

36W
(Monocolor)

40W
(RGBW)

Beam
Ángulo

10°
Monocolor

5°
Monocolor

25°
Mono | RGBW

40°
Mono | RGBW

60°
Mono | RGBW

STAINLESS
STEEL 316
FRAME

100-240V
AC

324
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SPECIFICATIONS

MONOCOLOR

Power 15 W 24 W 36 W

Color temperatures 3000K 4000K 3000K 4000K 3000K 4000K

Lumens output 5° 895 lm 960 lm 1320 lm 1412 lm 3130 lm 3350 lm

Lumens output 10° 910 lm 975 lm 1345 lm 1440 lm 3170 lm 3390 lm

Lumens output 25° 930 lm 995 lm 1370 lm 1465 lm 3200 lm 3425 lm

Lumens output 40° 945 lm 1010 lm 1390 lm 1485 lm 3240 lm 3465 lm

Lumens output 60° 960 lm 1025 lm 1415 lm 1515 lm 3275 lm 3505 lm 

Luminaire efficiency 60 lm/W 64 lm/W 59 lm/W 63 lm/W 91 lm/W 97 lm/W

Power 220-240V AC

Measures Ø182  x 169 mm Ø208  x 185 mm Ø248 x 210 mm

Weight 3,5 kg 5 kg 7,5 kg

RGBW 

Power 40 W

Color temperatures
RGBW

Red Green Blue 3000K R+G+B+W

Lumens output 25° 317 lm 713 lm 222 lm 552 lm 1660 lm

Lumens output 40° 325 lm 730 lm 227 lm 564 lm 1677 lm

Lumens output 60° 333 lm 747 lm 232 lm 577 lm 1713 lm

Luminaire efficiency 46 lm/W

Power 110-240V AC

Measures Ø248 x 210 mm

Weight 7,5 kg

MEASURES

170 mm 
(6,69 in)

182 mm 
(7,16 in)

169 mm 
(6,65 in)

180 mm 
(7,08 in)

15W - Monocolor

193 mm 
(7,59 in)

208 mm 
(8,19 in)

185 mm 
(7,28 in) 201 mm 

(7,91 in)

24W - Monocolor

36W - Monocolor

225 mm 
(8,85 in)

232 mm 
(9,13 in)

248 mm 
(9,76 in)

210 mm 
(8,26 in)

40W - RGBW

225 mm 
(8,85 in)

232 mm 
(9,13 in)

248 mm 
(9,76 in)

210 mm 
(8,26 in)

Color temperature conform to ANSI C78.377A.  
Temperatura de color según normativa ANSI C78.377A.
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ORDER OPTIONS

OPTIONS ON REQUEST
Colour temperature Temperatura de color:  Monocolor (2700K)  |  Monocolor (5000K) 
				       RGBW (2700K)  |  RGBW (4000K)

Beam angle Ópticas:  Monocolor (20º)  |  Monocolor (30º)  |  Monocolor (10ºx22º)  |  Monocolor (20ºx60º) 

The honeycomb must be ordered together with the lighting fixture. 
El panel de abeja debe pedirse junto con la luminaria.

ACCESSORIES

For installation DMX /DALI Para instalación DMX/DALI

M0505.33
IP68 “Y” connection 
Ø6-17mm Tee Tube (5 poles) 
Conexión “Y” Ø6-17mm 
IP68 Tee Tube (5 polos)

30101.2
DMX Address Setup
DMX Address Setup

M0505.15
Derivation box
Caja derivación

M0505.17
5 way terminal block
Regleta 5  vías

M0505.8
Conector scotchlock 3M 
314 (0,5-1,5 mm2)
Conector scotchlock 3M 
314 (0,5-1,5 mm2)

30102.31
DMX code writer
Configurador de código 
DMX

M0401.4/2
3 x 1,5 mm2 H07RN-F 
cable (m)
Cable 3 x 1,5 mm2 
H07RN-F (m)

M0401.5/2
BELDEN 3105A cable (m)
Cable BELDEN 3105A (m)

M0401.25/1
2xAWG22 + 3x1,5 mm2 
cable (m)
Cable 2xAWG22 + 3x1,5 
mm2 (m)

Base code
Código base

Control
Control

Power
Potencia

Beam
Ángulo

CRI/Temp.
CRI/Temp.

71322. 3 DALI (Monocolor) 0 15W Monocolor 0 5º /80.3K 80 / 3000K
5 DMX RDM (RGBW) 1 24W Monocolor 1 10º /80.4K 80 / 4000K

2 36W Monocolor 2 25º /11-3K RGBW / 3000K
3 40W RGBW 3 40º

4 60º

DALI (MONOCOLOR) CONNECTIONS

M0401.5/2 M0505.33

DATA

POWER100-240V AC

M0401.25/1

M0401.4/2 

DALI
M0505.15 + M0505.17

controller
DALI

MORE THAN 15 UPLIGHT ADJ. WITH DALI.
PARA MÁS DE 15 UPLIGHT ADJ. CON DALI.!

To control the luminaires via Bluetooth see page 382.
Para controlar las luminarias vía Bluetooth consultar página 382.
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LIGHT DISTRIBUTION CURVES

Data calculated with Adjustable Uplight.
Lumen measurement complies with UNE-EN 13032 / IES LM-79-08 testing procedures.
Light distribution curves are available at www.mcilight.com.
Due to continuous improvements and innovations, specifications may change without notice. 

Datos calculados con Adjustable Uplight.
Ensayado bajo las especificaciones de la norma UNE-EN 13032 / IES LM-79-08.
Fotometrías disponibles en www.mcilight.com. 
Debido a las continuas mejoras e innovaciones, las especificaciones pueden cambiar sin previo aviso.

MONOCOLOR36W

h (m) Ø (m)

1 11659 lux 0.34

2 2915 lux 0.68

3 1295 lux 1.02

4 729 lux 1.36

5 466 lux 1.69
25º 15° 15°0°

90° 90°
75° 75°

60° 60°

45° 45°

30° 30°

3000K

-120° 120º0°

2000

4000

6000

8000

10000

DMX-RDM (RGBW) CONNECTIONS

M0401.5/2

MORE THAN 15 UPLIGHT WITH DMX-RDM.
PARA MÁS DE 15 UPLIGHT CON DMX-RDM.A

DATA

UP TO 15 UPLIGHT WITH DMX-RDM.
HASTA 15 UPLIGHT CON DMX-RDM.B

controller
DMXcontroller

DMX
1  2  3

amplifier
DMX 

up to
4 outputs

DMX 
output

100-240V AC

Max:	 15 Uplight per DMX-RDM output.
	 100 m from controller to the amplifier.
	 100 m from amplifier to last Uplight.
Máx:	 15 Uplight por salida DMX-RDM.
	 100 m del controlador al amplificador.
	 100 m del amplificador al último Uplight.

M0401.4/2 

Max:	 15 Uplight per DMX-RDM controller.
	 100 m from controller to last Uplight.
Máx:	 15 Uplight por controlador DMX-RDM.
	 100 m del controlador al último Uplight.

DMX RDM
M0505.15 + 7u. (M0505.8)

POWER
M0505.15 + M0505.17

POWER

327
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MEGA PLAZA SHOPPING CENTER, INDEPENDENCIA, PERÚ
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L I N E A R  F L E X  G E N 3  &  C O B
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Type
Modelo

IP20

IP67

Light colour
Color luz

RGBW
(4000K)

TW
2K3-6K

3000K
CRI>80
CRI>90

2700K
CRI>80
CRI>90

4000K
CRI>80
CRI>90

3 
M

ac
Ad

am

RGBW
(2700K)

Type
Modelo

IP20

IP67

Light colour
Color luz

3000K
CRI>90

2700K
CRI>90

4000K
CRI>90

3 
M

ac
Ad

am

LINEAR FLEX GEN3 LINEAR FLEX COB

QUICKINFO

Cove lighting and outdoor applications
3 MacAdam:  color quality and stability
Dimmable flexible strip
It can be cut to size at site

IP20
SILICONE

IP67
STRIP

3M
ADHESIVE

TAPE

L80 B10
>50.000H
TA +25°C

TA MIN
-20°C
-4°F

TA MAX
+45°C
+113°F TEST

IP67
BEAM
ANGLE

120º | 160º

24V
DC DIMMABLE

LINEAR FLEX GEN 3 & COB
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MEASURES CRI>80 -  CRI>90 ( IP20)

4,4W/m
(64 LEDs/m)
IP20

125 mm 
(4.92 in)

8 mm 
(0.31 in)

5000 mm 
(196.85 in)

300 mm 
(11.81 in)

9,1W/m
(128 LEDs/m)
IP20

63 mm 
(2.48 in)

5000 mm 
(196.85 in)

300 mm 
(11.81 in)

8 mm 
(0.31 in)

12,7W/m
(160 LEDs/m)
IP20

5000 mm 
(196.85 in)

300 mm 
(11.81 in)

50 mm 
(1.96 in)

8 mm 
(0.31 in)

19,2W/m
(160 LEDs/m)
IP20

10 mm 
(0.39 in)

5000 mm 
(196.85 in)

300 mm 
(11.81 in)

50 mm 
(1.96 in)

MEASURES CRI>80 ( IP67)

9,1W/m
(128 LEDs/m)
IP67

300 mm 
(11.81 in)

63 mm 
(2.48 in)

5000 mm 
(196.85 in)

34 mm 
(1.33 in)

12 mm 
(0.47 in)

10 mm 
(0.39 in)

4,4W/m
(64 LEDs/m)
IP67

300 mm 
(11.81 in)

5000 mm 
(196.85 in)

12 mm 
(0.47 in) 125 mm 

(4.92 in)
34 mm 
(1.33 in)

10 mm 
(0.39 in)

12,7W/m
(160 LEDs/m)
IP67

10 mm 
(0.39 in)

12 mm 
(0.47 in) 50 mm 

(1.96 in)
34 mm 
(1.33 in)

300 mm 
(11.81 in)

5000 mm 
(196.85 in)

MEASURES CRI>90 COB

10W/m
(480 LEDs/m)
IP20

300 mm 
(11.81 in)

5000 mm 
(196.85 in)

50 mm 
(1.96 in)

8 mm 
(0.31 in)

10W/m
(480 LEDs/m)
IP67

13 mm 
(0.51 in)

300 mm 
(11.81 in)

5000 mm 
(196.85 in)

50 mm 
(1.96 in)

25 mm 
(0.98 in)

10 mm 
(0.39 in)

MEASURES CRI>90 COB MULTIPOWER

5W | 10W | 15W/m
(420 LEDs/m)
IP67

300 mm 
(11.81 in)

5000 mm 
(196.85 in)

50 mm 
(1.96 in)

8 mm 
(0.31 in)

MEASURES DYNAMIC COLORS

RGBW
25,2W/m
(84 LEDs/m)
IP20

12 mm 
(0.47 in)

5000 mm 
(196.85 in)

300 mm 
(11.81 in)

71 mm 
(2.79 in)

RGBW
25,2W/m
(84 LEDs/m) 
IP67

14 mm 
(0.55 in)

5000 mm 
(196.85 in)

300 mm 
(11.81 in)

71 mm 
(2.79 in)

34 mm 
(1.33 in)

16 mm 
(0.62in)

DW
20W/m
(224 LEDs/m)
IP20

DW
20W/m
(224 LEDs/m)
IP67

5000 mm 
(196.85 in)

300 mm 
(11.81 in)

71 mm 
(2.79 in)

34 mm 
(1.33 in)

12 mm 
(0.47 in)

12 mm 
(0.47 in)

5000 mm 
(196.85 in)

300 mm 
(11.81 in)

71 mm 
(2.79 in)

10 mm 
(0.39 in)
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SPECIFICATIONS LINEAR FLEX GEN 3

MONOCOLOR CRI>80 IP20 & IP67

Power Color
(K) CRI lm/m

(lm)
lm/W
(lm)

Nº of
LEDs/m

LED 
Pitch 
(mm)

Cutting 
L. (mm)

W/Reel
(W)

Length
(m)

Width
(mm) SDCM LED

Model IP Reference

4,4 
W/m

2700K

>80

634 lm 145

64 15,6 125 22W 5m 8 3 2835 IP
20

72640.005/80.2K7

3000K 647 lm 148 72640.005/80.3K

4000K 692 lm 158 72640.005/80.4K

9,1 
W/m

2700K

>80

1281 lm 141

128 7,8 63 45W 5m 8 3 2835 IP
20

72640.015/80.2K7

3000K 1326 lm 146 72640.015/80.3K

4000K 1406 lm 154 72640.015/80.4K

12,7
W/m

2700K

>80

1781 lm 140

160 6,3 50 64W 5m 8 3 2835 IP
20

72640.025/80.2K7

3000K 1848 lm 146 72640.025/80.3K

4000K 1962 lm 155 72640.025/80.4K

19,2
 W/m

2700K

>80

2630 lm 137

160 6,3 50 96W 5m 10 3 2835 IP
20

72640.035/80.2K7

3000K 2770 lm 144 72640.035/80.3K

4000K 2900 lm 151 72640.035/80.4K

4,4
 W/m

2700K

>80

568 lm 130

64 15,6 125 22W 5m 10 3 2835 IP
67

72640.305/80.2K7

3000K 580 lm 132 72640.305/80.3K

4000K 620 lm 142 72640.305/80.4K

9,1 
W/m

2700K

>80

1130 lm 124

128 7,8 63 45W 5m 10 3 2835 IP
67

72640.315/80.2K7

3000K 1170 lm 129 72640.315/80.3K

4000K 1240 lm 136 72640.315/80.4K

12,7
W/m

2700K

>80

1455 lm 115

160 6,3 50 64W 5m 10 3 2835 IP
67

72640.325/80.2K7

3000K 1510 lm 119 72640.325/80.3K

4000K 1603 lm 126 72640.325/80.4K

MONOCOLOR CRI>90 IP20

12,7 
W/m

2700K

>90

1572 lm 124

160 6,3 50 64W 5m 8 3 2835 IP
20

72640.025/90.2K7

3000K 1663 lm 131 72640.025/90.3K

4000K 1766 lm 139 72640.025/90.4K

19,2 
W/m

2700K

>90

2367 lm 123

160 6,3 50 96W 5m 10 3 2835 IP
20

72640.035/90.2K7

3000K 2493 lm 130 72640.035/90.3K

4000K 2678 lm 139 72640.035/90.4K

DYNAMIC COLORS CRI>80 IP20 & IP67

25,2 
W/m

RGBW 
W-2K7 >80

RGBW: 1300 lm
R:132 lm | G: 458lm 
B:112 lm / W:640 lm

90 84 11,9 71 126W 5m 12 6 5050 
LED

IP
20 72642.025/11-2K7

25,2 
W/m

RGBW 
W-2K7 >80

RGBW: 1162 lm
R:118 lm | G: 410lm  
B:100 lm | W:574 lm

81 84 11,9 71 126W 5m 14 6 5050 
LED

IP
67 72642.325/11-2K7

25,2 
W/m

RGBW 
W-4K >80

RGBW: 1330 lm
R:132 lm | G:458 lm  
B:112 lm | W:720 lm

101 84 11,9 71 126W 5m 12 6 5050 
LED

IP
20 72642.025/11-4K

25,2 
W/m

RGBW 
W-4K >80

RGBW: 1189 lm
R:118 lm | G: 410lm 
B:100 lm | W:645 lm

90 84 11,9 71 126W 5m 14 6 5050 
LED

IP
67 72642.325/11-4K

20,0 
W/m

DW
2K3-6K >80 2K3:1270 lm

6K:1450 lm
127
145 224 8,9 71 100W 5m 10 6 2835 IP

20 72642.015/2K3-6K

20,0 
W/m

DW
2K3-6K >80 2K3:1020 lm

6K:1150 lm
102
115 224 8,9 71 100W 5m 12 6 2835 IP

67 72642.315/2K3-6K

Color temperature conform to ANSI C78.377A.  
Temperatura de color según normativa ANSI C78.377A.
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SPECIFICATIONS LINEAR FLEX COB

MONOCOLOR CRI>90 IP20 & IP67

Power Color
(K) CRI lm/m

(lm)
lm/W
(lm)

Nº of
LEDs/m

LED 
Pitch 
(mm)

Cutting 
L. (mm)

W/Reel
(W)

Length
(m)

Width
(mm) SDCM LED

Model IP Reference

10
W/m

2700K

>90

990 lm 99

480 - 50 50W 5 8 3 COB IP
20

72660.015/90.2K7

3000K 1010 lm 101 72660.015/90.3K

4000K 1070 lm 107 72660.015/90.4K

10
W/m

2700K

>90

950 lm 95

480 - 50 50W 5 10 3 COB IP
67

72660.315/90.2K7

3000K 970 lm 97 72660.315/90.3K

4000K 1020 lm 102 72660.315/90.4K

MONOCOLOR MULTIPOWER  CRI>90 IP20 & IP67

5 
W/m

2700K >90

340 lm 68

420 - 50
25W
50W
75W

5 8 3 COB IP
67 72660.395/90.2K710 

W/m 670 lm 67

15 
W/m 945 lm 63

5 
W/m

3000K >90

380 lm 76

420 - 50
25W
50W
75W

5 8 3 COB IP
67 72660.395/90.3K10 

W/m 750 lm 75

15 
W/m 1080 lm 72

5 
W/m

4000K >90

440 lm 88

420 - 50
25W
50W
75W

5 8 3 COB IP
67 72660.395/90.4K10 

W/m 870 lm 87

15 
W/m 1245 lm 83

333
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8 mm

8 mm

8 mm 10 mm 8 mm 10 mm

10 mm

10 mm

10 mm

16,7 mm

50 mm

63mm

125 mm

71mm

CRI>80 (IP20) CRI>80 (IP67)CRI>90 (IP20)

LINEAR FLEX RANGE (MAX. LM/M) 

692 
lm/m

1.406
lm/m

1.962 
lm/m

2.900 
lm/m

620 
lm/m

1.240
lm/m

1.603
lm/m

1766 
lm/m

2.678 
lm/m

3000 lm/m

2500 lm/m

2000 lm/m

1500 lm/m

1000 lm/m

500 lm/m

0 lm/m 4K 4K 4K 4K 4K 4K 4K 4K 4K

4,4 W 
IP20

9,1 W 
IP20

12,7 W 
IP20

19,2 W 
IP20

4,4 W 
IP67

9,1 W 
IP67

12,7 W 
IP67

12,7 W 
IP20

19,2 W 
IP20

W/m
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CRI>80 DYNAMIC COLORS CRI>90 COB 

RGBW
25,2 W 

IP20

RGBW
25,2 W 

IP67

DW
20,0 W 

IP20
10W 
IP20

10W 
IP67

DW
20,0 W 

IP67
W/m

IP20

12 mm 14 mm 10 mm

8 mm 10 mm

12 mm

1330 
lm/m

16,7 mm

50 mm

63mm

125 mm

71mm

3000 lm/m

2500 lm/m

2000 lm/m

1500 lm/m

1000 lm/m

500 lm/m

0 lm/m

1070
lm/m

1020 
lm/m

1189
lm/m

1450 
lm/m

1150 
lm/m

4K 4K 6K 6K 4K 4K

8 mm

4K

1245 
lm/m
15W
870 

lm/m
10W
440

lm/m
5W

335
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CONNECTIONS REFERENCES

For Monocolor Para Monocolor For RGBW Para RGBW

M2011.1
Kit 30 cm wire (IP20)
Kit cable alimentación 30 cm 
(IP20)

M2011.4 *
Kit 30 cm wire + End cap (IP67)
Kit cable alimentación 30 cm + 
tapa final (IP67)

M2011.3
30 cm wire (IP20)
Cable alimentación 30 cm 
(IP20)

M2011.5 *
30 cm wire + End cap (IP67))
Cable alimentación 30 cm + 
tapa final (IP67))

For Dynamic White Para Blanco Dinámico For COB Para COB

M2011.6
Kit 30 cm wire (IP20)
Kit cable alimentación 30 cm 
(IP20)

M2011.2 *
Kit 30 cm wire + End cap (IP67)
Kit cable alimentación 30 cm + 
tapa final (IP67)

M2011.1
Kit 30 cm wire (IP20)
Kit cable alimentación 30 cm 
(IP20)

M2011.7 *
Kit 30 cm wire + End cap (IP67)
Kit cable alimentación 30 cm + 
tapa final (IP67)

COMPATIBLE CONNECTORS TABLE

LINEAR FLEX GEN 3

Reference Type IP Width Power wire

72640.005/80. .. 4,4W/m IP20 8 mm M2011.1

72640.015/80. .. 9,1W/m IP20 8 mm M2011.1

72640.025/80. .. 12,7W/m IP20 8 mm M2011.1

72640.035/80. .. 19,2W/m IP20 10 mm M2011.1

72640.025/90. .. 12,7W/m CRI>90 IP20 8 mm M2011.1

72640.035/90. .. 19,2W/m CRI>90 IP20 10 mm M2011.1

72640.305/80. .. 4,4W/m IP67 10 mm M2011.4

72640.315/80. .. 12,7W/m IP67 10 mm M2011.4

72640.325/80. .. 19,2W/m IP67 10 mm M2011.4

72642.025/11-2K7 25,2W/m  RGBW IP20 12 mm M2011.3

72642.325/11-2K7 25,2W/m  RGBW IP67 10 mm M2011.5

72642.025/11-4K 25,2W/m  RGBW IP20 12 mm M2011.3

72642.325/11-4K 25,2W/m  RGBW IP67 14 mm M2011.5

72642.015/2K3-6K 20,0W/m  DW IP20 10 mm M2011.6

72642.035/2K3-6K 20,0W/m  DW IP67 12 mm M2011.2

LINEAR FLEX COB

Reference Type IP Width Power wire

72660.015/90. .. 10W/m IP20 8 mm M2011.1

72660.315/90. .. 10W/m IP67 10 mm M2011.7

72660.395/90. .. 5W-10W-15W IP68 8 mm M2011.6

* To ensure the IP67 sealing degree of the LED strip, use silicone glue.
* Para asegurar el grado de estanqueidad IP67 de la tira LED utiliza el pegamento de silicona.

336

30 LINEAR FLEX GEN 3 & COB.indd   33630 LINEAR FLEX GEN 3 & COB.indd   336 26/2/26   8:1826/2/26   8:18



MONOCOLOR CONNECTIONS

POWER

MONOCOLOR NO DIMMABLE
MONOCOLOR SIN DIMERIZARA
Max:	 Below you see the maximum reels 
which can be connected in parallel to PSU 
24 V DC - 320W (max. 5 m).
Máx:	 Ver tabla adjunta para número máxi-
mo de bobinas conectadas  en paralelo a 
fuente de alimentación de 24 V DC - 320W 
(máx. 5 m).

DIMMABLE WITH LINEARdrive 720 
DIMERIZABLE CON LINEARdrive 720B
Max:	 Below you see the maximum reels which 
can be connected in parallel to LINEARdrive 720 
(PSU 24 V DC - 320W) (max. 5 m).
Máx:	 Ver tabla adjunta para número máximo 
de bobinas conectadas  en paralelo al LINEAR-
drive 720 (fuente de alimentación de 24V DC 
- 320W) (máx. 5 m).

LINEAR
drive

Power
Supply 

24V DC 
320W

Power
Supply 

24V DC 
320W

MAXIMUM REELS CONNECTION TABLE

LINEAR FLEX GEN 3 COB

Model 4,4 W/m 9,1 W/m 12,7 W/m 19,2 W/m 10W/m

Reel Length 5m 5m 5m 5m 5m

Max. Nº Reels 14 7 5 3 6

(with a 24V DC - 320W power supply) 
(con fuente de alimentación de 24V DC - 320W) 

Values calculated without considering voltage drop.   
Datos calculados sin caída de tensión.

DYNAMIC WHITE CONNECTIONS

Led supply + 24V
Group 1 Warm White (1900K)
Group 2 Cool White (6000K)

Led supply +
Group 1 -
Led supply +
Group 2 -

+
-
-

+
-
-

Max. 5m

Max. 5m

�Max. 2 reels of 5 m of Linear Flex 100W DW with power 
supply 320W and LINEARdrive 222D/220D.� 
Max. 5 m from the power supply to the first reel connection.
Máx. 2 bobinas de 5 m de Linear Flex 100W DW con fuente 
de alimentación de 320W y LINEARdrive 222D/220D 
Máx. 5 m desde la fuente de alimen. a la primera bobina.

RGBW CONNECTIONS

Max. 2 reels of 5 m of Linear Flex 126W RGBW 
with power supply 320W and LINEARdrive 720D. 
Max. 5 m from the power supply to the first 
reel connection.
Máx. 2 bobinas de 5 m de Linear Flex 126W 
RGBW con fuente de alimentación de 320W y 
LINEARdrive 720D�. 
Máx. 5 m desde la fuente de alimentación a la 
primera bobina.

Power
Supply 

24V DC 
320W

Group 1
GND 1

Group 2
GND 2

Group 3
GND 3

Group 4
GND 4

+
-

Dali IN
Dali IN
Dali OUT
Dali OUT
DMX +
DMX -
DMX shield
LEDSync +
LEDSync -
LEDSync shield

LINEARdrive 720D
M - +

LINEARdrive 720D DMX/DALI 24 V DC

337
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MONOCOLOR CRI>90
IP20 & IP67 CRI>90 IP67 RGBW 

(IP20)
RGBW 
(IP67)

DW
 (IP20)

DW
 (IP20)

COB
 (IP20)

COB
 (IP67)

COB
 (IP20)

4,4
W/m

9,1
W/m

12,7
W/m

19,2
W/m

12,7
W/m

19,2
W/m

4,4
W/m

9,1
W/m

12,7
W/m

25,2
W/m

25,2
W/m

20
W/m

20
W/m

10
W/m

10
W/m

5-10-15
W/m

X X X X X

LED STRIP TABLE COMPATIBLE WITH END CAPS

ACCESSORIES DIY

Flat diffuser

Clear

Milky

Diffusers and lens Difusores y lentes 

Round diffuser

Clear

Milky

High diffuser

Clear

Milky

Lenses

Lens 60° 

Lens 30° 

18 mm (0.71 in)

10 mm 
(0.39 in)

13 mm (0.51 in)

Aluminium profile Perfil de aluminio End caps Tapas finales

Brackets Soportes

45° Bracket 
Soporte 45°

15° Bracket 
Soporte 15°

30° Bracket 
Soporte 30°

Clip

18 mm 
(0.71 in)

12
 m

m
 

(0
.4

7 
in

)

2
0 

m
m

 
(0

.7
8 

in
)

45°

25 mm 
(0.98 in)

Aluminium Profile
+ Clip

+ Flat milky cover 
Perfil Aluminio

+ Clip
+ Cubierta plana opal

20,5 mm 
(0.81 in)

18
 m

m
 

(0
.7

1 i
n)

Aluminium Profile
+ Clip

+ 60º Lens 
Perfil Aluminio

+ Clip
+ Lente 60º

20,5 mm 
(0.81 in)

2
2

 m
m

 
(0

.8
7 

in
)

Aluminium Profile
+ Clip

+ Round clear cover 
Perfil Aluminio

+ Clip
+ Cubierta redonda 

transparente

Aluminium Profile
+ Clip

+ 30º Lens 
Perfil Aluminio

+ Clip
+ Lente 30º

20,5 mm 
(0.81 in)

2
2

 m
m

 
(0

87
 in

)

20,6 mm 
(0.81 in)

2
3 

m
m

 
(0

.9
0 

in
)

Aluminium Profile
+ Clip

+ Flat milky cover 
Perfil Aluminio

+ Clip
+ Cubierta plana opal

20,5 mm 
(0.81 in)

18
 m

m
 

(0
.7

1 i
n)

Aluminium Profile
+ Clip

Perfil Aluminio
+ Clip

18 mm 
(0.71 in)

15
 m

m
 

(0
.5

9 
in

)
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ACCESSORIES DIY REFERENCES

80201.14
Aluminium profile for lens
Perfil aluminio para lente

M0708.4
Mounting inox clips for 
aluminium profile
Clips inox de sujeción para 
perfil aluminio

80109.6
Bracket 15°
Soporte 15°

80109.7
Bracket 30°
Soporte 30°

80109.5
Bracket 45°
Soporte 45°

M2015.1
2 end cap kit for round 
diffuser & lens (30°/60°)
Kit 2 tapas finales para 
lentes (30°/60°) y para 
difusor circular

M0206.4/10
Round clear cover for 
aluminium profile 
Difusor circular transparente 
para perfil aluminio

M0206.4/3
Round milky diffuser for 
aluminium profile
Difusor circular opal para
perfil aluminio

M0206.1/10
30° clear lens for 
aluminium profile
Lente transparente 30°
para perfil aluminio

M0206.2/10
60° clear lens for 
aluminium profile
Lente transparente 60° 
para perfil aluminio

M2015.2
2 end cap kit for flat diffuser
Kit 2 tapas finales para difusor 
plano

M0206.5/10
Flat clear cover for 
aluminium profile
Lente transparente 30°
 para perfil aluminio

M0206.5/3
Flat milky diffuser for 
aluminium profile
Difusor plano opal para
perfil aluminio

M2015.3
2 end cap kit for high diffuser
Kit 2 tapas finales para difusor 
alto

M0206.6/10
High clear diffuser
for aluminium profile
Difusor alto y transparente 
para perfil aluminio

M0206.6/3
High milky diffuser 
for aluminium profile
Difusor alto y opal para 
perfil aluminio

M2015.4
Mechanical junction between 
aluminium profiles
Unión mécanica entre perfiles 
de aluminio

ACCESSORIES REFERENCES

M0605.10
Thermal conductive tape (25m)
Cinta termoconductora (25m)

M2013.1
Mounting clips 12 mm 10 u.
Clips sujeción 12 mm 10 u.

M0605.2
3M adhesive tape 3 m
Cinta adhesiva 3M 3 m

30141.6
24V 300W RGB controller + 
Remote control RF
Controlador RGB 24V 300W + 
Mando a distancia RF

30142.1
24V 300W RGB amplifier
Amplificador RGB 24V 300W

30145.5
24V 300W RGBW controller + 
Remote control RF
Controlador RGBW 24V 300W 
+ Mando a distancia RF

30142.2
24V 300W RGBW amplifier
Amplificador RGBW 24V 300W

30141.2
LINEARdrive 180D DMX
LINEARdrive 180D DMX

30141.3
LINEARdrive 720D DMX/DALI
LINEARdrive 720D DMX/DALI

M0505.7
WAGO connector 5 wires entry
Conector WAGO 5 vías
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ACCESSORIES 2M PROFILE WITH DIFFUSER REFERENCES

1

M2015.6
Anodized aluminum profile + 
PC Opal diffuser (2m)
Perfil de aluminio anodizado + 
Difusor PC Opal (2m)

M2012.1
2 end caps,1 with hole, 
1 without hole
2 Tapas finales, 1 con agujero, 
1 sin agujero

M2013.2
4 stainless steel mounting clips
4 Clips de montaje inox

2

M2015.7
Anodized aluminum profile + 
PC Opal diffuser (2m)
Perfil de aluminio anodizado + 
Difusor PC Opal (2m)

M2012.2
2 end caps, 1 with hole, 
1 without hole
2 Tapas finales, 1 con agujero, 
1 sin agujero

M2013.3
4 stainless steel mounting clips
4 Clips de montaje inox

3

M2015.8
Anodized aluminum profile + 
PC Opal diffuser (2m)
Perfil de aluminio anodizado + 
Difusor PC Opal (2m)

M2012.3
2 end caps, 1 with hole, 
1 without hole
2 Tapas finales, 1 con agujero, 
1 sin agujero

M2013.4
4 stainless steel mounting clips
4 Clips de montaje inox

4

M2015.9
Anodized aluminum profile + 
PC Opal diffuser (2m)
Perfil de aluminio anodizado + 
Difusor PC Opal (2m)

M2012.4
2 end caps, 1 with hole, 
1 without hole
2 Tapas finales, 1 con agujero, 
1 sin agujero

M2013.5
4 stainless steel mounting clips
4 Clips de montaje inox

5

M2015.10
Anodized aluminum profile + 
PC Opal diffuser (2m)
Perfil de aluminio anodizado + 
Difusor PC Opal (2m)

M2012.5
2 end caps, 1 with hole, 
1 without hole
2 Tapas finales, 1 con agujero, 
1 sin agujero

M2013.6
4 stainless steel mounting clips
4 Clips de montaje inox

6

M2015.11
Anodized aluminum profile + 
PC Opal diffuser (2m)
Perfil de aluminio anodizado + 
Difusor PC Opal (2m)

M2012.6
2 end caps, 1 with hole, 
1 without hole
2 Tapas finales, 1 con agujero, 
1 sin agujero

1
Surface

Strips width LED
máx 12,5mm

17 mm

12,5 mm

8 
m

m

2
Surface

Strips width LED
máx 12,5mm

17 mm

12,5 mm

14
,5

 m
m

3
Surface

Strips width LED
máx 12mm

16,3 mm

16
,3

 m
m 12 mm

4
Recessed

Strips width LED
máx 12,5mm

14
,5

 m
m

17 mm

12,5 mm

22,9 mm

27,2 mm

21,4 mm

12,5 mm

11 
m

m

55,2 mm

15,2 mm

12,6 mm

16
 m

m

6
Trimless

Strips width 
LED máx 12mm

5
Recessed & walkable

Strips width LED 
máx 12,5mm

To control the luminaires via Bluetooth see page 382.
Para controlar las luminarias vía Bluetooth consultar página 382.

Power supplies page 386.
Fuentes de alimentación página 386.
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MEGA PLAZA SHOPPING CENTER, INDEPENDENCIA, PERÚ
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EMPIRE CINEMAS, JAZAN , SAUDI ARABIA
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L I N E A R  F L E X  D I F F U S E
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LINEAR FLEX DIFFUSE

QUICKINFO

Uniform and confortable light in only 4 mm thickness
�Small dimensions, super slim 4mm
High visual comfort thanks to its milky silicone body
It can be cut on size at site

CRI
>90 SILICONE

3M
ADHESIVE

TAPE

L80 B10
>50.000H
TA +25°C

TA MIN
-20°C
-4°F

TA MAX
+45°C
+113°F TEST

IP67
BEAM
ANGLE

120º

24V
DC DIMMABLE

Power
Potencia

14,4 W/m

Light colour
Color luz

2700K 
CRI>90

3000K 
CRI>90

3 
M

ac
Ad

am

4000K 
CRI>90

DIY 
Accessories

High
diffuser

Flat
diffuser

Round
diffuser

Lens
30º

Lens
60º

Profile

Profile+ Dif.
Accesories

Surface

Trimless

Surface

Surface

Recessed

Walkable

344
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SPECIFICATIONS

Power Color
(K)

Bin
(±K) CRI lm/m

(lm)
lm/W
(lm)

Nº of
LEDs/m

LED Pitch 
(mm)

Cutting L. 
(mm)

W/Reel
(W)

Length
(m)

Width
(mm)

LED
Model IP

14,4 
W/m

2700K 50

>90

1100 lm 76

280 3,6 25 72W 5m 12 2835 IP673000K 75 1150 lm 80

4000K 125 1300 lm 90

ORDER OPTIONS

Base code
Código base

IP
IP

W
W

Length 
Longitud

CRI/Temp.
CRI/Temp.

72650. 2 IP67 3 14,4W/m 5 5m reel /90.2K7 90 / 2700K
/90.3K 90 / 3000K
/90.4K 90 / 4000K

MEASURES

5002mm 
(196.92 in)

13mm 
(0.51 in)

4,6mm 
(0.18 in)

10mm 
(0.39 in)

16mm 
(0.62 in)147mm 

(5.78 in)

3,5mm 
(0.13 in)

5,5mm 
(0.21 in)

25 mm cutting Length
0.98 in cutting Length

PACK ACCESSORIES

1
Cable with end connector (2 u) 
Cable con conector final (2 u)

2
Cable with end connector on both sides (1 u)
Cable con conector final a ambos lados (1 u)

3
Straight connector (1 u)
Conector recto (1 u)

4
End cap (5 u)
Tapa final (5 u)

5
Clips (10 u)
Clips (10 u)

6
Screw (20 u)
Tornillo (20 u)

1 2

3 4 5 6

Ref. M2015.5

Color temperature conform to ANSI C78.377A.  
Temperatura de color según normativa ANSI C78.377A.
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ACCESSORIES DIY

Flat diffuser

Clear

Milky

Diffusers and lens Difusores y lentes 

Round diffuser

Clear

Milky

High diffuser

Clear

Milky

Lenses

Lens 60° 

Lens 30° 

18 mm (0.71 in)

10 mm 
(0.39 in)

13 mm (0.51 in)

Aluminium profile Perfil de aluminio End caps Tapas finales

Brackets Soportes

45° Bracket 
Soporte 45°

15° Bracket 
Soporte 15°

30° Bracket 
Soporte 30°

Clip

18 mm 
(0.71 in)

12
 m

m
 

(0
.4

7 
in

)

2
0 

m
m

 
(0

.7
8 

in
)

45°

25 mm 
(0.98 in)

Aluminium Profile
+ Clip

+ Flat milky cover 
Perfil Aluminio

+ Clip
+ Cubierta plana opal

20,5 mm 
(0.81 in)

18
 m

m
 

(0
.7

1 i
n)

Aluminium Profile
+ Clip

+ 60º Lens 
Perfil Aluminio

+ Clip
+ Lente 60º

20,5 mm 
(0.81 in)

2
2

 m
m

 
(0

.8
7 

in
)

Aluminium Profile
+ Clip

+ Round clear cover 
Perfil Aluminio

+ Clip
+ Cubierta redonda 

transparente

Aluminium Profile
+ Clip

+ 30º Lens 
Perfil Aluminio

+ Clip
+ Lente 30º

20,5 mm 
(0.81 in)

2
2

 m
m

 
(0

87
 in

)

20,6 mm 
(0.81 in)

2
3 

m
m

 
(0

.9
0 

in
)

Aluminium Profile
+ Clip

+ Flat milky cover 
Perfil Aluminio

+ Clip
+ Cubierta plana opal

20,5 mm 
(0.81 in)

18
 m

m
 

(0
.7

1 i
n)

Aluminium Profile
+ Clip

Perfil Aluminio
+ Clip

18 mm 
(0.71 in)

15
 m

m
 

(0
.5

9 
in

)
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ACCESSORIES DIY REFERENCES

80201.14
Aluminium profile for lens
Perfil aluminio para lente

M0708.4
Mounting inox clips for 
aluminium profile
Clips inox de sujeción para 
perfil aluminio

80109.6
Bracket 15°
Soporte 15°

80109.7
Bracket 30°
Soporte 30°

80109.5
Bracket 45°
Soporte 45°

M2015.1
2 end cap kit for round 
diffuser & lens (30°/60°)
Kit 2 tapas finales para 
lentes (30°/60°) y para 
difusor circular

M0206.4/10
Round clear cover for 
aluminium profile 
Difusor circular transparente 
para perfil aluminio

M0206.4/3
Round milky diffuser for 
aluminium profile
Difusor circular opal para
perfil aluminio

M0206.1/10
30° clear lens for 
aluminium profile
Lente transparente 30°
para perfil aluminio

M0206.2/10
60° clear lens for 
aluminium profile
Lente transparente 60° 
para perfil aluminio

M2015.2
2 end cap kit for flat diffuser
Kit 2 tapas finales para difusor 
plano

M0206.5/10
Flat clear cover for 
aluminium profile
Lente transparente 30°
 para perfil aluminio

M0206.5/3
Flat milky diffuser for 
aluminium profile
Difusor plano opal para
perfil aluminio

M2015.3
2 end cap kit for high diffuser
Kit 2 tapas finales para difusor 
alto

M0206.6/10
High clear diffuser
for aluminium profile
Difusor alto y transparente 
para perfil aluminio

M0206.6/3
High milky diffuser 
for aluminium profile
Difusor alto y opal para 
perfil aluminio

M2015.4
Mechanical junction between 
aluminium profiles
Unión mécanica entre perfiles 
de aluminio

Round milky 
cover 

Cubierta opal 
redonda

Round clear 
cover 

Cubierta 
redonda trans.

High milky cover 
Cubierta opal 

alta

High clear cover 
Cubierta alta  
transparente

Flat milky cover 
Cubierta plana 

opal

Flat clear cover 
Cubierta plana  
transparente

30° lens 
Lente 30°

(diffuser light)

60° lens 
Lente 60°

(diffuser light)

X X X X

POWER WIRE TABLE COMPATIBLE WITH DIFFUSERS, LENS & END CAPS
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ACCESSORIES 2M PROFILE WITH DIFFUSER REFERENCES

1

M2015.6
Anodized aluminum profile + 
PC Opal diffuser (2m)
Perfil de aluminio anodizado + 
Difusor PC Opal (2m)

M2012.1
2 end caps,1 with hole, 
1 without hole
2 Tapas finales, 1 con agujero, 
1 sin agujero

M2013.2
4 stainless steel mounting clips
4 Clips de montaje inox

2

M2015.7
Anodized aluminum profile + 
PC Opal diffuser (2m)
Perfil de aluminio anodizado + 
Difusor PC Opal (2m)

M2012.2
2 end caps, 1 with hole, 
1 without hole
2 Tapas finales, 1 con agujero, 
1 sin agujero

M2013.3
4 stainless steel mounting clips
4 Clips de montaje inox

3

M2015.8
Anodized aluminum profile + 
PC Opal diffuser (2m)
Perfil de aluminio anodizado + 
Difusor PC Opal (2m)

M2012.3
2 end caps, 1 with hole, 
1 without hole
2 Tapas finales, 1 con agujero, 
1 sin agujero

M2013.4
4 stainless steel mounting clips
4 Clips de montaje inox

4

M2015.9
Anodized aluminum profile + 
PC Opal diffuser (2m)
Perfil de aluminio anodizado + 
Difusor PC Opal (2m)

M2012.4
2 end caps, 1 with hole, 
1 without hole
2 Tapas finales, 1 con agujero, 
1 sin agujero

M2013.5
4 stainless steel mounting clips
4 Clips de montaje inox

5

M2015.10
Anodized aluminum profile + 
PC Opal diffuser (2m)
Perfil de aluminio anodizado + 
Difusor PC Opal (2m)

M2012.5
2 end caps, 1 with hole, 
1 without hole
2 Tapas finales, 1 con agujero, 
1 sin agujero

M2013.6
4 stainless steel mounting clips
4 Clips de montaje inox

6

M2015.11
Anodized aluminum profile + 
PC Opal diffuser (2m)
Perfil de aluminio anodizado + 
Difusor PC Opal (2m)

M2012.6
2 end caps, 1 with hole, 
1 without hole
2 Tapas finales, 1 con agujero, 
1 sin agujero

1
Surface

Strips width LED
máx 12,5mm

17 mm

12,5 mm

8 
m

m

2
Surface

Strips width LED
máx 12,5mm

17 mm

12,5 mm

14
,5

 m
m

3
Surface

Strips width LED
máx 12mm

16,3 mm

16
,3

 m
m 12 mm

4
Recessed

Strips width LED
máx 12,5mm

14
,5

 m
m

17 mm

12,5 mm

22,9 mm

27,2 mm

21,4 mm

12,5 mm

11 
m

m

55,2 mm

15,2 mm

12,6 mm

16
 m

m

6
Trimless

Strips width 
LED máx 12mm

5
Recessed & walkable

Strips width LED 
máx 12,5mm
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MONOCOLOR CONNECTIONS

MAXIMUM REELS CONNECTION TABLE

Real power 72W

Reel Length 5m

Max. Nº Reels 4

(with a 24 V DC - 320W power supply) 
(con fuente de alimentación de 24 V DC - 320W) 

Values calculated without considering voltage drop.   
Datos calculados sin caída de tensión.

MONOCOLOR NO DIMERIZABLE

power
supply 

24V DC 
320W

#1 #2 #3 #..

MONOCOLOR DIMERIZABLE

LINEARdrive 720D DMX/DALI 24 V DC

power
supply 

24V DC 
320W

Group 1
GND 1

Group 2
GND 2

Group 3
GND 3

Group 4
GND 4

+
-

Dali IN
Dali IN
Dali OUT
Dali OUT
DMX +
DMX -
DMX shield
LEDSync +
LEDSync -
LEDSync shield

LINEARdrive 720D
M - +

M050206 M050206

#1

#2

#3

#..

POWER

MONOCOLOR NO DIMMABLE
MONOCOLOR SIN DIMERIZARA
Max:	 Below you see the maximum reels 
which can be connected in parallel to PSU 
24 V DC - 320W (max. 5 m). 
Máx:	 Ver tabla adjunta para número máxi-
mo de bobinas conectadas  en paralelo a 
fuente de alimentación de 24 V DC - 320W 
(máx. 5 m).

DIMMABLE WITH LINEARdrive 720 
DIMERIZABLE CON LINEARdrive 720B
Max:	 Below you see the maximum reels which 
can be connected in parallel to LINEARdrive 720 
(PSU 24 V DC - 320W) (max. 5 m).
Máx:	 Ver tabla adjunta para número máximo 
de bobinas conectadas  en paralelo al LINEAR-
drive 720 (fuente de alimentación de 24V DC 
- 320W) (máx. 5 m).

LINEAR
drive

power
supply 

24V DC 
320W

power
supply 

24V DC 
320W

To control the luminaires via Bluetooth see page 382.
Para controlar las luminarias vía Bluetooth consultar página 382.

Power supplies page 386.
Fuentes de alimentación página 386.
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S T E P  &  A I S L E S  P R O F I L E S

EMPIRE CINEMAS, JAZAN, SAUDI ARABIA
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STEP PROFILES

QUICKINFO

�Step lighting profiles
�Lineal light, dots light and riser illumination types
�12V and 24V types
Available standard model or ADA compliant
�Black anodized profile with anti-slip polymer
�Ready made profiles or in components
Accessories: blind profiles, emergency lightingpower supply and aisle number plate
Applications: cinemas, theaters, auditoriums, etc.

IP20 AL
HOUSING

ADA
COMPLIANT

12V DC

Voltage
Voltaje

12V

24V

Aisles 
lighting 
profiles

Fiberled
(Lineal light)

Ledline
(Dots light)

Dots light
Luz puntual

Ledline 
201
(riser)

Ledline 
102

Fiberled 102

Ledline 102

Ledline 201

Fiberled 201

Light colour
Color luz

Red

Blue

Yellow

Green

White

Lineal light
Luz lineal

Fiberled
102

Fiberled
201
(riser*)

Nº LEDs/m
Fiberled

1**

Nº LEDs/m
Ledline

5

10

15

30

Accessories
Accesorios

Number LED

Wire-Way

Emerled

Fiberled 104
(blind profile)

24V DC

Light profiles
accesories

Mounted
number

Riser

Extra
illuminator
set

Fiberled 202
(blind profile
riser)

* Optional riser illumination (2, 4 or 8 LEDs/m). 
** 2 LEDs recommended for profiles longer than 120 cm.  
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SPECIFICATIONS

FIBERLED

Type Measures
(mm)

Weight 
(kg/m)

Nº of 
LEDs / m

W/m Light colour
Optional riser

12 V 24V

Fiberled 102 step 73,6 x 22 0,89 1 0,25 0,5 X X X X X -

Fiberled 201 step 73,6 x 40 1,16 1 0,25 0,5 X X X X X 2, 4 or 8 LEDs/m
  

Fiberled 102
Fiberled 201:
optional riser illumination

LEDLINE

Type Measures
(mm)

Weight 
(kg/m)

Nº of 
LEDs / m

W/m Light colour
Optional riser

12 V 24V

Ledline 102 step 73,6 x 22 0,89 5 10 15 30 0,25 0,5 X X X X X -

Ledline 201 step 73,6 x 40 1,16 5 10 15 30 0,25 0,5 X X X X X 2, 4 or 8 LEDs/m
  

Ledline 102
Ledline 201:
optional riser illumination

ACCESSORIES

Type Measures
(mm)

Weight 
(kg/m) Material Nº of 

LEDs / m
W/m Light colour

Optional riser
12 V 24V

Numberled 70 floor 70 x 70 x 5 0,08 PVC 1 0,25 0,5 X X X X X -

Numberled 110 floor 110 x 110 x 5 0,09 PVC 1 0,25 0,5 X X X X X -

Fiberled 104 step 73,6 x 22 0,89 Alu. - - - - - - - - -

Fiberled 202 step 73,6 x 40 1,16 Alu. - - - X X X X X 2, 4 or 8 LEDs/m

Wire-Way step 57 x 13 0,03 PVC - - - - - - - - -

Fiberled 104

Numberled Wire-Way

Fiberled 202:
blind profile with
optional riser illumination

Emerled

Emergency light 
power supply.
1h. autonomy
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AISLES PROFILES

QUICKINFO

�Aisle lighting profiles
�Lineal light and dots light types
�12V and 24V types
�Black anodized profile with anti-slip polymer
�Ready made profiles or in components
Accessories: blind profiles, emergency lighting power supply and aisle number plate
Applications: cinemas, theaters, auditoriums, etc.

IP20 AL
HOUSING

ADA
COMPLIANT

12V DC

Voltage
Voltaje

12V

24V

Aisles 
lighting 
profiles

Fiberlines
(Lineal light)

Ledline
(Dots light)

Dots light
Luz puntual

Ledline
301 FF

Ledline 
301 FW

Guidelines
(Wall)

Light colour
Color luz

Red

Blue

Yellow

Green

White

Lineal light
Luz lineal

Fiberlines
301 FW

Fiberlines
301 FF

Nº LEDs/m
Fiberlines

1

Nº LEDs/m
Ledline

5

10

15

30

Nº LEDs/m
Guidelines

7

15

Accessories
Accesorios

Number LED

Emerled

Fiberlines 
302 FW
(blind profile)

Fiberlines 
302 FF
(blind profile)

24V DC

Fiberlines 301 FW

Ledline 301 FW

Fiberlines 301 
FF

Ledline 301 FF

Guidelines
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Fiberlines 301 FW Fiberlines 301 FF

FIBERLINES

Type Measures
(mm)

Weight 
(kg/m)

Nº of 
LEDs / m

W/m Light colour

12 V 24V

Fiberlines 301 FW floor/wall 50,7 x 12,8 0,54 1 0,25 0,5 X X X X X

Fiberlines 301 FF floor/floor 75,3 x 12,8 0,73 1 0,25 0,5 X X X X X

Ledline 301 FW Ledline 301 FF

LEDLINE

Type Measures
(mm)

Weight 
(kg/m)

Nº of 
LEDs / m

W/m Light colour

12 V 24V

Ledline 301 FW floor/wall 50,7 x 12,8 0,54 5 10 15 30 Consult Consult X X X X X

Ledline 301 FF floor/floor 75,3 x 12,8 0,73 5 10 15 30 Consult Consult X X X X X

Guidelines

GUIDELINES

Type Measures
(mm)

Weight 
(kg/m)

Nº of 
LEDs / m

W/m Light colour

12 V 24V

Guidelines wall 27 x 18,5 0,19 7 15 Consult Consult X X X X X

SPECIFICATIONS

ACCESSORIES

Type Measures
(mm)

Weight 
(kg/m) Material Nº of 

LEDs / m
W/m Light colour

12 V 24V

Numberled 70 floor 70 x 70 x 5 0,08 PVC 1 0,25 0,5 X X X X X

Numberled 110 floor 110 x 110 x 5 0,09 PVC 1 0,25 0,5 X X X X X

Fiberlines 302 FW floor/wall 50,7 x 12,8 0,88 Aluminium - - - - - - - -

Fiberlines 302 FF floor/ floor 81,8 x 12,8 0,88 Aluminium - - - - - - - -

Numberled Fiberlines 302 FWEmerled Fiberlines 302 FF

Emergency 
light power 
supply.
1h. autonomy
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MEASURES STEP LIGHTING PROFILES

Emerled Numberled

Fiberled 201

40 mm
(1,57 in)

73,6 mm
(2,89 in)

Fiberled 102

22 mm
(0,86 in)

73,6 mm
(2,89 in)

FIBERLED

LEDLINE

ACCESSORIES

Fiberled 104

22 mm
(0,86 in)

73,6 mm
(2,89 in)

Wire-Way

13 mm
(0,51 in)

57 mm
(2,24 in)

Ledline 102

73,6 mm
(2,89 in)

22 mm
(0,86 in)

Ledline 201

73,6 mm
(2,89 in)

40 mm
(1,57 in)

Fiberled 202

73,6 mm
(2,89 in)

40 mm
(1,57 in)

240 mm
(9,44 in)

180 mm
(7,08 in)

140 mm
(5,51 in)

140 mm
(5,51 in)

5 mm
(0,19 in)

 70 / 110 mm
(2,75 / 4,33 in)

 30 / 70 mm
(1,18 / 2,75 in)
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FIBERLINES

LEDLINE

GUIDELINES

MEASURES AISLE LIGHTING PROFILES

ACCESORIES

Fiberlines 301 FFFiberlines 301 FW

12,8 mm
(0,50 in)

50,7 mm
(1,99 in)

12,8 mm
(0,50 in)

75,3 mm
(2,96 in)

Ledline 301 FFLedline 301 FW

12,8 mm
(0,50 in)

50,7 mm
(1,99 in)

75,3 mm
(2,96 in)

12,8 mm
(0,50 in)

18,5 mm
(0,72 in)

27 mm
(1,06 in)

13
,4 

mm
(0

,52
 in

)

Guidelines

Fiberlines 302 FW

12,8 mm
(0,50 in)

50,7 mm
(1,99 in)

Fiberlines 302 FF

12,8 mm
(0,50 in)

81,8 mm
(3,22 in)

Emerled Numberled

240 mm
(9,44 in)

180 mm
(7,08 in)

140 mm
(5,51 in)

140 mm
(5,51 in)

5 mm
(0,19 in)

 70 / 110 mm
(2,75 / 4,33 in)

 30 / 70 mm
(1,18 / 2,75 in)
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COMPLETE READY SYSTEM - REFERENCES

Fiberled 102

12V Standard

Black anodized profile with anti-slip polymer (1m)

70202.200/..

1
24V Standard 70202.210/..

12V ADA compliant 70202.201/..

24V ADA compliant 70202.211/..

Fiberled 201

12V Standard

Black anodized profile with anti-slip polymer (1m)
*Option: riser illumination

70205.200/..

2
24V Standard 70205.210/..

12V ADA compliant 70205.201/..

24V ADA compliant 70205.211/..

Ledline 102

12V Standard 5 LEDs

Black anodized profile with anti-slip polymer
and electronic module (1m)

70902.200/..

3

12V Standard 10 LEDs 70902.201/..

12V Standard 15 LEDs 70902.202/..

12V Standard 30 LEDs 70902.203/..

24V Standard 5 LEDs 70902.210/..

24V Standard 10 LEDs 70902.211/..

24V Standard 15 LEDs 70902.212/..

24V Standard 30 LEDs 70902.213/..

12V ADA compliant 5 LEDs 70902.205/..

12V ADA compliant 10 LEDs 70902.206/..

12V ADA compliant 15 LEDs 70902.207/..

12V ADA compliant 30 LEDs 70902.208/..

24V ADA compliant 5 LEDs 70902.215/..

24V ADA compliant 10 LEDs 70902.216/..

24V ADA compliant 15 LEDs 70902.217/..

24V ADA compliant 30 LEDs 70902.218/..

Ledline 201

12V Standard 5 LEDs

Black anodized profile with anti-slip polymer,
and electronic module (1m)
*Option: riser illumination

70903.200/..

4

12V Standard 10 LEDs 70903.201/..

12V Standard 15 LEDs 70903.202/..

12V Standard 30 LEDs 70903.203/..

24V Standard 5 LEDs 70903.210/..

24V Standard 10 LEDs 70903.211/..

24V Standard 15 LEDs 70903.212/..

24V Standard 30 LEDs 70903.213/..

12V ADA compliant 5 LEDs 70903.205/..

12V ADA compliant 10 LEDs 70903.206/..

12V ADA compliant 15 LEDs 70903.207/..

12V ADA compliant 30 LEDs 70903.208/..

24V ADA compliant 5 LEDs 70903.215/..

24V ADA compliant 10 LEDs 70903.216/..

24V ADA compliant 15 LEDs 70903.217/..

24V ADA compliant 30 LEDs 70903.218/..

21 3 4

* The electronic module for the riser illumination must be ordered separately 
Also available in silver-grey anodized 
Possibility to cut to needed size, max. 2m 

For more information you can consult our Safety & Decorative Lighting catalogue

Complete reference 
with color number:

.....09 Blue

.....03 Red

.....07 Yellow

.....08 Green

.....02 White

+
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LIGHT PROFILE ACCESSORIES REFERENCES

Fiberled 102 / 201 
Ledline 102 / 201

80901.1/.. Mounted deep engraved number plate with miniature
illuminator set 12V DC. Only up two digits or letters (1un)

80901.2/.. Mounted deep engraved number plate with miniature
illuminator set 24V DC. Only up two digits or letters (1un)

Fiberled 102 / 201

80901.3/.. **Mounted Extra-Illuminator Set 12V DC (1un)

80901.4/.. **Mounted Extra-Illuminator Set 24V DC (1un)

Fiberled 201 / 202 - Ledline 201

80901.5/.. Mounted electronic module for riser - 2 LEDs/m 12V DC (1m)

80901.6/.. Mounted electronic module for riser - 2 LEDs/m 24V DC (1m)

80901.7/.. Mounted electronic module for riser - 4 LEDs/m 12V DC (1m)

80901.8/.. Mounted electronic module for riser - 4 LEDs/m 24V DC (1m)

80901.9/.. Mounted electronic module for riser - 8 LEDs/m 12V DC (1m)

80901.10/.. Mounted electronic module for riser - 8 LEDs/m 24V DC (1m)

** Recommended for profiles longer than 120 cm

70200.102/.. NUMBERLED engraved 110x110 mm - 12V DC

70200.112/.. NUMBERLED engraved 110x110 mm - 24V DC

70200.202/.. NUMBERLED engraved 70x70 mm - 12V DC

70200.212/.. NUMBERLED engraved 70x70 mm - 24V DC

M0202.15/2 WIRE-WAY Cover profile in black polymer

M0202.13/2 WIRE-WAY Semi-rigid base profile in black polymer

M0302.5 WIRE-WAY wide endcap right E-102

M0302.6 WIRE-WAY wide endcap left E-102

M0302.7 WIRE-WAY wide endcap right E-201

M0302.8 WIRE-WAY wide endcap left E-201

30922.1 EMERLED - 12V Emergency lighting power supply 150 W
(1 h. and 1 min. autonomy)

30922.2 EMERLED - 24V Emergency lighting power supply 150 W
(1 h. and 1 min. autonomy)

30901.14 IP20 Power supply 150W 12V DC (159x97x30 mm)

30901.48 IP20 Power supply 150W 24V DC (159x97x30 mm)

70204.200 FIBERLED 104 - Black anodized profile
 with anti-slip polymer Standard version (1m)

70204.201 FIBERLED 104 - Black anodized profile 
with anti-slip polymer ADA compliant (1m)

70206.200 FIBERLED 202 - Black anodized profile
 with anti-slip polymer ADA compliant (1m)

70206.201 FIBERLED 202 - Black anodized profile with anti-slip 
polymer ADA compliant (1m). *Option: riser illumination

ACCESSORIES REFERENCES

* The electronic module for the riser illumination must be ordered separately 
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COMPLETE READY SYSTEM - REFERENCES

Fiberlines 301 
FW

12V Standard Black anodized profile with anti-slip surface (1m) 
For installation and finishes between one floor and one wall

70309.200/..
1

24V Standard 70309.210/..

Fiberlines 301 
FF

12V Standard Black anodized profile with anti-slip surface (1m) 
For installation and finishes between two floors

70307.200/..
2

24V Standard 70307.210/..

Ledline 301 FW

12V Standard 5 LEDs

Black anodized profile with anti-slip surface
and electronic module (1m) 

For installation and finishes between one floor and one 
wall

70907.200/..

3

12V Standard 10 LEDs 70907.201/..

12V Standard 15 LEDs 70907.202/..

12V Standard 30 LEDs 70907.203/..

24V Standard 5 LEDs 70907.210/..

24V Standard 10 LEDs 70907.211/..

24V Standard 15 LEDs 70907.212/..

24V Standard 30 LEDs 70907.213/..

Ledline 301 FF

12V Standard 5 LEDs

Black anodized profile with anti-slip surface
and electronic module (1m)

For installation and finishes between two floors

70906.200/..

4

12V Standard 10 LEDs 70906.201/..

12V Standard 15 LEDs 70906.202/..

12V Standard 30 LEDs 70906.203/..

24V Standard 5 LEDs 70906.210/..

24V Standard 10 LEDs 70906.211/..

24V Standard 15 LEDs 70906.212/..

24V Standard 30 LEDs 70906.213/..

21 3 4

* In addition to the complete system, you must order end-caps separately
Also available in silver-grey anodized 
Possibility to cut to needed size, max. 2m

70200.102/.. NUMBERLED engraved 110x110 mm - 12V DC

70200.112/.. NUMBERLED engraved 110x110 mm - 24V DC

70200.202/.. NUMBERLED engraved 70x70 mm - 12V DC

70200.212/.. NUMBERLED engraved 70x70 mm - 24V DC

30922.1 EMERLED - 12V Emergency lighting power supply 150 W
(1 h. and 1 min. autonomy)

30922.2 EMERLED - 24V Emergency lighting power supply 150 W
(1 h. and 1 min. autonomy)

30901.14 IP20 Power supply 150W 12V DC (159x97x30 mm)

30901.48 IP20 Power supply 150W 24V DC (159x97x30 mm)

70310.200 FIBERLINES 302 FW - Black anodized profile non illuminated (1m) 
For installation and finishes between one floor and one wall

70308.200 FIBERLINES 302 FF - Black anodized profile non illuminated (1m) 
For installation and finishes between two floors

ACCESSORIES REFERENCES

For more information you can consult 
our Safety & Decorative Lighting catalogue
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* GUIDELINES WALL LIGHTING - REFERENCES

Guidelines 15 
LED’S

12V Standard 15 LEDs Coil of 15 LED’s/m. (6 m.) (12/24V DC) 
in blue, white, green, red or yellow

70400.100/..
1

24V Standard 15 LEDs 70400.110/..

Guidelines 7 
LED’S

12V Standard 7 LEDs Coil of 7 LED’s/m. (12 m.) (12/24V DC) 
in blue, white, green, red or yellow

70400.200/..
1

24V Standard 7 LEDs 70400.210/..

4

Complete reference 
with color number:

.....02 White

.....03 Red

.....07 Yellow

.....08 Green

.....09 Blue

+

* In addition to the complete system, you must order end-caps separately 

M0202.16/2 Semi-rigid channel profile of black PVC.

M0202.17/10 Co-extruded cover profile of black PVC and clear polycarbonate

80102.3 Black aluminium end-caps right

80102.4 Black aluminium end-caps left

ECCI THEATRE, BOGOTÁ, COLOMBIA
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ROYAL WALLS OF CEUTA, CEUTA, SPAIN

362
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C O N T R O L  S Y S T E M S
 &  S E R V I C E S
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MCI LIGHTS offers the following services, which allows us to provide a global service at site in order to assure the correct performance of 
the equipment, being present from the beginning until the end of the project realization.
That’s what differentiates us from our competitors:

Pre-wire visit
Intended to collect all the project information in order to coordinate with the installer team and subsequently be able to carry out detailed 
shop drawings and installation drawings.

Shop Drawings / Installations Drawings
Creation with maximum detail of the necessary drawings so that the installer can carry out the work with the greatest possible precision.

Onsite commissioning
MCI LIGHTS will assign an engineer to the work who will supervise the different phases of the project during the installation period, verif-
ying each one of them in order to avoid errors and delays in its execution.

Onsite programming
Hardware and software configuration and creation of lighting scenes on site, according to customer requirements. Carrying out the ne-
cessary light tests and synchronization with other existing automation systems, if necessary.

Training
Training in the use, modification and maintenance of the system, both at a computer and electrical level, both of the control and of the 
installed luminaires and their auxiliary equipment.

Offsite show programing
Management of light scenes remotely through remote desktop software

MCI LIGHT SYSTEM LIGHTING 
INTEGRATION SERVICE

MCI LIGHTS ofrece los siguientes servicios los cuales nos permiten dar un servicio goblal en la obra para asegurar un correcto funciona-
miento del sistema al estar presente desde el inicio del proyecto hasta al final y esto es lo que nos diferencia de nuestros competidores:

Visita pre-instalación
Destinado a recopilar toda la información del proyecto para coordinar con el equipo instalador y posteriormente poder realizar planos de 
detalle de taller y planos de instalación.

Planos de implantación / Planos de instalación
Realización con el máximo detalle de los planos necesarios para que el instalador pueda realizar el trabajo con la mayor precisión posi-
ble.

Puesta en marcha y verificación de la instalación in situ
MCI LIGHTS asignará a la obra un ingeniero que supervisará las diferentes fases del proyecto durante el periodo de instalación, verifican-
do cada una de ellas para evitar errores y retrasos en su ejecución.

Programación en la obra
Configuración hardware y software y creación de escenas de iluminación en sitio, según requerimientos del cliente. Realización de las 
pruebas de luz necesarias y sincronización con otros sistemas de automatización existentes, si fuese necesario.

Formación
Formación en el uso, modificación y mantenimiento del sistema, tanto a nivel informático como eléctrico, tanto del control como de las 
luminarias instaladas y sus equipos auxiliares.

Programación de escenas lumínicas
Gestión de escenas de luz de forma remota a través de software de escritorio remoto.
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FLEXICON FITTING M20 FSU20-M20-C-S &WISKA LOCKNUT EMMU 20 M20x1,5

KEY

REVIEWED BY:

CHECKED BY:

DRAWN BY:

CUSTOMER:

DATE:

REV:

SHEET SIZE:

LIGHTING COMPANY:
GRUPO MCI
C/ Dels Oficis, 25B · Pol. Ind, el Regàs
08850 · Gavà (Barcelona) · España
+34 93 630 29 66
info@grupo-mci.com

DRAWING TITLE:

LOCATION:

MCI DRAWING REFERENCE:

PROJECT:

FLOOR:

APPROVED BY MCI: CUSTOMER SIGN & STAMP:

LIGHTING GROUP

NPP0064-NEW PORT PROJECT

E.DISTRIBUTION SMARTLEDFLEX FILE 7,8,9

EAST ELEVATION

LOWER AREA

NPP0064_CT_E.E_L.AREA_SLF_P&D.B3

CARLOS SIERRA

ANA Mª QUIJANO

FERNANDO ESPERANZA

FERNANDO ESPERANZA

10-10-2016

1

DIN A1

SUMITUBE HEAT SHRINKABLE W5B11-12/4 SUMITUBE HEAT SHRINKABLE W5B11-12/4

SMARTLEDFLEX SQUARE 24 V MONOCOLOR WARM WHITE

M8 FEMALE CONNECTOR ESCHA FEMALE

WISKA LOCKNUT
EMMU 20 M20x1,5

&

FLEXICON
FITTING M20

FSU20-M20-C-S

CEMBRE Z6-10DCEMBRE Z6-10D

DOOR

PE

PE

GN
D2

26

GN
D2

27

GN
D2

28

GN
D2

29

GN
D2

30

VC
C2

31

RE
D 

2

35

GR
EE

N
 2

36

BL
U

E 
2

37

W
HI

TE
 2

38

GN
D3

39

GN
D3

40

GN
D3

41

GN
D3

42

GN
D3

43

VC
C3

44

RE
D 

3

48

GR
EE

N
 3

49

BL
U

E 
3

50

W
HI

TE
 3

51

GN
D4

52

GN
D4

53

GN
D4

54

GN
D4

55

GN
D4

56

VC
C4

57

GN
D1

13

GN
D1

14

GN
D1

15

GN
D1

16

GN
D1

17

VC
C1

18

RE
D 

1

22

GR
EE

N
 1

23

BL
U

E 
1

24

W
HI

TE
 1

25

19 20 21 32 33 34 45 46 47 58 59 60

PE

NE
UT

RA
L

PH
AS

E

GN
D1

GN
D1

Vc
c1

Vc
c1

PE

NE
UT

RA
L

PH
AS

E

GN
D2

GN
D2

Vc
c2

Vc
c2

PE

NE
UT

RA
L

PH
AS

E

GN
D3

GN
D3

Vc
c3

Vc
c3

PE

NE
UT

RA
L

PH
AS

E

GN
D4

GN
D4

Vc
c4

Vc
c4

PH
AS

E

2

NE
UT

RA
L

1

PE

3

PE

4

PE

5

PE

10

DM
X 

+

11

DM
X 

-

12

PE

6

PE

7

PE

8

PE

9

PE

NE
UT

RA
L

PH
AS

E

GN
D6

GN
D6

Vc
c6

Vc
c6

RE
D 

4

61

GR
EE

N
 4

62

BL
U

E 
4

63

W
HI

TE
 4

64

GN
D5

65

GN
D5

66

GN
D5

67

GN
D5

68

GN
D5

69

VC
C5

70

RE
D 

5

74

GR
EE

N
 5

75

BL
U

E 
5

76

W
HI

TE
 5

77

GN
D6

78

GN
D6

79

GN
D6

80

GN
D6

81

GN
D6

82

VC
C6

83

RE
D 

6

87

GR
EE

N
 6

88

BL
U

E 
6

89

W
HI

TE
 6

90

71 72 73 84 85 86

CAMTEC

ESB101.23

NE
UT

RA
L

NE
UT

RA
L

PA
HS

E
PH

AS
E

PE

NE
UT

RA
L

PH
AS

E

GN
D5

GN
D5

Vc
c5

Vc
c5

TYPE 8 PY001837

3x
4 

m
m

 A
C

 2
30

V 
FR

O
M

 D
B#

00
01

FL
EX

IC
O

N
  M

ET
AL

LI
C

 F
LE

XI
BL

E 
C

O
N

D
U

IT
 2

0m
m

 L
FH

U
 2

0

FL
EX

IC
O

N
  M

ET
AL

LI
C

 F
LE

XI
BL

E 
C

O
N

D
U

IT
 2

0 
m

m
 L

FH
U

 2
0

IN
PU

T 
AC

 P
O

W
ER

 F
R

O
M

 D
B#

xx
xx

.  
AC

 2
30

V 
50

 / 
60

H
z.

28
80

W
. I

N
R

U
SH

 C
U

R
R

EN
T 

20
A 

(4
00

µs
.)

D
M

X 
 IN

PU
T 

FR
O

M
 T

EC
H

N
IC

AL
 R

O
O

M
 E

XI
T

ALL DMX  CONTROL
CONNECTIONS AND
CABLES ARE NOT

SCOPE OF WORK OF
MCI

T01
24 V 480 W

Art. Nº: 85442

T02
24 V 480 W

Art. Nº: 85442

T03
24 V 480 W

Art. Nº: 85442

T04
24 V 480 W

Art. Nº: 85442

T05
24 V 480 W

Art. Nº: 85442

T06
24 V 480 W

Art. Nº: 85442

288 W 288 W 288 W 288 W 288 W 288 W

FILE 7_8_9_EAST ELEVATION_LOWER AREA_POWER & DATA BOX 3

WISKA LOCKNUT
EMMU 20 M20x1,5

&

FLEXICON
FITTING M20

FSU20-M20-C-S

WISKA LOCKNUT
EMMU 20 M20x1,5

&

FLEXICON
FITTING M20

FSU20-M20-C-S

TO
 : 

SL
F 

1 
FI

LE
 7

M8 MALEM8 FEMALE M8 MALEM8 FEMALE M8 MALEM8 FEMALE M8 MALEM8 FEMALE M8 MALEM8 FEMALE M8 MALEM8 FEMALE

SLF 1 FILE 7 LOWER AREA 10000mm

SUMITUBE HEAT SHRINKABLE W5B11-12/4PRYSMIAN CABLE RETENAX FLEX 2X2,5mm2

M8 MALEM8 FEMALE M8 MALEM8 FEMALE M8 MALEM8 FEMALE M8 MALEM8 FEMALE M8 MALEM8 FEMALE M8 MALEM8 FEMALE

M8 MALEM8 FEMALE M8 MALEM8 FEMALE M8 MALEM8 FEMALE M8 MALEM8 FEMALE M8 MALEM8 FEMALE M8 MALEM8 FEMALE

MCI 7211100/C22

PRYSMIAN CABLE RETENAX FLEX 2X2,5mm2

PRYSMIAN CABLE RETENAX FLEX 2X2,5mm2

PRYSMIAN CABLE RETENAX FLEX 2X2,5mm2

PRYSMIAN CABLE RETENAX FLEX 2X2,5mm2

PRYSMIAN CABLE RETENAX FLEX 2X2,5mm2

PRYSMIAN CABLE RETENAX FLEX 2X2,5mm2

PRYSMIAN CABLE RETENAX FLEX 2X2,5mm2

PRYSMIAN CABLE RETENAX FLEX 2X2,5mm2

PRYSMIAN CABLE RETENAX FLEX 2X2,5mm2

PRYSMIAN CABLE RETENAX FLEX 2X2,5mm2

PRYSMIAN CABLE RETENAX FLEX 2X2,5mm2

PRYSMIAN CABLE RETENAX FLEX 2X2,5mm2

PRYSMIAN CABLE RETENAX FLEX 2X2,5mm2

PRYSMIAN CABLE RETENAX FLEX 2X2,5mm2

PRYSMIAN CABLE RETENAX FLEX 2X2,5mm2

PRYSMIAN CABLE RETENAX FLEX 2X2,5mm2

PRYSMIAN CABLE RETENAX FLEX 2X2,5mm2

SUMITUBE HEAT SHRINKABLE W5B11-12/4 SUMITUBE HEAT SHRINKABLE W5B11-12/4 SUMITUBE HEAT SHRINKABLE W5B11-12/4 SUMITUBE HEAT SHRINKABLE W5B11-12/4 SUMITUBE HEAT SHRINKABLE W5B11-12/4

SLF 2 FILE 7  LOWER AREA 10000mm MCI 7211100/C22 SLF 3 FILE 7  LOWER AREA 10000mm MCI 7211100/C22 SLF 4 FILE 7  LOWER AREA 10000mm MCI 7211100/C22 SLF 5 FILE 7  LOWER AREA 10000mm MCI 7211100/C22 SLF 6 FILE 7  LOWER AREA 10000mm MCI 7211100/C22

POWER SLF 1 = 96 W POWER SLF 2 = 96 W POWER SLF 3 = 96 W POWER SLF 4 = 96 W POWER SLF 5 = 96 W POWER SLF 6 = 96 WDETAIL 4
FILE 7
LOWER AREA
EAST ELEVATION

TO
 : 

SL
F 

2 
FI

LE
 7

TO
 : 

SL
F 

3 
FI

LE
 7

TO
 : 

SL
F 

4 
FI

LE
 7

TO
 : 

SL
F 

5 
FI

LE
 7

TO
 : 

SL
F 

6 
FI

LE
 7

TO
 : 

SL
F 

1 
FI

LE
 8

TO
 : 

SL
F 

2 
FI

LE
 8

TO
 : 

SL
F 

3 
FI

LE
 8

TO
 : 

SL
F 

4 
FI

LE
 8

TO
 : 

SL
F 

5 
FI

LE
 8

TO
 : 

SL
F 

6 
FI

LE
 8

TO
 : 

SL
F 

1 
FI

LE
 9

TO
 : 

SL
F 

2 
FI

LE
 9

TO
 : 

SL
F 

3 
FI

LE
 9

TO
 : 

SL
F 

4 
FI

LE
 9

TO
 : 

SL
F 

5 
FI

LE
 9

TO
 : 

SL
F 

6 
FI

LE
 9

DETAIL 3

SLF1

SLF2

SLF3

SLF4

SLF5

SLF6

POWER SLF 1 = 96 W POWER SLF 2 = 96 W POWER SLF 3 = 96 W POWER SLF 4 = 96 W POWER SLF 5 = 96 W POWER SLF 6 = 96 W

POWER SLF 1 = 96 W POWER SLF 2 = 96 W POWER SLF 3 = 96 W POWER SLF 4 = 96 W POWER SLF 5 = 96 W POWER SLF 6 = 96 W

SLF 1 FILE 8 LOWER AREA 10000mm MCI 7211100/C22

SUMITUBE HEAT SHRINKABLE W5B11-12/4 SUMITUBE HEAT SHRINKABLE W5B11-12/4 SUMITUBE HEAT SHRINKABLE W5B11-12/4 SUMITUBE HEAT SHRINKABLE W5B11-12/4 SUMITUBE HEAT SHRINKABLE W5B11-12/4

SLF 2 FILE 8  LOWER AREA 10000mm MCI 7211100/C22 SLF 3 FILE 8  LOWER AREA 10000mm MCI 7211100/C22 SLF 4 FILE 8  LOWER AREA 10000mm MCI 7211100/C22 SLF 5 FILE 8  LOWER AREA 10000mm MCI 7211100/C22 SLF 6 FILE 8  LOWER AREA 10000mm MCI 7211100/C22

SLF 1 FILE 9 LOWER AREA 10000mm MCI 7211100/C22

SUMITUBE HEAT SHRINKABLE W5B11-12/4 SUMITUBE HEAT SHRINKABLE W5B11-12/4 SUMITUBE HEAT SHRINKABLE W5B11-12/4 SUMITUBE HEAT SHRINKABLE W5B11-12/4 SUMITUBE HEAT SHRINKABLE W5B11-12/4

SLF 2 FILE 9  LOWER AREA 10000mm MCI 7211100/C22 SLF 3 FILE 9  LOWER AREA 10000mm MCI 7211100/C22 SLF 4 FILE 9  LOWER AREA 10000mm MCI 7211100/C22 SLF 5 FILE 9  LOWER AREA 10000mm MCI 7211100/C22 SLF 6 FILE 9 LOWER AREA 10000mm MCI 7211100/C22

SUMITUBE HEAT SHRINKABLE W5B11-12/4

SUMITUBE HEAT SHRINKABLE W5B11-12/4
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FILE 8
LOWER AREA
EAST ELEVATION

FILE 9
LOWER AREA
EAST ELEVATION

10m

110m

4.5m

7.5m

12.5m

17.5m

22.5m

27.5m

32.5m

37.5m

42.5m

47.5m

52.5m

102.5m

97.5m

92.5m

87.5m

67.5m

82.5m

62.5m

57.5m

107.5m

VIP ARRIVAL - Level 1 - 72.5m

GROUND FLOOR - Level 0 - 0m

DETAIL 1

DETAIL 2

77.5m

EAST ELEVATION

GND
+24VDC M8 FEMALE

2 x CEMBRE NL 06-M
BUTT CONNECTORS

SUMITUBE W5B11 12/4PRYSMIAN CABLE
RETENAX FLEX
2x2,5mm
20045296

HEAT SHRINKABLE TUBING

+24V DC (BROWN)

GND (BLUE)

DETAIL 3
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1 2

43

Ø158,95

11

DIAMETRE OF THE CABLE IS 9 mm
DIAMETRE OF THE CABLE WITH SHRINKABLE IS 11 mm

(+)

24V DC
24V+ (Brown)

24V+ (White)

GND- (Black)

GND- (Blue)
(-)

BLUE

BLACK

WHITE

BROWN

REFERED TO DETAIL 5
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DETAIL 2DETAIL 1

DETAIL 4 DETAIL 5

TOP AREA LOWER AREA

(*)

(*) CRIMPING TOOL MUST BE USED
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SV301.12 Pre-wire visit Visita preinstalación
SV301.5 Shop Drawings / Installations Drawings Planos de implantación / Planos de instalación
SV301.2 Onsite commissioning Puesta en marcha y verificación de la instalación in situ
SV301.1 Onsite programming Programación en la obra
SV301.11 Training Formación
SV301.3 Offsite show programing Programación de escenas lumínicas
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CONTROLLERS DINA RANGF

Reference DR1
Ref. 30101.10

DR1 LITE
Ref. 30101.9

DR2 LITE
Ref. 30101.12

N4*
Ref. 30102.29 

N8*
Ref. 30102.30 

DRu
Ref. 30101.11

GENERAL
Dimensions 160 x 91 x 62 mm 160 x 91 x 62 mm 106 x 91 x 59 mm 86 x 86 x 36 mm 201 x 125 x 11 mm 52 x 29 x 24 mm

Weight 317g 317g 180g 131g 610g 16g

Usb connetion

Ethernet connection Ethernet/Poe & WIFI Ethernet/Poe -

Output channels 3072 
(DMX, Art-Net, SPI 1024 (DMX) (1) 512 (DMX) (2) - - 60 (DMX)

RDM - - -

SPI (LED Pixel) Optional - - - -

Art-Net Optional - - - -

DALI Optional - - - -

Memory capacity 16 MB 16 MB - - - 8KB

Micro SD card - - -

Nicolaudie Cloud Optional Optional - - -

SOFTWARE PROGRAMMING
ESA2 PC/Mac PC/Mac PC/Mac PC/Mac PC/Mac PC/Mac

ESA PRO 2 PC/Mac PC/Mac PC/Mac PC/Mac PC/Mac PC/Mac

Remote control apps iOS | Android iOS | Android iOS | Android iOS | Android iOS | Android -

Arcolis app iOS | Android iOS | Android iOS | Android iOS | Android iOS | Android Android

STANDALONE MODE
Number of scenes 2000 2000 99 - - 99

Number of zones 20 20 5 - - 1

Power voltage 8-15V DC 8-15V DC 8-15V DC POE, 110-240V 50-60Hz POE, 110-240V 50-60Hz 5-5,5V DC

Power connector Screw terminal Screw terminal Screw terminal Screw terminal Screw terminal Mini USB

TRIGGERING
Ports 8 8 8+3 - - -

Clock/calendar triggers - - -

RS232 Optional - - - -

Ethernet connection - - -

Audio Optional - - - -

DALI - - - -

N4 | N8 - - -

ACCESSORIES
AC/DC adapter Included Included Included N/A N/A Included

DRu

(1) Upgradable to 3072 channels as an option
(2) Upgradable to 1536 channels as an option

N8N4DR2 LITEDR1 LITEDR1

(*) This touch screen needs to connect to a DINA controller: 
DR1, DR1 Lite & DR2 Lite.

LS CLOUD OPTION

SV301.17 UPDATE N Cloud option - DR1 LITE + DR2 LITE
SV301.16 Nicolaudie Service 1 Year Essential
SV301.14 Nicolaudie Service 1 Year Extended
SV301.15 Nicolaudie Service 1 Year extra controller license
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SPECIFICATIONS DR1 / DR1 LITE

30101.10 6 univers DMX-RDM + ART-NET + SPI + DALI controller / DINA DR1
30101.9 2 univers DMX-RDM controller / DINA DR1 lite

IP20 PC
COVER RoHS

DMX
RDM SPI Art-NET DALI12V DC

TA
0°C 

50°C

SPECIFICATIONS DR2 LITE

30101.12 1 univers DMX-RDM controller / DINA DR2 lite

IP20 PC
COVER RoHS

DMX
RDM12V DC

TA
0°C 

50°C

SPECIFICATIONS DRU

30101.11 60 channels DMX controller / DINA DR micro

IP20 PC
COVERDMX5V DC RoHS

TA
0°C 

50°C

SPECIFICATIONS N4 |  N8

30102.29 Wall touch screen for remote control (N4)
30102.30 Wall touch screen for remote control (N8)

IP20 WIFI
(2,4GHz)ETHERNET9V DC RoHS

TA
0°C 

50°C
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CONTROLLERS DINA RANGF

Reference STICK-CW4 STICK-DE3

GENERAL
Dimensions 106 x 146 x 10 mm 106 x 146 x 10 mm
Weight 200g 250g

Usb connetion

Ethernet connection -
WIFI connection -
DMX channels 1024 1024
Micro SD card -
RDM

SOFTWARE PROGRAMMING
ESA2 PC/Mac PC/Mac

ESA PRO - PC

ESA PRO 2 PC/Mac PC/Mac

Remote control apps iOS | Android iOS | Android

Arcolis app iOS | Android iOS | Android 

STANDALONE MODE
Number of scenes 36 500

Number of zones 1 10

Memory capacity (20 channels) 2729 steps SD card limit

Memory capacity (512 channels) 124 steps SD card limit

Power voltage 5-15V DC 5-6V DC

Power connector Screw terminal or RJ45 Screw terminal or RJ45

TRIGGERING
Live control

Touch-sensitive buttons 12 + wheel 10 + wheel

Port triggers 8 8
Clock/calendar triggers 100 / astronomical 100 / astronomical
RS232 -
Internet control -
Ethernet connection -
N4 | N8

ACCESSORIES
AC/DC adapter Included Included

RJ45 to block board Ref. 30102.12 Ref. 30102.12

368

33 CONTROLLERS.indd   36833 CONTROLLERS.indd   368 26/2/26   9:2826/2/26   9:28



SPECIFICATIONS STICK-CW4

30101.6/2 Mundosoft Stick-CW4 black
30101.6/3 Mundosoft Stick-CW4 white
30102.12 Acc. RJ45 Power&Data connection 1

M0402.9 Patch cord CAT-6 2m RJ45 2

For installation.
M0401.5/2 BELDEN 3105A cable

IP20
GLASS/ 

PC 
COVER

RoHS5-15
V DC

TA MIN
-10°C
-14°F

TA MAX
+50°C
+122°F

WIFI
BUILT-IN

DMX
RDM

SPECIFICATIONS STICK-DE3

30101.5/2 Mundosoft STICK-DE3 black
30101.5/3 Mundosoft STICK-DE3 white
30102.12 Acc. RJ45 Power&Data connection 1

M0402.9 Patch cord CAT-6 2m RJ45 2

For installation.
M0401.5/2 BELDEN 3105A cable

IP20 5-6
V DC

WIFI
BUILT-IN

DMX
RDM

GLASS/ 
PC 

COVER
RoHS

TA MIN
-10°C
-14°F

TA MAX
+50°C
+122°F

21

21
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In installations where the quantity or density of luminaires requires it, we can offer an ART-NET control system from 2 to 2.048 DMX Uni-
verses, fully mounted on a RACK with all the necessary accessories included (INTEL latest generation server, ethernet switch with via fiber 
optics, integrated monitor and keyboard kit, UPS...) Along with the control, we also offer receivers with gateways from ART-NET to DMX 
or SPI, depending on the needs of the installation, these being fully configurable according to the needs of the project, fully assembled in 
small racks equipped with ethernet switch with fiber optic connection and UPS.

Our project department will help you with the final configuration of your system if required and will recommend the additional services 
recommended for the start-up and programming of your installation

En instalaciones donde la cantidad o densidad de luminarias lo requiere, podemos ofrecer un sistema de control ART-NET desde 2 hasta 
2.048 Universos DMX, montado íntegramente en un RACK con todos los accesorios necesarios incluidos (Servidor de última generación IN-
TEL, switch ethernet con conexión por fibra óptica, kit de monitor y teclado integrado, SAI...)  Junto con el control, ofrecemos también los 
receptores con pasarelas de ART-NET a DMX o SPI, según la necesidad de la instalación, siendo estos totalmente configurables según las 
necesidades del proyecto, montados íntegramente en pequeños racks equipados con switch ethernet con conexión por fibra óptica y SAI.

Nuestro departamento de proyectos le ayudará con la configuración final de su sistema si es requerido y le recomendará los servicios 
añadidos recomendados para la puesta en marcha y programación de su instalación.

ART-NET CONTROL

Reference MASTER AURA 2
Ref. 30131.22

MASTER AURA 12
Ref. 30131.23

MASTER AURA 32
Ref. 30131.24

RACK MASTER ART-NET
Ref. 30131.25

RACK SLAVE ART-NET
Ref. 30131.26

Power consumption 1,5W 1,5W 1,5W Up to 1500W Up to 1500W

Measures 86x105x49mm 86x105x49mm 86x105x49mm 600 x1200 x 42U 
(2000mm)

600 x1000 x 24U 
(1000mm)

Weight 0,15 kg 0,15 kg 0,15 kg Approx. 110 kg Approx. 55 kg

Housing Policarbonate Policarbonate Policarbonate Steel/Glass Steel/Glass

Input voltage 24V DC 24V DC 24V DC 230V AC 230V AC

Protection class III III III I I

Controller type ART NET ART NET ART NET ART NET ART NET / SPI or/and 
DMX

DMX Output channels 1.024 6.144 1.6384 - 1.024 / 2.048 / 4.096 / 
8.192 / ...

SPI Output channels - - - - 4.096 / ...

Analog inputs - - - 8 -

SAI 2000VA - - - Included Included
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OPCIONALS RACK MASTER ART-NET

30132.18 MADRIX 5 KEY + MADRIX 5 LICENSE START 2 X 512 DMX / 128 x 128 DVI
30132.19 MADRIX 5 KEY + MADRIX 5 LICENSE ENTRY 12 X 512 DMX / 512 x 512 DVI
30132.20 MADRIX 5 KEY + MADRIX 5 LICENSE BASIC 32 X 512 DMX / 1024 x 1024 DVI
30132.21 MADRIX 5 KEY + LICENSE PROFESSIONAL 128 X 512 DMX / 2048 x 1024 DVI
30132.22 MADRIX 5 KEY + LICENSE ULTIMATE 512 X 512 DMX / 2048 x 1024 DVI
30132.23 MADRIX 5 KEY + LICENSE MAXIMUM 2048 X 512 DMX / 2048 x 1024 DVI

Licenses START ENTRY BASIC PROFESSIONAL ULTIMATE MAXIMUM

Reference Ref. 30132.18 Ref. 30132.19 Ref. 30132.20 Ref. 30132.21 Ref. 30132.22 Ref. 30132.23

DMX channels 1.024 4.096 16.384 65.536 262.144 1.048.576

DMX Universes 2 8 32 128 512 2.048

RGB Voxels 256 1536 4.096 16.384 65.536 262.144

DVI Voxels 16.384 262.144 1.048.576 2.097.152 2.097.152 2.097.152

Upgradable

Validity Lifetime Lifetime Lifetime Lifetime Lifetime Lifetime

OPCIONALS RACK SLAVE ART-NET

30132.28 MADRIX STELLA - 2 UNIVERS DMX/RDM IN-OUT - ARTNET 1 

30132.47 MADRIX STELLA - 8 UNIVERS DMX/RDM IN-OUT - ARTNET
30132.24 MADRIX LUNA 4 - 19” ART-NET NODO 2

30132.25 MADRIX LUNA 8 - 19” ART-NET NODO 2

30132.26 MADRIX LUNA 16 - 19” ART-NET NODO 2

30905.6 POWER SUPPLY 15,2W 24V DC DIN RAIL 3

DMX CONVERTER STELLA STELLA LUNA 4 LUNA 8 LUNA 16

Reference Ref. 30132.28 Ref. 30132.47 Ref. 30132.24 Ref. 30132.25 Ref. 30132.26

Output (channels) 1 or 2 x 512 DMX 8 x 512 DMX 4 x 512 DMX 8 x 512 DMX 16 x 512 DMX

Input (channels) 1 or 2 x 512 DMX - 1 x 512 DMX 1 x 512 DMX 1 x 512 DMX

Ethernet connection 2 x RJ45 100 MBit/s 2 x RJ45 1 Gbit/s & Poe 1 x RJ45 100 MBit/s 1 x RJ45 100 MBit/s 1 x RJ45 100 MBit/s

USB

Art-Net

Streaming ACN

RDM Support - - -

Standlone - - - - -

Mounting Din-Rail or Wall Din-Rail or Wall 19” Rack 19” Rack 19” Rack

Power Voltage 5-24 V DC 5-24 V DC 100-240 V AC 100-240 V AC 100-240 V AC

Power 1,5W 5W 5W 5W 5W

21 3
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OPCIONALS SPI CONVERTER

Digidot C1 Live 
 4 universes

Digidot C4 Live 
8 universes

Digidot C4 Live 
12 universes

Digidot C4 Live 
16 universes

Digidot C4 Live 
24 universes

Digidot PxLnet 
Node 

48 universes

Digidot PxLnet 
Node 

96 universes
Reference Ref. 30131.33 Ref. 30131.29 Ref. 30131.30 Ref. 30131.31 Ref. 30131.32 Ref. 30132.42 Ref. 30132.40

Output (channels) 2 x 1024 SPI 4 x 1024 SPI 4 x 1536 SPI 4 x 2048 SPI 4 x 3072 SPI 16 x 1536 SPI 16 x 3072 SPI

Power Voltage 5-48V DC 5-24V DC 5-24V DC 5-24V DC 5-24V DC 100-250V AC 
50-60Hz

100-250V AC 
50-60Hz

Power 5W 5W 5W 5W 5W 45W 45W

Dimensions 95 x 45 x 25 mm 153 x 74 x 28 mm 153 x 74 x 28 mm 153 x 74 x 28 mm 153 x 74 x 28 mm 441 x 300 x 43 mm 441 x 300 x 43 mm

Weight 74 g 140 g 140 g 140 g 140 g 2,450 g 2,450 g

Mounting Din-Rail or Wall Din-Rail or Wall Din-Rail or Wall Din-Rail or Wall Din-Rail or Wall 19” RACK 19” RACK

Operation tempe. - 20ºC to 40ºC - 20ºC to 40ºC - 20ºC to 40ºC - 20ºC to 40ºC - 20ºC to 40ºC - 20ºC to 40ºC - 20ºC to 40ºC

IP rating IP40 IP10 IP10 IP10 IP10 IP20 IP20

Ethernet connections 2 x RJ45, 
10/100

2 x RJ45, 
10/100

2 x RJ45, 
10/100

2 x RJ45, 
10/100

2 x RJ45, 
10/100

2 x RJ45, 
100/1000

2 x RJ45, 
100/1000

Wifi - -

Input Art-Net

Input Streaming ACN

Input DMX512A - -

30131.33 Digidot C1 Live – 4 universes 1

30132.57 DiGidot C1 DIN-rail clip

30131.29 Digidot C4 Live – 8 universes 2

30131.30 Digidot C4 Live – 12 universes 2

30131.31 Digidot C4 Live – 16 universes 2

30131.32 Digidot C4 Live – 24 universes 2

30132.58 DiGidot C4 DIN-rail clip

30132.16 Digidot PxLnet Transmitter for C4 3

30132.42 Digidot PxLnet Node 48 universes 4

30132.40 Digidot PxLnet Node 96 universes 4

30132.43 Digidot PXLNet Transceiver 2 RJ+Screw 5

30905.6 Power supply 15,2W 24V DC DIN RAIL 6

6321 54
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SPLITTERS & CONVERTER

SPI CONVERTER SPLITTER
DMX RDM 2 OUTPUTS

DIN RAIL SPLITTER
DMX RDM 4 OUTPUTS

Power consumption 4W 1W

Measures 88 x 54 x 26 mm 72 x 92 x 62 mm

Weight 0,08 kg 0,12 kg

Housing Polycarbonate Polycarbonate

Input voltage 12-24V DC 12-48V DC

Protection class III III

Din Rail -

Controller type DMX RDM DMX RDM

DMX Output numbers 2 + 1 THRU 4 + 1 THRU

DMX Input numbers 1 1

Fiber Optical transmission - -

Fiber Optical reception - -

IP20
DMX
RDM RoHS

TA MIN
-10°C
-14°F

TA MAX
+50°C
+122°F

REFERENCES

30102.7 DMX RDM 2 outputs Splitter 1

30102.8 DIN rail format DMX RDM 4 outputs Splitter 2

For installation.

M0401.5/2 BELDEN 3105A cable
30905.6 Power supply 15,2W 24V DC DIN Rail 3

21 3

DATA BOX

DATA BOX  
SPLITTER DMX 

RDM
DATA BOX  

SPLITTER DMX RDM

Power consumption 10W

Measures 200 x 254 x 167,5 mm

Weight 1,2 kg

Housing Halogen free flame retardant technopolymer

Input voltage 85~264V AC / 120~370V DC

Temperature range -10º C to +50º C / 14º F to +122º F

Efficiency 88%

IP55 RoHS
TA MIN
-10°C
-14°F

TA MAX
+50°C
+122°F

REFERENCES

30102.5 Data Box - 4 outputs Splitter DMX-RDM
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DATA BOX  
SPLITTER DMX 

RDM
DALI2 

TOUCHSCREEN

Reference 30111.1

Power consumption 3W

Measures 86 x 86 x 27.1 mm

Weight 0.08 kg

Input voltaje 12-24V DC (Requires external DALI BUS source)

Power factor 0.95

Temperature range -20º a +40ºC

Efficiency 95%

Control Up to 64 DALI devices

Groups Up to 16 DALI groups

Scenes Up to 16 scenes

DALI2 TOUCHSCREEN

POWER SUPPLY DT8 RGBW

Reference Ref. 30902.3 Ref. 30902.4 Ref. 30902.5

Specification IP20 Power supply 75W 24V 
DC DT8 RGBW

IP20 Power supply 150W 
24V DC DT8 RGBW

IP20 Power supply 240W 
24V DC DT8 RGBW

Power consumption 76.8W 151.2W 240W

Measures 290 x 38 x 28.5 mm 340 x 38 x 28.5 mm 380 x 38 x 28.5 mm

Weight 0.28 Kg 0.4 Kg 0.54 Kg

Input voltage 100-305V AC / 
156-410V DC

100-305V AC / 
156-410V DC

100-305V AC / 
156-410V DC

Power factor 0.95 0.95 0.95

Temperature range -20º to 90ºC -20º to 80ºC -20º to 90ºC

Efficiency 89% 92% 93%

Output votaje 23-26V DC 23-26V DC 23-26V DC

Control DALI DT6 & DT8 DALI DT6 & DT8 DALI DT6 & DT8
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BUS SIGNAL CONVERTER

30112.1 Bus signal converter DALI to DMX 64 channels 1

30905.6 Power supply 15,2W 24V DC DIN Rail 4

30102.15 Bus signal converter DMX to DALI 64 channels 2

30112.2 DALI power supply for bus converter 3

30905.6 Power supply 15,2W 24V DC DIN Rail 4

21 333 4
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The LINEARdrive range is composed by  manual controllers and constant voltage drivers for LEDs that are controlled by 1, 2 and 3-4 chan-
nels. The LINEARdrive products covers all types of lighting applications; from single colour all the way up to dynamic whites, RGB and 
RGBW. All industry control protocols are covered: 1-10V, DMX512A/RDM, and DALI.

The dimming is strengthened with the HydraDrive system with a 15 bits resolution, that provides the smoothest flicker-free high-performan-
ce dimming from 100% to 0.1%. Useful in the applications where the video images register, professional or non-professional, is needed to 
eliminate this unpleasant records blinking. 

The ToolBoxPro accessory is required for the LinearDrive DMX 1 or 2 channels internal parameters configuration such as the DMX channel 
or the HydraDrive regulation curves. The 4 channel LinearDrives have 3 buttons for the configuration.
 
You can download all technical specifications and programming guides on the web: www.grupo-mci.com

La familia LINEARdrive está compuesta por controladores manuales, y drivers de voltaje constante para LEDs que son controlados por 1, 2 
y 3-4 canales. Los productos LINEARdrive cubren todo tipo de aplicaciones lumínicas, desde el control de luminarias monocolor hasta el 
control de blancos dinámicos, RGB y RGBW. Todos los protocolos de control de la industria están cubiertos: 1-10V, DMX512A/RDM y DALI.
 
La regulación está reforzada con el sistema HydraDrive de 15 bits de resolución, donde la función dimmer funciona con una gamma de 
atenuación del 100% al 0,1%, es decir, la regulación de la luz no provoca el efecto parpadeo, conocido también como flickering. Apto para 
aplicaciones donde el registro de imágenes de video, ya sea profesional o lúdica, es imprescindible eliminar este desagradable destello 
en las grabaciones.
 
Los LINEARdrive DMX de 1 ó 2 canales, necesitan el accesorio ToolBoxPro para poder configurar los parámetros internos como el canal 
DMX o las curvas de regulación HydraDrive. Los LINEARdrive de 4 canales, disponen de 3 botones para configurarlos.

Todas las fichas técnicas y guías de programación están disponible en la web www.grupo-mci.com

LINEARDRIVE

REFERENCES

DMX hand controller

30142.3 DimWheel LINEARdrive DMX hand controller 1

30142.4 DimWheel LINEARdrive faceplate 2

1 channel

30141.4 LINEARdrive 212D 200W 24V DC DMX
30141.7 LINEARdrive 211D 200W 24V DC 0-10V
30141.8 LINEARdrive 210D 200W 24V DC DALI

2 channels

30141.9 LINEARdrive 222D 200W 24V DC DMX
30141.10 LINEARdrive 220D 200W 24V DC DALI

3/4 channels

30141.2 LINEARdrive 180D 144W 24V DC DMX 3

30141.3 LINEARdrive 720D 330W 24V DC DMX / DALI

Accessories

M0505.7 Wago terminal 5-way connection 4

30142.5 Tool Box Pro (DMX parameters).

21 3 4
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SPECIFICATIONS

IP20 PC
HOUSING RoHS24V DC

TA MIN
-20°C
-4°F

TA MAX
+50°C
+122°F

1 CHANNEL 2 CHANNELS 4 CHANNELS

Reference LINEARdrive 
212D

LINEARdrive 
211D

LINEARdrive 
210D

LINEARdrive 
222D

LINEARdrive 
220D

LINEARdrive 
180D

LINEARdrive 
720D

Power consumption Max. 200W Max. 200W Max. 200W Max. 200W Max. 200W Max. 144W Max. 330W

Dimensions 153 x 50 x 23 mm 153 x 50 x 23 mm 153 x 50 x 23 mm 153 x 50 x 23 mm 153 x 50 x 23 mm 153 x 50 x 23 mm 153 x 50 x 23 mm

Weight 0,12 kg 0,12 kg 0,12 kg 0,12 kg 0,12 kg 0,12 kg 0,144 kg

Controller type DMX512-A / RDM 0-10V DALI DMX512-A / RDM DALI DMX512-A / RDM DMX512-A / RDM
DALI

Compatible Products with LINEARdrive:
Linear Flex® / SmartLedFlex® / LedFloodStrip® (monocolor) / Slim Ground Liner® / Ground Liner® (monocolor) / Step & Aisles profiles.

LINEARdrive 211D

VDC+
VDC-

Aux VDC
Ext in +

LED supply +

LED supply +

Group 1-

Group 2-
0-10V +

0-10V +

Ext in -

0-10V -

0-10V -
0-10V+

0-10V+

0-10V-

0-10V-

Power Supply

1  CHANNEL 1-10V CONNECTIONS

DALI CONNECTIONS

LINEARdrive 720D

VDC+
VDC-

Ext in +

Group 1

Group 2

Group 3

Group 4

GND 1

GND 2

GND 3

GND 4

Ext in -
DA +

DA +
DA -

DA -DA+

DA+
DA-

DA-

TOOLbox
pro DMX in +

DMX in -
DMX in shield

LedSync shield

LedSync thru +
LedSync thru -

Power Supply

TOOLbox
pro

DA+

DA+

DA-

DA-

LINEARdrive 210D
LINEARdrive 220D

VDC+
VDC-

Aux VDC
Ext in +

LED supply +

LED supply +

Group 1-

Group 2-
DA +

DA +

Ext in -

DA -

DA -

Power Supply

DMX CONNECTIONS

LINEARdrive 720D

VDC+
VDC-

Ext in +

Group 1

Group 2

Group 3

Group 4

GND 1

GND 2

GND 3

GND 4

Ext in -
DA +

DA +
DA -

DA -
DMX in +
DMX in -
DMX in shield

LedSync shield

LedSync thru +
LedSync thru -

Power Supply

DMX in +

DMX in shield
DMX in -

LedSync thru +
LedSync thru -
LedSync shield

LINEARdrive 212D
LINEARdrive 222D

VDC+
VDC-

Aux VDC
Ext in +

LED supply +

LED supply +

Group 1-

Group 2-

DMX in +

DMX in shield

LedSync thru -

Ext in -

DMX in -

LedSync thru +

LedSync shield

Power Supply

DMX in +

DMX in shield
DMX in -

LedSync thru +
LedSync thru -
LedSync shield

TOOLbox pro TOOLbox pro

EXT IN + LED supply +

DMX IN +
DMX IN -
DMX IN SHIELD

LEDSYNC SHIELD

LEDSYNC THRU +
LEDSYNC THRU -

EXT IN - Group 1
Group 2
Group 3
Group 4

VDC+
VDC-

DMX in +

DMX in shield
DMX in -

LedSync thru +
LedSync thru -
LedSync shield

LINEARdrive 180D

Power Supply

TOOLbox pro

Ext in +

DMX in +

VDC -

LedSync out shield

Ext in -

DMX in -
DMX in shield

VDC +

LedSync out -
LedSync out +

Show selection switch

DMX network

DimWheel

TOOLbox
configuration

12-32V DC IN

DIP switches

DimWheel
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MONOCOLOR CONNECTIONS

LED supply +

LED supply +

Group 1-

Group 2-

++

__

max. 192Wmax. 96W

max. 96W

++

__

++

__

LED supply +

LED supply +

Group 1-

Group 2-

LED supply +
Group 1

Group 2
Group 3
Group 4

max. 36W

M050206

max. 36W

max. 36W

max. 36W

++

__

++

__

++

__

++

__

LINEARdrive 180D

max. 144W

max. 144W

max. 144W

max. 144W

M050206 M050206

Power Supply

++

__

++

__

++

__

++

__

Group 1

Group 2

Group 3

Group 4

GND 1

GND 2

GND 3

GND 4

LINEARdrive 720D

DYNAMIC WHITE CONNECTIONS

max. 192W

LED supply +

LED supply +

Group 1-

Group 2-

+
_
_

LINEARdrive 222D / 220D

RGB CONNECTIONS

LED supply +
Group 1

Group 2
Group 3
Group 4

max. 144W
++
R-
G-
B-

LINEARdrive 180D

Group 1

Group 2

Group 3

Group 4

GND 1

GND 2

GND 3

GND 4

max. 432W

M050206

Power Supply

++
R-
G-
B-

LINEARdrive 720D

RGBW CONNECTIONS

LED supply +
Group 1

Group 2
Group 3
Group 4

max. 144W
++
R-
G-
B-
W-

LINEARdrive 180D

Group 1

Group 2

Group 3

Group 4

GND 1

GND 2

GND 3

GND 4

max. 576W

M050206

++
R-
G-
B-
W-

Power Supply

LINEARdrive 720D
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TOOL BOX PRO CONNECTIONS

In order for the FluxTool application to detect the LED driver, the driver 
must be powered on. Never connect more than one driver at a time.

Para que la aplicación FluxTool detecte el driver LED, el driver debe 

estar encendido. Nunca conecte más de un driver a la vez.

off no DALI power

50% DALI power

100% DALI activity

off LEDcode not connected, no LEDcode/DMX activity

50% LEDcode connected, no LEDcode/DMX activity

100% LEDcode or DMX activity

Blinking  + TOOLbox pro connection error to computer

DMX in +
DMX in -
DMX in shield

DA +
DA -

LEDcode +
LEDcode -

Not used

DMX /
LedSync

DALI

LEDcode

MEASURES

LINEARdrive

153 mm 
(6.02 in)

50 mm 
(1.97 in)

23 mm 
(0.90 in)

69,2 mm 
(2.72 in)

DimWheel

69,2 mm 
(2.72 in)

69,2 mm 
(2.72 in)

16,3 mm 
(0,64 in)

22,9 mm 
(0,90 in)
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DIMMER LED

The Dimmer range is composed by constant voltage drivers for LEDs that are controlled by 1 and 4 channels. The Dimmer Led products 
cover all lighting applications, from single colour all the way up to dynamic whites, RGB and RGBW (with the 4 channels Driver). All indus-
try control protocols are covered: 0-10V, DMX512A/RDM, and DALI.

The dimming is made by PWM, from 0% to 100%.
 
The 1 channel drivers work only on broadcast or are directed by RDM or DALI protocols, depending on the model. The 4 channels Drivers 
could be manually directed also.

La familia Dimer Led esta compuesta por drivers de voltaje constante para leds controladores por 1 y 4 canales. Los productos Dimer Led 
cubren todo tipo de aplicaciones lumínicas, desde el control de luminarias monocolor hasta el control de blancos dinámicos, RGB y RGBW 
(con el driver de 4 canales). Todos los protocolos de control de la industria están cubiertos: 0-10V, DMX512A/RDM y DALI.
 
La regulación se realiza por PWM, desde 0% al 100%.
 
Los drivers de 1 canal, solo trabajan en broadcast o son direccionables mediante protocolo RDM ó DALI, según modelo. Los drivers de 4 
canales puede ser direccionados manualmente también.

1 channel IP20

30141.13 1 channel LED Dimmer 156W 12-48V DC DMX RDM 1

30141.14 1 channel LED Dimmer 240W 12-24V DC DALI

30141.15 1 channel LED Dimmer 240W 12-24V DC 0-10V

4 channels IP20

30141.16 4 channels LED Dimmer 240W 12-48V DC DMX RDM 2

30141.17 4 channels LED Dimmer 240W 12-48V DC DALI

21

REFERENCES

SPECIFICATIONS

IP20 PC
HOUSING RoHS24V DC

TA MIN
-10°C
14°F

TA MAX
+40°C
+104°F

1 CHANNEL IP20 4 CHANNELS IP20

Reference 30141.13 30141.14 30141.15 30141.16 30141.17

Power consumption Max. 240W Max. 240W Max. 240W Max. 240W Max. 240W

Dimensions 44 x 57 x 19 mm 44 x 57 x 19 mm 44 x 57 x 19 mm 88 x 54 x 26 mm 88 x 54 x 26 mm

Weight 0,037 kg 0,037 kg 0,037 kg 0,074 kg 0,074 kg

Controller type DMX RDM DALI 0-10V DMX RDM DALI

Compatible Products with LED Dimmer:
Linear Flex® / SmartLedFlex® / LedFloodStrip® (monocolor) / Slim Ground Liner® / Ground Liner® (monocolor)  / Step & Aisles profiles.
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1  CHANNEL

F 2
5
6

1
2
8

6
4
3
2
1
6
8 2 1

- - L1- L2- L3-

+

N

POWER
SUPP LY

F 2
5
6

1
2
8

6
4
3
2
1
6
8 2 1

- - L1- L2- L3-

D+ D- COM DA DA

DALI

4 CHANNELS

+

L N

PO
SUPPLY
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BLUETOOTH  DEVICES
TO CONTROL YOUR LUMINAIRES

The Bluetooth devices range is composed by switches, relays, trailing edge dimmers,  0-10V/DALI dimmers, 24V DC PWM 
dimmers,  controllers, light and motion sensors.
 
All these devices function with the Casambi Bluetooth wireless technology  and can be programmed and controlled through 
Casambi App.
 
Never has been easier to switch on/off, dim, control the color temperature and create different scenes. Download the free 
Casambi App at Apple Store or Google Play.

La gama Bluetooth devices está compuesta por interruptores, relés, dimmers TRAILING EDGE, dimmers 0-10V / DALI, dim-
mers PWM de 24V DC, controladores, temporizadores y sensores de presencia y/o luminosidad.

Todos estos componentes funcionan con las con la tecnología inalámbrica Bluetooth Casambi y podemos programarlos y 
controlarlos a través de su aplicación.

Nunca había sido tan fácil encender/apagar, dimerizar, cambiar la temperatura de color y crear escenas. Descárgate la 
App gratuita Casambi en Apple Store o Google Play.

SWITCH

30122.1/3 Xpress white 1

30122.1/2 Xpress black 2

30122.4 Bluetooth double flat push switch 3

30122.9 4 push button inputs to bluetooth in junctionbox shape 4

21 3 4

T1

T2

T3

T4

N

L

CASAMBI

4 push button inputs to bluetooth in junctionbox shape connections.
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Bluetooth Relay 1NA 13A connections Bluetooth Relay 1NA 10A connections

ON-OFF CONTROL

30122.15 Bluetooth Relay 1NA 13A 5

30122.5 Bluetooth Relay 2NA 16A 6

65

DIMMER TRAILING EDGE

30121.3 Bluetooth trailing edge dimmer 150W 7

30121.4 Bluetooth trailing edge dimmer & PUSH 200W 8

87

L
N

N

L
N

85-240V AC
50-60 Hz

L

N

LNS

N

230 V AC

Bluetooth trailing edge dimmer 150W connections Bluetooth trailing edge dimmer & PUSH 200W connections

100-240 V AC 24 V AC 12 V AC

383
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DIMMER PWN

30121.2 Bluetooth controllable 4 channels PWM dimmer 12

30121.10 1 channel LED Dimmer 288W 12-48V DC Bluetooth 13

30121.7 4 channels LED Dimmer 240W 12-24V DC Bluetooth 14

30121.12 5 channels LED Dimmer 120W 12-48V DC Bluetooth 15

30121.11 2 channels LED Dimmer 120W 12-48V DC Bluetooth 16

1413 15 1612

Wiring diagram, RGBW +: common (+)
1: red (-)
2: green (-)
3: blue (-)
4: white (-)

12-24V DC
power supply

RGBW LED stripIN
PU

T 12
-2

4V
 D

C

1
2

3
4

O
U

TPU
T 12

-2
4V

 D
C

M
ax. 6A

 Total

IN
PU

T 12
-2

4V
 D

C

1
2

3
4

O
U

TPU
T 12

-2
4V

 D
C

M
ax. 6A

 Total

Wiring diagram, 1-4 separate channels +: common (+)
1: channel 1 (-)
2: channel 2 (-)
3: channel 3 (-)
4: channel 4 (-)

Wiring diagram, tunable white

12-24V DC
power supply

TW LED strip

+: common (+)
1: warm (-)
2: cool (-)
3: not in use
4: not in use

IN
PU

T 12
-2

4V
 D

C

1
2

3
4

O
U

TPU
T 12

-2
4V

 D
C

M
ax. 6A

 Total

4 channels LED Dimmer 240W 12-24V DC Bluetooth connections

Bluetooth controllable 4 channels PWM dimmer connections 1 channel LED Dimmer 240W 12-24V DC Bluetooth connections

E
E

NL
230 V

POWER 
SUPPLY

Vout
-+

DC IN 12/24V DC

N.O. PUSH BUTTON
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CONTROLLER & SENSORS

30122.6 Android Gateway central 17

30121.8 Bluetooth-DMX Converter 8 channels 24V 18

30121.25 Bluetooth-DMX Converter 12 channels 100-240V 19

30122.2 Bluetooth timing control 20

30122.7 Recessed Bluetooth light and motion sensor 21

30122.8 Surface Bluetooth light and motion sensor 22

30122.10 IP66 Surface Bluetooth light and motion sensor 23

1817 2120 2322
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GROUND

Bluetooth-DMX Converter 8 channels 24V

L

N

5A or 6A MCB
or fuse

L - Live in N-Neutral in
Two neutral and two live terminals
are available for easy ‘loop in’ and
‘loop out’ connection.

230V AC

Recessed or Surface Bluetooth light and motion sensor connections

DMX - DMX -

19

Bluetooth timing control connections

NL

230 V

POWER 
SUPPLY

Vout

-+

N.O. PUSH BUTTON

OR

M ESHNETWO Slav
to

D: 44 9

Master mode
(Up to 12 channels)

Slave mode
(Up to 8 channels)

Bluetooth-DMX Converter 12 channels 100-240V
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IP20 POWER SUPPLIES 24V

Reference Ref. 30901.25 Ref. 30901.26 Ref. 30901.27

Specification IP20 Power supply 30W 
24V DC

IP20 Power supply 75W 
24V DC

IP20 Power supply 150W 
24V DC

Power consumption 30W 75W 150W

Measures 142 x 45 x 30 mm 187 x 45 x 30,5 mm 254,5 x 44,5 x 32 mm

Weight 0,12 kg 0,18 kg 0,42 kg

Input voltage 198-264V AC 176-264V AC 198-264V AC

Power factor >0,9 >0,9 >0,9

Temperature range -10º C to +45º C -20º C to +45º C -20º C to +40º C

Efficiency > 87% > 87% > 87%

IP67 POWER SUPPLIES 24V

Reference Ref. 30903.15 Ref. 30903.16 Ref. 30903.17 Ref. 30903.26 Ref. 30903.27

Specification
IP67 Power 
supply 150W 

24V DC

IP67 Power 
supply 200W 

24V DC

IP67 Power 
supply 320W 

24V DC

IP67 Power 
supply 480W 

24V DC

IP67 Power 
supply 600W 

24V DC
Power consumption 150W 200W 320W 480W 600W

Measures 180 x 63 x 35,5 
mm

199 x 63 x 35,5 
mm

246 x 77 x 39,5 
mm

262 x 15 x 43,8 
mm

280 x 144 x 48.5 
mm

Weight 0,80 kg 0,85 kg 1,45 kg 2.8 Kg 3.9 Kg

Input voltage 100~305V AC / 
142~431V DC

100~305V AC / 
142~431V DC

100~305V AC / 
142~431V DC

90-305V AC / 
127-431V DC

90-305V AC / 
127-431V DC

Power factor PF >0,95 / 
230V AC

PF >0,95 / 
230V AC

PF >0,98 / 
230V AC

PF >0,7 / 
230V AC

PF >0,95 / 
230V AC

Temperature range -40º C to 
+90º C

-40º C to 
+90º C

-40º C to 
+85º C

-40º C to 
+90º C

-40º C to 
+90º C

Efficiency 93% 94% 93% 94% 95%

IP67
AL

ANODIZED
COVER TEST

ROHS SELV 05

IP20 ROHS SELV

IP20 & IP66 TRIAC POWER SUPPLIES 24V

Reference Ref. 30902.1 Ref. 30904.1 Ref. 30904.3

Specification IP20 Power supply 60W 
24V DC TRIAC

IP66 Power supply 150W 
24V DC TRIAC

IP66 Power supply 300W 
24V DC TRIAC

Power consumption 60W 150W 300W

Measures 178 x 61 x 24 mm 256 x 78 x 47 mm 276 x 78 x 47 mm

Weight 0,35 kg 1,5 kg 1,7 kg

Input voltage 180-264V AC 180-264V AC 180-264V AC

Power factor PF >0,99 / 240V AC PF >0,97 / 240V AC PF >0,98 / 240V AC

Temperature range -40º C to +80º C -40º C to +80º C -40º C to +80º C

Efficiency 85% 86% 89%

IP67 ROHS SELVIP20
TRIAC
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IP67 POWER SUPPLY ACCESSORIES

M0505.31 IP68 “I” connection Ø6-13,5mm 
Tee Tube (3 poles)

1 

M0505.10 IP68 “Y” connection Ø8-17mm 
Tee Tube (3 poles)

2

M0505.15 Derivation box 3

M0505.17 5 way terminal block
21 3

IP66 DALI & PUSH POWER SUPPLIES 24V

IP66 0-10V POWER SUPPLIES 24V

Reference Ref. 30904.6 Ref. 30904.7 Ref. 30904.8

Specification IP66 Power supply 60W 
24V DC 0-10V

IP66 Power supply 150W 
24V DC 0-10V

IP66 Power supply 360W 
24V DC 0-10V

Power consumption 60W 150W 360W

Measures 150 x 53 x 35 mm 256 x 78 x 47 mm 276 x 78 x 47 mm

Weight 0,49 kg 1,5 kg 1,65 kg

Input voltage 90~305V AC 127~431V DC 100~265V AC 100~265V AC

Power factor PF >0,95 / 240V AC PF >0,98 / 240V AC PF >0,97 / 240V AC

Temperature range -40º C to +80º C -40º C to +80º C -40º C to +80º C

Efficiency 89% 90% 90%

Reference Ref. 30904.12 Ref. 30904.4 Ref. 30904.14

Specification IP66 Power supply 100W 
24V DC DALI & PUSH

IP66 Power supply 150W 
24V DC DALI & PUSH

IP66 Power supply 300W 
24V DC DALI & PUSH

Power consumption 100W 150W 300W

Measures 231 x 78 x 25 mm 245 x 70 x 43 mm 301 x 78 x 25 mm

Weight 0,83 kg 1,4 kg 1,15 kg

Input voltage 100~277V AC 100~277V AC 100~277V AC

Power factor PF >0,95 / 240V AC PF >0,95 / 240V AC PF >0,95 / 240V AC

Temperature range -40º C to +70º C -40º C to +80º C -40º C to +80º C

Efficiency 89% 88% 91%

IP66 BLUETOOTH POWER SUPPLIES 24V

IP66 ROHS SELV
DALI

IP66 ROHS SELV
0-10V

Reference Ref. 30904.16 Ref. 30904.15

Specification IP67 Power supply 60W 
24V DC V Bluetooth

IP67 Power supply 120W 
24V DC V Bluetooth

Power consumption 60W 120W

Measures 150 x 53 x 35 mm 191 x 63 x 37,5 mm
Weight 0,49 kg 0,97 kg
Input voltage 90~305V AC  127~431V DC 90~305V AC  127~431V DC
Power factor PF >0,95 / 240V AC PF >0,96 / 240V AC
Temperature range -40º C to +80º C -25º C to +80º C

Efficiency 89% 90%

ROHS SELV
CASAMBI

IP67
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9999922 - February 2026

The information provided in this catalog, 
doesn’t constitute legal guarantee in terms of 
properties and/or functionality of the products 
application. Also, GRUPO MCI reserves the right 
to change at any time and without notice, the 
technical specifications of our products illustra-
ted in this catalogue, without this affecting the 
basic characteristics of the product.

Note
Los datos facilitados en el presente catálogo, 
en ningún caso constituyen garantía jurídica en 
cuanto a propiedades y/o funcionalidad de la 
aplicación de los productos. Además GRUPO 
MCI se reserva el derecho de modificar en cual-
quier momento y sin previo aviso, las caracterís-
ticas técnicas de los elementos ilustrados en el 
presente catálogo, sin que estos afecten a las 
características básicas del producto.

Nota

HEADQUARTERS

 MORE COOL ILUMINATIONS, S.L. 
C/ dels Oficis, n°25
08850 · Gavà
Barcelona · Spain
T.  (+34) 93 630 28 00
M. info@grupo-mci.com

SUBSIDIARIES

SAUDI ARABIA
Al Bait Building n°3, 2nd Floor, Office n°13 
Salah Al-Din Al-Ayoubi Road,  
Near Wooden Bakery, Riyadh
T.  (+966) 503 28 0670
M. saudi@grupo-mci.com

LATAM
Lima · Perú
T.  (+51) 915 335 989
M. latam@grupo-mci.com
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